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PREFACE Cr er 


The material in this text was originally organized for 
presentation in one of those “‘out-of-hour courses” in Bell 
Telephone Laboratories through which its members make 
more widely available to each other, their specialized technical 
information. Since then the material has undergone revision 
for subsequent presentations in that series of courses and 
also for presentation at Massachusetts Institute of Technology 
by invitation of its Electrical Engineering Department. 

Wave filters and transmission networks for a large 
variety of purposes, are widely used in the telephone plant of 
the Bell System, and the present material was prepared in the 
atmosphere of a laboratory, concerned with the development 
and design of such equipment. The text should, therefore, 
not be regarded as original in its subject matter but rather as 
synthesizing contributions of a large number of scientists, 
largely within the Bell System. 

In the development of wave-filters, contributors to the 
formation of a comprehensive theoretical treatment have 
been G. A. Campbell, O. J. Zobel, and K. S. Johnson in this 
country; and in Europe, K.-W. Wagner. In the develop- 
ment of the fundamental theory underlying transmission net- 
works, O. B. Blackwell, G. A. Campbell and A. E. Kennelly 
are among the more important contributors. To the original 
work of these men the author acknowledges his indebtedness; 
and in connection with the analysis of transient waves by 
Fourier integral methods to the work of G. A. Campbell, 
H. Nyquist, and R. V. L. Hartley. 

The author also desires to express his appreciation to 
Carl L. Frederick and C. H. Dagnall, members of the technical 
staff of Bell Telephone Laboratories, who have very largely 
carried out the final editing in preparation for publication. 
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Bett TeLepHone Lazorarories, Ine. 
New York Ciry, N. Y. 


Sept. 15, 1929 
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CHART ERe. 
INTRODUCTION 


THE PLACE OF TRANSMISSION NETWORKS IN SYSTEMS 
OF ELECTRICAL COMMUNICATION 


TuHE past thirty years have witnessed many important 
developments in electrical communication. Looking back, it 
appears almost as though the various dynamic sciences, which 
had rapidly grown in scope under the influence of Maxwell, 
Helmholtz and others, having been for a time pent up, were 
fairly bursting in their eagerness to spill over into the com- 
munication field, innumerable facts capable of being put to 
great practical use. The writings of Heaviside are clear evi- 
dence of the transition, pointing to many useful relationships 
while making important advances in electrodynamics itself. 

Subsequently, striking applications of the new knowledge 
—as typified by inventions and discoveries—went constantly 
hand in hand with a codification or systematization of the 
knowledge found useful. Thus, parallelling the origination of 
the loading coil by Pupin, the thermionic vacuum tube by De 
Forest, and the wave filter by Campbell, has been the systema- 
tizing work of Kennelly, Campbell, Blackwell, Carson, and 
others. It is with the latter process, out of which has grown 
what is often called “telephone transmission theory,” that we 
are here concerned. In particular, one of the most important 
and striking branches of “telephone transmission theory” is 
that which relates to the properties of electrical networks used 
for transmission purposes, called “transmission networks.” 

There is not space available here to enter into a complete 
discussion of the uses to which transmission networks are put,’ 
and: for purposes of illustration we may confine ourselves to 


1For a bibliography of applications of transmission networks, reference may be 
made to Appendix A. 
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certain aspects of long distance telephony. This choice of 
illustration will serve perhaps better than any other to bring 
out the physical and economic attractions which the networks 
can have for engineers. 
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° 
Fic. 1.—Some or THE More Important REPEATERED OPEN WIRE Circuits IN THIS 
Country. 


Long distance circuits are of various kinds. There are 
open wire,” cable and radio facilities. These impose very dif- 
ferent requirements on apparatus used in transmission. From 
an electrical standpoint, they may provide telegraph, normal 
telephone (both side circuit and phantom circuit),? superim- 


? Open wire facilities are those whose circuits employ wires separately strung over- 
head on pole lines, in contrast to cable facilities which use wires from among those pro- 
vided by acable. The electrical characteristics of the two types of circuits are generally 
quite different. 

* Normal telephone transmission is that which uses directly the ordinary frequencies 
of speech and music. In carrier current transmission, a modulation is employed in 
order to permit using a different range of frequencies for transmission purposes. See 
section 4 of this chapter. 

A phantom circuit is one which straddles two pairs of wires, one pair acting as a 
conductor in either direction. In this case, each pair is also used for transmission in 
which one wire of the pair works in one direction and one in the other. Each of the 
pairs is said to comprise a side circuit and to afford side circuit transmission. 
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posed carrier current (telephone and telegraph), telephoto- 
graph, and radiotelephone transmission. 

In Fig. 1 there are shown the routes of some of the more 
important repeatered* open-wire circuits of this country. 
Each route on the map represents not one circuit only but 
generally a large number of circuits, depending on traffic con- 
ditions. In Fig. 2 is a similar diagram of the routes of the 
long distance carrier telephone and telegraph facilities which 
are superimposed on open-wire lines. Circuits such as these 
together with long distance cables form the trunk lines, ver- 
itably the “backbone circuits,” which tie together from a 
transmission standpoint the lines of the entire Bell System. 
At the present time such long distance circuit mileage is about 
half open wire and half cable, with the percentage in cable 
rapidly growing. In terms of circuit length, carrier circuits 
constitute about one-quarter of the total length of open-wire 
circuits. As examples, the route through Omaha, Denver, 
and Salt Lake City is on the “Central Transcontinental 
Route” and that through Dallas, El Paso, and Phoenix is on 
the “Southern Transcontinental Route.” The economic im- 
portance of such circuits is evident. 

The length of trunk line circuits, together with the high 
standards of transmission they require, and the desirability 
of employing them intensively by multiplexing messages, 
means careful consideration of the fundamental factors in- 
fluencing transmission and of the numerous functional objec- 
tives which component apparatus must attain. This is par- 
ticularly so if the service provided is to have universal stand- 
ards, regularity of operation, and low costs of maintenance 
and operation. 

Taking, at a repeater station on one of the routes plotted 
in Figs. 1 and 2, one side circuit of a pair of intensively occu- 
pied phantomed circuits, and schematically outlining its pos- 
sible transmission channels as in Fig. 3, something may be 
seen of the orderly functional arrangements of apparatus 


4 4 repeatered circuit is one which contains repeaters providing amplification for 
the purpose of overcoming line losses, 
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required. It is not to be supposed that all long circuits 
provide this number of kinds of message facilities. But on 
the other hand, they must be considered as potentially cap- 
able of being so occupied. 

When a portion of the circuit of Fig. 3 is shown in more 
detailed form, as in Fig. 4, the unworkable complexity which 
each long circuit would have without exact design principles 
based on a functional analysis of parts of the circuit is appar- 
ent. Indeed, it is thought that the large progress which has 
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been made in the intensive development of transmission net- 
works has itself been largely due to certain methods of ap- 
proach—certain points of view appearing to have physical 
significance being made starting points of mathematical 
methods of wide generality. Asa result, it has been possible 
to use fundamental methods, once developed, over and over 
again, work done with one object in view being found to have 
value in many other places. 

With this situation in mind, it seems desirable, before tak- 
ing up the more theoretical work of later chapters, to consider 
in some detail just what the manifold functions of typical 
networks may be and to illustrate them concretely as applied 
to a typical system. The illustration will be that of a three- 
channel (i.e., three-conversation) carrier telephone system. 
The functions necessarily divide themselves according as they 
have to do (1) with the primary purposes of employing the 
networks and (2) with the conditions to be met by networks 
as integral parts of systems, working harmoniously with other 
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apparatus. As a prerequisite to such a discussion we must 
start with a survey of the ideals of signal transmission, and as 
a logical closure will need to indicate the directions in which 
physical limitations are to be found in the construction of net- 
works to have prescribed characteristics. 

The remainder of this chapter will therefore be devoted to: 
(1) signals and their transmission, (2) primary functions of 
transmission networks, (3) secondary functions imposed on 
networks by the necessity of codrdinating parts of systems, 
(4) a specific illustration of their use in a three-channel car- 
rier telephone system, and (5) engineering limitations on net- 
work design and construction. 

Only the more important types of transmission networks 
will be mentioned under (2). These are: wave filters, equal- 
izers, telephone transformers, line balancing (i.e., simulating) 
networks, and artificial lines. Under (4) the use of but the 
first two of these types will be shown. 


§ 1. Signals and their Transmission 


Signals, whether of systems of telephony (carrying speech 
and music), telegraphy, or telephotography, have qualities of 
wave composition which differentiate them from other electri- 
calwaves. These qualities determine largely the performance 
required of networks which aid in their transmission, and thus 
provide much of the physical basis of transmission network 
theory. It is obvious from the purpose and circumstances of 
signals that they are essentially of a temporary character. 
They areused ata particular time to convey information and 
they cease as soon as their message has been transmitted. We 
may consider as pertinent examples of this: articulate speech, 
music, and telegraph signals. 

Consequently, even the most elementary of signals, such 
as a “single-frequency tone,” maintains an approximate 
steady state merely for a limited period. Such elementary 
signals can be used to convey only a very small number of 
different ideas. For the free interchange of ideas through sig- 
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nals we must employ either a complex code of artificial groups 
of signal elements to represent the characters of a written lan- 
guage, or the much more complex signal elements (vowels, 
consonants, and notes) required in spoken language and 
music.® In the case of telegraphic signals, because of eco- 
nomic considerations, the duration of and time between pulses 
is made so short that the transient state predominates, so 
that the distinguishing characteristics are largely transient in 
character. In the case of speech and music, owing to changes 
in expression many of the distinguishing characteristics are 
also transient in character. To put this in another way, the 
envelopes of the waves which modulate with time the character- 
istic frequencies which the sounds, if sustained, would tend to 
possess, have an important bearing on the meaning conveyed 
by the signal. Preservation of these envelopes is a matter of 
transient state transmission. But transient states, as we 
shall see in Chapter XI, really involve the transmission of 
steady-state frequencies grouped as continuous bands along 
the frequency scale. Preservation of the entire content of a sig- 
nal therefore involves consideration of the transient properties of 
networks, 1.¢., involves their steady-state properties over a some- 
what wide frequency range. 

The character of telephonic signals, as we have seen, are 
not steady-state waves nor are they completely transient in 
character. A truly steady- state wave must have existed for an 
indefinitely great time in the past, sufficiently great at least 
to permit effects due to its building-up to disappear, and, 
throughout the time interval in which the designer is interested 
in the wave, it must bid fair to maintain its uniform ampli- 
tudes of oscillations, so that the effects of wave decay need 
not be considered. On the other hand the waves are not 


’The signals corresponding to pictures resolved for transmission purposes are 
somewhat similar in form to telephone signals, but the waves have less abrupt and more 
continual changes, and are less recurrent in form. On the other hand, depending on 
the speed at which they are sent, they may require the use of a frequency range greater 
even than that of speech or music. 

In connection with this section see “Transmission of Information” by R. V. L. 
Hartley in the Bell System Tech. Journal, July, 1928. 
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completely transient in character because they show evidence 
of a definite steady-state attempting to persist—growing 
out of an initial transient period, perhaps never completely 
dominating the wave, perhaps being slowly modulated in 
character—and then being destroyed in a final decay period of 
the wave. This “body” of the wave, between initial and 
final transient periods, is approximately what is obtained in a 
sustained tone, as in the case of a sustained vowel. Inthe 
body of such waves the frequencies which tend to dominate 
the character of the wave are called “characteristic fre- 
quencies.” They show usually a harmonic relationship to 
some (possibly obscure) fundamental frequency. 

The initial and final decay periods of a sound would 
clearly arise from the exigencies of time—from the temporary 
character of sounds and the sequential arrangement of sylla- 
bles in speech and notes in music. They are, however, at- 
tended by psychological peculiarities which have a bearing not 
only on the superficial meaning of the signals but on the recog- 
nition of identity of the speaker (maturalness includes this) and 
on shades or variations of meaning to express ideas pointedly. 
These peculiarities lead to considerable differences in wave 
form among examples of the same nominal sound. 

It has become natural, for example, for human beings 
when speaking (and similar phenomena can be observed in 
music and other types of sound) to impart to many words, 
particuarly those implying or describing action, a vocal 
character which brings quickly to mind the action intended. 
In other words, there isa dual transmission—of the formal 
word, and of a subtle and perhaps unconscious psychologi- 
cal appeal which modifies the word. 

Take for example, a reference to “the crackling of logs in 
a fireplace,” or “the Aissing of steam,” “the drawl of speech,” 
“the trudging of feet,” “the tearing of paper,” or “the chat- 
tering of teeth.”’ In each case the speaker puts himself in the 
place of the thing acting or acted upon and mimics the action 
by his voice. Words need not even be directly expressive of 
action in order to have this character. “Short” and “long”’ 
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are, respectively, crisp and leisurely and could hardly, even by 
common consent, be interchanged in meaning without corres- 
ponding changes in manner of utterance. Similarly with 
synonyms, “put” is less formal and more sudden than 
“place.”” Even where action seems remote, “new” is strik- 
ing and arrests the attention, but “old” is static and unin- 
truding, while “down” and “up’’ have falling and rising 
inflections, respectively. Indeed much of the effectiveness 
of oratory or other purposive speaking has to do with such 
supplementary gestures as these. This aspect of speech 1s 
mentioned here because we must remember that speech is 
not less subtle and complex than human thought itself, and 
that the relationships of the transient and sustained periods 
of a sound form the basis of expression of subtleties of mean- 
ing. 

In spite of this and of the variations which exist between 
voices of different persons, it is found possible to evaluate 
experimentally the relative importance of different frequency 
ranges in the transmission of sounds and to determine what 
imperfections of signal waves are permissible, in the aggregate, 
in transmission. This is usually done by removing, with 
electrical wave filters, various frequency ranges from a trans- 
mission system capable of transmitting the entire audible 
frequency range. Not only is the importance for the inter- 
pretation of speech sounds determined but also the impor- 
tance for conveying the more subtle and_ psychological 
aspects of both speech and music determined. 

The imperfections which may creep into the transmission 
of signals may be classified under three headings: improper 
signal volume, distortion of signal content, and interference by 
waves foreign to the signals. That is, if waves are received 
of appropriate intensity, if the important frequency ranges 
are uniformly transmitted, and if nothing but the desired 
waves are received, the ideals of transmission will have been 
realized. Waves may be so strong as to cause physiological 
difficulties in reception, or so weak as not to be recognized. 
This means that efficiency of transmission is an important 
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factor although, when amplifiers are used, partly an economic 
one. Signal distortion is of two kinds: amplitude distortion 
and phase distortion. Amplitude distortion arises from the 
transmission of different frequencies with unequal efficiencies | 
and is highly important in all types of signals but its aggre- 
gate importance depends on the importance of the frequency 
components that are efficiently transmitted. Phase distor- 
tion results from different frequencies traveling with different 
velocities such that their relative arrival times differ from 
their relative starting times. It is ordinarily less important 
in the transmission of speech than in other kinds, but the 
accumulation of phase distortion which may occur on long 
telephone circuits gives rise to undesirable transient effects. 
Interference may be of two kinds: It may arise from the intro- 
duction of energy into the communication circuit from out- 
side, through electrostatic or electromagnetic coupling, or it 
may result from the imperfect separation of several simul- 
taneously transmitted signals or from the generation of ex- 
traneous frequency components through modulation. 

These three types of imperfections should be kept in mind 
in considering the functions of different types of transmission 
networks. 


§ 2. Principal Functions of Transmission Networks 


The principal functions of the more important types of 
networks may be described as follows: ° 


Wave Filters 

It is characteristic of telephonic signals that their trans- 
mission requires the use of a continuous band of frequencies 
whose width may be perhaps 2000 cycles as a minimum and 
6000 cycles as a maximum (both approximate). Where, as 
an example, due to economic factors it is desireable to transmit 
simultaneously two or more telephonic frequency bands, 
whether this be done entirely conductively along wires, or 


6 With a view mainly to the needs of telephony. 
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partly by radiation through space, discriminating means are 
required to make the transmission of a particular communi- 
cation channel efficient to that band, or those bands, of fre- 
quencies which are desired, while rendering the circuit highly 
inefficient at other frequencies. To put this in another way, 
means are required which will pass freely desired bands of 
frequencies, while highly attenuating or extinguishing neigh- 
boring undesired bands of frequencies. This is the essential 
function which the wave filter serves. The frequencies 
attenuated may, however, be either true signals or unintelligi- 
ble noises and as a rule comprise both. On the other hand, 
should disturbing frequencies lie within the frequency band 
of the desired signals in the same circuit, the two groups can- 
not be separated by filtering action. 


Equalizers 

In any telephonic signal which is to be transmitted effi- 
ciently, proper audition requires that all component frequen- 
cies be treated alike, insofar as efficiency of transmission is 
concerned, in order that some frequencies may not be unduly 
emphasized to the detriment of others. This uniformity of 
efficiency of a band of frequencies is required, of course, 
primarily as a characteristic of the overall system traversed 
by the signal. Some parts of a transmission system are inher- 
ently not capable of closely uniform transmission. Wave 
filters, for example, tend to discriminate against frequencies 
near the edges of their transmission bands due to dissipation 
of energy in the effective resistances of their elements and to 
reflection losses at their terminal junctions. Unloaded tele- 
phone lines have an attenuation which rises gradually with 
frequency because of the nature of the capacity ’ effects pre- 
sent. The equalizer cannot restore the loss of effectiveness 
which occurs to some frequency components due to such dis- 
tortion. Amplification of power requires such generative 
devices as vacuum tubes. What the equalizer can do is to 


"The terms capacity and capacitance will be used interchangeably throughout this 
book. 
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attenuate efficiently transmitted frequencies in such a manner 
and to such an extent that all desired frequencies suffer or 
prosper in transmission alike. 


Telephone Transformers 

The telephone transformer is a rather different device, in 
its electrical structure, from the power transformer. Two 
chief differences in operating requirements exist. The imped- 
ance of the terminal apparatus of power transmission circuits 
is generally low in comparison with the characteristic imped- 
ance § of the lines and the lines are electrically short, this 
explaining why “stepping up” voltages on power transmis- 
sion systems usually leads to increased efficiency. In tele- 
phone circuits, on the other hand, the impedance of the 
terminal apparatus is comparable in magnitude to the charac- 
teristic impedance of the lines, and the lines are electrically 
long. Efficiency of transmission is under the latter conditions 
governed largely by “matching of impedances” at junction 
points in a circuit. Consequently the effectiveness of tele- 
phone transformers in properly transforming the impedances of 
a circuit is of primary importance. Secondly, because of the 
relatively high frequencies employed in telephone work and 
because a rather wide band of frequencies needs to be trans- 
mitted, inherent internal impedances of a transformer which 
may usually be neglected in power work require that the tele- 
phone transformer be considered definitely as a network in 
which inductances enter, due to mutual and leakage fluxes, 
and in which winding capacities play a prominent part in 
determining the transformation ratio and limiting frequencies 
of transmission, and in which both series and shunt disposed 
resistances which vary widely with frequency contribute to 
dissipation and change of transformation ratio. In the case 
of transformers working into the very high input impedances 
of vacuum tubes or providing band transmission at high fre- 


8 The characteristic impedance of a line is one to which the impedance-of connect- 
ing apparatus should be approximately matched for maximum power output conditions. 
It is principally determined by the distributed inductance and capacity of the line. 
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quencies, we may say that the frequency range of transmission 
and the transformation ratio of telephone transformers are as 
completely dependent on the magnitude of inductance and 
capacity elements as are the characteristics of wave filters. 


Line Balancing Networks 

The two-way voice repeater circuit has essentially the form 
of an alternating current bridge, in which a balanced condition 
depends both on the similarity of certain transformer (hybrid 
coil) windings and upon the equality of impedance of the two 
halves of the repeater output circuit. In the case of the 21- 
type (two way, one amplifier) repeater, the two halves are the 
telephone lines joined by the repeater. In the case of the more 
stable-22-type (two way, two amplifier) repeater, an output 
circuit exists at each end of the repeater and each telephone 
line is matched in impedance against a “dummy” line, or bal- 
ancing network. The function of this network is solely to pre- 
sent the same impedance to the repeater over a range of fre- 
quencies as is presented by the line, i.e., to simulate the 
impedance of the line. No through transmission is required of 
it. The design of such networks involves a choice of configur- 
ations of resistances, capacities, and inductances which bear a 
close physical relationship to such impedance elements of the 
line as dominate its total impedance, and a determination of 
impedance values of the network elements in accordance 
with network theory. 


Artificial Lines 

The function of artificial lines is to exhibit some transmis- 
sion property or properties of a real line, at one frequency or 
over a range of frequencies, so that there may be compactly 
constructed a network which will serve for certain purposes 
involving wave propagation, in place of a real continuous 
line. The artificial line is generally a network of lumped, 
discrete impedance elements whose constants are computed 
from network theory. One of the most common forms of 
artificial line is the variable attenuator, which is used as a basis 
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of comparison in attenuation and transmission loss measure- 
ments. It is usually constructed of resistances so that over 
a wide range of frequencies it displays uniform attenuation. 
It is usually formed of network sections arranged in decade 
steps, so that transmission losses (say in decibels) may be 
adjusted as quickly as, in the case of a variable resistance, 
total resistance might be adjusted (in ohms). Other forms of 
artificial line, however, display over a range of frequencies the 
varying attenuation (and perhaps phase) properties of real 
lines and circuits and involve properly disposed inductance, 
capacity, and resistance units. In contrast to the equalizer, 
they simulate, rather than compensate for, frequency-trans- 
mission characteristics. 


§ 3. Secondary Functions of Transmission Networks 


The functions of transmission networks outlined in sec- 
tion 2 show the ordinary reasons for their employment in 
communication systems. When so employed, however, since 
they must fit into the transmission scheme of systems and 
work harmoniously with other apparatus, they may be faced 
with numerous additional requirements. Occasionally, the 
latter duties may even provide the more difficult design re- 
quirements. The more important of these possible secondary 
requirements follow: 


Efficient Transmission 

This requirement applies particularly to transformers, 
wave filters, and equalizets. Each of these types of appara- 
tus could fulfill its principal duties while consuming an undue 
portion of the strength of signals entrusted to it. Under some 
conditions, amplification of signals by the use of vacuum tubes 
could offset this consumption from a transmission standpoint 
at an economic sacrifice and the problem would then be one of 
economic balance; but in other cases the use of amplification 
would be objectionable because accompanied by such factors 
as amplification of noise, impoverishment of circuit balance 
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and loss of circuit flexibility. Or, the requirements for loca- 
tion of apparatus might limit the use of amplification. Eff- 
cient transmission is secured by proportioning materials so as 
to limit dissipation of energy. 


Low Distortion 

It is not possible, of course, to secure entirely uniform 
transmission of all signal frequencies and indeed refinements 
of transmission beyond a certain point have in this direction 
economic limits. To the extent, however, that distortion 
exists, the quality of signals is impaired. When distortion is 
excessive, equalizers often provide a desirable way of reduc- 
ing it, but do so at a sacrifice in overall circuit efficiency. 
Reduction of dissipation ordinarily reduces distortion but 
aside from this and equalization, reliance must be placed on a 
choice of network configurations such as to minimize reflec- 
tion losses at terminal junction points. 


Impedance Balance 

There are a number of kinds of impedance balance com- 
monly found in communication circuits. All of them are 
akin to balances in alternating current bridge circuits. They 
need to be maintained over bands of frequencies. Balancing 
arrangements offer a kind of selectivity which differs from 
filter selectivity in that, in general, it keeps apart throughout 
systems two trains of waves arising from different sources and 
drawn off to different destinations, instead of separating on a 
basis of frequency difference waves which have mingled in a 
common circuit. An example is the balance necessary in a 
side-circuit, and therefore imposed on transformers or filters 
located in the latter, in order that currents travelling a super- 
imposed phantom circuit may not interfere with side-circuit 
transmission. A second kind of balance is the repeater bal- 
ance, mentioned in section 2, which may lead to requirements 
on, say, filters located in the output circuits. Here the separ- 
ation is between incoming and outgoing speech signals using 
the same frequency range. In other cases, circuit balance is 
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relied upon to prevent interference currents set up between 
circuit wires and ground from entering the circuit of the for- 
mer. To obtain a high degree of balance apparatus located 
in a balanced circuit must be quite symmetrical in its circuit 
impedances with respect to the associated circuit from which 
it is protected by balancing. 


Stoppage of Longitudinal Currents 

Longitudinal currents are those which travel both sides 
of a circuit in the same direction in parallel paths and return 
by some other path, generally a ground circuit. They are 
objectionable because (1) they tend to enter the transmission 
circuit whose sides they travel, in this case called a transverse 
circuit, through irregularities of balance in the latter and to 
unite with transverse currents, and (2) in many cases they 
correspond to objectionable voltages of considerable strength, 
(as in the case of telephone lines exposed to power lines). 
They may be eliminated in two ways: (1) by providing for 
them a short-circuit path to ground in the longitudinal circuit 
and (2) by causing virtually an open-circuit gap to occur in 
the longitudinal circuit, each of the methods being so em- 
ployed as not to affect transmission in the transverse circuit. 
Transformers are required in either or both of the methods. 


Transmission in Closely Associated Circutts 

When the same wires are used to provide both side circuit 
and phantom circuit transmission, it is a requirement of 
apparatus (such as transformers and filters) inserted in side 
circuits that they shall not impair transmission in the phantom 
circuit, and vice versa. This means that apparatus in one cir- 
cuit must not insert impedance in another circuit and requires 
close coupling between those impedance elements of networks 
which are located in series with the line wires. 


Stability of Characteristics with Current Variations 
If the inductances, resistances or capacitances of a network 
aresubject tovariations in value with varying current strength, 
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as is the case, for example, with the inductance and resistance 
of coils using unstable core materials, two detrimental results 
are possible. First, the frequency characteristics of the net- 
work will be distorted as the current varies from its mean 
value. Second, a kind of modulation will occur, resulting in 
the generation of new frequencies whose presence will interfere 
with interpretation of signal waves traversing the network. 
Stability of characteristics is, obviously, to be secured by the 
use of materials whose permeability, resistance, and dielectric 
constant do not vary with current strength. 


Low External Coupling 

It is desirable that electrostatic and electromagnetic 
coupling between a network and parts of its own or other cir- 
cuits be kept low—that is, that the network be self-contained 
electrically and receive and supply energy only through its 
normal 1 input and output terminals. When coupling exists to 
some other circuit, (1) energy introduced from the latter cir- 
cult may interfere with signals or (2) energy derived from the 
network may cause interference in the circuit to which it is 
coupled. When coupling exists to other parts of the circuit 
in which the network is located, (1) impedance balances may 
be upset, (2) large attenuations, as of a filter, may be nullified 
by bypass circuits, and (3) circulating currents of considerable 
strength may be set up when vacuum tubes are involved in the 
circuit. Electrostatic and electromagnetic shielding permit 
control of external coupling. 


Low Reflection Coefficient 

Where networks connect directly or through other trans- 
mitting networks toa line, it is desirable that the impedance 
offered by the network to line currents be such that wave 
reflections are not set up in the line by impedance mismatches 
at its ends. Reflections result not only in undesirable tran- 
sient waves in the circuit in which they originate but cause in- 
terference into other circuits and complicate line transposition 
problems. There is thus usually prescribed for the network 


SECONDARY FUNCTIONS OF NETWORKS 1g 


an impedance characteristic, to lie within certain limits 
through the range of signal transmission. 


Modulator Circuit Impedances 

When networks connect to vacuum tube modulator (or 
demodulator) circuits, they are required to have certain types 
of impedance characteristics even in the non-transmitting 
range of the networks, in order that modulation may be as 
complete as possible and yet undistorted. In certain modu- 
lator circuits the networks must present a high and, in other 
cases a low, impedance to the modulator if certain frequencies 
which the tubes tend to supply are to be eliminated. 


Parallel or Series Operation 

It is a requirement particularly of groups of wave filters 
selecting signals for a number of communication channels that 
the impedance of each in the transmitting ranges of the others 
be such as not to interfere with the operation of the latter. In 
the case of filters operated in parallel, this means a high shunt- 
ing impedance; in the case of filters operated in series, a low 
series impedance. It is possible to meet this requirement be- 
cause in general numerous configurations of filter elements 
can be arranged which will meet given transmission require- 
ments but allow wide latitude of choice of impedance charac- 
teristics. 

A number of considerations should be noted with respect 
to the above requirements. First, in any given circuit condi- 
tions, the requirements can be expressed in numerical measure 
so that networks can be designed to meet them quantitatively 
and measured accordingly when constructed. Secondly, the 
various requirements which might be imposed on a network by 
circuit conditions, tend for the most part to be conflicting, 
since they restrict choices of design, and must be evaluated 
and balanced from an economic standpoint. Finally, the 
ability of a network to meet the above requirements is subject 
to physical limitations which will be discussed in section 5 of 


this chapter. 
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§ 4. Illustration of the use of Transmission Networks in a Communt- 
cation System—Filters and Equalizers Required in a Typical 
Three-Channel Carrier Telephone System 


As an example of the way in which a number of functional 
requirements may be simultaneously imposed in practice on 
networks used in communication systems, let us consider the 
more important of the filters and equalizers which enter into 
the scheme of operation of a typical three-channel carrier tele- 
phone system. The example chosen is that of a “Type C” 
carrier system, designed for use over relatively long distances 
and employing the so-called !° “‘suppressed carrier, single 
sideband” method of transmission. It represents, of course, 
but one set of possible circuit conditions and the numerical 
constants or characteristic curves which give the required per- 
formance of the networks would be greatly influenced by such 
factors as: grade of transmission desired, gauge of wire avail- 
able, economical distance between repeater stations, and in- 
terference conditions. Hence the example should be consid- 
ered to illustrate principles rather than to define practice 
closely. 

In Fig. 5 there are outlined schematically the terminals and 
one of the repeaters of a Type C system, so drawn as to em- 
phasize the filters and equalizers used therein. The upper 
half of the diagram relates to transmission from left to right; 
the lower half to transmission in the opposite direction (and 
to non-carrier facilities). Beginning at the left-hand end of 
the diagram, currents derived from the subscriber’s line (S) 


10 The reader is doubtless familiar with the fact that in carrier modulation, as in 
radio systems, a “carrier frequency” and “two sidebands” are produced. For demod- 
ulation and recognition of signals the carrier frequency and one sideband may be 
suppressed, the other sideband being transmitted and a local carrier frequency supplied 
at the receiving end of the system. By this method a smaller frequency range 
is required for communication. For a discussion of methods of operation of 
carrier systems, reference may be made to “Carrier Current Telephony and Tele- 
graphy” by E. H. Colpitts and O. B. Blackwell, Trans. A. I. E. E., 1921, which discusses 
generally the progress which had been made in carrier systems up to that time; also to 
various later papers which may be found in the Bell System Technical Journal, such as 
that by H. A. Affel, C. S. Demarest, and C. W. Green, July, 1928, entitled “Carrier 
Systems on Long Distance Telephone Lines.” 
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and travelling to the right, pass through balancing apparatus 
(H) which separates on a directional basis incoming and out- 
going currents of the carrier system, and thence into a modu- 
lator (M) which raises them in the frequency scale. For 
each channel the desired sideband is selected by a modulator 
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band filter (for the channel whose modulator is shown, band 
filter No. 5) and is sent into an amplifier (7) common to all 
three channels. Here the strength of the signals is increased 
so that even the attenuation of a considerable stretch of line 
may leave them strong enough to override disturbances. The 
“high pass” directional filter, arranged so as to pass currents 
in the upper half of the frequency range used by the system, 
transmits the signals to a high pass “line filter” and this in 
turn delivers them to the line. 

Upon arrival (in an attenuated condition) at a repeater 
station, the carrier currents are conducted through a high pass 
line filter to the repeater proper. A separation of high and 
low frequency carrier currents, corresponding respectively to 
the two directions of transmission, is effected by directional 
filters; consequently, currents arriving from the left go through 
the “input” high pass directional filter, reaching equalizer 
(E,). The purpose of the latter is to correct forthe signal 
distortion introduced by the line and by directional filters. 
An amplifier (4), next in order, raises the level of strength of 
the signals of all three channels. Finally, an “output” high 
pass directional filter leads the amplified signal currents to 
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a high pass line filter and thence to the next stretch of line 
over which they are to travel. This process may be repeated 
a number of times, depending on the total distance spanned by 
the system. 

When the signal currents reach the receiving terminal on 
the right, they are led successively through a high pass line 
filter and a high pass directional filter to a terminal amplifier 
(4) where the channel currents are strengthened prior to 
demodulation. Demodulator band filters (No. 5 for the 
channel shown) select for each channel the desired group of 
frequencies and reject the others so that the demodulator (D) 
may not be hindered in its operation. The latter restores the 
channel currents to their original position in the frequency 
scale and delivers them through the balancing apparatus (/7/) 
to the receiving subscriber’s line (5). 

Transmission in the reverse direction is accomplished in a 
similar fashion, except that low pass directional filters, trans- 
mitting currents in the lower half of the frequency range of the 
carrier system, replace the high pass directional filters of the 
upper half of the diagram. 

We may discuss in order the duties of four groups of ap- 
paratus: (1) the “line filter sets,” each comprising a high pass 
and a low pass line filter connected in parallel at the ends next 
to the line, (2) the directional filter sets, each comprising a high 
pass and a low pass directional filter connected in parallel at 
the ends next to the high pass line filter, (3) the band filters, 
arranged in groups of three at the terminal stations and pro- 
vided with “compensating networks,” and (4) the equalizers 
located at repeater stations, one being used for each frequency 
range of transmission, 


Functions of Line Filter Set 
Referring to Fig. 5, it is apparent that a line filter set is 
employed wherever carrier currents are put on, or taken off, a 
stretch of line in the system. The reason for this is that the 
line is normally employed for the transmission of side circuit 
voice currents and perhaps phantom circuit voice and low fre- 
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quency telegraph currents as well, and the line filter set pro- 
vides the apparatus by means of which the carrier currents 
may be superposed on the same line without interference. 
The superimposition is accomplished in two steps: first, a low 
pass filter inserted in the circuit of the normal facilities per- 
mits passage of the normal currents but is designed to reject 
from the normal circuit high frequency carrier currents; sec- 
ond, a high pass filter transmitting carrier currents is inserted 
in the carrier circuit so designed as to reject low frequency cur- 
rents from the normal facilities. A schematic arrangement of 
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a line filter set is shown in Fig. 6 and the transmission loss 
curves corresponding to it in Fig. 7. A photograph of a typi- 
cal line filter set is given in Fig. 8. Fig. 7 shows the reduction 
in strength suffered by currents because of the presence of the 
filters between 44 and BB, and between 4A and CC, respec- 
tively. This reduction (called transmission loss) is plotted in 
decibels ! db which are logarithmic in character but the 


1 Current, voltage, or power (magnitude) ratios may be expressed logarithmically 
in decibels (db). The number of db corresponding to a ratio of the magnitudes of two 
Ik 
currents J, and Lz is Na = 20 logic 7 

1 


Voltage ratios are expressed similarly. For 


1 


two powers P; and P2, however, Na» = 10 logio Refer to Appendix B. 
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corresponding current ratio values are shown by the ordinates 
at the right of the figure. 

We may now observe: 

(1) That if a phantom circuit is maintained, in one side 
circuit of which the low pass filter would then be located, the 
latter must be well balanced with respect to similar apparatus 
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provided in the other side circuit (See Fig. 3) and such close 
coupling exist between its series impedances that only a small 
amount of impedance is introduced into the phantom circuit 
(See Fig. g). 

(2) That the low pass filter must act as a high impedance 
shunt in the transmitting range of the high pass filter, and 
that, correspondingly, the high pass filter must act as a high 
impedance shunt in the transmitting range of the low pass 
filter, i. e., that the filters must be mutually designed for par- 
allel operation. Impedance characteristics illustrative of 
this point are given in Fig. to. 

(3) That disturbances of considerable potential, such as 
those which may occur when telephone lines are exposed to 
power transmission lines, find the line filter set as the first 
networks which they would traverse in the system; and the 
line filter set must have sufficient dielectric strength to with- 
stand potentials not taken care of by standard protection 
apparatus. 

(4) That a good degree of balance, with respect to ground 
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(G), between the impedances in the respective halves of the 
filters must be provided in order to prevent longitudinal cur- 
rents from entering the carrier system or the normal circuit. 

(s) That only a very small amount of transmission loss can 
be allowed in the transmission range of each filter, because 
of the number of line filter sets which currents encounter in a 
system of considerable length. 
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(6) That only very low distortion is permissible in the 
transmission bands, for the reason given under (5). 

(7) That, because of the rather rapid changes in the trans- 
mission loss characteristics in the vicinity of 3000 cycles, pre- 
cision of location of this frequency as a separational point 


requires that the filter characteristics be independent of cur- 
rent values. 
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(8) That from a standpoint of wave reflections at the end 
of long stretches of line, the line filter set is in a prominent 
position and the impedance which it presents to the line (this 
of course depends upon the other apparatus as well as upon the 
line filter set) must match the impedance of the line. The 
impedance looking into the line end of two line filters con- 
nected in parallel and properly terminated is illustrated in 
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Fig. 11. The difference between the filter impedances of Fig. 

11 and the line impedance is expressed as a percentage “‘reflec- 

tion coefficient” in Fig. 12 to indicate the portion of arriving 

waves which will be reflected. 

(9) That modulation occurring due to unstable filter ele- 
ments can give rise to: (2) high frequencies generated in the 
low pass filter which will be transmitted as interference by the 
high pass filter, and (4) low frequencies generated by inter- 
modulation of carrier frequencies in the high pass filter which 
will penetrate the low pass filter; thus that an additional re- 
quirement exists on the stability of the filter characteristics. 
Fig. 13 shows how modulation current may be generated in the 
low pass filter which will penetrate the high pass filter. 
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(10) That a requirement will exist on the degree of inter- 
ference permissible between the filters of each set and other 
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apparatus of the same or other systems located at the same 
station. (In this connection, for example, note from Fig. 5 
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that interference between high pass line filters at the opposite 
ends of a repeater provides a return path for amplified currents 
and tends to cause circulating currents or even “‘singing.’’) 
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(11) That when at repeater points a normal voice repeater 
exists in the circuit in which the low pass filter is placed, an 
impedance balance will be required between the line filter 
set and the corresponding balancing apparatus in the repeater. 


Functions of Directional Filter Sets 
The functions of directional filters, whether located at 
terminal or repeater stations, are less numerous in kind than 
those of the line filters, but a generally more severe degree of 
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performance is asked of them. We need consider only those 
used in repeater stations, as virtually identical filters are re- 
quired for the terminal points. Fig. 14 shows the configura- 
tion of typical directional filters as employed in a repeater cir- 
cuit, and Fig. 15 is a photograph of a carrier repeater which 
includes directional filter sets. The input and output filters 
are of the same form but differ slightly in values of the network 
constants, a slight relative frequency shift of characteristics 
being found to result in slightly improved loss characteristics. 

Transmission loss characteristics of the four directional 
filters are given in Fig. 16. The sharpness of selectivity dis- 
played may be gauged by comparison with the characteristics 
of Fig. 7 for the line filters, it being remembered that on a 
frequency percentage basis a 1000 cycle interval] at 17 kilo- 
cycles would correspond to about 175 cycles at 3 kilocycles. 
From an economic standpoint, of course, it is the actual width 
of frequency interval given up for separational purposes which 
is of importance, but from a design standpoint percentage 
width is a measure of difficulty. 
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Some of the functions of the directional filters follow: 

(1) Parallel operation, as in the case of line filters. The 
requirement here is more severe however, because of the 
smaller percentage frequency intervals available for building 
up impedances to the required values. 
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(2) Low distortion in the transmitted bands, in order to 
minimize the transmission loss introduced by equalizers in 
correcting the distortion. It should be observed that, in 
contrast to the band filter the total distortion is spread over 
several frequency bands and that each channel suffers only a 
part of the total distortion. (See characteristics of Fig. 17). 

(3) Efficient transmission. Here we may see a difference 
in the requirements of input and output filters. The loss of 
a portion of the weak incoming currents reduces the overall 
amplification (or gain) of the repeater, but loss of strength 
of the amplified outgoing currents limits not only the gain 
but as well the maximum output which may be secured from 
the repeater without overloading vacuum tubes. 

(4) Transmission loss around the repeater loop. Oscilla- 
tions (“‘singing”’) or, at least, circulating currents will tend to 
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flow around the repeater circuit unless the total gain of both 
amplifiers is thoroughly offset by the combined “‘loop loss” of 
all four filters and the two equalizers. In the loop loss char- 
acteristic of Fig. 16, if we suppose the gain of each amplifier 
to be 30 db (current ratio of 31.63 so that the combined gain 
is 60 db (current ratio of 1000)) then the minimum margin 
against singing (at 16.45 kilocycles) would be a Joss of 25 db 
(current ratio of .o5s).% That is, circulating currents at this 
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frequency would be damped out to about one-eighteenth of 
their value on passage around the repeater circuit. At fre- 
quencies outside the separational group, the margin provided 
is greater because of the continual presence of voice currents to 
excite the repeater. It should be noted that the above figures 
are for the typical characteristics of Fig. 16 and not the mini- 
mum figures which are to be expected under service conditions. 

Balance, modulation, interference, and reflection require- 
ments also exist for the directional filters but do not differ from 
those of line filters sufficiently to warrant discussion here. It 
may be pointed out, however, that with irregular spacing of 
repeaters, amplification or line attenuation may become to 
some extent cumulative, so that the outgoing currents of a 
repeater may be as much as 60 db (ratio of 1o00:1) stronger 
than incoming currents. Under these extreme conditions, if 
interference of modulation arising from the output filters is to 


than unity; the value of the ratio in the first case being a reciprocal of that in the second 
case. See table of decibels in Appendix B. 
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be small in comparison with the feeble incoming currents, 
enormous differences in strength will exist between the 
outgoing currents and the modulation or interference cur- 
rents which they may be permitted to produce in the input cir- 
cuit. If, for example, there is to be present in the input circuit 
interference from a single source amounting to 1/10,o0oth of 
the strength of the input current, then a ratio of 10,000,000 : I 
must exist between the outgoing currents and the interference 
which they cause. 


Functions of Band Filters 
Typical groups of band filters for the system of Fig. 5 are 
exhibited in Fig. 18 and the corresponding transmission loss 
characteristics in Fig. 19. In Fig. 19 the line filter and ter- 
minal directional filter loss characteristics are shown in dotted 
line form. The lower group of transmission bands lie be- 
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BAND FILTER NO.4 


tween the separational point (3000 cycles) of the line filter 
set and the separational point (17000 cycles) of the directional 
filters. The transmission loss in the bands is generally higher 
than for the directional and line filters, for two reasons; chan- 
nel currents traverse but two band filters in a system and the 
loss may be afforded; also, as will appear in later chapters, it 
is natural for the loss in filters having fairly narrow transmis- 
sion bands to be higher than in low pass and high pass 
filters. 
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We shall discuss but four additional points in connection 
with the functions of these filters, out of the many which 
might be selected: 

(1) Their parallel operation is aided by certain “compen- 
sating networks.” In order that each filter may be least 
affected in its transmission band by the shunting effect of the 
others, each filter is built out with a special termination at the 
parallelling end (as if to “load” away the effect of the other 
filters). Such building-out causes distortion at those edges of 
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transmission bands which have no neighboring transmission 
bands in the frequency scale (for example, near 6.5, 15, 18, and 
28 kilocycles). To overcome such distortion, the compensat- 
ing networks are given the impedance values which would be 
offered by such absent filters in the series. 

(2) The band filters are not balanced with respect to a 
ground system but rather represent but one half of a balanced 
circuit (called an “unbalanced” circuit) and a common side of 
each is maintained at ground potential. This corresponds in 
principle to the “metallic circuits” of telegraph transmission 
and is more economical in the network impedance elements re- 
quired, where it can be employed. Since the line itself is a 
balanced structure, an inspection of Fig. 5 shows that an 
inductive transfer (by means of a transformer) must take 
place in the group amplifiers of the terminals. 

(3) The band filters all possess, at the end remote from 
parallelling, the same type of termination, i. e., there is in 
each case an anti-resonant arm, in shunt across the filter. 
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These terminations for band filters correspond to a class of 
band filter sections which offer desirable impedances in cer- 
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tain frequency ranges to the modulators or demodulators with 
which, at one end of the system, they work. They do not, 
however, result in the /east distortion which might be had in 
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the transmitted bands if modulator and demodulator action 
were not to be considered. A different type of termination will 
be found in all of the directional and line filters of Figs. 6 and 
14 and the latter termination is chosen from a distortion and 
reflection coefficient standpoint. This illustrates how two 
independent requirements both intended to accomplish very 
desirable objects, may be in conflict. Fig. 20 shows the im- 
pedance of a band filter with associated apparatus as seen from 
a modulator. 

(4) One frequency which each modulator band filter must 
suppress is the truly steady-state carrier frequency supplied 
by its modulator. The carrier frequency in each case will be 
located just off a transmission band, on a “side” of the loss 
characteristic. While the voice currents represented by the 
transmitted sideband may, from instant to instant, change in 
amplitude and frequency content, the carrier frequency is 
fixed in size and frequency location. For its suppression with- 
out undue distortion of the wanted sideband, the various 
transmission bands must be very accurately located in the 
frequency scale at predetermined positions. This is one of 
the predominating features of carrier band filter characteristics. 


Functions of Equalizers 
The position of equalizers in a carrier repeater has been 
shown in Figs. 5 and 14 and typical network structures, con- 


shee ag FOR UPPER GROUP EQUALIZER FOR LOWER GROUP 
FREQUENCIES OF FREQUENCIES 


Fic. 21.—Typicat Nerwork STrucTuRES BETWEEN Zg AND Zp. 


nected between transmitting apparatus Zs and receiving ap- 
paratus Zp, are illustrated in Fig. 21. Loss characteristics 
were shown in dotted form in Figs. 16 and 17. We shall 
merely add to the previous discussion of carrier repeaters first, 
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that, in whichever frequency group the equalizers occur, they 
add at all frequencies to the “loop loss” of the repeater net- 
works and second, that to the extent that they provide trans- 
mission loss, ane are of such a type as to provide desirable 
impedances in which to terminate directional filters and thus 
have an important function from a reflection coefficient stand- 
point. Fig. 17 brings out the way in which equalization for 
line and directional filter distortion occurs. 


§ 5. Engineering Limitations on Network Design and Construction 


To work out theoretically a network of inductances, capac- 
itances, and resistances which will offer certain desirable trans- 
mission characteristics over a frequency range, is a matter of 
following methods such as those laid down in subsequent 
chapters. To build actual networks which will possess and 
retain these characteristics involves a large number of factors 
which come into play and which must be balanced against one 
another. 

Accordingly, it is necessary to point out the principal di- 
rections in which limitations are to be encountered, for the 
the value of network theory is limited exactly by the degree 
to which networks may be physically constructed so as to give 
desired characteristics. 

Between the indicated theoretical performance of a net- 
work and its actual performance there enter, in general, four 
types of discrepancies. They are concerned with the follow- 
ing four questions: (1) How accurately does the indicated 
theoretical performance correspond to the exact theoretical 
network chosen? (2) How nearly is the actual form or con- 
figuration of the network what it is theoretically supposed to 
be? (3) How accurately is the network constructed? (4) 
How stable are the characteristics of the network during 
operation? 

There are two sources of error which affect the theoretical 
exactness of the computed performance of a network; both 
have to do with the approximations which are necessary when 
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mechanical aids are used in computation. One lies in compu- 
tations of the network constants (L’s, C’s, and R’s) from chosen 
significant frequencies, impedances, or other design bases, and 
the other in determinations of the characteristics themselves 
either from the network constants, or from the bases referred 
to. Discrepancies of either kind are not, when reasonable 
care is used, ordinarily large enough to be important except 
in the case of apparatus which needs to be made very ac- 
curately. 

The form or configuration of a network introduces four 
important factors leading to discrepancies, viz., (1) interac- 
tions between network elements, (2) distributed impedance 
effects in the elements themselves, (3) admittances from ele- 
ments to ground, and (4) effects of the wiring system. 


Interactions Between Network Elements 

These arise from the difficulty of confining electrical effects 
within exact boundaries. Electrostatic and electromagnetic 
coupling between various pairs of elements give the effect of 
inserting additional elements in the network. Such effects are 
most serious when coupling exists between elements differing 
in potential (relatively) by a considerable amount. An ex- 
ample is the tendency of capacitive coupling between elements 
at opposite ends of a network of considerable transmission 
loss to by-pass currents around the network and thus to limit 
that loss. 


Distributed Impedance Effects in Network Elements 

It is simplifying from a mathematical standpoint to deal 
with definite lumped inductances, capacitances, and resis- 
tances. But it is only proper to realize that lumped constants 
do not occur strictly in nature. Rather it is the tendency of 
circuits except when specially formed and even then to some 
extent, to spread out in such a manner as to show distributed 
impedance effects. Thus the effective impedances of network 
elements are formed by a summation of differential effects not 
all of the same kind. What is done, for example, in the de- 
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sign of inductance coils is merely to bring out, or emphasize, 
inductance in comparison to resistance and capacitance, for 
a certain frequency range and to a first approximation. The 
character of the impedance, then, must necessarily change with 
frequency. A coil of wire may be in one frequency range 
nearly a pure resistance, in another an inductance, and in a 
third capacity may predominate. By a choice of types of 
construction, with a view of course to cost, these changes with 
frequency may be minimized but cannot be wholly elimi- 
nated. 


Admittances from Elements to Ground 

Although interactions between network elements may be 
reduced by shielding, it should be appreciated that the pres- 
ence of shields tends to cause admittances to ground from 
different parts of a network to increase. Even when the best 
shield has been used there is not, exactly speaking, such a 
thing as a two-terminal impedance (i.e., one in which current 
enters and leaves only through a single pair of terminals), un- 
less, of course, one terminal is connected to ground. A con- 
denser, for example, may have not only its main capacity 
between terminals but a minor capacity from each terminal 
to ground as well. 


Wiring Effects 

The impedances of the wiring system of a network are often 
neglected in theoretical analysis but may be important from 
several standpoints. Capacitance introduced by wiring tends 
to cause interactions among the network branches, and a 
ground system of appreciable resistance will not only increase 
low transmission losses but destroy high transmission losses by 
providing mutual impedance between input and output ter- 
minals of the network. 

Accuracy of network construction is dependent, for a given 
design, primarily on (1) the accuracy of electrical measuring 
circuits used in conjunction therewith, (2) the fidelity of test 
conditions, and (3) the care and skill exercised in making 
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adjustments. This assumes that the design is such mechani- 
cally as to permit close adjustments to be made. Electrical 
measuring circuits may be used to measure the constants of 
individual elements, or the characteristics of groups of ele- 
ments or of networks as a whole. If the accuracy of the cir- 
cuits is known, possible deviations in the transmission charac- 
teristics may be estimated accordingly. Fidelity of test con- 
ditions refers to the condition that elements must be tested 
with due recognition of the manner in which they are used in 
networks; and that networks must be measured under the 
same circuit conditions as used, or allowances made accord- 
ingly. How much care and skill may enter into making ad- 
justments is chiefly an economic question. 

Stability of network characteristics under operating con- 
ditions is largely dependent on the materials employed in 
construction. Suitable materials are usually limited in 
number either by economic considerations or by the limita- 
tions of engineering knowledge. The chief sources of instabil- 
ity of characteristics are: changes with current variations 
(either temporary or permanent), changes due to temperature 
and humidity fluctuations, and a group of changes called 
“aging” which have to do with releases of stresses and fatigue 
of materials. 


Part ONE 


Principles of Transmission Networks 


CHAPTER II 


DerFinitions—Units Emptoyep—Some FUNDAMENTAL 
PRINCIPLES OF Erectric Crrcuir THEORY 


The networks to be discussed here are confined to that 
class called passive, linear networks. 

A passive network is one which contains no internal 
sources of power. A network which contains one or more 
such sources of power is called an active network. Thus, a 
network composed only of inductances, capacitances, and 
resistances is a passive network; whereas if a battery, gener- 
ator, or amplifier were inserted in it, the network would 
. become active. <A /inear network is one whose circuit con- 
stants, and therefore whose transmission characteristics, do 
not change with current strength. A non-linear network is 
one that contains inductances, capacitances, or resistances, 
the values of which depend on the instantaneous values of 
the currents flowing at various points in the network. 

If sources of power existed in a network, the e.m.f.’s 
resulting from them would usually have to be taken into 
account in the differential equations governing current flow. 
If the inductances, capacitances, and resistances in a net- 
work were dependent for their values on the currents flowing, 
these equations would in general become much more difficult 
of solution; and what is much more important, waves would 
tend to lose character in propagation, because of what is 
called non-linear distortion. The term J/inear indicates that 
the equations connecting the currents and voltages in a 
network are linear equations, that is, involve only the first 
power of any instantaneous current or its derivatives. 

When networks are passive and linear, there are certain 
principles which hold true, and from these, much of ordinary 
network theory proceeds. They will be discussed in sections 
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g to 12, inclusive, and are respectively: the Principle of Super- 
position, the Reciprocity Theorem, Thévenin’s Theorem, and 
the Compensation Theorem. When a network is only slightly 
non-linear, they may be regarded as holding approximately. 
Before considering these principles, there are certain terms 
and units employed in transmission network theory which 


will be defined. 


§ 6. General Terms 


There are several terms of general interest which will 
now be defined with respect to our particular usage. The 
meanings assigned will differ somewhat from those commonly 
employed in the literature. 

An element is the smallest entity (i.e., distinct unit) 
which may be connected into, or disconnected from, an 
electrical system. The term ordinarily denotes the electrical 
representation of the quantities inherent in a physical unit 
(such as an inductance coil, condenser, or resistance unit). 
When dealing with networks schematically, where the exact 
physical embodiment to be adopted has not been visualized, 
it is common to refer to an individual inductance, capacitance, 
or resistance as an element; this is a secondary meaning. 
Thus, a series combination of a small resistance and an 
inductance may be regarded as consisting of either one or 
two elements, depending on the implied physical construction, 
and thus perhaps depends on whether the presence of the 
resistance is intentional or unavoidable. 

An arm denotes a distinct set of elements electrically 
isolated from all other conductors in a network except at 
two definite points. A series arm is one which conducts the 
main current in any part of a system in the direction of 
propagation. A shunt arm is one which diverts a part of 
the main current from one end of a series arm (or from one 
end of a line wire) to a symmetrically located point in a 
balanced system, or to a ground wire in an unbalanced system. 
Arms may be of types other than series or shunt. 
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A branch is one of several parallel paths in a system. As 
used in this definition, a path signifies a route traversed in 
going through a part of a system, whether ending at the 
starting point or at some other point. A mesh is a combina- 
tion of elements, or parts of elements, forming a closed path. 
Parts of elements refers to the fact that while certain devices, 
such as two-winding transformers, may be referred to as 
elements, a path is traceable through only part of such an 
element. 

A network is generally used as an abbreviation for a 
transmission network, which is to be described according to 
definite transmission functions assigned to it, as a whole, 
rather than by its internal configuration. A network is thus 
a group of elements inserted in a system for the purpose of 
satisfying certain transmission requirements, the character, 
constants, and arrangements of whose elements therefore 
follow from the necessity of meeting these particular require- 
ments. According to this definition, a telephone transformer 
is a network only in the sense that it may be convenient in 
design to regard it as a group of elements. 

A circuit consists of an entire system of interconnected 
apparatus and conductors designed to transfer electrical | 
energy from one point to another. The term will also be 
used to describe a part of a complete circuit where proper 
designation is given, or where the limitations involved are 
evident. Thus, the input circuit of a network would be that 
part of the entire circuit from which the network derives 


power. 


§ 7. Units for Expressing Voltage, Current, and Power Ratios— 
Decibels and Nepers 


It will be convenient to use logarithmic units generally 
for expressing the numerical magnitudes of voltage, current, 
and power ratios. This convenience is most evident in 
dealing with alterations of voltages or currents resulting from 
several successive changes in a circuit. Under these con- 
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ditions, if the voltage or current ratios involved have been 
treated exponentially, only addition and subtraction of com- 
plex quantities are required, instead of multiplication and 
division. We shall concern ourselves in this section only with 
the logarithmic expression of the magnitudes of various 
ratios. The character of complex exponential expressions 
corresponding to complex ratios will be discussed in section 15. 

For expressing the magnitude of a ratio, there are two 
important logarithmic units. One is the decibel (db), which 
may be called the common logarithmic unit. It was formerly 
called the transmission unit (TU). The other is the neper 
(nep.), which may be called the natural logarithmic untt. 

The decibel is a sub-multiple of the 4e/, which is defined 
on a power ratio basis, with respect to a logarithmic base of 
10. Two powers are said to differ by one bel, or ten dectbels, 
when one of them is ten times as large as the other. A decibel 
therefore corresponds to a power ratio which, when raised to 
the tenth power, will give a ratio of ten (or one-tenth). In 
general, given two powers P; and P2, the number of decibels 


by which they differ is 
2 
Na = 10 logio a Gi) 


Thus, if P; equals 82.80 milliwatts and P: equals 11.20 milli- 
watts, there is a difference of 8.69 db between them. 

This common logarithmic unit may also be used to indi- 
cate voltage or current ratios, provided that it is implied 
that the respective voltages or currents are associated with 
identical impedances. The chief use we shall make of this 
unit will be in evaluating changes in received-load conditions 
when the load impedance is kept constant and other factors 
are varied. In such cases, since the powers are proportional 
to the squares of voltages or currents, the number of decibels 
is 


Nav = 20 logio or Nav = 20 logio 
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where /; and V; are the compared voltages, and J; and J, 
are the compared currents. This means that twice as many 
decibels are required to express a given voltage or current ratio 
as to express a numerically equal power ratio. 

The natural logarithmic unit, which is occasionally prefer- 
able in computations, is defined on a voltage or current ratio 
basis, with respect to the base «. Two voltages, or currents, 
differ by one neper when one of them is ¢ times as large as the 
other (« = 2.71828). It is implied that the impedances with 
which the respective voltages or currents are associated in 
their circuit are identical. The number of nepers for a given 
ratio is then 


fl 


Nase = log. or Nees = log, Ts (3) 


Vy 
V» 


Both of the units, i.e., decibels and nepers have the 
character of pure numerics, having no dimensions. The 
relation between them, from (2) and (3), is given by 


Nav 
Nixon 


= 20 logio € = 8.686. (4) 


That is, one neper equals 8.686 decibels, or the number of 
decibels required to express a given change is 8.686 times the 
number of nepers required to express the same change. 

A table relating voltage or current ratio values to decibels 
is given in Appendix B. An inspection of this table will 
make its simplicity evident. For example, when any number 
of decibels is increased by a multiple of 20 db, the effect on 
the corresponding voltage or current ratio (assuming it to 
be expressed as larger than unity) is merely to move the 
decimal point to the right by a number of places equal to 
that multiple. Thus 


Number of decibels Voltage or Current Ratio 
Gf) 212 OT mOLEEEA DO 
O72 22.91 or .04365 
47-2 229.1 or .004365 


107.2 229,100 or .000004.365 
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Also, for estimating purposes, if the following approximate 
ratios be remembered: 3.5 dd, 1.5; 6.0 db, 2.0; 8.0 db, 2.5; 
and 9.5 db, 3.0, various other values can be quickly obtained. 
Thus, 34 db may be split into 20 db + 8 db + 6 db, which 
gives a voltage or current ratio of 10 x 2.5 x 2.0 = 50.0, the 
exact value being 50.12. It will be observed that one decibel 
corresponds to a change of 11% decrease or 12% increase in 
voltage or current. 

A table relating voltage or current ratio values to nepers 
is not given, because the necessary values may be obtained 
directly from a table of natural logarithms, or by using the 
conversion factors given above. 


§ 8. Losses and Gains—Insertion Loss—Transmission Loss 


When a network is added to a circuit, the chief criterion 
of its transmission efficiency at any frequency is the change 
which the network brings about in the amount of power 
delivered to parts of the circuit beyond the point of insertion. 
In particular, when the impedance of the circuit on the load 
side of the point at which a network is to be inserted is 
regarded directly as a load impedance, the criterion is the 
change brought about in the power delivered to this load 
impedance. 

As a result of this conception, the terms Joss and gain 
are very useful. Each compares the power delivered to a 
certain portion of a circuit with that which would flow into 
it under certain reference conditions, the reference conditions 
affecting only the makeup of previous portions of the circuit. 
A loss expresses the reduction in delivered power, due to a 
change in a circuit, which occurs on the load side of this change. 
A gain expresses an increase in delivered power resulting from 
such a change. 

Losses and gains are measured in decibels or nepers, since 
they involve power ratios. Practically, losses and gains are 
usually determined on the basis of changes in current ampli- 
tude which occur on the load side of a change. This is 
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permissible only provided that impedances in that portion of 
the circuit are not changed. Voltage ratios can also be used 
for expressing losses and gains, provided that the impedances 
involved are equal. 

Because, with reference to the same current, a loss will 
give a current amplitude ratio less than unity where a gain 
gives a ratio greater than unity, and because of the logarithmic 
nature of the units used, a gain is a negative loss. In de- 
termining a loss the current ratio is written as the ratio of 
the original current to the altered current, so as to be positive 
in general. In determining a gain, the current ratio is 
written as the ratio of the altered current to the original 
current, so as to be positive in general. 

The most important type of loss, as far as networks are 
concerned, is insertion loss. Insertion loss measures the 
actual change in load current caused by the insertion of a 
network. The reference condition is therefore that which 
exists before the circuit is broken for the insertion of the 
network, 1.e., that in which conducting wires replace the net- 
work. The insertion loss of a network (or other apparatus) 
in a circuit is the number of decibels (or nepers) by which the 
current on the load side of the network has been changed by its 
insertion. | 

Therefore, an insertion loss does not have a unique value 
for a network but has significance only when certain circuit 
connections are specified. Specifying these circuit conditions 
amounts simply to specifying the impedance of the circuit on 
either side of the network. We may, for example, speak 
of the insertion loss of a network when connected between 
impedances of 2000 ohms at one end and 500 ohms at the 
other; but the insertion loss of the same network would as a 
rule be different if these impedances were 1500 ohms and 
600 ohms, respectively, or indeed, the loss might in some 
instances become a gain. 4 negative insertion loss is an 
insertion gain, and corresponds to an increase in load current 
amplitude as the result of inserting a network in a circuit. 

The term fransmission loss is a more general one than 
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insertion loss, because it may refer to types of losses corre- 
sponding to other reference conditions. It has, however, 
been usually used for what we have defined as insertion loss, 
and we shall use the two terms indiscriminately unless some 
other reference condition is specifically mentioned. The 
most important other reference condition for networks in- 
volves a comparison of the performance of a network with 
that of an ideal transformer; we shall defer consideration of 


this to Chapter ITI. 


§ 9. The Principle of Superposition 


The Principle of Superposition forms the basis of many 
theoretical proofs. In the general case, with respect to 
e.m.f.s of any character, it may be stated as follows: 

The current which flows at any point in a circuit composed 
of constant resistances, inductances, and capacitances, or the 
potential difference which exists between any two points in such 
a circuit, due to the simultaneous action of a number of e.m-f.s 
distributed in any manner throughout the circuit, 1s the sum of 
the component currents at the first point, or the component 
potential differences between the two points, which would be 
caused by the individual e.m.f.s acting alone. That is to say, 
the various e.m.f.s act 
independently of one 
another in establish- 
ing currents and volt- 
agesin thecircuit. By 
means of this princi- 
ple, we are enabled to 
deal with the action 


of one e.m.f. at a time 
Fic. 22.—A Two Mesu Circuir 1x Wuicxu Two with the assurance 


E.M.F.’S Are Simutraneousty ActTinc To Pro- 
DUCE Curkinrs: that the results ob- 


tained will hold when 

other e.m.f.s simultaneously exist in the circuit. 
Proof of the Principle of Superposition depends on the 
linear character of the simultaneous differential equations 


THE PRINCIPLE OF SUPERPOSITION (A 


which, according to Kirchhoff’s Laws, describe the instan- 
taneous currents and voltages in a circuit. For our purposes 
we need merely to indicate the character of the proof! as 
follows: 

Consider first the circuit of two meshes shown in Fig. 1, 
in which the resistances, inductances and capacitances le 
not vary with current or time. From Kirchhoff’s Laws we 
may write the equation 


ee 19 S todt 


di. 
Ry, + ie ee + Rote + laa wee = 1 + 62 (5) 


When ¢; acts alone, i.e., e, = 0, let 7; and i, become 4’ and in’. 
We obtain Bean 


‘dt iy/dt 
Rit’ + ee ee a =} Reta’ + ieee ree! —= Cima (O) 
: Te 
If, when ¢ acts alone, we let i; and i, become i,” and 2’, 
we obtain 
"dt f dia!" pele LNs 
Rue + i ae = + Rois!’ + las - ners =¢z. (7) 
The sum of equations (6) and (7) will be 
i di +i) Sis + i! )dt 
Ri(iy’ = 11’) ace Be ae ae aa Coat ohn 
d(to’ + i2'’) 
+ Rois! +. i") + jee (8) 
Pia ee ery, 
Cy 
It is now immediately obvious that if we write 
11 = iy’ ate ie (9) 
and 
ipa te i!", (10) 


1 For a more complete proof see T. C. Fry, “Elementary Differential Equations.’, 
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these new currents, #; and i, will be solutions of (5), for upon 
inserting (9) and (10) in (8), which we know to be a true 
equation, it becomes identical with (5). 

Thus, the Principle of Superposition holds for the circuit 
of Fig. 22. By asimilar method of reasoning it may be shown 
to hold for any circuit composed of constant resistances, 
inductances, and capacitances, with any number of e.m.f.s 
distributed in any manner throughout the network. 

It should be noted that if any of the circuit elements 
possess initial stored energy, currents will flow due to this 
energy. Butsuchacurrent at any point in the circuit simply 
forms an additional term in the superposition, and its value 
may be found by putting all the e.m.f.s equal to zero. 

It follows directly from the Principle of Superposition 
that an e.m.f. of any given wave form acting at one point in 
a passive, linear network produces a current at that or any 
other point in the network which is directly proportional to 
the e.m.f.; that is, if the e.m.f. be multiplied by a factor, 
the currents produced must be multiplied by the same 
factor. 


§ 10. Reciprocity Theorem 


It will now be shown that 

If any e.m.f., of any character whatever, located at one 
point in a circuit produces a current at any other point in the 
circuit, the same e.m.f. acting at the second point would produce 
the same current at the first point. This is known as the 
Reciprocity Theorem. Its importance lies in the fact that in 
any network to which it applies, transmission of signals and 
disturbances in one direction only need be considered, the 
results obtained being equally applicable to transmission in 
the opposite direction. 

Consider first steady-state conditions. Let the circuit 
have any number 7 meshes. Let the self impedance of any 
mesh, say mesh &k, be called Z,, and the mutual impedance 
between any two meshes, say meshes j and k, be called 
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Zjx. Assume an e.m.f. in any one mesh, say E, in mesh d. 
Kirchhoff’s Laws give us the simultaneous mesh equations 
involved as follows: 


tala + LeZav -°* +d Zan +++ +1InZan — 0 = © 
emer te , er a es 


Talos + Tolan ++ + his s+ Talay ~ 0 =, (TD) 


e ° . ° 


is ea ee fue 0) = 0. 


It is necessary in (11) that the value of the mutual impedance 
between any two meshes be independent of which mesh is 
considered the primary and which the secondary. Otherwise 
the theorem will not hold. 

These equations are most easily solved in determinant? 
form. The solution for J; will be 


E,A 
i= a= (12) 
where 
Ze mes Ss Lien 
Ans = Za Zu -* Lin|(— 19 eas (13) 
Zan Zin et ase Vb 
and 


La Lies : Lak Lian 
pa me aL eee Lion 


ee Ret) kee : ~ (14) 
Za Zs Zs 3 Lig 


Zan Zan y ee 3 Lin 
oe SS SSS 
2 A determinant is simply a short form for representing the summation of a number 
of products of the constants of linear simultaneous equations. A good elementary 
treatment of determinants will be found in Woods and Bailey, ““A Course in Mathe- 
matics,” Vol. I, 
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The 5% row and k column are omitted from A to form 
Aes and (— 1)°t* in which 4 and & are the numbers of the 
b* row and k column, respectively, takes care of the sign. 

If now the e.m.f. is transferred to mesh &, the term EF, 
in the equations (11) is transferred to the k” equation. 
Solving for J, we obtain 

EpArk 
fh = o7-oe 5) (15) 


where 


Aad vee, Cea mer ets (16) 
Lian Hes % Vibik 

and A is the same as before. The k” row and 4” column 
are omitted from A to form Ay, and (— 1)*+® in which & and 
6 are the numbers of the k” row and 4” column, respectively, 

takes care of the sign. 
One of the theorems of determinants is that the value of a 
determinant is unchanged if rows are substituted for columns 


and columns for rows. If this is done in Eq. (16), the result 
is the same as in Eq. (13). Therefore, 


Are = Arty (Gm) 
and 


IT, = 1. (18) 


so that the current in mesh k due to F) acting in mesh 2 is 
the same as the current in mesh 4 due to £, acting in mesh &. 
Thus the Reciprocity Theorem holds for steady-state conditions. 

Now, if Ep is a transient e.m.f. of any character, it may 
be resolved into an infinite number of (infinitesimal or finite) 
steady state e.m.f.s. By the Principle of Superposition, each 
of these e.m.f.s will act independently in producing steady 
state currents. But we have just proved that the Reciprocity 
Theorem holds for each frequency. Thus, the summation of 
the steady state currents in mesh k due to the various steady 
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state e.m.f.s contained in the transient e.m.f. E» acting in 
mesh 4 must be the same as the summation of the steady 
state currents which would be caused in mesh 4 by the same 
steady state e.m.f.s resident in #, when the latter is acting 
in mesh k. Therefore, the Reciprocity Theorem holds for 
transient e.m..s of any character whatever. 


§ 11. Thévenin’s Theorem 


A further principle which is extremely important in the 
solution of network problems, is that expressed by Thévenin’s 
Theorem. ‘This theorem may be stated in its steady-state 
form as follows: [f an impedance Z be connected between any 
two points of a circuit, the resulting (steady-state) current I 
through the impedance is the ratio of the potential difference V 
between the two points, prior to the connection, and the sum of 
the values of (1) the connected impedance Z and (2) the impedance 
Z’ of the circuit, measured between the two points. ‘That is, 


eat 
AZ. 


This means that we may regard the circuit, so far as the 
current which flows in the 
newly connected impedance 
is concerned, as a generator 
having an open-circuit volt- 
age equal to the potential 
difference V and an internat 
impedance equal to the im- 
pedance Z’ of the circuit, 
prior to the connection, Fic. 23.—An Active Network To WHOSE 
between the two chosen  Termiwats A anv B an Impepance Z 1s To 


points. BE ConNneECTED. IF an E.M.F. Equa To 


, * > — V (V BEING THE OPEN-cIRCUIT VOLTAGE 
Thévenin’s Theorem at A-B) Be Pracep in Series wito Z, No 


may be proved for the Current WILL Flow 1n Z WHEN THE Crr- 
steady-state condition as curris Crosep. 


follows: ee 
Between two points 4 and B in acircuit (Fig. 23), energized 


7 (19) 
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by an inaccessible e.m.f. E, assume that a voltage V exists. 
Let it be desired to connect an impedance Z between these 
two points. If, prior to the connection, we insert an e.m.f. 
— V in series with Z and then make the connection from 
B to B’, there will be no difference of potential between 4 
and 4’. Consequently the latter two points may be con- 
nected together without causing any current to flow. The 
e.m.f. — VY may, by the Principle of Superposition, be re- 
garded as having caused a current to flow through Z of such a 
character as to annul the current which would have flowed due 
to E. But the current which the e.m.f. — VY would force 
through Z, if acting alone, would be equal to — V/(Z + Z’). 
Consequently, the current which £ acting alone causes to 
flow through Z is equal to V/(Z + Z’). 

The importance of this theorem lies in the fact that it 
enables a determination of the current and voltage conditions 
in any branch of a network to be made from measurements in 
that branch, or between the junction points across which the 
branch is connected, without knowing the voltage and current 
conditions at the transmitting end of the network. Further- 
more, the change in current and voltage conditions which 
would result at the receiving end of a network from changes 
in the network at that point are, by means of Thévenin’s 
Theorem, readily computed. 


§ 12. Compensation Theorem 


If a network is modified by making a change AZ in the 
impedance of one of its branches, the current increment thereby 
produced at any point in the network is equal to the current 
that would be produced at that point by a compensating e.m.f., 
acting in series with the modified branch, whose value is — I-AZ, 
where I is the original current which flowed in the modified 
branch. 

This is the Compensation Theorem. Its value lies in the 
simplification which it affords in the computations of effects 
in a network, due to changes therein. Suppose, for example, 
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that the impedance of branch & of a network is changed from 
Z, to Z, + AZ, If the current in Z;, before the change is 
I, and a compensating e.m.f. equal to J,-AZ, is inserted in 
series with branch &, the currents in all parts of the network 
will be the same as originally, since the compensating e.m.f. 
cancels the effect of the voltage drop [,-AZ;. By the Principle 
of Superposition we may consider that the compensating e.m.f. 
has produced a current which has nullified the change in J; 
which would result from the change AZ, alone. Therefore, 
the increment in current at any point in the network due to 
AZ, will be equal to that current which would be produced 
by the negative of the compensating e.m.f. acting alone in 
the modified network. 

If the mutual impedance between two branches & and h 
is changed from Zi, to Zk, + AZin it may be shown in a 
similar manner that the resulting increment in current at any 
point in the network will be the same as that which would 
be produced by an e.m.f. equal to — J,-AZ;, in branch k 
and an e.m.f. equal to — J,:-AZ;, in branch 4. This will be 
true whether or not AZ; 1s equal to AZpx. 

A special case is that in which the change made is to 
introduce an open-circuit in one branch. The compensating 
e.m.f. J;,-AZ;, would then be infinite. The following method 
may be used in this case: Let Z’ be the impedance of the net- 
work at the terminals to which Z;, is connected, measured 
when Z;, is disconnected. ‘The current that flows in Z, 
when connected, may be considered to be due to an e.m.f. E’ 
in series with Z;, and Z’, or 


Tk 


E! 


a ee 


where E’ is equal to the voltage which would be measured 
across the opening in the branch. If we introduce an e.m.f. 
E equal to — E’ the current in the branch is reduced to zero 
and we may open the branch without disturbing the current 
distribution in the network. Hence the current increment 
due to opening the branch is the current produced by an e.m.f. 
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E=- Vee a T,(Zy + ee) (21) 


acting alone in the original network in series with Z,. 


§ 13. Balanced and Unbalanced Networks 


There is a feature of communication circuits which 
warrants mention at this point because of the confusion which 
sometimes attends it. This is the general classification of 
circuits, portions of circuits, or of specific apparatus, like 
networks, as either balanced or unbalanced. ‘The reason for 
the distinction may be seen by considering that lines or 
cables employed in communication systems may be used in 
either of two ways, viz., (1) with currents sent along two 
wires symmetrically disposed with respect to ground, or (2) 
with currents sent through a “‘grounded circuit,” a wire 
being used for one conductor and a “ground” path for the 
other.’ 

There are networks, uncommon in communication circuits, 
which would conform neither to the definition of “‘balanced”’ 
nor “unbalanced” as given below. These definitions have 
been adopted for use in this text because they are particularly 
useful for communication systems. 

A circuit, all of whose impedances are symmetrically dis- 
posed with respect to objects at ground potential, is called a 
balanced circuit. That a definite “balance” is involved may 
be seen by reference to section 3, chapter I, where it is ob- 
served that in a balanced circuit, if symmetry is not closely 
maintained, interference or other currents set up between the 
two wires and ground may enter the balanced circuit and 
mingle with currents there. For similar reasons, apparatus 
which is connected to balanced lines should itself be balanced, 
so that currents set up between the apparatus and ground 
may not penetrate the balanced circuit. 

A circuit which has an impedanceless path on one side for 

°“Ground” may refer not to the actual ground or earth, but to any conductor 


in the neighborhood that may have essentially the same potential as a large number of 
other conductors. 
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the flow of currents is called an unbalanced circuit. Since, 
when the circuit is “grounded,” this impedanceless path is 
put at ground potential, this side of the circuit is commonly 
referred to as the “ground side.” Since no conducting path 
can be absolutely impedanceless, the ideal unbalanced circuit 
cannot be realized, and the usual difficulties due to impedance 
in the ground paths are present. Care must be exercised in 
connecting together apparatus which is to be used in un- 
balanced circuits; the grounded sides must be directly con- 
nected together, and so must the sides which contain im- 
pedances. 

Typical balanced and unbalanced networks are shown in 
Fig. 24. (A) shows a balanced network; the arm 1-3 is 
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Fic. 24.—TypicaL Batancep anp Unsatancep Networks. (A) A BaLancep T 
Network; (B) an Unpatancep T Nerwork. 


to be inserted in series with one wire, the arm 2-4 in series 
with the other wire. (B) shows an unbalanced network; 
the arm 1-3 is to be inserted in series with the wire of the 
circuit which contains impedances; terminals 2 and 4, which 
are electrically the same point, are connected to the ground 
side of the circuit. In each case terminals 1 and 2 may be 
regarded as the input terminals, 3 and 4 as the output 
terminals. Under certain circumstances it is desirable to 
interchange terminals 3 and 4 in order to effect a phase 
change of w radians; this cannot be done directly in the case 
of the unbalanced network, since the result would be a short- 
circuit, but the effect may be accomplished by means of 
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inductive coupling, i.e., a transformer. This difficulty does 
not arise with balanced circuits. 

Balanced and unbalanced circuits may not usually be 
directly interconnected. As may be seen from Fig. 24 some 
impedances would be short-circuited by the ground path. 
They may, however, be interconnected by means of trans- 
formers provided that proper attention is given to shielding. 

In Fig. 24(A) it is in general not necessary that the center 
of the shunt path Z, be definitely connected to ground; 
frequently, especially where circuits are phantomed, it may be 
better not to do so. If this connection is not made, the 
elements which comprise Z, may or may not be arranged in a 
symmetrical fashion with respect to ground, depending on 
the magnitude of the unavoidable admittances to ground 
which are present. If the shunt path in this case is not 
symmetrically arranged, the network would be called balanced 
from a practical standpoint, although it does not strictly 
meet the definition given for a balanced circuit. 


§ 14. Terminal Impedances 


The effect of the insertion of a network into an electric 
circuit is not alone dependent on the character of the net- 
work, but also on the character of the rest of the circuit. 
However, it follows from 
Thévenin’s Theorem (Sec. 
11), that the effects of the 
other parts of the circuit 
depend only on the impe- 
dances and voltages of 

Fic. 25.—A Transmission NeETworK those parts measured at the 
WorkING BETWEEN TERMINAL IMPEDANCES : : 
ie N terminals by which they are 
connected to the network. 
For instance, suppose in Fig. 25 it is desired to know the 
effect of the insertion of the network 1-2-3-4 on the current 
delivered to the receiver Zp. The effect will not be de 
termined by the network alone, but as well by the nature of 
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the input circuit (to the left of 1-2) and of the output circuit 
(to the right of 3-4). Thévenin’s Theorem shows that it is 
necessary to know the impedances of these input and 
output circuits at their terminals 1-2 and 3-4, respectively, 
and the voltages they offer to the network, but that it is 
not necessary to know the internal configuration of these 
circuits. These impedances Zs and Zp are called the 
terminal impedances, or sometimes the terminating impedances. 
The network may be said to work (i.e., to operate) between 
these terminal impedances. 


§ 15. Exponentials and Complex Quantities 


As pointed out in Sec. 7 the performance of transmission 
networks is measured on the basis of current, voltage, or 
power ratios. Since the load impedance is assumed to be 
constant, current or voltage ratios are generally used, the 
advantage being that phase changes as well as magnitude 
changes are indicated. 

Suppose we are interested in the product of several 
current ratios. Let a ratio of any two currents J, and J; 
be expressed exponentially as follows: 
fn ee a CAR DB) ee a i ee ( 
—=eE =e€E = € €n?. 22) 
k 


The factor e~4 denotes the ratio of current magnitudes, 1.e., 


Th} zr 
le Fe A (23) 
or 
ff 
NEOs = (24) 


If 4 is positive, |Z.| is larger than |J,|. The factor «% 
denotes a difference in phase between the currents, /;, lagging 
I, by B radians if B is positive. 

The product of several current ratios may be expressed 
as follows: 
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i Ee e—At-3Bi . ¢—ArJB2. ¢—As5Bs 
Ty ts Tz Ts 
=e (Ar+A2t+As). e 1 (Bit Br Bs) 
< 5) 
where 
Io = e (ArtiB) 
> 
it 
qi — €— (ArtiB») 
2 
and 
rf — €7 (Ast jBs) | 
3 
If we let 
A= Ay + A, = A; 
and 
B = By + B, a Bs, 
we have 
Lo = ¢—(AtsB), 
Ts 


(25) 


(26) 


(7) 
(28) 


(29) 


The phase angle B is not uniquely determined by the 
current ratio J;/Z; in (22); that is, B might be, for example, 


7/6 or 7/6 plus or minus any multiple of 27 radians. 


In derivations involving exponentials and complex quanti- 
ties we have frequently to take the logarithm of a complex 
quantity. This may be easily done by expressing the com- 
plex quantity in exponential form and applying the ordinary 


rules of logarithms. Let 


A+ 7B = Ce’, 
where 
C= V+ B, 
and 
pact 
= tan rae 


The natural logarithm will be 
log, (4 + jB) = log, Ce = log, C 4+ 76. 


(30) 


(31) 


(32) 


(33) 
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§ 16. Hyperbolic Functions 


It will be of advantage at times to make use of hyperbolic 
functions, but for the purposes of this text a complete knowl- 
edge of their theory and derivations will not be necessary.* 
They may be considered here simply as symbols to indicate 
certain exponential functions. The exponential equivalents 
of those hyperbolic functions of any quantity u in which we 
shall be interested are as follows: 


sinh w = ee (34) 
ew 4. e 

cosh 4 = are (35) 
sinh u 6 —— ent 

a cosh wu & +- a (36) 

sha ie ee eae (37) 


tanhu e% —e«’ 


where sinh uz, cosh uw, tanh uw, and coth uw are the Ayperbolic 
sine, cosine, tangent, and cotangent, respectively, of u. 
In general u is a complex quantity, 


u=x+y7y, (38) 


and so are the various hyperbolic functions. 

If, in a special case, x = o and uw becomes a pure imaginary, 
u = jy, the ordinary functions of circular trigonometry may 
be derived. For instance, 


: Ca ey vie 
Sin ae ey a iY (39) 
and 
dy —Jjy 
cosh jy = a = cosy: (40) 


4 A more complete treatment of hyperbolic functions will be found in J. A. Fleming» 
“Propagation of Electric Currents in Telephone and Telegraph Conductors.” 
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ExTERNAL PERFORMANCE OF NETWORKS—CONDITIONS FOR 
Network EQuIVALENCES—SOME IMPORTANT 
NeEtTWorK PARAMETERS 


It is not to be expected that as the number of elements 
in a network increases, the effects of the network in an 
electrical circuit can continue to be calculable with reasonable 
effort and therefore controllable, unless the arrangement of 
its elements is limited to certain forms and unless certain 
relationships are insisted upon between groups of the elements. 
The most convenient method of fashioning a network whose 
addition to a circuit is to cause given changes in the fre- 
quency characteristics of that circuit is to regard the net- 
work as composed of a chain of subsidiary networks through 
each of which the current is led in turn. Each of these 
subsidiary networks is assigned definite duties, that is, each 
of them is expected to accomplish a certain portion of the 
total required changes in circuit characteristics. If this 
method is to be followed, the changes wrought by the various 
subsidiary networks must be relatively independent of one 
another, that is, the additional changes caused by each of 
them must not be dependent on changes already made. 


§ 17. External Performance of Networks 


In order to see how simpler networks may be combined 
harmoniously into a larger network, we may examine general- 
ized networks about whose specific internal arrangements of 
elements we need know nothing, and observe how the external 
performance of the networks in any given circuit may be 
related to quantities (impedances, etc.) whose values can be 
derived from measurements made externally on the net- 
works. These quantities will prescribe the environment in 

64 


EXTERNAL PERFORMANCE OF NETWORKS 65 


which other associated networks must work. Determining 
thus both the individual performance of a network and the 
environment in which additional networks must operate, 
they hold the key to successful compositing of networks. 

The transmission problem for a single network may 
ordinarily be reduced—considering transmission in one di- 
rection at a time—to the following terms: 

(1) There exists transmitting apparatus which has an 
open-circuit e.m.f. E and a certain internal impedance Zs 
(as measured between its transmitting terminals in such a 
way as to avoid effects of the e.m.f.). This transmitting 
apparatus may in reality have a complicated circuit internally, 
but from Thévenin’s Theorem the current flowing out of 
such a circuit is exactly the same as would be provided by 
a simple generator with an internal impedance Zs in series 
with an internal e.m.f. E. 

(2) There is a receiving device of impedance Zr which is 
to absorb power from the transmitting apparatus, this power 
resulting in manifestations of signals or disturbances being 
exhibited by the device. 

(3) A network with whose transmission properties we are 
concerned connects the transmitting apparatus and the re- 
ceiving device, its function being to convey to the receiving 
device in certain proportions and phases currents of certain 
frequencies provided by the transmitting apparatus. How 
much current of each frequency is so conveyed, and with 
what relative phase position it is transmitted depend on 
the attenuation, phase shift, and impedance properties of the 
network. 

In Fig. 26 such a network is represented in boxed form, 
having one pair of input terminals (1-2) and one pair of 
output terminals (3-4). The transmitting apparatus on the 
left is connected to the input terminals and the receiving 
device on the right to the output terminals. 

With the network so connected, there are four quantities 
which completely specify its external performance for trans- 
mission in.a particular direction. They are: the input and 
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output currents, J; and J:, and the voltages across the input 
and output terminals, Yj. and V3. Only two of these 
quantities, one taken at either end of the network, are in- 
dependent for the particular transmitting apparatus and 


12a Zea 


Zs 
Zr 
e| 
Zi2 
Za 
Fic. 26.—A GENERATOR IF IMPED- Fic. 27.—Tue Circuir or Fic. 26 


ANcE Zg AND E.M.F. E ConnecTED WITH THE ‘TRANSMISSION NETWORK 
THROUGH A TRANSMISSION NETWORK TO REPRESENTED BY ITS EQuIvALENT T 
A RECEIVER OF IMPEDANCE Zp. NeETWorRK. 


receiving device shown in Fig. 26, for “2 and J; are connected 
by the equation 
E—-IZs = Vx, (1) 


and V3, and J; are related by the equation 
Vu = I.Zpr. (2) 


Therefore, a network designed to provide specified currents 
and voltages would need to have within it only two inde- 
pendent arms, such as a series arm and a shunt arm. (We 
are not concerning ourselves for the moment whether the 
values of these two arms would correspond to positive— 
and therefore physically realizable—resistances, inductances, 
and capacities.) 

If we have need for transmission in the reverse direction, 
one additional requirement is brought about; or, as we shall 
see later, if we are interested in the equivalence of two 
networks no matter what the values of the impedances 
between which they work, the same condition is present, 
because changes in the receiving impedance may be viewed 
as having the same effects as e.m.f.s inserted there. Con- 
sidering Zr as transmitting apparatus with an e.m.f. E in 
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series with it, and Zg as a receiving device (with no e.m.f.), 
the Reciprocity Theorem determines the output current into 
Zs and therefore the output voltage. The input current 
from Zz requires an additional independent impedance branch 
within the network. Thus, whatever the exact internal 
arrangement of the network physically, it may be completely 
represented at any single frequency by three independent 
impedance arms. (We omit here the question of circuit 
balance to ground and assume that electrical effects from 
parts of the network to ground may be neglected). 

For example, the 7 network of Fig. 27 has a sufficient 
number of independent impedance arms to satisfy the fore- 
going conditions. If, from measurements made on the net- 
work of Fig. 26, we establish what values of Zs, Zz, and Ze 
would be required to give the same external current and 
voltage conditions, we have derived what is called the 
equivalent T network of the concealed network of Fig. 26 when 
both networks operate between the particular values of trans- 
mitting and receiving impedances (1.e., terminating impedances) 


specified in Fig. 26. 


§ 18. External Equivalence of Networks Independent of Values of 
Terminating Impedances 


It may now be shown that two networks, which are ex- 
ternally equivalent because of identical performance when working 
in two-way transmission between one set of terminating im- 
pedances, are equivalent for all sets of terminating impedances, 
and for either one-way or two-way transmission, 1.€., the equiva- 
lence of two such networks resides solely in the character of the 
networks and is independent of the impedances between which 
they work. Another way of stating this is that two networks, 
each having at least three independent arms, which are 
equivalent when working between one set of impedances, 
are equivalent for all sets of terminating impedances. 

Suppose that the networks exhibit the same external 
transmission properties when Zs and Zz have certain values 
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of impedance. If we may change Zs and Zz to any other 
values Zs’ and Zp’ and still obtain for the two networks 
equal input and output currents and voltages for the same 
value of e.m.f. E, the equivalence holds for all values of 
terminating impedances whatever. We need consider trans- 
mission in one direction only, for the proof may be repeated 
with exactly corresponding steps for transmission in the 
opposite direction. 

Let first the value of the impedance of the receiving 
device in Figs. 26 and 27 be changed from Zz to Zr’, but let 
the transmitting apparatus remain unchanged. 


Output Conditions with Receiving Impedance Equal to Zr’ 
The output current before Zr is changed is for either 
network, by Thévenin’s Theorem, 


V 


j Peis eet ak 
aA RE (3) 


where Vis the open-circuit voltage which would exist between 
terminals 3-4 with Zr disconnected and Zs, 1s the impedance 
of either network between terminals 3-4 with the opposite 
end (1-2) connected to Zs. That Zs, was the same for 
either network followed from the equality of the input 
currents when the direction of transmission was reversed; 
thus the voltage VY is the same for either network. With 
Ze changed to Zr’ the resulting output current is 


I ' VA ~ 
me ener e 
Lut Zn, (4) 
¥, L34 = Zr’ ” 


and hence is the same for either network. Also, since the 
two networks are alike terminated in Zp’, their output 
voltages, 

V3, = Ie Zins (5) 
are equal. 
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Input Conditions with Receiving Impedance Equal to Zp! 
: % obtain the input currents when the receiving impedance 
is Zp’, let us break up Zz’ into two component impedances, Zp 
and Z, so that 
TATA (6) 


is the vector increase in impedance which has taken place in 
the receiving impedance. The result is shown in Figs. 28 


Fic. 28.—TuHe Ovurput ImpEpANcE Fic. 29.—Tue Circuit or Fic. 28 
or A Network CHANGED FROM ZR TO WITH THE NETWORK REPLACED BY ITS 
Dpai ipo Zs EqQuivaLent TJ. 


and 29, where, for either network, the potential difference 
I,/Z exists between points ¢ and d in the output loops. If 
we now remove the impedances Z from the circuits, together 
with associated potential differences, and substitute between 
points c and d of either output loop e.m.f.s of the same magni- 
tude and phase as the removed potential drops, viz., 


&é= IE Vay (7) 


Fic. 30.—SusstiTuTIon or an E.M.F., e¢, Fic. 31.—Crirevir EQuivALENT TO 
FoR THE Drop J,’Z or Fic. 28. Tuar oF Fic. 30. 


no change in current or voltage conditions in the circuit 
will take place, for by Kirchhoff’s Laws the voltages around 
the output loops will be in equilibrium. With this change, 
the circuits of Figs. 28 and 29 become those of Figs. 30 and 31, 
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respectively, and differ from the original circuits of Figs. 26 
and 27 only in that the e.m.f.s (e) in the secondary loops may 
be regarded as establishing the additional currents which 
change J, to J,’ and J; to Ii’. The latter current is the same, 
by the Reciprocity Theorem, as ¢ acting in series with Zs 
would have produced in Zr, and from the Principle of Super- 
position and the original circuit condition this current is the 
same for the two networks and is 


é 
die —I; = Fle (8) 
Hence 
(4 
Ty =hthe, (9) 


in which form J,’ is expressed in terms of quantities known 
to be equal for the equivalent networks. The input voltages 
are therefore also equal, since they are given by 


V x.' = ff — I'Zs. (10) 


Finally, the impedances of the two networks (Zy") at the 
input terminals, with the impedance Zp’ connected to the 
output terminals, are equal because they involve only a 
ratio of input voltage to input current: 


V,! 
Lo ==: 
12 7! (11) 


Input and Output Conditions with Transmitting Impedances Equal 
to Zs’ 

Let us now assume, that with the receiving impedances 
standing at Zr’, the transmitting impedances from which the 
networks operate are changed to Zs’. We have the con- 
ditions of Figs. 32 and 33, respectively. In the case of either 
network the input current is equal to 
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Separating each transmitting impedance into two series 
impedances, Zs and Z’, so that 


FA eS fa im ay fae icy) 


is the vector increase which has taken place in the trans- 
mitting impedances, and replacing the potential difference 


Fic. 32.—A Transmission CrrcuirT Fic. 33.—Circuir EQuivALENT TO 
In Wuicu THE Input Impepance Has  ‘Tuar or Fic. 32. 
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E—I1,"Z' by a new e.m.f. (E’), the circuit conditions differ 
from those of Figs. 28 and 29 only in that new (equal) e.m.f.s 
are acting. All of the currents and voltages in both circuits 
will, by the Principle of Superposition, be altered in the 
ratio (Z’/E) and hence the external performance of the two 
networks is identical. Therefore their external transmission 
properties are alike for all conditions of termination. 


§ 19. General Conditions for Equivalence of Two Networks 


Since the proof in section 18 has assumed nothing about 
the internal structure of the concealed network, the latter 
may have any form. Since the specific T-form of the second 
network did not enter into the proof, any form having at 
least three independent parameters will suffice for this net- 
work. Therefore any network having one pair of input and 
one pair of output terminals may be completely represented, 
or replaced, at any frequency, by a T network (or network 
having any form providing at least three independent parameters) 
as far as external current and voltage conditions are concerned. 

We have here to distinguish between balanced and un- 
balanced networks in the matter of equivalence. When we 
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have referred to a T network in sections 17 and 18, and their 
accompanying illustrations, we have assumed that this net- 
work would be balanced or unbalanced corresponding to the 
nature of the concealed network. 

This may be made clearer by distinguishing between 
absolute equivalence and limited equivalence. In general, two 
networks are eguivalent when, under certain conditions, one 
network can be substituted for the other without affecting 
the voltage or current conditions in any portion of the circuit 
external to the networks. Two networks are said to possess 
absolute equivalence if they are equivalent under any circuit 
conditions whatever. When two networks are equivalent 
only for certain kinds of circuit conditions, they are said to 
possess limited equivalence. 

Thus, a T network of unbalanced character cannot be 
said to be absolutely equivalent to a concealed network of 
balanced character. Yet, for certain kinds of circuit con- 
ditions, the one might be used interchangeably with the 
other. 


§ 20. Types of Equivalent Networks—Balanced and Unbalanced 
Structures 


Some of the more common forms of networks, in addition 
to the T type, having at least three independent arms are: 
the a type, the generalized transformer, and the bridged-T 
type. These are shown in Fig. 34 in both balanced and un- 
balanced form. The respective balanced and unbalanced 
types are limited in their equivalence to one another from a 
transmission standpoint; the balanced types contain the same 
number of independent parameters as the unbalanced types. 

The presence of a ground plane need not concern us here 
as far as circuit current and voltages are concerned except 
to say that it establishes the absolute potentials of various 
points in a circuit with respect to ground. The ground 
connections are shown in dotted form because the establish- 
ment of ground connections may or may not be found 
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necessary as a practical measure in considering the effect of 
secondary admittances in a circuit; once it is established, the 
question of whether balanced or unbalanced networks are to 
be used is, as a rule, determined by the character of that 
portion of the circuit in which they are connected. 

All of the networks shown in Fig. 34 are in their most 
general forms dissymmetrical. This refers, not to the con- 
dition of balance, but to the fact that the impedance between 
terminals 1-2 with any termination closing the 3-4 end is 
not the same as the impedance between terminals 3-4 with 
the same impedance closing the 1-2 end. Or, the networks 
are not symmetrical about a vertical line half way between 
the input and the output terminals. We cannot make 
simple reversals of such dissymmetrical networks in the 
circuit with respect to the direction of propagation of current 
without changing the current and voltage conditions in the 
circuit. Each of these networks may be symmetrical for a 
special case and then most of them have only two independent 
parameters instead of three. On the other hand, the lattice 
network is shown only in balanced form, for the centers of 
the crossed impedance arms are not, in general, at zero or 
ground potential. It is chiefly useful in this balanced sym- 
metrical form shown. The bridged-T type has, of course, 
four parameters in its unbalanced form, one more than 
necessary; but the use of an extra parameter sometimes 
leads to more conveniently arranged structures. The general- 
ized transformer may have a mutual impedance Zy of any 
character! whatever, as determined by measurements; the 
usual transformer with closely associated inductive windings 
is a special case. With a transformer having inductively 
coupled windings, because of the transformation of energy 
involved, one winding may be connected to a balanced 
circuit and the other to an unbalanced circuit, if desired. 


1 Mutual Impedance, as used here, signifies merely that impedance which is 
mutual or common to two paths or loops in a circuit. Thus, a capacitance may be 
mutual to two portions of a circuit and would be referred to as the mutual capacitance 
between these portions of the circuit; similarly with mutual inductance and mutual 


resistance. 
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§ 21. Determination of Parameters Governing External Performance 
of Networks 


Open-Circutt and Short-Circuit Impedances 

It has been stated that networks with three or more 
parameters which are externally equivalent when connected 
between any two impedances retain that relationship when 
connected between any other impedances. This affords us a 
simple method for determining the relationships between the 
impedances of equivalent networks, as we may equate the im- 
pedances of the networks under the conditions that give the 
simplest equations. For example, if we measure the im- 
pedance of the networks of Figs. 26 and 27 between terminals 
I-2, with terminals 3-4 open-circuited, we have for this 
open-circuited impedance Zoc, 


Zoc = Za Le Ze. (14) 


Similarly, if we measure the open-circuit impedance Zoc’ 
of each network between terminals 3-4 with terminals 1-2 
open-circuited, we have 


Loe a Zp = Le. (15) 


Only one further equation is needed to determine Za, Zz, 
and Zc. We may measure the impedance Zsc between 
terminals 1-2 with terminals 3-4 short-circuited, which gives 


ZnLe 


=Z o> 16 
Zsc eae egy. (16) 
or the impedance between terminals 3-4 with terminals 1-2 


short-circuited, which gives 


LaLe 


TENET D SIRE a 


(17) 

Three of these four equations may be solved for Zs, Zs, 
and Zc explicitly (only three of the four equations can be 
_ independent), with the following results : 
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Ze = NZeel (Zoe = Lee) = Vlas Zoe ae.) (18) 

Za = Loc — VARY Aen vA) i See (19) 
= Zoc — \Zoe(Loe: —Zgc'), 

Zep = Lod — Wied aia = A ie) (20) 


= Zoo’ — VZoc(Zoc’ — Zsc’); 


in terms of Zoey Zoc’, and Z sc and of Loc Zoe’, and Zsc’5 
respectively. 


Iterative Impedances 

The impedance relationships required may also be ob- 
tained under various other conditions of terminal connections. 
For example, the impedance Z of either network between 
terminals 1-2 may be taken with Zr so adjusted that its 


\ Zn Zp 3 
ZrZn, ZsLx> = ale aaa lice ZaL, 
El 
Ps 4 


Fic. 35.—A Transmission Network (Anp 1Ts Equivatent T Network) TERMI- 
NATED BY ITS ITERATIVE IMPEDANCES. 


value is equal to the impedance between 1-2. This is 
illustrated in Fig. 35 where for either network 


Lr = LK (21) 


Zx, 1s called an iterative impedance of the network, for the 
terminal impedance itself Zx, may be regarded as that of a 
similar network terminated in Zx, or finally, as a recurrent 
chain of similar networks. Obviously, this is a condition of 
measurement which is closely associated with a particular 
method of joining a chain of networks. The networks of 
Fig. 35 have each two iterative impedances: (1) that obtained 
Zx, between 1-2 with the 3-4 terminal impedance Zx, 
adjusted to an equal value, and (2) the corresponding im- 
pedance Zx, between 3-4 with Zs adjusted to the value Zx,. 
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We may set up the following equations from Fig. 35: 
Zc(Zs + Zx,) 


Cac Op ec a ee STE 
SE RO ira ae C2 
and 
UA Se 
Cea pees Om) (23) 


DPT NET 


From these equations we may obtain the iterative impedances 
of either network in terms of the impedances Za, Zz, and Ze 
of the equivalent T network; they are 


et tN 2A La) ee Ee 4Zo) + Za — Zs),-~ (24) 


Lx, = 20; Se Ze(Za vA Ge 4Zc) a A Zp). (25) 


The iterative impedances Zx, and Zx, are important 
because of the simplifications they make possible in many 
transmission formule. They are particularly important in 
multi-section networks built up on an iterative basis, i.e., of 
matched iterative impedances in successive sections. 

For a symmetrical T section Za = Zz, and formule (24) 
and (25) simplify to 

ZK = ZK, oe Zk, Sa VZ (Za cue 2Zc), (26) 


the two iterative impedances being equal. 

A logical parameter to associate with the iterative im- 

pedances as the third one required is the propagation constant 
P, which is the natural logarithm of the ratio of the input and 
output currents of a network terminated on an iterative basis at 
both ends, 
q, 
ie 
where J; is the input current and J, is the output current. 
This is merely an exponential method of expressing the 
current ratio, that is, 


P = log, (27) 


me 
Ber 


eP 


(28) 
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It is of particular interest that the ratio of output and 
input currents in Eq. (27) is also the current ratio (inverted 
in both cases to make the ratio greater than unity) which 
corresponds to the insertion loss of the network when working 
between its iterative impedances. This is so because J; is 
the current which would flow into the load impedance Zr, 
if the network were removed, and it leads to simplification in 
insertion loss formule. 

If we wish to express Eq. (27) in terms of the impedances 
of the arms of a T network, we may write 


I, E 
P = log — = log ———_;-— 
og. Vip; og. CAR + Ze) 
(Ze, + 2x) (Zp + Ze + Zx,) 
Sat Sale ee! (29) 
nto Ze tot Zn 
€ Zin e 
or, taking the reverse direction of propagation, 
Z Zz VS 
P = log, a (30) 
Cc 


To obtain an expression which depends only on Za, Zz, 
and Zc, let us substitute (24) in (29). We have 


Zp f= Lo = Uap aS Zz)(Za es ZB <2 4Zc) 


P = log, sue AS 


Za + Zz + 2Z¢ 
log, | “~~ 


I ZatZ ZLatZpt4Z 
Pa 
ZatZspt+ 2Ze 
es 


ie Z., Zen? 
+( a °) <3]. 


Ze 
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But this may be put into a more convenient form by means 
of the identity 

log. (@ + Va — 1) = cosh a, (32) 
so that ? 


Lat Zz+ 2Ze 
eee. (33) 


P = cosh" 
The input and output currents of a network (Fig. 35) 
terminated on an iterative basis are the same in either di- 
rection of propagation, for the output currents for an e.m.f. 
acting successively in series with the terminating impedances 
Zx, and Zx, are the same, by the Reciprocity Theorem, and 
the input currents in either case are the same because the 
e.m.f. acts to force current around a loop whose impedance 
is Zx, + Zx, Thus the propagation constant is independent 
of the direction chosen. 


Groups of Networks Connected Together On An Iterative Basis 
When several networks of equal or unequal propagation 
constants are connected together as in Fig. 36, the output 


Fic. 36.—A Group or Networks ConnecTED TOGETHER ON AN ITERATIVE Basis. 


terminals of one connected to the input terminals of the 
next in chain or tandem form, such that the iterative im- 
pedances at successive I-2 terminals, and at successive 3-4 
terminals are alike, each of the networks is ideally terminated 
from an iterative standpoint, for the impedance across its 
1-2 end is Zx, and across its 3-4 end is Zx,. Therefore we 


2 From (35), Chap. II, this is merely an alternative form of 
ZatZea+2Zeo _ ff +eP 
2Za a D) ; 
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may regard the several networks as equivalent to a single net- 
work which also has iterative impedances Zx, and Zr, 
respectively. Now, if the propagation constants of the 
several networks are Pi, Pe, etc., respectively, where, in 


Fig. 36, 


LT, 

=P} en 

€ ae (34) 
Is 

=P ge 


and so on, the propagation constant P of the composited 
network of Fig. 36 is given by 


lp owls Lele 
—Po = F i = pt Se Oe Bae) 
€ Toa Lal ee € see3o) 
so that 
P= P,+P.+ Ps. (GaP) 


The various propagation constants will in general be 
complex numbers (see Section 15, Chapter II). The real 
part of each propagation constant will be a logarithmic 
measure of the ratio of the magnitudes of the corresponding 
currents, and the imaginary part will give the phase difference 
between these currents. If 


P= A +728; 

P; = A, + 7B, ete. (38) 
then 

A=4,+ 4+ As3, (39) 
and 

B — By ae B, em B3. (40) 


The real and imaginary parts of the propagation constant 
are called the attenuation constant and the phase constant, 
respectively. 4s the propagation constant has been defined 
above as a natural logarithm, its real part is expressed in nepers 
and its imaginary part in radians. Formulae for converting 
nepers to decibels, when practical units are desired, may be 


found in Section 7, Chapter II. 
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Image Impedances 
_ Other important impedance conditions which we may use 
In expressing the constants of equivalent networks or in 
expressing the external performance of a single network are 
those corresponding to the image parameters. The image 
impedances of a network are illustrated in Fig. 37. 
Za Zp ie 


Fic. 37-—A Network TERMiNATED By ITs IMAGE IMPEDANCES. 


If the 3-4 terminals of the T network in Fig. 37 are 
connected to an impedance Z;,, the impedance looking into 
the T network at the 1-2 terminals will be 


Zc(Ze + Z1,) 


Te Rig Cee Sal rest taal Mis 
ae eee en 


(41) 
Similarly, if the 1-2 terminals of the T network are connected 
to an impedance Z;,, the impedance looking into the 3-4 
terminals of the T network will be 


Zo(Za + Zr1,) 
Vo ae as 


If Zi. is equal to the terminal impedance Zr, and if, 
similarly, Zz, is equal to the terminal impedance Z;,, the 
network will be terminated in such a way that at either 
junction 1-2 or 3-4 the impedance in either direction is the 
same. ‘That is, on either side of a vertical line 7’ in Fig. 37 
drawn past the input terminals 1-2, the impedance either to 
the left or to the right is Z;,, and on either side of a line BB’ 
drawn past the output terminals 3-4 the impedance either 
to the left or to the right is Z;,. Since under these conditions 


Zsa = Zp t (42) 
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the impedance at 44’ or BB’ in one direction is the image 
of the impedance looking in the other direction, Z;, and Zz, 
are called the image impedances of the T network. If we 
solve for Zr, and Zr, in terms of Za, Zs, and Ze of the T 
network, we obtain: 


oie Cee + Ze)(ZaZz + ZaZe + ZeZc) 
fas (Zs + Zc) 


aa (Zz ie Zc)(ZaZp 124700 ZpLc) ( ) 
me WMZigZe =a aa 


In terms of open-circuit and short-circuit measurements, 
using Equations (18), (19), and (20), we obtain Z;, and Zr, 
very simply as 


(43) 


and 


Zi, = VZocLsc (45) 
and 
Zr, = VZoc'Zsc'; (46) 


where Zoc and Z gc are the impedances looking into 1-2 with 
3-4 open-circuited and short-circuited, respectively, and Zoc’ 
and Zgsc’ are the impedances looking into 3-4 with 1-2 open- 
circuited and short-circuited, respectively. 

In seeking a logical parameter, involving transmission 
through a network, which we may associate with the image 
impedances, we must remember that it is the transfer of 
power in which we are primarily interested, and that the 
total impedances around the input and output loops (2Z,, 
and 2Z;,, respectively, in Fig. 37) are not equal, as was the 
case for iterative terminations. We may take the change of 
impedance conditions into account by expressing the desired 
third parameter in terms of volt-amperes at the input and 
output ends of the network. 

The transfer constant @ of a network may be defined as 
one-half the natural logarithm of the complex ratio of the steady- 
state volt-amperes entering and leaving the network when the 
latter 1s terminated in its image impedances. ‘The ratio is 
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determined by dividing the value of the volt-amperes at 
the point nearer the transmitting end by the value of the 
volt-amperes at the point more remote. Thus 


I Wh 
C= per? (47) 


where /, and J; are the voltage and current, respectively, 
at terminals 1-2, Fig. 37, and 2 and J, are the voltage and 
current, respectively, at terminals 3-4. Since 


Vy a L,Z1, 
and 
Vy= LZ 14 
I ae 1, 2g, 
== 3 8 Tz, = log. 7 Te (48) 


If transmission takes place from right to left in Fig. 37, 
we obtain in a similar way 


Vil! > (49) 


ESAs 
6 = log. 7 os ; (50) 


where V7,’ and I,’ are the voltage and current, respectively, 
at terminals 3-4, and VY,’ and J,’ are the voltage and current, 
respectively, at terminals 1-2. 

That equations (48) and (S50) give the same values of 6 
may be easily shown. Let £ be the e.m.f. acting in the 
input circuit in each case. Then, 


E 


or 


i= ve (51) 
and 
E 
Wy keto eaee (52) 


22 Ties 
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From the Reciprocity Theorem 
I! = |, (53) 


Substitutions of Equations (51), (52), and (§3) into (48) 
and (50) will give identical results. 
If we add (48) and (50), we obtain 


or 
C= log, Tey Be (54) 


Thus, the transfer constant is also the natural logarithm, under 
conditions of image terminations, of the geometric mean of the 
input-output current ratios for transmission in the two directions, 
or, from (48) and (50) it is the natural logarithm, under con- 
ditions of image terminations, of the input-output current ratio 
in either direction, when allowance is made for the impedance 
transforming action of dissymmetrical networks. 

The “impedance transforming action” of dissymmetrical 
networks mentioned is obviously such as to modify currents 
in a ratio which is equal to the square root of the ratio of the 
image impedances. Its significance will be discussed in 
Section 22. 

The image impedances and transfer constant of a net- 
work are important in the treatment of multi-section net- 
works, such as wave filters, which are built up on an image 
basis, with the image impedances of adjoining “sections” or 
“half-sections” matched at the junction points. They are 
particularly significant in dealing with reflections. 


Network Groups Formed on an Image Basis 
The networks which are put together on a matched image 
impedance basis may be quite dissimilar from one another, 
as long as the image impedances of successive networks are 
alike at each particular junction point. 
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For example, in Fig. 38 three sections are shown having 
- any transfer constants 61, 6, and 63, and having image im- 
pedances Z;, and Zz, Zr, and Zz, Z1, and Zz, respectively. 
The impedance conditions for each section on an ideal image 
basis are fulfilled and hence the three networks are equivalent 


Fic. 38.—A Group or Networks ConnecreD TOGETHER ON AN IMAGE Basis. 


to a single network having image impedances Zz, and Zr, 
respectively, the image impedances of the outer ends of the 
end networks. 


From Eq. (48) 


ls Wi 
—A _ * a 
€ LZ, (55) 
i. LI 
aS es s, 6 
€ TZ; (56) 
. and 
1G Vag: 
Sy 2 
oO 2 TN7: (57) 


so that, if we denote the transfer constant of the whole net- 
work by 0, where 


q, Zr 
ee Ala 5 (58) 
te ae ; 
we have 
Wi, Le T; Zs I VAs 
Sn ee re oe 
: Ze deh Te Ware, deo idee 
= e.g = ma. (60) 
and 


= 6, + 62 + 43; (61) 
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or the transfer constant of the entire composited network is 
simply the sum of the transfer constants of the individual 
networks. 

Again, any two dissymmetrical networks having equal 
image impedances Z;, and Z;, may be connected back to 
back with each other as in Figs. 39(A) and 39(B) so that the 
equivalent single network thus formed is symmetrical, having 
the image impedance Z;, or Z;, at both of its ends and a 
total transfer constant 


ja 6; + A5. (62) 


If these two component networks have, in addition to 
equal image impedances, equal transfer constants, we see 


Fic. 39.—MeEtuop or Formine A SyMMetricAL Nerwork By Connectino Back To 
Bacx Two DissymmMetricaL Networks witH Equa. ImMace IMPEDANCES. 


from Fig. 39 that a dissymmetrical network may be regarded 
as one-half of the corresponding symmetrical double network 
which may be formed by placing two equal dissymmetrical 
single networks back to back. 

Since the transfer constants 0, 61, 62, etc. are in general 
complex quantities, we may write 


6=a aiaeies 
A, = ay seg fere 
05 = Ae + 7825 ClGs. (63) 
so that 
a= a + a + a3 + etc., (64) 
and 


B = Bi + Bo + Bs + ete. (6s) 
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The real part a of the transfer constant @ is called the 
image attenuation constant, and the imaginary part 8 is called 
the image phase constant. From (64) and (65), when several 
networks are connected together on an image basis, the image 
attenuation constant of the group is equal to the sum of the image 
attenuation constants of the individual networks, and the image 
phase constant of the group is likewise equal to the sum of the 
individual image phase constants. 


Iterative and Image Parameters in Symmetrical Networks 
When a network becomes symmetrical, i.e., when it may 
be reversed in the circuit with respect to the direction of 
propagation—terminals 1-2 and 3-4 as denoted above being 
interchanged in the circuit—without alterations in the current 
and voltage conditions external to the particular network, the 
Iterative impedances Zx are equal to each other and to 
the image impedances Z; which are also equal to each other, 
that is 
FV EA gpd (66) 


for the condition of ideal iterative termination at one end 
of the network is then the condition of ideal image termination 
at the other end of the network, since the terminating 
impedances must be equal. 

Likewise the propagation constant P and the transfer 
constant 6 become the same in the case of a symmetrical 
network, for the impedance ratio which entered into the 
transfer constant equations (Z7,/Z1, or its reciprocal) becomes 
unity. The real and imaginary parts of the propagation 
constant thus become equal, in symmetrical networks, to the 
image attenuation constant and image phase constant, re- 
spectively. 


3 In accordance with common practice, the real and imaginary parts of the transfer 
constant will, in this book, be called the attenuation constant and phase constant, re- 
spectively, the prefix image being omitted except where confusion with the propagation 
constant might occur. 
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§ 22. Impedance Transformations—Ideal Transformers—Impedance 
Level 


In section 21 reference has been made to the impedance 
transforming action of dissymmetrical networks. 4 im- 
pedance is transformed when it is altered by a numerical factor. 
Simple impedance transformations (i.e., transformations un- 
accompanied by other changes) may be made by means of 
ideal transformers. The ideal transformer is a mathematical 
concept which can never exist by itself, but is neverthe- 
less useful in judging the performance of physical networks. 

An ideal transformer ‘ is defined as a transformer which 
neither stores nor dissipates energy. It has no effective re- 
sistances nor capacitances associated with its windings; 
perfect coupling exists between its windings; also, the self- 
impedance of each winding, and therefore the mutual im- 
pedance between two windings, is at all frequencies infinite. 
It is a property of an ideal transformer (we need consider 
only an ideal transformer with a total of two windings) that 
if an impedance of any character be connected to one winding 
and the resulting impedance at the terminals of the other 
winding be measured, the second impedance will be equal to 
the first multiplied by the ratio of the self-impedance of the 
second winding to that of the first winding. This may be 
proved by expressing the impedance at the terminals of the 
second winding in terms of the self-impedances of the trans- 
former and of the connected impedance, and then letting the 
former grow infinite. 

The ratio by which an impedance is altered by the action 
of an ideal transformer may be called the impedance trans- 
formation ratio of the latter. Obviously, for a given trans- 
former, this ratio may be either a certain numeric or the 
reciprocal of that quantity, depending on the direction in 
which current is made to flow through the transformer. 


*A complete discussion of ideal transformers is given in Chapter VI of “Trans- 
mission Circuits for Telephonic Communication,” by K. S. Johnson, and reference 
should be made to it. The given definition of an ideal transformer is taken from that 
chapter. 
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There is also associated with any impedance transformation 
ratio a voltage transformation ratio and a current transformation 
ratio. The output voltage of an ideal transformer bears a ratio 
to the input voltage which is equal to the square root of the 
impedance transformation ratio and is called the voltage 
transformation ratio. ‘This follows from the fact that the 
transformer neither stores nor dissipates energy. Finally, 
the output current of an ideal transformer bears a ratio to the 
input current which is the reciprocal of the voltage ratio, and is 
therefore equal to the reciprocal of the square root of the im- 
pedance transformation ratio; this is the current transformation 
rato. 

Our chief interest in ideal transformers at this point is 
that a dissymmetrical network may be regarded as possessing in 
combination the individual properties of (Z) an ideal trans- 


o- 2h b= ee 
Zi2 ZI, 
boa o aoa 
ZI, Z12 Zi, Z12 ZEyir Z,, 
IDEAL IDEAL 
TRANSFORMER TRANSFORMER 


Fic. 40.—Turee Networks Wuicw Are EqQuivaLent. THE SYMMETRICAL 
Networks ArE Mave EquivaLent To DissyMMETRICAL NeTworkKs BY MEANS OF 
IDEAL TRANSFORMERS, 


former and (2) a symmetrical network having the same transfer 
constant and having at both ends an image impedance equal to 
one of the image impedances of the dissymmetrical network. 

Thus, in Fig. 40, all of the three devices shown are equiva- 
lent, for if we connect each of them, at either end, to any 
impedance whatever, we shall obtain the same value of 
impedance at the opposite end. We are thus unable by 
means of impedance measurements to detect a difference 
among them, and they are therefore equivalent. 

In formule (55) to (59) for the transfer constants of 
various networks it is now evident that the input-output 
current ratios are modified by a factor which is a current 
transformation ratio, so that the impedance transforming 
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properties of a dissymmetrical network may be separated out of 
the properties included in the transfer constant. Ve see further- 
more that in Fig. 39, where like networks are placed back to 
back, the respective transforming actions are cancelled, 
leaving a (double) symmetrical network in each case. 

Ability to change circuit impedances by a numerical 
factor through the use of ideal transformers whose action 
either is approached by actual transformers or is incorporated 
in the action of dissymmetrical networks, leads to the useful 
concept of impedance level. The various unit parts, such as 
networks, in a given portion of a circuit, may be matched on 
an iterative or image basis to a given value of impedance, 
while in some other portion of the circuit, if convenience 
dictates, the circuit impedances may have been transformed 
to a higher or lower value, and matches made accordingly. 
The value of circuit impedance which is used in matching 
several networks to each other or to their terminal impedances 
may be referred to as the impedance level in that part of the 
circu, 


§ 23. Physically Realizable Equivalent Networks 


No limitations have been put, in the previous sections, 
on the character of Z4, Zz, and Ze of the T network, or of 
any of the other parameters through which equivalence may 
be expressed. For any particular frequency the values of 
these impedances are given by the above formule. In 
general, the impedances Za, Zz, and Ze of the T network, 
or the corresponding impedances of other types of equivalent 
networks, will have no simple relationship with frequency; 
they will vary with frequency in a complicated manner. 
Oftentimes, however, the variation of Zs, Zz, or Zo with 
frequency is the same as that of some physically realizable 
set of impedances made up of simple or distributed in- 
ductances, capacitances, and resistances. Oftentimes, also, 
the variation of the impedances Zs, Zz, and Ze with fre- 
quency may be expressed approximately over a sufficiently 
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wide frequency range by some physically realizable im- 
pedance combination. 

In such cases the network, about whose internal arrange- 
ment we need know nothing, except what may be gathered 
from its external performances, will have an equivalent net- 
work which has physical reality, and the two networks may 
be substituted physically for each other in any circuit with 
identical results. 

Whenever, for example, a network is made up of any 
configuration of impedances which vary in the same way with 
frequency and whose phase angles and re/ative magnitudes 
are therefore the same, trom energy dissipation and storage 
considerations, the input impedance at any pair of terminals 
under short-circuit, open-circuit, iterative, image, or other 
impedance conditions which do not introduce dissimilar im- 
pedances into the circuit, must vary in the same way with 
frequency. This may be seen by inspecting the character 
of the impedance equations in any particular case. 


Examples of Physically Realizable Equivalent Networks Made up 
of Reactance Elements 


Of particular interest as physically interchangeable equiva- 
lent networks are the T and 7 networks of capacities shown 


a Ca Ce! 


(A) (B) 
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EquivaLent To Eacu OrHer aT ALL FREQUENCIES. 


in Fig. 41. From open-circuit and short-circuit measurements 
we may derive the expressions: 
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COeGn 
Mp TR a RN ne, 6 
Ca CE + Ge + Cee ( 7) 
CAGs 
Ag pi el Ai 68 
CA Cnn Genes: Ce 
C2Co 
ea : 6 
Ce G a Ce a Ce ( 9) 
(6: KG: y 
Gy = Gav + C,’ + aoe 
= CGHe + Ce'Ca! + CaCa’ (70) 
a a . 
CGuer. 
Cs = Cs! + Cd + 
(71) 
x C4’Cp’ + Ce/Co! + CoC a! 
na Cie > 
(O to if: 
Gi Gen Gua a = 
33 


ee COE ar CRC + GEGES (72) 
= Gi : 
Likewise in Fig. 42, the T and a meshes of inductances 


are physically interchangeable and the formule relating the 
inductance values of the impedance arms are: 


! 3 


' 3 
O O 


2 o Oo 
(A) 5 < (B) - 
Fic. 42.—PuysicaLty INTERCHANGEABLE Networks or Inpucrances Wuicu WILL 
Be EquivaLtent ro Eacu Oruer at ALL FREQUENCIES. 
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La = pees (73) 
Lz = ee (74) 
Le = oto (75) 
ae ee aes _ Lals + ae = Eohs (76) 


losele aks + Lale Si Lela F 


iar pope ered ere 
gp =La+Legt+ Te - 5a CLT) 


LsLe LaLa + Lalo + Leb 
ee 
A A 


The T and z meshes of capacities and inductances illustrated 
in Figs. 41 and 42 are equivalent and interchangeable even 
when dissipation of power due to effective resistance is 
present in the impedance arms, provided that the ratios of 
resistance to capacity or resistance to inductance are equal 
for the various component arms. 


1 Za s Zp 5 ' Lig e 
r ; Z'c 7 
2 (A) 4 2 (8) 4 


Fic. 43.—A T anp a w Network 1n Generat Form Wuicu May Be Mape Equiva- 
LENT TO Eacu OTHER. 


The more general formule relating to the two meshes of 
Fig. 43 are as follows (being similar to (73) to (78), in- 
clusive): 
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Dielone 
Za = Bq 
A Ae a Toe Je viey (79) 
Lalo 
Tie ee 80 
a La + Zp + Ze’ ee) 
Lilie 
UA ape et a as, Sr 
Sy CCBA Ne RY (oy) 
awd, bi Sh Lb fh Vig 
Zpe Pe fit a EES Meee 
Lp ZLB 
Yo Sh, Yb ds, Lib Jit, 
py i Se (83) 
Zo Ze 
Vhs LAL Vb, Vb Vb 
Sy ie ne EG LA GE EEO Om (84) 


Le why 


Thus the various arms may be simple resonant arms,° 
all resonant at the same frequency, or simple anti-resonant 
arms, all anti-resonant at the same frequency. Under such 
circumstances the two networks can be made equivalent for 
all frequencies and one network may be physically substituted 
for another in a circuit with no change in current or voltage 
conditions external to the interchanged networks either under 
transient or steady-state conditions. 


§ 24. Equivalence of Networks when By-pass Impedances are Present 


In the above discussion on equivalent networks in one- 
way or two-way transmission, it has been assumed that the 
network connecting the input terminals 1-2 to the output 
terminals 3-4 comprised all the impedance paths by which 
current might flow between terminals 1-2 and terminals 3-4, 
i.c., that no by-pass impedance paths existed outside the 
network from the input to the output terminals. 


5 By simple resonant arm (or simple resonance arm) we refer to an arm whose 
impedance characteristic shows a single resonance, that is, the arm becomes resonant 
at a single frequency. 
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It will now be shown that two networks which are equivalent 
when no by-pass impedances are present are likewise equivalent 
when any network of by-pass impedances connects terminals 1-2 


and 3-4. he limitations on equivalence discussed in Sec. 19 
will also hold here. 


(A) (B) 


Fic. 44.—A Patr or Networks N; AnD No, Wuicw Are EquivaLent WHEN NO 
By-pass Impepances ARE Present, ARE Atso EQuivaLent WHEN A NETWORK OF 
By-pass Impepances WN’ Is Connecrep To Eacu as SHowNn. 


Fig. 44 shows two networks Ni and N2 which are equiva- 
lent when working between equal transmitting and receiving 
impedances. Their equivalence may, of course, be established 
by impedance measurements or current ratios under any 
three independent conditions of termination. 

Suppose the similar networks N’ are now connected in 
parallel with the two equivalent networks as indicated by 
the dotted lines of Fig. 44. When the transmitting and 
receiving devices are removed and the impedance of either 
pair of networks between terminals 1-2 is measured with 
terminals 3-4 short-circuited, there being no impedance 
common to the output loops of NM; and N’, or of Nz and N’, 
the impedance is given simply by the parallel combination of 
the short-circuit impedances of Ni and N’, or N2 and N’. 
It must be the same for the two pairs of networks because the 
short-circuit impedances of N,; and N, alone are equal. 
Likewise if, with transmitting and receiving devices dis- 
connected, the impedances of the two pairs of networks are 
measured between terminals 3-4, respectively, with terminals 
1-2 short-circuited, they are found to be equal by the same 
reasoning. Finally, we.may take the ratio of output and 
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input current under either of the above short-circuit con- 
ditions. Since there are no impedances common to the 
output loops of terminals 3-4 and 3’-4’ of either pair of net- 
works, either output current will be the sum of the output 
currents of networks N, and N’, or Nz and N’, separated at 
their output terminals and short-circuited independently. 
We know these component output currents to be equal, from 
the facts that Ni and Np» are equivalent and the two net- 
works WN’ are alike. Hence the total output currents, under 
short-circuit conditions, of N, and N’, and of Nz and N’ are 
equal. The total input currents under the same conditions, 
from the equality of short-circuit impedances already proved, 
are equal. Consequently the output-input current ratios (for 
equal e.m.f.simpressed) are alike under short-circuit conditions. 

Thus we see that, impedances or current ratios being 
equal for the two pairs of networks under three different 


L 
CB 
| Ce | Cx Cc | 
(A) (8) 


Fic. 45.—Equivatenr Networks or Capacities By-passED By AN INDUCTANCE 
L. Tuese Two Networks Are EQuivALenr IF THE Capaciry Networks ARE 
EqQuIvALENT. 


conditions, the two pairs of networks are equivalent. Conse- 
quently, in any circuit such as that of Fig. 44(A) (or 44(B)) 
the network N; (or N2) may be replaced by any equivalent 
network N2 (or Ni) without affecting current or voltage con- 
ditions in the transmitting and receiving devices. 

As an example of the equivalence of two networks when 
by-pass impedances are present, the networks of Fig. 46 are 
equivalent when the T network of capacitances (C4, Ca, 
and Cc) in Fig. 45(A) and the w network of capacitances 
(C4’, Cz’, and Cc’) in Fig. 45(B) are equivalent through the 
relationships given in formulz (67) to (72), inclusive. 
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In the above proof the networks Ni, N2, and N’ have 
been shown in unbalanced form, i.e., with no impedances in 
the line wires from terminal 2 to terminal 4, and from terminal 
2’ to terminal 4’. They might, on the other hand, have all 
been shown in balanced form with symmetry to ground with 
respect to the two line wires of each network. 


§$ 25. Equivalent Networks Containing Negative Inductances, Capaci- 
tances, and Resistances 


It is interesting to note that by the use of equivalent 
networks of various types we may obtain, within limits, the 
effect of negative inductances, capacitances, and resistances. 
These limits are always such as to prevent the impedance 
between any two accessible terminals from being other than 
could be obtained from positive impedance elements. On 
the other hand, the use of these negative and physically 
unrealizable ° impedances is of value in establishing quickly 
the equivalence of many networks. 

Consider the T network of Fig. 46(A), which is that of a 
single section of a low pass filter. Its equivalent 7 network 
may be derived from the equations relating T and 7 networks 
(see formule (82) to (84)) as follows: (Use may be made of 
the symmetry of the networks, from which Z4 = Zp and 
Zen = Zeit 


Zz! : 


OER 
Za + 2Z0 = j——j—as (85) 


QO— 
Zz 


Zz 
Z,! = oF (Za Z a) 
C; 


— (Zat+ 2Le)La 
= Ey dep Ee 86 
4p, TCR EAS ane) 


Z,' is thus the impedance of a simple resonant arm (L/2, C/2), 
and Zs’ consists of two impedances in parallel, 224 and 


————_— I Orr  ——————e————e——wv—— 


6 That is, unrealizable in passive networks. 
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— 2(Z4 + 2Z¢) or 2Z4 and — 2Z,4’. The network shown 
in Fig. 46(B) is thus the equivalent 7 network of that shown 
in Fig. 46(A). 


(B) 


Fic. 46.—A Srction or A Low-pass FItrer AND Irs EQuivALENT 7 NETWORK, 
SHowinc How Necarive InpucTrANCES AND Capacirances May AppPEAR IN Com- 
PUTED EQUIVALENT NETWORKS. 


Now suppose we add between terminals 1 and 3 of either 
network a by-pass mesh consisting of an inductance L in 
series with a capacitance C/4. We know from section 24 
that the networks so formed will be equivalent. But in 
the case of the T network of Fig. 46(A), we obtain the bridged- 
T network of Fig. 47(B); and in the case of the 7 network 
of Fig. 46(B), we obtain the simpler 7 network of Fig. 47(B). 
From this, the bridged T network of Fig. 47(A) is equivalent 


Fic. 47.—A Bripcep-T Network Anp irs EquivaLent 7 Nerwork. Tuese NEt- 
works ArE DeriveD From TuHose oF Fic. 46. 


to the simpler z low pass filter section of Fig. 47(B), and its 
attenuation, phase, and impedance characteristics are exactly 
the same. 

We note incidentally that the resonant arm of Fig. 47(A) 
may have any inductance value smaller than Z or any 
capacitance value larger than C/4 (the product of the two 
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remaining LC/4) and the equivalent a network will still be 
physically realizable, but that larger values of inductance or 
smaller values of capacitance in this resonant arm result in 
a physically unrealizable structure for the equivalent 7 net- 
work. This follows from the fact that the impedance of 
the resonant arm of Fig. 47(A) varies in the same way with 
frequency as the impedance of that arm of Fig. 46(B) which 
contains negative inductance and capacitance, i.e., one im- 
pedance is equal to the other multiplied by a negative 
numeric. If the two impedances Z and — @Z are connected 
in parallel, the resulting impedance is 


LR GL)) fd 
(I—a)Z Ia 


Z. (87) 


This has the same character as Z if a is greater than unity, 
and the same character as — aZ if a is less than unity (2 
being assumed positive). 


CHAPTER IV 


Errects oF IMPEDANCE MISMATCHING AT THE TERMINALS 
or A NetworK—REFLECTION Factors AND INTER- 
ACTION Facror—TorTat Insertion Loss 


So far, the relationships which most nearly describe the 
effects of inserting a network in a circuit have been the 
equations for a network terminated either (1) on an iterative 
basis or (2) on an image basis. But the convenience of using 
iterative and image parameters lies in the fact that their 
values can be easily related to the values of various im- 
pedances inherent in the network. In practical problems the 
values of the terminal impedances are known initially; they 
have been determined by other considerations. While there 
may be much that can be done in a circuit to provide suitable 
impedances for terminating a network, or while the exact 
location of a network in a circuit may be chosen because of 
the suitability of the terminating impedances there, it will 
nevertheless be true in general that the terminating im- 
pedances provided will not be exactly equal to the iterative 
or image impedances. 

An important step, therefore, in determining the per- 
formance of a given network when inserted between certain 
terminal impedances is that of considering how differences 
between these impedances and the iterative or image im- 
pedances will affect the received load current. In this chapter 
we shall discuss only the image parameters because of their 
especial usefulness in later chapters on wave filter design. 
Much of the material of this chapter could be recast to show 
a corresponding line of thought for iterative parameters. 


§ 26. Reflection Losses and the Reflection Factor 


If current flows from a transmitting portion of a circuit 
having an e.m.f., Z, and an internal impedance Z, to a re- 
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ceiving portion of the circuit having an impedance Z,, the 
value of the current is given by 


E 


Ta 2 


This does not represent a condition such as we should 
have if the entire circuit were built up by a matching of 
terminal impedances to image impedances as each successive 
device is added to the circuit. Under the latter condition, 
if the circuit were split at any appropriate point, the im- 
pedance of the transmitting portion of the circuit would 
exactly equal that of the receiving portion. 

Let us therefore compare in the simplest way the current 
flowing under the conditions of mismatched impedances 
above with that which would flow if the impedances were 
matched. This will mean a comparison of the actual current 
flowing with that which would flow if a network were inserted 
(Fig. 48) having image impedances Z, and Zp, so as to effect 
a condition of matched impedances; but, for simplicity, we 
shall not desire the network so inserted to have any other 
effects, and its transfer constant, including the attenuation 
constant and phase constant, must be zero. 

It is immaterial whether or not such a network can be 
physically constructed, for we are dealing with an ideal 
concept. If Z, and Z, have equal phase angles, the network 
will reduce to an ideal 
transformer. 

The input current 
of the network of Fig. 


2 Pete ae Fic. 48.—A GENERATOR WHOSE IMPEDANCE IS Zag 
From Eq. (48), Chap. Connecrep To A Loap Wuose Impepance Is Z; By 
EU, we obtain for the Means or an Ipeat Networx Wuicu Matcues THE 


output current when IMPEDANCES. 
@ is equal to zero, 


Bese Lia E 
ae ee ee (2) 
2Lq Zo VLG; 
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The ratio of the actual current flowing to that which would 
flow with the ideal network inserted, is thus 


if VAZqZ 
Fa eee es ce (3) 
IT; Ze = Lp 


This ratio is called the reflection factor of the impedances 
Z, and Z,. It takes its name from the fact that impedance 
inequalities, such as that between Z, and Z, give rise to 
reflection phenomena, and in the case of systems possessing 
little distortion, may produce sharply defined reflections. 

The magnitude of the reciprocal of the reflection factor 
is a measure of the efficiency of transmission at the junction 
of Z, and Z,, as compared with the transmission resulting 
from the insertion of the ideal network of zero transfer 
constant, whose image impedances are Z, and Z. It will 
usually correspond to a transmission /oss, and such a loss is 
called a reflection loss; in many cases, however, it will corre- 
spond to an actual gain, and such a gain is called a reflection 
gain. Expressed in decibels, the reflection loss between any 
two impedances is 


Nw = 201 + | Peal seiy| eens (4) 
= 20 logi|—| = 20 logy] ———— |, 
db £10 9 £10 TZ 4 
or, expressed in nepers, is 
I,! ae ar Zp 
Nnep = log,| —| = log,| ————] - 
p = 10g.|— bel 7a (5) 


The negative of the phase angle of the reflection factor 
indicates the phase shift ! existing between the actual current 
I and the reference current J,’. This is a reflection phase 
shift, and is given by 


VA Lal Lia ae Le 
nas) = angle of —————,__ (6) 
Za ata LZ V4Z Li 


B=- ( angle of 


in radians or degrees, as the case may be. 


1 The phase shift is considered positive when the actual current is made to lag the 
reference current. 
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The above illustration corresponds to the simplest de- 
partures of actual network terminating impedances from the 
image impedances. Suppose, for example, that a network at 
its input end works from a transmitting impedance Zs, 


LOSS IN DECIBELS 


REFLECTION 


Fic. 49.—RerLection Loss (1n Decipets) Resuttinc From MismatcH oF 
IMPEDANCES AT A JUNCTION PLotrepD Acatnst THE MAGNITUDE oF THE Ratio 
OF THE IMPEDANCES. WITH THE LocarirHmic ScALE UseED, THE LINE 
Za 


sg | 
Zo 


Is an Axis or SYMMETRY. 


although its image impedance at that end is Z;, There 
will be a reflection factor ks1, which we shall abbreviate k,, 


v4Z, sZt, 


aay seman lle 
ky S1 sina ob Zr, 


(7) 
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There will be a reflection loss equal to 


eee 
V4Z sZr, 


Nap = 20 logo = 20 logio iE 5 (8) 


and a reflection phase shift equal to the negative of the phase 
angle of ki. Assuming the network to be terminated in its 
image impedance at the receiving end, the reflection factor 


LOSS IN NEPERS 


Fic. 50.—Rertection Loss (In Nepers) Resuttinc rromM Mismatcu or Im- 
PEDANCES AT A JUNCTION PLorreD AGArnst THE MAGNITUDE OF THE RATIO OF THE 
Impepances. Wits THE Locaritymic ScALe Usep, THE LINE 


Za 
Zp 


=I] 


Is an Axis or SYMMETRY. 
of (8) marks the only change in received load current due to 


the failure of the transmitting impedance to equal the im- 
pedance presented to it, for the only effect of this inequality 
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is evidently upon the flow of current into the input end of 


the network. 


Likewise, if a network be terminated in its image im- 
pedance at the transmitting end, but works at its receiving 
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Fic. 51.—Puase Suirt (1n Raprans) RESULTING From Mismatcu or IMPEDANCES 
AT A Junction PLorrep AGAINST THE MAGNITUDE OF THE RaTIO oF THE IMPEDANCES. 
Wiru THE LocaritHmic ScaLe UsED, THE Point (1,0) Is a CENTER oF SYMMETRY. 


end from an image impedance Z;, to a load impedance Za, 
a reflection factor 


exists, corresponding to a reflection loss given by 


I 
Nav = 20 logio Ringe = 20 logis Pa 
Ty 


4 ZrZ 1, 
Pine ies 


ke = kro = 


Lnet Zi, 
ALR 


(9) 


(10) 
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and the corresponding phase shift is equal to the negative of 
the phase angle of kk. That this is the only effect on the out- 
put current due to the failure of the load impedance to equal 
the output image impedance may be seen from the fact that 
the effective e.m.f. which, by Thévenin’s Theorem, forces 
current into the load impedance, is not affected by the 
reflection factor. 

Charts of reflection loss and reflection phase shift, plotted 
as functions of the ratio of the magnitudes of any two im- 
pedances.and of the difference in phase angle between them, 
are provided in Figs. 49, 50, and 51. Thus, if one of the im- 
pedances has a value of 2400 + jo ohms and the other of 
© — j240 ohms, the reflection loss between them is 4.0 dd, 
or 0.46 neper, and the reflection phase shift is 0.69 radian. 


§ 27. Case when Attenuation is Large—Two Independent Reflection 
Factors 


We may now examine certain cases which represent a 
second step toward accounting for terminal effects under all 
conditions of network termination. Suppose that between a 


8 =d+y 
(a IS LARGE) 


Fic. 52,—A Generator WuHosE ImpEpance Is Z, ConnecTED To A Loap WHOSE 
Impepance Is Zp By A NeTwork witrH A LarcEe ATTENUATION Constant. THE 
RerLection Losses AT THE Enps or SucH A Network ArE INDEPENDENT. 


transmitting impedance Zs and a receiving impedance Zr we 
connect a network which has, respectively, image impedances 
Z1, and Z;,, but which possesses a very large amount of 
attenuation, so that the network is “electrically long.” 
Under these conditions the reflection factors for either end of 
the network will influence the load current independently. 

It is our present purpose to compare the load current 
in Zr, with the network connected in the circuit (Fig. 52) 
to that which would flow into Zp if the latter were directly 
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connected to Zs. The magnitude of the ratio of the two 
currents will determine the insertion loss of the network, and 
the phase angle between the two currents may correspondingly 
be called the insertion phase shift. 

The current J’ which would flow with Zs and Zr con- 
nected directly together would be 


= E ) 
ee 7; io 


It differs from the load current which might be caused 
to flow into Ze by correcting the impedance mismatch, 
since the latter would be equal to J,’ divided by the reflection - 
factor of Zs and Zr. That is, if we visualize, as an inter- 
mediate reference condition, one in which a network connects 
Zs and Zr which has image impedances equal to Zs and Zp, 
respectively, and zero transfer constant, the load current 
under this reference condition would be 

plig TLE Ig) Zs + Zr 


ieee ale ane Bes 
: NZ Zs a Lr NZ ae 


I,! 


(12) 


The reciprocal of the reflection factor is used in (12) because 
the intermediate reference current is being expressed in terms 
of the current J,’. 

Now let the transfer constant of the network just assumed 
be increased to any value 6. The load current into Zp 
accordingly is given by 


Laer Le ~9 E Zs t+ Zr 
eee SS OLS Se pe 
V4AZ sZr Zs =e ZR Nil sli 


In this section 6 will be regarded as having a large real part 
(i.e., the attenuation of the network will be considered large), 
but (13) is not dependent on this assumption and holds for 
any value of 8. 

As the next step, suppose the image impedance of the 
network at its output terminals to be changed from Zz to 
Zr, 9 remaining unchanged. The output current in Zz will 


1; 


e9, (43) 
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be altered by the reflection factor 


V4ZrZ1, 


bg y 
"Ze + Zi, 


(14) 
since it would be restored to its previous value if an additional 
network of zero transfer constant and image impedances Z;, 
and Zr, respectively, were inserted adjacent to the load. 
Therefore, with a single mismatch existing between Zr and 
Z1,, the load current into Zp is 


28 -- ZR A VASES ~9 


WaZole Eat Ze, ee Cs) 
E Zs ++ ZR 4ZRrZLr 


I; 


As a final step, let the image impedance at the input 
end of the network be changed from Zs to Z;,, without other 
circuit changes being made. ‘The actual input impedance of 
the network will be Zz, because, if the attenuation of the 
network is large, little energy reaches Zz, and a mismatch 
between Zr, and Zr has a negligible effect on the input 
impedance. Since the load current could be restored to its 
previous value by the insertion, adjacent to the generator, 
of a network having zero transfer constant and image im- 
pedances Zs and Zz, respectively, the effect of the change 
in image impedance is expressed by the reflection factor 


V4Z sZ Ty 


PARLORS 6 
ZeaT a ( 


ky 
and the load current into Zr, which we shall call J, is finally 
given by 


Let Zr V4ZsZr, V4ZrZ1, _ 
I=, er ete 


————— I 
E Zs + Zr NAD V4ZrZ 1, (17) 


~ Zst+Zn VyZsLe Zst+Zr, ZetZr, 
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The convenience of (17) lies in the grouping of terms in 
such a way that each of the reflection factors involves two 
closely associated impedances. If we denote the reflection 
factor of Zs and Zz by k, we may rewrite (17) as follows: 


Tp kiko, hike ; 
Set a ee), 
lA a ai oe 
The insertion loss of the network is then (in decibels) 
Nap = 20 logio i: 
I I I 
= 20 logio E + 20 logio z — 20 logio A apo Ake) 


This means that to obtain the total insertion loss in the case 
of a network possessing considerable attenuation, we must 
add to the attenuation constant a reflection loss existing at 
each end of the network, due to imperfect termination, and 
then subtract a reflection loss between the terminations 
because the reference condition itself is one of impedance 
mismatching. The first two terms of (19) will ordinarily 
correspond to losses, and the third to a gain (negative loss). 
Also, to obtain the insertion phase shift (B), we add to the 
phase constant of the network the angles corresponding to 
the reciprocals of k, and k,, and then subtract the angle 
corresponding to the reciprocal of k. That is, 


B = (— angle of ki) + (— angle of kz) + (angle of k) +8. (20) 


§ 28. Complete Insertion Loss and Insertion Phase Shift Formule— 
Case in which Attenuation Constant May Have Any Value 


Let us now consider the general case where 4, instead 
of being required to include a large attenuation constant, 
may have any value whatsoever. Here the current ratio 
formule for the insertion of a network in a circuit will differ 
from those of Sect. 27 through the fact that the changes of 
image impedance from Zp to Zr, and Zs to Zz, cannot be 
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made simply and independently. When the change has been 
made at the output end of the network (in the order of the 
proof of Sect. 27), the actual input impedance at the trans- 
mitting end is not equal merely to the image impedance there, 
_and consequently the change of image impedance at the input 
end will have a more complicated effect than was encountered 
Insect. 7% 

We shall proceed in a manner somewhat different from 
that followed in Sect. 27, in order to illustrate a different 
approach to the problem. To obtain the actual load current 
flowing when any network connects Zs and Zp, we shall (1) 
start with the load current when the terminal impedances 
are equal to the respective image impedances; (2) change the 
load impedance from Z;, to Ze and note the effects; and 
finally (3) change the transmitting impedance from Z;, to Zs, 
the effects of which change will determine the load current 
under the most general conditions. 

If a network whose transfer constant is 6, and whose 
image impedances are Z;, and Z;,, is terminated on an image 
basis, the input current J1 is, of course, 


E 
Li = Win (27) 


and its output current J» is, from (48), Chap. III, 


IZ & E 
ifn wh —e? = —______¢’, 22 
20 10 7, VIA ( ) 


Current Changes at Receiving End of a Network Due to Changes 
in Receiving Impedance 
Suppose the terminal impedance Zr, of the network just 
described to be changed (increased vectorially) to the value 
Zr. From Thévenin’s Theorem, the e.m.f. acting to force 
current into the terminal impedance will not be changed, and 
since the actual impedance of the network, as measured at its 
output end with the opposite end terminated in Zz, is Zr, 


COMPLETE INSERTION LOSS FORMULAE III 


this e.m.f. will be 2/29-Z1,. Therefore, the output current is 


2Z Ts 


Lo = Samara (23) 


In order to determine the effect of the impedance change 
on the input current let us first replace the impedance 
increment Zr — Zr, by an e.mf. 


Genial 0 (75 — 2i,); (24) 


this will not alter the current or voltage conditions in the 
circuit. By use of the Principle of Superposition we may 
determine the current produced in the input circuit by e’ 
and add this current to the current Jy to find the changed 
input current. The current produced in the input circuit by 
é2’ is, from (48), Chap. ITI, 


ea. Lr en 
ANI h ETB ELE AP I TE ag 2 
2 Vis Li WAZ 1 Zr, ( 5) 


Substitution of (23) and (24) into (25) will give 


Zr— Ly 227. 


Alyy = — In» —— - —== 
- He ZR = fe Vhage 42121, 


-€%, (26) 
and the entire input current will be 
oe ia a a (27) 


Substituting the value of J in terms of Ji from (22) and 
simplifying, we obtain for the input current 


Zre—Z 
e fs <*). 


Tyo’ = To(1 7s 7: ma Wee 


(28) 
We have thus, in addition to Ji, a current in the input 

loop of the value 

Viens 


Aly = SRG geecrcr a 


Seam. (29) 
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This latter current may be considered as a “reflection current” 
which arises from the inequality of the load impedance and 
the image impedance at the output end of the network. Its 
physical significance becomes more evident if (29) be written 
in the form 


Zn \/ Ze — Se 
ale = — fol Vze eZee 22) 
I IZ 7, =) 
sel Zit, ; 


The current AJip may be assumed to build up in a number of 
steps as represented by Eq. (30). First the current Lio in 


(30) 


Z 
traversing the network is modified by the factor \|— ata 


Ty 
take care of the change in impedance level of the circuit from 
Zr, to Zz, and by the factor e~ arising from the attenuation 
constant a and the phase constant 6 of the network. This 
results in a current equal to J) in Eq. (22) reaching the output 
end of the network. This current causes an e.m.f. (sometimes 
called a reflection e.m.f.) to be set up, which, from (23) 
and (24), is proportional to 


a ae 


a 5 OI, 4 
Ze+Zr, " 


‘ 


and, since it has the character of a “‘reaction”’ e.m.f., a 
negative sign is introduced. ‘The reflection e.m.f. acts around 
a loop of impedance 2Z;, in forcing reflection current into the 
network. Finally, the reflection current in traversing the 
network in the reverse direction is modified by the factor 


[Zr \ er 
Zz to take care of the restoration in impedance level 
qT, 


from Z;, to Zz, and by the factor e* to take care of the 
attenuation constant a and the phase constant 6 of the net- 
work. 

Actual Impedance Looking into a Network when the Termi- 


—o 
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nating Impedance at the Other End of the Network is not Equal 
to the Image Impedance. 

Formula (28) affords us a means of determining the 
input impedance at the 1-2 terminals of the network in 
question when Z;, is not equal to Zp, and thus the input 
impedance of any network not terminated on an image 
- impedance basis. The ratio of E to I’ is the impedance of 
the input loop and is equal to the transmitting impedance 
Zr, plus the input impedance of the network Zip. 


E E I 
ie, = Zt, + Zig = TE LAK Ey vie ce 
¢ ee ) 
(31) 
= 2Z1, we we Be 
ee 


from which 
Zeer oe, gS) 


‘D2 
== “ae cee or :) 
fs 2 20 
Se ae 
eR Tas 


; Lr Zr 


228 
I 


Sa TaN 


This formula is used in Chapter XI and, by the formule 
of Sect. 16, Chap. II, is convertible into the form 


ZR he Zt, tanh 6 


Zy = aire + Zr tanh 0 


(33) 
While the latter form is often more easily computed, it loses 
much of the physical significance of the form of (32), where 


the manner in which the input impedance may be regarded 
as influenced by reflections is evident. 
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Current Changes Due to Impedance Changes at Both Ends of a 
Network 
Suppose both the sending and receiving impedances are 
changed, Zr, to Zs and Z;, to Ze. This corresponds to the 
conditions of Fig. 53A. 


(A) 


(Cc) 


Fic. 53.—(A) A Generator ConnecrepD To A Loap By MEaNs oF A TRANSMIS- 
ston Network witH Any ATTENUATION Constant. IF THE LATTER Is RELATIVELY 
SMALL, THE RerFLecrions BrecoMe INTERDEPENDENT. (B) THE Impepances Zz 
AND Zp REPRESENTED BY SUMMATIONS OF THE CORRESPONDING IMaGE IMPEDANCES 
AND IncrEMENTS. (C) THe IncrEMENTS REpLaceED By E.M.F.’s. 


The impedance increments are Zs — Zr, in the input 
loop and Zr — Zr, in the output loop, as shown in Fig. 53B; 
otherwise conditions are unchanged. The reaction e.m.f.s 
in Fig. 53C are, respectively, 


Cy gee Zr) (34) 
and 


Ce Iy(Zr aa Zit): (35) 


The steady state currents J; and J, established after transient 
effects have ceased, are each composed of three components, 
due to E, e,, and &, respectively. Thus, 


teeny 
DO, Ty z 


7) 
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and 


= pel? wade Zar, axe) 
TQ, = In + ane azeN 


IZs— Zr) I{2n~ Zs) 


Ay} oer oe ae 
‘ 2Z 1, V4Z1,Z1, 


6 
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(37) 


Grouping the J; factors in this last expression and multi- 


plying by 2Z1,/(Zs + Z1), 


oZr, SCAN -] 
f= = ig = —>— Fé ; 
Zs = a Dye, V4Z1Z1, 
or, since 
ae V4Z1,Z1, 
10 = L20 aaa 


L=>—> 
Ze + Zr, 


20 
= a ae 
2Z Tene V4Z 1,2 ile 


Substituting this expression in Eq. (36), we have 


Log al I, 
I; — 29 ee eae 
5 ea ee 2s) ey 72a Ze 
(Zs + Z1,)2Z1, 2705. 
whence 


(= a =") Zs Z1,)(Zr = Z1,) —-29 
0. | Saas @ ee 0 aera ee a a Ee 


LaF. (Zs + LpyiLn 
7 2Z1, 
Zs + Zr, 
or 
I (: (Zar 27) Zn 21) oa) 
; (Zs + Z1)(Ze + Zr) 
4Z1,Zr, 


a Gein Cee Za) 


221, E Nae a I(Zr — Zi.) ; | 


(38) 


(39) 


(40) 


(41) 


(42) 


(43) 


116 PRINCIPLES OF TRANSMISSION NETWORKS 


Substituting for Jz its value 


i Eat E mA E Zs ol. ZR VAZ sZr a) (44) 
eo NGgeze pd 
we have 


; (Ze 21) (Ze 27.) ds 
c E Ze - ZR NG ee VAZ RZ 1, &- 45 


ees 0 


Now, the first factor on the right-hand side of Equation (45), 
E|(Zs + Zr), is the current which would flow in the circuit of 
Zs and Zr if the network had not been inserted. If we 
multiply this by the second factor (which is the reciprocal of 
a reflection factor), we obtain the maximum current which 
can be made to flow into Zz by inserting a perfect network 
having image impedances equal to Zs and Zr. The third 
and fourth factors show the reflection losses at each end of 
the network due to the fact that the image impedances are 
not equal to Zs and Zr, respectively, but some other values, 
namely, Zz, and Zr,. 
The factor 


by which 7; is multiplied, involves both of the image im- 
pedances and both of the terminal impedances, and the 
transfer constant as well. Its reciprocal expresses the sum 
total of the changes brought about in the received current, 
aside from those due directly to the reflection factors and to 
the transfer factor «*. This reciprocal is called the inter- 
action factor o and the expression for J) is usually written 
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E Zet+Zr V4ZsZi, V4ZeZr, 


LL = > ._—_— € ? 
a bh 0 YAR A A Oia we Ae A as wi Ae 
I 
SC ee ee 
C5, 4 45, 29 (46) 
Zig Lz, Lim ariLa, 
I 
Salat z Rika -o, 


or, the ratio of received current with the network in the circuit 
to the received current without the network is written 


te ae 
Takk OLA SWE (47) 


To recapitulate, the presence of the various factors in 
(47) may be explained as follows: 1/k is the reciprocal of 
the reflection factor of Zs and Zr, and arises from the con- 
dition that J,’ as a reference current does not equal the ideal 
current which would flow into Zz if the impedance of the 
latter were matched to that of Zs; k; is the reflection factor 
of Zs and Z;,, and would become unity if the image im- 
pedance and the terminal impedance at the transmitting end 
were equal; k is the reflection factor of Zr and Z;,, and would 
become unity if the image impedance and terminal impedance 
at the receiving end were equal; «~ expresses the effects of 
the attenuation constant and phase constant of the network, 
which are so defined that they are independent of impedance 
conditions at the input or output ends of the network; 
finally, o, the interaction factor, expresses the rather complex 
manner in which the current ratio due to the insertion of a 
network depends on other than the simple effects of reflection 
factors and the transfer factor. 

If « were a very important factor in (47), the value of 
this equation for use in network design would be limited; 
for o is more difficult of numerical evaluation than 1/k, ki, 
ko, ore. The influence of the interaction factor on the insertion 
loss and insertion phase shift is usually small; its importance 
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usually depends on the accuracy with which it is desired to 
know the performance of a network. In many cases the 
interaction factor will be important over a small range of 
frequencies only, and will be negligible at other frequencies; 
this makes it necessary to evaluate ¢ at only a few frequencies. 

The magnitude of the interaction factor may be expressed 
in decibels or nepers as the interaction loss or the interaction 
gain. The number of decibels corresponding to the inter- 
action loss 1s 


ef VI Ret pp A eS. 
Nave 020 LOE in arctan ee » (48) 
The corresponding number of nepers is 
wae VAs bie ay 
Nivep log, oe nO . gat fs “€ (49) 


A loss is positive in either case when the reciprocal of the 
interaction factor is larger than unity. The negative of 
the phase angle of the interaction factor is the interaction 
phase shift, the angle being considered positive when the 
current is retarded in phase by the interaction factor. 

We may determine the total insertion loss corresponding 
to the current ratio of (47) by adding the individual losses 
corresponding to the various factors. The insertion loss L is 
equal to the sum of the attenuation constant a, the reflection 
loss LZ; at the input end of the network, the reflection loss Ly 
at the output end, the interaction loss L;, and the negative 
loss (gain) — Lsx which corresponds to the reciprocal of 
the reflection factor of the terminating impedances. Thus, 
in decibels, 
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i= —-Lsreththtan+ Li 
Zs +Zr 
Vata 
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I 
ky 


tl + a + px@) logio 
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Xo) logio Nara 
sZ1, 


+ 20 logio 


+ 20 logio 


+ a “+ 20 logio 


== bXe) logio 


: 
7] + 20 logio 


+ 20 logio 


I 
| 
For example, if a gain of 2.00 db might have been produced 
by matching Zs to Zp; if, similarly, a reflection gain of 
1.50 db exists at the input end of the network and a reflection 
loss of 1.75 db at the output end; if, thirdly, an attenuation 
loss of 15.00 db exists in the network; if, finally, the effect of 
the interaction factor is a gain of .10 db, the total insertion 
loss is 


L = (— 2.00 = 1.$0+ 1.75 + 15.00 — .10) db 
= 13.15 db. (51) 
Similarly, in nepers, 
ee oe | lon. |—|-+ log. | | log,|—|- (52 
ee eet g| PAB el gi) 1 HOB gt nee FUR e | (52) 


The insertion phase shift B is the sum of the phase 
angles of current retardation corresponding to the several 
component losses. It is thus the sum of (1) the negative of 
the phase shift — Bsr corresponding to the reflection factor 
of Zs and Zr, (2) the phase shift B, resulting from the 
mismatch of Zs and Zz, (3) the phase shift B, resulting 
from the mismatch of Zz and Z1,, (4) the phase constant 6 
of the network, and (5) the phase shift B; due to the inter- 
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action factor. This gives the phase angle by which J; lags 
behind J,’ or, in other words, the angle through which the 
received current is retarded as a result of the insertion of 
the network. The formula for the insertion phase shift is 


B= —BsetBt+ht+6+ Bi (53) 
where 
Lists 
Bsr = — angle ie ‘ (54) 
4Z sZt, 
B, = — angle ere U ae (55) 
V4ZnZr, 
5: ee angle oh ere (56) 
and 


Zoe eT ae | ee 
— ° -€ ° 
TEA Oe aT fi 


B; = angle of | 


The Relative Importance of the Interaction Factor in the Insertion 
Loss Equation 
The interaction factor becomes important only when the 
product 
Zig Lt (Lp 27, 
Zs+Zr Ze+Zr, 


«29 nt pipee (58) 


is appreciably large? This requires a concurrence of three 
conditions: (1) that Zs differ substantially from Z,,; (2) that 
Zr differ substantially from Z,;,, and (3) that the real part 
a of the transfer constant @ be small. A few numerical 
examples will make this clearer: 

If in 6 = a+ /@, the attenuation constant a exceeds 10 
decibels, e~*’ would be less than o.1 in magnitude. If the 


2p, and p2 in Eq. (58) have been called reflection coefficients. If at ajunction ina 
circuit the impedances in the two directions are Z. and Zp, respectively, the reflection 


= Gs, Sage 
if reflection is back 


ck ° Zp ee Za re A . sochack . Z La 
COCHICICNE18-S——————k rr ction 1 a t ay 
Z a Za ene S cK 1nto or Z. ese Z, 


into Zp. 
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magnitudes of p; and p» are each unity, such as would corre- 
spond, for example, to a difference in phase angle of go® 
between the terminal impedances and their respective image 
impedances, then, regardless of the values of the phase 
constant 6 and of the phase angles of p; and p2, the magnitude 
of the interaction factor would lie between .gog and 1.111. 
That is, the interaction factor would affect the insertion loss 
by less than one decibel. If the attenuation constant had 
been chosen as 20 decibels, instead of 10 decibels, the inter- 
action factor, under the above conditions, could not have 
affected the insertion loss by as much as 0.1 decibel. 

Again, let us assume that the terminal impedances and 
image impedances are all pure resistances, and that the 
former differ from the latter in a ratio of 3 to1. The magni- 
tudes of p,; and p, would each be 0.5. The attenuation 
constant a would need to be only 3.12 db in order to prevent 
the interaction factor from having an effect of more than 
one decibel on the insertion loss. 

Summing up, we may observe that: (1) the interaction 
factor is of secondary importance if the terminal impedances 
approximately match their respective image impedances; (2) 
it is also of secondary importance for networks of substantial 
attenuation, even when the terminal impedances depart con- 
siderably from the image impedances; (3) the effects of the 
interaction factor are likely to be altogether negligible for a 
network of substantial attenuation, whose image impedances 
approximately match the terminal impedances. 


Effect on the Interaction Factor of the Phase Angle of pip.” 

A particular feature of the interaction factor is of interest. 
For any given magnitude of the product pipe”, the effect 
of the interaction factor on the insertion loss depends on the 
phase angle of the product. This effect may vary from a 
certain maximum value of loss for odd multiples of 7 radians 
to a corresponding maximum value of gain for zero or even 
multiples of 7 radians. Therefore, if the value of the phase 
constant B, contained in 0, changes rapidly over a given 
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range of frequencies due to the character of the network, a 
“rippling”? unevenness in the insertion loss characteristic 
will be produced. Let it be assumed, for example, that 


PHASE SHIFT OF NETWORK 
IN RADIANS 


IN DECIBELS 


INTERACTION LOSS 


LOSS IN 
DECIBELS 


(INTERACTION 


ATTENUATION 


CONSTANT IN 
DECIBELS 


LOSS IN 
OECIBELS 


INTERACTION 


Fic. 54.—Iwreractrion Loss Piorrep Acarnst FREQUENCY FoR A NETWORK 
WHOSE PHaseE CuHaracreristic Is SHown sy (A), THE REFLECTION COEFFICIENTS 
Betnc Eacu 0.20. In (B) THE Arrenuation Constant a@ Equats Zero; IN 
(C) a@ = 3d; 1Nn (E) a Varies as SHown By (D). 


Zs, Zr, Z1, and Z;, are all resistances and are approximately 
constant over a substantial range of frequencies; this con- 
dition is frequently encountered in practice. Let the values 
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of p; and pz be each 0.20, corresponding to 


their phase angles must be zero from the resistive character 
of the impedances. If the attenuation constant a@ is zero, 
the interaction loss for a phase shift characteristic such as 
that of Fig. 54A is plotted in Fig. 54B. If a = 3 db, the 
interaction loss is plotted in Fig. 54C. Assuming that the 
attenuation constant varies as in Fig. 54D, however, the 
interaction loss is as plotted in Fig. 54E. 

Wherever the interaction factor is important in networks 
whose phase constant changes rapidly with frequency, the 
complicated character of the interaction loss characteristic 
makes equalization difficult. 


CHAPTER V 
PROPERTIES OF Two TERMINAL IMPEDANCE ARMS 


The networks discussed in previous chapters have been 
largely unrestricted in character, so that principles governing 
the operation of any transmission network might be brought 
out. Before discussing in detail how specific types of trans- 
mission networks act, such as wave filters, we need to con- 
sider some of the properties of the component arms employed 
in such networks, and as well, some of the properties of the 
driving-point impedance, or two-terminal input impedance, 
of these networks. The arms whose properties we have thus 
to consider may be conveniently put into two groups: (1) 
those containing only pure reactance elements, or resistances 
as well, and (2) those having their elements distributed or 
lumped. Both of these classifications will be used. Of 
course no physically realizable structure is without effective 
resistance, but since a resistanceless structure is often the 
ideal structure, one of our engineering problems is: how close 
to the ideal resistanceless structure must the actual physical 
structure approach? Similarly no impedance elements of a 
network are perfectly lumped in character. Distributed im- 
pedances are natural; and to a large extent the design of 
resistance units, inductance coils, and condensers, from an 
electrical standpoint, is limited by the degree to which 
resistance, inductance, or capacitance may be concentrated 
or lumped so as to approach the ideal structure. 


§ 29. Types of Reactance Arms—Potentially Inverse Arms 


Obviously the number of types of reactance arms is un- 
limited, since the degree of complexity of an arm of reactance 
elements depends (assuming efficient use of them) upon the 
number of inductance and capacitance elements employed. 
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In practice, economic limits on the number of inductance or 
capacitance elements which may be employed will limit the 
number of types of reactance arms which are of practical 
value. We may therefore consider the various types of 
reactance arms in the order of increasing complexity, appreci- 
ating that as their complexity increases, they become less 
common and of less importance. On the other hand, cases 
will exist, as in the design of multi-section filters, where the 
use of complex two-terminal reactance arms actually reduces 
the total number of inductance and capacitance elements 
required. 


Single Element Reactance Arms 
The simplest types of reactance arms are those shown in 
Fig. 55, the impedance and admittance expressions being also 
given therein. We note that the admittance of the one 


Ly Cc 
Pe Ue ees 
sa oes oe joc 
.— Ys = a0 
Fic. 55.—SimpLest Type oF REACTANCES. 
varies with frequency as the impedance of the other. The 
ratio, in other words, of the impedance of one to the ad- 
mittance of the other is a constant: 


Ze ‘Za _ Jol iE 


gd eX 1) 


The product of the two impedances, or of the two admittances 
is likewise a constant: 


ess (2) 


sO a ore (3) 
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The impedance product is real and positive; it has the 
nature of a resistance squared R?, as is indicated in equa- 
tion (2). Likewise the product of the two admittances 
is constant and has the nature of a conductance squared, 


ay +X 
a a) ; ) 


Fic. 56.—REACTANCE—FREQUENCY CHARACTERISTICS OF AN INDUCTANCE (A) AND A 
CapaciraNce (B). 


as is indicated in (3). The two arms of Fig. 55 are called 
inverse arms, to express the fact that their reactance charac- 
teristics vary with frequency in a mutually inverse manner 


as shown in Fig. 56. 


Two-Element Reactance Arms 
The next simplest types of reactance arms are the “‘reso- 
nance” and “anti-resonance” two-element arms of Fig. 57, 
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where wo? = 1/LiC, = 1/Z2C, is the square of the angular 
frequency ! of resonance or anti-resonance of thearm. We see 
that if the frequency of resonance in the one case is equal to the 
frequency of anti-resonance in the other case, the impedance 
expression of either one is proportional to the admittance 
of the other for the same frequencies. That is, 


Rees =s =P nee ee 12 
ee ag Go ee (4) 
and 


zyEeye=YYer-=>-=C4=5 (5) 
and again the arms, for the condition of equality of resonant 


and anti-resonant frequencies, are inverse arms. Or, we may 
in general say that the networks of Fig. 57 are potentially 
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inverse arms, meaning thereby that they are capable of being 
inverse arms if the proper relationships hold among the 
elements of the arms. 

Reactance-frequency characteristics for the arms of Fig. 57 
are shown in general form in Figs. 584 and 588, respectively, 
and are the familiar simple resonant and anti-resonant curves, 
the former tending toward the impedance of its capacitance 
element at very low frequencies and of its inductance element 
at very high frequencies, and the latter approaching the 


1 Angular frequency » in radians per second is numerically equal to the number 
of cycles in 2m seconds, that is, # = 27f where f is the frequency in cycles per second. 


128 PRINCIPLES OF TRANSMISSION NETWORKS 


impedance of its inductance element at very low frequencies 
and of its capacitance element at very high frequencies. 

We note that the resonant arm passes from negative to 
positive reactance only by resonance, i.e., by passing through 
zero, and that the anti-resonant arm passes from positive to 
negative reactance only by anti-resonancei.e., only by becom- 
ing discontinuous, passing through zero from + © to — ». 
These facts characterize any reactance arm, as we shall 
progressively see, for no matter how complex its charac- 
teristic, a change with increasing frequency from negative to 
positive reactance is accompanied by resonance, and a change 
from positive to negative reactance is accompanied by anti- 
resonance. 

Obviously we may regard the single-element inductance 
arm of Fig. 554 as a special case of the resonant arm of Fig. 
574 where resonance takes place at zero frequency (i.e., Ci 
is infinitely large, so that its reactance is zero), or as a special 
case of the anti-resonant arm of Fig. 7B where anti-resonance 
takes place at infinite frequency (i.e., C2 is infinitesimally 
small or zero, so that its reactance is infinite). Viewed in 
this light, the simple inductance arm of Fig. 554, whose 
characteristic is shown in Fig. 564 is resonant at zero 
frequency and anti-resonant at infinite frequency, the 
characteristic passing through all possible values of positive 
reactance in the intervening frequency range. 

Likewise the single-element capacitance arm of Fig. 55B 
may be regarded as a special case of the arm of Fig. 57B, with 
an infinitely large inductance, anti-resonant at zero frequency; 
or of an arm, with infinitesimally small inductance, resonant 
at infinite frequency. Thus the simple capacitance arm of 
Fig. 558, whose characteristic is shown in Fig. 568, may be 
said to pass from anti-resonance at zero frequency to resonance 
at infinite frequency, going through all possible values of 
negative reactance in the intervening range. 

This conception is really very close to the physical facts, 
for we know that an inductance coil or a condenser will 
simulate a simple inductance or a simple capacitance arm 
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respectively, only over a limited frequency range, because of 
minor resonances or anti-resonances owing to distributed 
inductances or capacitances. The latter may be obscured by 
the presence of effective resistance in the arm but the tendency 
to limit the predominance of the major constants of the 
simple arm, such as the inductance of a coil or the capacitance 
of a condenser, to a certain frequency range is definite. 

The simple resonance arm of Fig. 574 containing two 
elements accordingly has two anti-resonant frequencies and 
one resonant frequency. The simple anti-resonant arm of 
Fig. 578, containing two elements, has two resonant fre- 
quencies and one anti-resonant frequency. 


Three-Element Reactance Arms 
When an arm contains in its simplest form three reactance 
elements, either two inductive elements and one capacitive 
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element, or one inductive element and two capacitive ele- 
ments, it must have the configuration of one of the structures 
shown in Fig. 59, where fi: = 1/27 is the frequency of anti- 
resonance of arm (4) and is the frequency of resonance of 
arm (B), and where f: = w:/27 is the frequency of resonance 
of arm (C) and is the frequency of anti-resonance of arm (D). 


130 PRINCIPLES OF TRANSMISSION NETWORKS 


We note that if 
(Ou pet EA 


ace pied ea 6 
Ca Cones (6) 
arms (4) and (B) are inverse arms, i.e., 
VAP ae Ss Bene bed bi aed © ~ 
Ee TLV AAO eo CER oe @ 
Likewise, if 
Icy ibe Sn 
—— Se 8 
Cre Cer tGe (8) 


arms (C) and (D) are inverse arms, i.e., 


Z Wh Meas ea by) og & 
YW eper Oe ars eee eee (9) 


Complex Inverse Arms 
Evidently, no matter how complex a reactance arm may 
be, a potentially inverse arm may be found for it, for we 
may start out with the simple one-element and two-element 
types above and build up the complex arm by successive series 


Fic. 60.—SERIES AND PARALLEL ComMBINATIONS OF ImpEDANCES Wuicu ARE Func- 
TIONS OF FREQUENCY. 


and parallel arrangements, taking care that the units added 
at each step to the potentially inverse arms are themselves 
potentially inverse arms. The arms will be not only po- 
tentially, but actually, inverse if the (simple) units added at 
each step to the two arms are always inverse with respect 
to the same value of resistance R. 

If we have in Fig. 60 a series combination of two imped- 
ances which may vary in any way with frequency, Z(f) and 
Z'(f), and a parallel combination of the inverse arms of these 
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respective units, R’/Z(f) and R?/Z’(f), then the total im- 
pedance of the series combination is 


Zs = 2f) + 2p) (10) 
and the impedance of the parallel combination is 
ig eS GG 
ZONE AN EOE SAG 
R 1 
and LsLp = R°: 


so that the series combination and the parallel combination 
are likewise inverse arms with respect to the same value of 
resistance R. 

The rule for determining the configuration of the potentially 
inverse arm corresponding to a given arm 1s: 

Wherever single elements (or groups of elements) are in 
series (parallel) in a given arm they must be in parallel 
(series) in the potentially inverse arm; wherever in the 
given arm an inductance (or a capacitance) element has 
been used, in the potentially inverse arm a capacitance (or 
inductance) element must be used. 
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For example, for any reactance arm chosen at random, 
such as that of Fig. 614, we may by applying the rule find an 
arm of the configuration of Fig. 61B. The corresponding 
inductance and capacitance elements are denoted by common 
subscripts. If 

Tx Ds Te ES Ls Le Ly Ls 


eee ee at RE (19 
CMC RC eG VCC OCT Ce 72) 
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in Fig. 61, the two arms are in inverse relationship with 
respect to R. 


Impedance and Admittance Characteristics of Complex Arms 
We have seen that the one-element reactance arms had 
no finite resonant or anti-resonant frequencies, and that the 
two-element arms each had one such finite frequency. From 
the formule in Fig. §9 it is readily shown that two such 
frequencies, one finite resonant frequency and one finite anti- 


+x +x 


; aa 


@) (8) 


Fic. 62.—(A) GENERAL REACTANCE-FREQUENCY CHARACTERISTIC OF NETWORKS 
SHown In Fic. 59A and s9C. (B) THE GeneRAL CuaractTeristTic or Arms GIVEN 
tn Fic. §9B AnD Sgp. 


resonant frequency exist for three-element reactance arms, the 
characteristics of the structures of Figs. §g4 and 59C being of 
the general type of Fig. 62 and the characteristics of the 
structures of Figs. §9B and s9D being of the general type of 
Fig. 62B. 

For any of the four-element reactance arms of Fig. 63 
we find that three finite resonant or anti-resonant frequencies 
exist, two resonant frequencies and one anti-resonant fre- 
quency for the arms of Figs. 634, B, C, and D, as shown in 
Fig. 644, and one resonant and two anti-resonant frequencies 
for the arms of Figs. 632, F, G, and H, as shown in Fig. 648. 

Any reactance arms having four elements other than 
those of Fig. 63 may be reduced to a simpler form through 
equivalences which are discussed in the next section. In 
general, if an arm has an even number of elements, to be in 
its simplest form, it must have an equal number of inductances 
and capacitances; if the arm has an odd number of elements, 
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the number of capacitances must be only one less than the 
number of inductances, or vice versa. This is a necessary 
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Fic. 63.—Four-ELEMENT NETWORKS AND THEIR INVERSE ARMS. 


condition for the simplest form of a network but it is not a 
sufficient condition because there may be an equal excess of 
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Fic. 64.—(A) Generat Cuaractertstics oF Networks or Fic. 63A, B, C, D.  (B) 
SAME FoR Arms oF Fic. 63E, F, G, H. 


inductive as well as of capacitive elements. For example in 
Fig. 654 there are three coils and three condensers. The 
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portion between 1-2 is equivalent to Fig. 63F and may be 
replaced as in Fig. 65B. The equal excess of inductive and 
capacitive elements may then be merged and Fig. 65C 
results. 

As the complexity of networks increase the number of 
finite resonant and anti-resonant frequencies also becomes 


(A) (B) (c) 


Fic. 65.—Ititustratinc How a Network wiry an Equat Excess or CoILs AND , 
ConpensEers May Be Repucep To StmpLest Form By MEANS oF EQUIVALENCES. 


greater, one such frequency for each new independent element. 
When a reactance arm in its simplest form has elements, 
there are 7 — 1 finite resonant and anti-resonant frequencies. 


§ 30. Potentially Equivalent Reactance Arms 


It will now be shown that reactance arms of a given number 
of elements may be divided into two groups;? all of the re- 
actance arms of one group being potentially equivalent to those 
of the other, that is to say, by means of the proper choice 
of inductance and capacitance values they will exhibit the 
same impedance characteristics at all frequencies, and all of 
the reactance arms of the two groups will be potentially inverse, 
respectively in form. To prove this it is necessary that we 
follow the inductive method and examine arms in order of 
their increasing complexity as far as desirable. We shall 
consider arms of only four or less elements, in classes. 

Obviously, in the case of one-element or two-element 
arms, the above rule holds in the sense that there is but one 
arm in each group. See Figures 55 and 57. 


2 Assuming no excess elements, in which case the arm is reduced to one of lesser 
complexity. 
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In the case of three-element reactance arms (Fig. 59) there 
are two arms in each group. For the two groups the im- 
pedance characteristics are respectively of the types of Figs. 
624 and 628, insofar as the frequencies of resonance and anti- 
resonance take place in the same sequence. Consider now, 


as a first example, the arms of Figs. 594 and s9C. We may 
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Fic. 66.—Arms oF Fic. 9A anv 59C Consiperep As L-type NETWORKS TERMINATED 
BY CONDENSERS. 


draw the arms as in Fig. 66, from which it appears that 
either arm is composed of an L-type network of inductances 
terminated on its output end by a condenser. The input 
impedance of the arms under these conditions follows the 
formulz developed in Chapter IV but we shall need to solve 
a special case of generalized networks. 


Equivalence of an L-Type Network Plus a Transformer to an L- 

Type Network Reversed in Direction 

The L-type network embodied in Fig. 67B is reversed in 
direction to the one in Fig. 674 and is terminated by an 
ideal transformer having an impedance ratio ¢? (voltage 
ratio ¢). 

We wish to determine the relationships existing between 
the factors a, 6, c, and ~ when the condition of equivalence 
exists between Figs. 674 and 67B. We shall assume that 
the image impedances Z;, and Z;, and transfer factor 0 
are identical in the two cases, that is, the two networks 
are equivalent. To find the desired relationships, we shall 
equate * the open-circuit and short-circuit impedances from 


8 Refer to Chapter III on “Conditions for Equivalent Networks.” 
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each end of Fig. 674 to the respective open-circuit and short- 
circuit impedances of Fig. 67B and then solve these equations 
for the parameters 4, c, and ¢ in terms of a. 


; a ; bZ, 
Sas 4 
2 2 
pe 
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Fic. 67.—PorentIALty EquivaLtent Networks. 


It must be recalled 4 that the impedance looking into the 
ideal transformer terminals 5-6 is the impedance ratio ¢ 
times the impedance through which the terminals 3-4 are 
closed. 

For the open-circuit condition, looking in the 1-2 and 
then the 3-4 terminals, we have 


Zona» = 4(4+ 1) = ch, (13) 
Zones = 44, = (b+ c)Z. (14) 
For the short-circuit condition, 
bc 
Ziscya—2) = Zi= ao (15) 
Zisna—) = Lia OLA. (152) 


at+I 


Using any three of these equations it is seen that when the 
networks are equivalent 


(aia Tah, (16) 
a+1 
Dice emcee (17) 
and 
= ey 
met Josey, mew (18) 


*See page 39 of K. S. Johnson’s, “Transmission Circuits for Telephonic Com- 
munication.” 
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Identity of Input Impedances of Equivalent L-Type Networks with 
any Termination 
Since the networks of Fig. 67 are potentially equivalent, 
it follows that their input impedances looking into terminals 
I-2, when equal impedances of any character are connected 
to the 3-4 terminals, are equal. Thus, in Figs. 684 and 
68, the input impedances of the equivalent networks so 
terminated are both given by 


I + pe” 


Zn = Zr, : (19) 


Lites ep see 


and are thus equal. But the ideal transformer and the 
terminating impedance Zr in Fig. 68B may obviously be 


Fic. 68.—Networks Havinc THE SAME IMPEDANCE LooKING INTO TERMINALS I-2. 


replaced by a single impedance Zp/¢’ as far as the input im- 
pedance Zy is concerned. Hence the input impedance of the 
networks of Figs. 684 and 68C are equal. 


Equivalent Three-Element Reactance Arms 

(4) If we let Z, in Fig. 68 be the impedance of an in- 
ductance element and Zp that of a capacitance element, we 
see that the input impedance of the networks of Figs. 687 
and 68C becomes simply the impedance of the two-terminal 
reactance arms of Fig. 69 which are therefore equivalent in 
impedance. Therefore the reactance arms of Figs. 594 and 
59C are potentially equivalent and they not only have the 
same general form of impedance characteristic (Fig. 624) but 
may, by proper correlation of inductance and capacitance 
values, have the same impedance at all frequencies. The 
parameter a may of course have any value. When the values 
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of the inductances and capacitances of the arm on the right 
are known, the corresponding values of the elements of the 
equivalent arm of the configuration on the left are known, 
and vice versa, as indicated in Fig. 69 and Fig. 70. 


Fic. 69.—EqQUuIVALENT THREE-ELEMENT ARMS. 


(B) If now we let Z, in Fig. 68 be the impedance of 
a capacitance element and Zz that of an inductance element, 
the input impedance of the networks of Figs. 684 and 68C 


ci (att)? 


Fic. 70.—EQuivaLENT THREE-ELEMENT ARMS. 


becomes the impedance of the two-terminal reactance arms 
of Fig. 71, which are consequently equivalent in impedance. 
Therefore the reactance arms of Figs. §gB and s9D are po- 


La auCe asl)? la 


Fic. 71.—EqQuivALENT THREE-ELEMENT ARMS. 


tentially equivalent and may, by assignment of the proper 
inductance and capacitance values to either arm, have the 
same impedance (Fig. 628) values at all frequencies. When 
the values of the inductance and capacitances of Fig. 71B 
are known those of Fig. 7124 are as indicated in Fig. 72. 
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We now see that Fig. 59 which lists all the irreducible 
types of three-element reactance arms, contains only two 
distinct types of arm: (1) those of Figs. 594 and 59C which are 
potentially equivalent forms, and (2) those of Figs. 59B and 
§9D which are also potentially equivalent forms. We already 


(Ss +)? Ue 
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Fic. 72.—EQuivaLENT THREE-ELEMENT ARMS. 


know that the arm of Fig. 598 is potentially inverse to that 
of Fig. 594, and that the arm of Fig. 59D is potentially inverse 
to that of Fig. 59C. Consequently the only two distinct types 
of three-element reactance arms which exist are potentially 
inverse. 

We may put this in another form (1) by throwing the 
expressions for the impedances of the arms of Figs. §94 and 
59C into the form 


2 2 
e a5 = ty 
Z = jLw——>> 20 
jlo ap Go) 
where 
I I 


@}7 


BG CALE) 
corresponds to the frequency of anti-resonance and 


L4+k il 


Zs = 


Se Be eB ee 


refers to the frequency of resonance, and where ® 


jad ES in Fig. 594, (21) 
dd Be PA, 
= PoROC: 
ein in Fig. 59C, (22) 


5 See footnote No. 7. 
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and further (2) by throwing the expressions for the im- 
pedances of the arms of Figs. 59B and 59D into the form 


I Oye a ww 


~ fle wF = a oe 
where 
I I 


ECs Li(C7 + Cs) 
is the square of the angular frequency of resonance and 


en Cena I 


oOo = 


Ls C; C; IG if Cz 


is the square of the angular frequency of anti-resonance, and 
where 
C=C, in Fig. 59B (24) 
and 
CiC cs ees 
C= (Cog, in Fig. s9D. (25) 


§ 31. Equivalent Four-Element Reactance Arms 


We are now concerned with establishing the potential 
equivalence of the four-element arms of Figs. 63.4, B, C and D, 
and likewise of the arms of Figs. 63E, F, G and H, so that it 
will be evident that only two distinct types of irreducible 
four-element reactance arms exist and that these two types 
are potentially inverse. 

From the three-element arm equivalences discussed above, 
it is evident from inspection that the arms of Figs. 63B, C, 
and D are equivalent, for we may interchange potentially 
equivalent portions of the arms of Figs. 63B and C, and of 
Figs. 63B and D respectively. Likewise, from three-element 
arm equivalences, the arms of Figs. 63F, G, and H are po- 
tentially equivalent, for we may interchange potentially 
equivalent portions of the arms of Figs. 63F and G and of 
Figs. 63/ and H, respectively. It remains only to show that 
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the arms of Figs. 634 and B are potentially equivalent, and 
similarly those of Figs. 63# and F, so that all of the various 
networks of Fig. 63 will be established as forms of two distinct 
types of arms. 

(4) Both impedance characteristics of the arms of Figs. 
634 and B have the general form of Fig. 644 because each 
has two resonant frequencies and one anti-resonant frequency, 
and each approximate a capacitance element at zero frequency 
and an inductance element at infinite frequency. If the arm 
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Fic. 73.—EqQuivaLeEnT Four-ELEMENT Arms. 


of Fig. 634 is drawn as in Fig. 73.4 where (Lr, Cr) is the arm 
contributing the upper resonant frequency fs and (Ls, C's) is 
the arm contributing the lower resonant frequency /,, it is 
evident that we may subtract from (Ls, C's) a portion of its 
inductive or capacitive reactance, or both, so that it consists 
of an arm resonant at /; plus an excess amount of reactance. 
Choosing the inductance form for a single excess element, 
we have the relationships indicated in Fig. 73B. Now the 
portion of the arm of Fig. 73B bounded by terminals 1, 2, 
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3, and 4 may be regarded as a network of similar impedances 
terminated by the impedance ( I — ra ) Le 


From the equivalences of Fig. 68 we may derive the 
equivalence illustrated in Fig. 74 by substituting new values 
of Z, and Zr in the arms of Figs. 68.4 and C. Considering the 


a 
! a4?! 3 


(a) 
Fic. 74.—FuNDAMENTAL ConpiTIons ror EquivALENT ARMs. 


arm of Fig. 73B as a special case of the arm of Fig. 748, 
where 


Loe Cs 


Bo emcee ie 
a 
Oona re (27) 


we obtain the arms of Fig. 73C as a special case of Fig. 74B 
thence the arm of Fig. 73D (w; is the angular resonant fre- 
quency of the arm containing L, and C,) as a special case 
of Fig. 74.4, and the arms of Figs. 734, B, and D are all 
equivalent. But the portion of the arm of Fig. 73D to the 
right of terminals 7-8 is a three-element arm of the type of 
Fig. §9C or 70B and we may substitute for it an equivalent 
arm of the type of Fig. 704 or §g4. ‘There results the arm 
of Fig. 73 in which 


I 3° 
p= (FZ -1) (28) 
and hence, if the two series inductances are combined into a 
single element, we have the reactance arm of Fig. 73F. Thus 
the arms of Fig. 634 and B are potentially equivalent and the 
four arms of Figs. 634, B, C and D are but variant forms of a 
single distinct type of network. 
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(B) We may proceed by a similar method to show the 
potential equivalence of the arms of Figs. 63# and F, separat- 
ing out from the anti-resonant arm of Fig. 63E (which reso- 
nates at the lower frequency) enough paralleladmittancesothat 
the residue resonates at the upper resonance frequency and 
proceeding very much as before. But an easier method is the 
following: Since the arm of Fig. 63£ is potentially inverse to 
that of Fig. 634 and since the latter is potentially equivalent 
to (i.e., may have the same impedance as) the arm of Fig. 63B, 
the arms of Figs. 63 and B are potentially inverse. But 
now the arms of Figs. 63 and F are potentially inverse to that 
of Fig. 63B, whence they must be capable of having exactly 
the same impedance characteristics. That is to say, wo arms 
which are potentially inverse respectively to two potentially 
equivalent arms are themselves potentially equivalent. 

Thus we have arrived at the fact that but two distinct 
types of networks exist among all the irreducible four-element 
reactance arms (shown in Fig. 63) and that these two types are 
potentially inverse. For convenience of reference, the inter- 
connecting formule of the elements of the various arms of 
Fig. 63 have been listed elsewhere.6 The impedance charac- 
teristic of the arms of Figs. 634, B, C and D is given by 


ep Atle Saad lel oma og 


w (e? — w*) 
where’ 


8 See K. S. Johnson, “Transmission Circuits,” p. 270. 

7Jt will be helpful in checking these equations to notice that jw must be the 
impedance of the arm as the frequency approaches an infinite value. Equation (29) 
may be written 


Z=— es A 
2 
i ee 

a” 
2 3 2 
: @1 Q3 W? 

and if w = © then — = — = — =0, 

a ww w 


Z = jol. (a) 
Now by inspection of Fig. 634 it is readily seen that for high frequencies Cg and Cs 
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Drlsg 


L= Tomek] ae in Fig. 634, (30) 

=I, in Fig. 63B, (31) 
Ty liy ee 

= (Era aE in Fig. 63G. (3) 

= Lz in Fig. 63D. (33) 


The impedance characteristic of the arms of Figs. 63E, F, G 
and # is given by 


_@ (a? — w”) 
2 =I Cla oe — Se 
where 
GriGs Pea. 
C= eae: in Fig. gL, (35) 
= /Ci in Fig. oF, (36) 
Cy'Cy'’ Beet 
Spiraea BUMS: (37) 
= OR in Fig. gH. (38) 


By examining irreducible five-element (or still more complex) 
arms, it may similarly be shown that but two distinct and 
potentially inverse types exist. These are illustrated in par- 
ticular forms in Fig. 75. Ten additional variant forms (not 
shown) exist for each type of arm. 


offer practically no impedance and the impedance of the network is simply the im- 
pedance of Lg and Ls in parallel or 


LsgLr 
Zz = 
oa ~ Je eerie (2) 
By comparison of (a) and (4) we see that 
LsLr 
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§ 32. Series Groups of Anti-Resonant Arms and Parallel Groups of 
Resonant Arms. General Formule for Reactance Arm Im- 
pedances 


A review of the types of arms shown, containing from 
one to five reactance elements, brings out the fact that each 
distinct type of network may be thrown into the form of a 
group of simple anti-resonant arms in series, or of a group of 
simple resonant arms in parallel provided we consider an 
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Fic. 75.—Onty Two Distinct anp Potentiatty Inverse Types or Arms Exisr. 


isolated inductance (or capacitance) arm as a special case of 
either a resonant arm resonating at zero (or infinite) fre-_ 
quency, or an anti-resonant arm resonating at infinite (or 
zero) frequency. For example, the five-element arms of 
Fig. 75 may consist either of three anti-resonant arms in 
series (one being anti-resonant at infinite frequency) or of 
three resonant arms in parallel (one being resonant at zero 
frequency). 

This suggests that a single type of formula, or at most 
two types for two potentially inverse arms, may be found 
which can express the impedance of an arm of any desired 
number of elements, becoming simplified as successive reso- 
nant or anti-resonant frequencies are put to zero or infinity 
in order to drop out successive elements. Such formule 
may be obtained by solving reactance arms in ascending 
order of complexity and are of the form 


(wa? — w*) (we? — w) (we? — w*) + + + (Wn—1? — &”) 


(ws? — w?) (wp? — w) (wr? — w") ++ (wn-2” — w”) 


Z = jHw (39) 
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or 
LH (wa? — 2) (we? — w”) (wn? — &”) > + (wn—12 — w”) 
= ee > fe) 
Z fie. (wp? — w”) (wp? — w) (ar? — 2) + + * (Wn—2” — w”) (4 ) 


where H may be equal either to Z or to 1/C, and x is the 
number of reactance elements. 
This gives us the following classifications: 


Arm Approximating an Inductance at Both Zero and Infinite 
Frequencies 
In this case there is an even number of finite resonant 
and anti-resonant frequencies, the lowest being an anti- 
resonant frequency and the highest a resonant frequency 
(Fig. 764). The arm may be recognized by the fact that 
there is an odd number of elements in the arm and the number 
of inductance elements exceeds the number of capacitance 
elements by one. The formula 


(w:? — w”)(w? — o”) (we? — w”) +++ (on? — @”) 


(a? — w*) (ws? — w”) (ws? — Ww?) +++ (Wao? — w?) i 


Z = jLw (41) 
where Z is the inductance which the arm simulates at in- 
definitely great frequencies, is perhaps the most convenient 
form of impedance expression to use. 


Arm Approximating a Capacitance at Both Zero and Infinite 
Frequencies 
In this case there is an even number of finite resonant 
and anti-resonant frequencies, the lowest being a resonant 
frequency and the highest an anti-resonant frequency (Fig. 
76B). The arm may be recognized by the fact that there is 
an odd number of elements in the arm, the number of capacitance 
elements exceeding the number of inductance elements by one. 


The formula 
. 1 (a? — w?) (ws? — &) (ws? — w) + + + (Wao? — w?) 
Si FE CUR AAI os 28 ESS cre EE ee 
J wl (w?— w) (we? — w) (we—w*)--- Gar= w) ? (42) 


where Cis the capacitance simulated by the arm at indefinitely 
great frequencies, applies. 
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Fic. 76.—Tue ReacTANce CHARACTERISTICS OF THE Four CLAssEs OF ARMS WHOSE 
Equations ARE GIVEN BY 41, 42, 43 AND 44 RESPECTIVELY. 
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Arm Approximating an Inductance at Zero Frequency and a 
Capacitance at Infinite Frequency 
There is an odd number of finite resonant and anti- 
resonant frequencies, the lowest and highest being anti-reso- 
nant frequencies (Fig. 76C). The arm has an equal number 
of inductance and capacitance elements and therefore an even 
total number of elements. The formula 


(@ (w.? — w*) (ws? — w) (we? — w)+ ++ (@n-2? — w) 


Lim SC? — (oF — Poe — o)--- (or? — o) a 


applies in which C is the capacitance which the arm approxi- 
mates at infinite frequency. 


Arm Approximating a Capacitance at Zero Frequency and an 
Inductance at Infinite Frequency 
There is an odd number of finite resonant and anti- 
resonant frequencies, the lowest and highest being resonant 
frequencies (Fig. 76D). The arm has an egual number of 
inductance and capacitance elements and therefore an even 
total number of elements. The formula 


ZH LL (wy? — w) (w3? — ) (ws? — w) + + + (@n—1? — w?) aa 
5 5 r= Ce ro) 
in which Z is the inductance approximated by the arm at 

infinite frequency, applies. 


§ 33. Distributed Reactance Structures as Limiting Case of Lumped 
Reactance Arms 


If we arrange in order, according to the number of elements 
contained, particular forms of the two possible types of each 
class of reactance arm, we find a correlation illustrated in 
Fig. 77. The types of arm in Fig. 77/4 simulate an inductance 
element at zero frequency and represent, as far as con- 
figuration is concerned, the short-circuit structure of a multi- 
section reactance line. The types of arm in Fig. 77B which 
simulate a capacitance element at zero frequency represent, 
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as far as configuration is concerned, the open-circuit structure 
of a multi-section reactance line, the number of sections being 
exactly the same in either case, when an arm of Fig. 77B 
contains one element more than the corresponding arm of 
Fig. 7724. 

As the number of elements of either type of arm becomes 
indefinitely large, the number of resonant and anti-resonant 
frequencies increases, but if we fix the successive frequencies at 
constant finite locations, the magnitudes of the elements must 
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Fic. 77.—ILLUsTRATING THE CORRELATION BETWEEN Particular Forms or REac- 
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grow smaller and smaller, if the total inductance or éotal 
capacitance of such an arm in terms of which the impedance 
formulz (41) to (44) inclusive, may be expressed, is to remain 
constant. Thus, if the resonant and anti-resonant frequencies 
of the arms are not allowed to vary as new elements and new 
resonant and anti-resonant frequencies are added above the 
old, the arms tend to approach more and more nearly short- 
circuited and open-circuited lines of distributed constants, 
and in the limiting case, the lumped reactance arms lose the 
discreteness of their infinitesimally small elements. 

Let us take the case of a simple dissipationless line whose 
iterative impedance is constant throughout the length of the 
line, and show how the general impedance formule (41) to 
(44) inclusive, for the lumped reactance structures change 
into the well-known tangent and cotangent formule, re- 
spectively, for the short-circuit and oven-circuit impedances 
of the dissipationless smooth line. 
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(4) The impedance of the “short-circuited” lumped re- 
actance arm (Fig. 774) is 


te, (a9? — w) (wa? — w”) (06? — w) + + + (Won—2” — w”) 
oe he OIEPO CONGR ESA ues) 


when there are (27 — 1) elements in the arm and L’ is the 
inductance at infinite frequency. 

Now suppose the resonant and anti-resonant frequencies, 
the latter and the former alternating, are spaced at equal 
intervals along the frequency spectrum, i.e., suppose fo 
= wo/27 to be a base frequency such that 1, we, ws, wa, etc. 
are respectively equal to wo, 2wo, 30, 4@0, etc. Then 
(4.00? — w*)(T6mo” — w?)(36wo? — w*) 

Elan — aoe — oF] 

(we — w)(gwe? — w”) (25a? — w*) 
; -+-[ (22 — 3)?wo — w* ] 
If the total series inductance Z of the short-circuited arm, to 
which the arm reduces at nearly zero frequency, is to remain 
constant, it will be convenient to express Z in terms of this 
inductance rather than in terms of L’. We obtain L by 

letting w approach zero: 

-16-36---(2” — 2)? 
ie iets Oe Te ) 


Z = jL'w (46) 


I°9+25---(2n — 3)? = jlo, (47) 
so that 
ey ee er ee 
L=L 1+9:25++-(2n — 3)?’ 48) 
and 
a a w? 
(: fi Pall an aa) ee rn) 
(: I w? 
w hs ae otea) 
Z = jLax( =) a Oy? a ° (49) 
CS aera) Gar ean) 
Wo Jwo 25 wo" 


eer) 
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When 7 becomes indefinitely large, we may make use of the 
fact that ° 


sintx =2a(1-=)(1-2)(1-3)- (50) 
L(+) 


x x OF 
<M 
and therefore that 
cos x = sin (x + 1) (52) 
[ele 
ee Gee ord 
Pos. 
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In multiplying the two series 


(o.5.4.5...\(2.5.3.8...) 
25°34 4 16 36 64 

8 See Whittaker and Watson, “Modern Analysis,” pp. 32, 33. Also see Peirce “A 
Short Table of Integrals,” formulae 816, 817, second revised edition, 
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it is not material exactly which pairs of factors are cross- 
multiplied because the factors in each approach unity as we 
ascend the series, and if a large number of factors in each 
series is taken, the same value for the series product is 
obtained: 


owt -[o—9(-£)(:-2)0-3)-. @ 


T aa 
CaN Nie cate Tangy pa aon) ee Ga (58) 


meen 2 
Letting — = x, and then w, = — w», 
Wo T 


‘ 9) mo 
Z = jL (= 0 )tan2(= ) (59) 
k w 
= jliw, tan (60) 
Let C be the capacitance required to resonate with LZ at the 
I 
angular frequency w,” = Te: Putting this interpretation on 
w, in (60) we have 
Shs 
Z = j\ Sten wVLC = jZ; tan B (61) 


= Z, tanh jB = Z; tanh @. (62) 
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This is the well-known formula for the short-circuited im- 
pedance of a dissipationless smooth line, where C is the total 
shunt capacitance. 

(B) The impedance of the “‘open-circuited” lumped re- 
actance arm (Fig. 778) is 


I (1? — w) (w3” — w?) (ws? — w?) + + + (won_1? — w?) 


wC" (w2? — @) (WP — w*) (ws? — w*) +++ (Wana? — 0)” 


Z=-j 


(63) 


when there are 27 elements in the arm. With the resonant 
and anti-resonant frequencies in simple harmonic ratio, as 
before 
(wo? — w*)(Quwo” — w*)(25a” — w’) 
ear -++((22 — 1)?wo? — w*) 
70’ (be = Oboe = &)Qbage= @) 
. -((2 — 2)?w” — w) 


Zo=— (64) 


But C”’ is the capacitance simulated by the arm at infinite 

frequency and for this case, if we are to approach a dis- 

tributed line of finite length, it will be convenient to use the 

capacitance C which the line approximates at zero frequencies 

and which is, from Fig. 77B the total parallel capacitance of 

all the capacitive elements of the arm. Letting w approach 
zero in (64), 

4°16-36---(22 — 2)? 

CO > 

TeQ 25. (2i— 1)" 


w ww wo 
(: r = (2 in =e =) 
I =) 
= ae) w a a 
Gare) aa yeas) 
49 16w9 369 


I a” ) 
. | — ——_ _ —. 
( (2n—2)? we? / . 


= CG; (65) 


and therefore 


(66) 


164 PRINCIPLES OF TRANSMISSION NETWORKS 


When x becomes indefinitely large, we may employ (58) and 


obtain 
T T I 7 I T W 
fins font INA pee eR ly? a ecg) | ene tae | ees siete 6 
a Neale T @ aoe ear oP 
Cah ae 
2 Wo 
I 
pal seta ied 68 
Meso ie 
aay: 
= See wV¥LC = — jZr1 cot B (69) 
= Li coth 0, (70) 


w, being, as before, equal to ie wo and L, as before, being the 
Tv 


inductance (total series inductance of the arm or line) required 
to resonate with C (total shunt capacitance of the arm or line) 


Wr . coaikorte 
at frequency f, = mpl Thus, we have, in the limiting case of 
T 


the ‘“‘open-circuit” type lumped reactance arm the open- 
circuited smooth dissipationless line with its familiar co- 
tangent formula. 


§ 34. Reactance Arms Containing Mutual Inductance 


The reactance arms which have been described above 
have been assumed to be free from interactions between the 
elements due to external electrostatic and electromagnetic 
fields. The former can be avoided to a large extent by the 
use of electrostatic shields around the elements, particularly 
around capacitive elements, and the latter may be avoided 
by the use of certain types of coil construction (such as the 
toroidal), of core materials of high permeability, or of electro- 
magnetic shields of the ferromagnetic or eddy-current types. 
However, it is often desirable to permit such interplay of the 
electromagnetic fields in order to avoid distributed coil 
capacitance effects and internal coil modulation, and in order 
to keep the actual parasitic effective resistance of the “re- 
actance arm”’ at a minimum. 


MUTUAL INDUCTANCE IN REACTANCE ARMS | 155 


Mutual inductance may exist, within limits, between pairs 
of inductance element coils in reactance arms, without 
altering fundamentally the nature of the arms.® That is, 
such structures are potentially equivalent to similar structures 
without the mutual inductances but with, in general, different 
values of inductances and capacitances. Reactance arms, 
without mutual inductance, and which have not more than 
four elements, contain at most but one pair of inductance 
elements, and the correlation between the potentially equiva- 
lent arms, with and without mutual inductance, is relatively 
simple. Since these are, practically, the most important 
reactance arms, other types will not be discussed. Two 
structures containing three reactance elements each, and 
eight structures containing four reactance elements each, 
exist in the above class, which contain one pair of inductance 
elements each between which mutual inductance may be 
permitted. 


Mutual Inductance Inserted in Three-Element Arms 
The two structures of this class are those of Figs. 784 
and 794. The mutual inductance is shown inserted in 


Ca 


La 


(4) 
2 
(c) 


(0) . 
Fic. 78.—EquivaLent THREE-ELEMENT Arms, One or WuicH Contains Muruat 
INDUCTANCE. 
Figs. 78B and 79B. The equivalence is clear if we recognize 
the pair of inductive elements with mutual inductance 
coupling between them as a two-winding transformer, as 
indicated by the terminal numbering (1, 2, and 3) in each 


9See “ Mutual Inductance in Wave Filters with an Introduction on Filter Design,” 
K. S. Johnson and T. E. Shea, B.S. T. J., Jan. 1925. 
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case. Substituting the equivalent T networks 9 of the trans- 
formers of Figs. 78B and 79B, we have respectively the 
equivalent lumped reactance arms of Figs. 78C and 79C. 
But we recognize the arms as being reducible to simpler 
forms in which the number of inductive elements exceeds 
the number of capacitive elements by only one. Substituting 
for the portions of the arms between points 3 and 4, potentially 
equivalent arms as in Figs. 78D and 79D, we obtain arms 
which are potentially equivalent to those of Figs. 784 and 
794, respectively. Thus the arms of Figs. 73B and 79B 
are potentially equivalent to those of Figs. 784 and 794, 
respectively, and the impedance characteristics of the arms 
are not fundamentally altered by the presence of mutual 
inductance. In Fig. 78 the following relations may be 
derived for exact equivalence: 


Le = L;’ fone re (71) 
nVE 
iby, = Ey! os 2M -[- ami (72) 
La 
Bee 
Ca = Col (73) 
(ate “8 (a) 
2 OO 2 4 3 
(c) (0) 


Fic. 79.—EQUIVALENT THREE-ELEMENT ARMS, ONE or Wuicu Contains Murua 
INDUCTANCE. 


(the upper of the alternating signs being used for series 


®See “Mutual Inductance in Wave Filters with an Introduction on Filter Design,” 
K. S, Johnson and T. E. Shea, Bell System Tech. Journal, Jan. 1925. 
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opposing mutual inductance, the lower for series aiding). 


In Fig. 79 the following relationships hold: 


Ls = hss (74) 
PE Dg enh 
a Tree Sr 
Lap eV NN? 
Ca = Cs (=) (76) 
B 


(the upper of the alternative signs again being used for 
series opposing connection). 


Mutual Inductance Inserted in Four-Element Arms 

Mutual inductance may be permitted to exist between 
the inductive elements of any of the four-element reactance 
arms of Fig. 63. That this is true of the arms of Figs. 63B, 
C, F and H is evident from the three-element equivalences of 
the preceding section, for the portions of the four-element 
arms to which the above equivalences apply are not affected 
by the presence of the fourth (capacitance) element. 


ee 


Fic. 80.—CHANGE ErrecTeD By INSERTING AN EQUuIVALENT TRANSFORMER WHEN 
Murua. InpucTaNcEe Exists BETWEEN THE Arms (Fic. 63). 


If mutual inductance exists between the coils of Figs. 634 
or D, respectively, when the equivalent transformer T- 
network is inserted, the structure is that of Fig. 804, in 
which any one of the inductance elements may be negative 
but at least two must be positive. The portion of the arm 
between points 1-2 in Fig. 80/4 being potentially equivalent 
to a structure of the form of Fig. 63B, the remaining series 
inductance element may be merged without fundamentally 
altering the character of the arm. Since the structure of 
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Fig. 63B is equivalent to that of either Fig. 634 or 63D, it 
follows that the insertion of mutual inductance in the latter 
two types of arms has the effect merely of changing the 
equivalent values of the inductance and capacitance elements 
of the arms, their configuration remaining the same. 

Likewise, the arms of Figs. 63F or H may have mutual 
inductance added without changing the configuration of the 
arms, as follows from the three-element equivalences of the 
preceding section. Finally, the effect of the addition of 
mutual inductance to the arms of Figs. 63£ and G may most 
easily be visualized by replacing the resulting transformer by 
its equivalent a network, in which case Fig. 80B shows the 
resulting arm. In Fig. 80B any one inductance element may 
be negative but at least two must be positive. The portion 
1-2 of the arm of Fig. 80B has the equivalent form of either 
Fig. 63F or 63G, so that if the remaining inductance element 
of Fig. 80B be merged into the inductance branch of either 
of the equivalent arms of Figs. 63F or G referred to, the 
resulting structure is unchanged in configuration from Figs. 
63F or 63G. Thus, arms of the types of Figs. 632, F, Gor H 
may have mutual inductance inserted with the result that 
the values of inductance and capacitance of the elements will 
in general be effectively altered but the configuration of the 
arm will not be changed. 


§ 35. Impedance Deviations Occurring in the Impedance of a Network 


The properties of any transmission network are fully 
defined, as previously stated, by the transfer constant, 6, and 
the image impedances, Z;,, and Z;, at either pair of acces- 
sible terminals, when the network is operating between a 
transmitting-end impedance Zs and a receiving-end imped- 
ance Zp. In terms of these parameters the actual input 
impedance of a network looking into, say, its 1-2 terminals 


I + poe” 
Ly = £1, a? (77) 


Ip fos 
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has been given as where p2 refers to the reflection coefficient 
at the receiving end. This is a more or less idealized im- 
pedance,” since it ordinarily assumes that the network has 
been put together without internal reflections, i.e., that the 
transfer constant @ is the simple algebraic sum of the trans- 
fer constants of the individual sections or half-sections and 
that the image impedances are exactly the same as the end 
sections or half-sections would present if isolated from the 


a 
nee Ny — Os — 8c =9 {Gat O8)—= 
t a e iG fi 3 


Fic. 81.—Ir Reriecrions Occur at THE RECEIVING OR SENDING END, THE ACTUAL 
IMPEDANCES Zap AND Zqp’ DIFFER FROM THE IMAGE IMPEDANCES. 


remainder of the network. Now, deviations from this 
idealized condition must occur in practice insofar as the re- 
spective elements of the network may have variations from 
their ideal impedance values due to inaccuracies of manu- 
facture, temperature and humidity cycles, computational 
errors, parasitic distributed impedances or admittances, etc. 
The question then is: What is the effect of deviations in the 
impedance elements which make up the network on the 
actual input impedance, looking into either end of a net- 
work? 

Let formula (77) above apply to the general form of 
network, containing several sections, of Fig. 81. This equa- 
tion is of the form 


I1+a 
i (78) 
where 
a= pee, (79) 


10 Of course, since the formula (77) is general, if sections or half-sections are not 
matched successively, 9 may be determined as the transfer constant of the entire 
structure (treated as a unit) and Zy, and Zy, similarly determined. The actual 
determinations of the quantities in such a case may be difficult. 
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and if we solve explicitly for a we obtain the relationship 


Lier, 


a, mae pa eS) g 
PRIEST ENT Be) 


a 


By using the Reciprocity Theorem and considering trans- 
mission in the opposite direction we obtain likewise, as a 
relationship between the actual input impedance at the 3-4 
terminals, the impedance Zs connected to the 1-2 terminals, 
and the three parameters of the network 


Zs, — Zt, 


noe a9 
TRIE TES pe’. (81) 


Equations (80) and (81) express the fact that when an 
irregularity, sach as Ze — Zr, or Zs — Z1, occurs at one end 
of a network, the reflection coefficient caused thereby at the 
other end of the network (expressed in terms of the actual 
impedance looking in the direction of the irregularity and 
the image impedance at the second end of the network) 
differs from the reflection coefficient at the first end of the network 
(similarly expressed) dy a factor which is equal to the square 
of the exponential factor corresponding to the transfer constant. 

Now consider the internal section junction points of the 
multi-section network of Fig. 81. At any junction point 
such as c-d we have for the actual impedance looking to the 
right 


eau ee 
Zing = Ly, epee (82) 
from which it follows that 
SS EDS EY (83) 
Lied = Zi, z ‘ 3 


where @¢ has the significance indicated in Figure 81. The 
reflection coefficient at c-d due to Zr — Z;, differs from 
the reflection coefficient at 1-2 due to the same deviation 
merely by the factor e~?@4+% which the latter includes, 
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corresponding to twice the transfer constant of that portion 
of the network lying between c-d and 1-2. Similarly, 


Liebe aT 2 
Lab — 41, —2@p+0c) — —2(0—0,4) 
Lae 7 2, Pot i = Poe 3 (84) 
aE even Eg, 9 gs) 
Led = Zi, 2x ‘ 41, 


From the formule for transmission in the reverse direction 


a Aa oe ae Fe VLE = Zr 
pes = 
ves + Zt, _ Dies = Lie ; ve 
L55 — 25, 
m4 Say (87) 
and 
Goa ae Bee 
La — Zr 
ys 2 +200 
—— (89) 


Deviations in Impedance Due to Irregularity in a Series Arm 

If the deviation occurs in one of the internal series arms 
of the network instead of in a terminating impedance, the 
formule are very similar, i.e., the reflection coefficient at 
any other section junction nearer the transmitting apparatus 
is controlled by twice the transfer constant of the portion of 
the network lying between this junction point and the point 
of occurrence of the irregularity. 

For example, suppose in Fig. 81 that the series arm 
e-f has, instead of the ideal impedance value Z, the value 
Z + AZ, so that AZ is the deviation in impedance of the arm. 
Suppose for the moment that Zz = Zz,and Zs = Z1,, so that 
we need consider the effect of only one deviation ata time. It 
does not matter where in the arm e- the deviation AZ occurs, 
as far as voltage and current distribution outside of the arm 
e-f is concerned. Therefore, if the deviation occurs partly 
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or wholly to the left of c-d, we may consider it to occur 
entirely to the right of c-d. The impedance Z-a, because of 
the equality of Zr and Zz, is now 


Lica = AZ =| Lie (90) 


and we may, in considering the reflection coefficients set up 
by AZ between it and the generator, consider only the net- 
work 1-2-c-d, terminated in a receiving impedance AZ + Zr,. 
From (go) it is evident that the reflection coefficient at c-d 
is given by 

Lea — Ly AZ 


Zea+ Zr, 2Z1,+ AZ (91) 


Obviously, if AZ is small in comparison with 2Z7, we may 
neglect it in the denominator on the right, but it will be 
retained here for the sake of completeness. 
Now the reflection coefficient at a—b due to AZ is 
Lupe Ly NZ, 


Ra hn OE a Bae ey 
ERAS | ke IN (92) 


and the corresponding reflection coefficient at 1-2 is 


Yin air AZ 


BR oe SE pe es UC aie) 
ise 7s NPL ch (93) 


If the impedance deviation had occurred in the series 
arm containing the point (a), we should have had for the 
reflection coefficient at a—d : 

Lav — Li, AZ 
RM VE Sie V AL (94) 
ab jee OVS 8 


and for the corresponding reflection coefficient at 1-2 


Lita Cire ide Ae a) 
Zi + Zi, a DWAye Sie Way : (95) 
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Deviation in Impeaance Due to Irregularity in a Shunt Arm 

When a network differs from the ideal in that the im- 
pedance of a shunt arm departs from its ideal value ice., 
contains an irregularity, we may treat the effect of this shunt 
arm deviation very much as in the case of the series arm 
deviation above. We notice that any reflection coefficient 
may be expressed readily either on an impedance or an 
admittance basis; for example, the reflection coefficient 
between any two impedances Z, and Z, may be written 


I I 
La — Ze LA OEE Y.-—Y, 


Letty tt Yot¥s  Yet¥s’ (96) 


VEC 


where Y, = 1/Z, and Ys; = 1/Zs, i.e., the reflection coefficient 
expressed in terms of admittances is the negative of the 
reflection coefficient in which the corresponding impedances 
are substituted for those admittances. The negative sign 
arises through the fact that a positive deviation in an im- 
pedance (i.e., an increase in the impedance) corresponds to a 
negative deviation in admittance (i.e., a decrease in ad- 
mittance). 

Hence, we may, if convenient, write the reflection co- 
efficients in admittance form. The reflection coefficients 
(corresponding to formule (80) and (84)) due to the fact that 
Zr ~ Zr, are given on an admittance basis by 


Go ae en Yer 


a —29 
VME ney, enV 7 (97) 
and 
Nase aa Y, Yr + Vs 2 (0R+8C) 
3 = OF 8 
Wi RO Oa as (98) 
and so on. 


Referring to Fig. 82, if a deviation in impedance occurs 
in shunt arms Z,, so that its impedance is changed to 
Zn + AZ,, and if g-A represents the shunt junction point of 
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two sections of the network, as shown in Fig. 83, so that the 
image impedance on either side of g-A is Z1, = 1/Y1,, we 
may consider that the deviation has changed the total 


Fic. 82.—IRREGULARITY IN THE SERIES OR SHUNT IMPEDANCES OF A NETWORK 
Causes THE AcTUAL IMPEDANCE TO DIFFER FROM THE IMAGE IMPEDANCES. 


admittance of the shunt arm from its normal value Y, to the 
value Y, + AY,. The two separated shunt arms on either 
side of g—/ in Fig. 83 thus have as the sum of their admittances 
Yn + AY,. We may consider that the impedance deviation 


& c 


a 


b h d 


Fic. 83.—Itiusrratine A T-Section Spiir Up ror Purposes or ANALYSIS. 


AZ,, occurs entirely on the receiver side of g-A, i.e., that the 
admittance deviation AY, occurs entirely on that side of g—A. 
Then the effect of the deviation as far as the input impedance 
at the I-2 terminals is concerned, is given by 


pees eer A ears (99) 
SAY a 


and the effect of the deviation at any series section junction 
point between the irregularity and the transmitting device, 
such as a-d, is given by 


LA AY 


ia SPEC Sy se Vee y= 0 
Lap Zt, NGS sr AY“ - a) 
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Conclusions Regarding Effects of Individual Deviations 

We may now draw a number of conclusions of practical 
importance regarding the effect, from a network impedance 
standpoint, of an irregularity either in a series arm, a shunt 
arm internal to the network, or in the receiving end terminal 
impedance. 

(1) An impedance irregularity will affect the input im- 
pedance of a network or the impedance at any (series or 
shunt) section junction point between the transmitting device 
and the point of occurrence of the irregularity in a measure 
proportional to the exponential factor corresponding to twice 
the transfer constant covering that portion of the network 
between the irregularity and the junction point considered. 

(2) Since the transfer constant is made up of the attenu- 
ation constant a and the phase constant 6 the magnitude of 
this exponential factor is given by « and its phase angle 
by — 28, hence the reflection coefficient at the input terminals 
or the junction point under consideration will be reduced in 
magnitude, with respect to the reflection coefficient at the 
point of occurrence of the irregularity, by an amount corre- 
sponding to twice the attenuation of the portion of the net- 
work subtended, and it will be shifted in phase, with respect 
to the latter reflection coefficient, by twice the angle of phase 
shift of the portion of the network subtended. 

(3) Where this portion of the network is highly attenu- 
ating, the effect of the irregularity will be damped out, so 
that the actual input impedance of a highly attenuating 
network approaches closely to the image impedance at the 
input terminals. 

(4) Because the phase characteristic of most networks, 
particularly reactance networks, changes continuously with 
frequency, the increment of input impedance due to a devi- 
ation will have an undulatory character, passing through a 
complete phase revolution in the interval that the phase 
characteristic of the subtended portion of the network passes 


through one-half cycle. 


166 PRINCIPLES OF TRANSMISSION NETWORKS 


Alternative Method of Dealing with Irregularity in a Shunt Arm 
It is not always convenient to deal with-admittances in 
analyzing the effect of deviations in the shunt arms of a 
network, and it is possible to render the effects in terms of 
series arm deviations. Consider Fig. 82 for example. 
Suppose an impedance deviation to occur in shunt arm Z,. 
The result will be equivalent to the introduction of an e.m.f. 


Cn a Hy NZine (101) 


which will cause the currents in the network to redistribute 
themselves. Suppose them to be redistributed. By the 
Reciprocity Theorem we know that the change in current 
AI, at 1-2 (which obviously determines the change in input 
impedance) due to e, = — J,AZ,, will be the same as that 
which the voltage e, would produce in Z, if acting in series 
with #. Considering e, as acting in series with EF, from 
Kirchoff’s law we have, 


Ae = Al, = ATl3, (102) 


but AZ, can be considered as the change in current which an 
e.m.f. é, acting at the point (4) would cause at the input 
terminals, and — AJ; is the change in current which an e.m.t. 
— €n, acting independently at point (c) would cause at the 
input terminals. Hence the result of the deviation A,Z, 
in Z, 1s the same as if an e.m.f. e, = — [,AZ, were inserted 
in Z, (associated with Js) and an equal and opposite e.m.f. 
— en, = I,AZ, were inserted in Z3. But these e.m.f.’s 
may be written 


I, 


I, 
—J, Fa AZ, and + J; Ea NT (103) 
Ih I; 


‘pare 
and the (approximately) normal current ratios — and — are, 


LT; LT; 


(considering no other deviations anywhere in the network) 


In Is Li epee) 
Tic og ae aN Zi ae 


I; 
and 
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og Bes (22 (¢p+0x) 
\ incl ae ao wae (105) 


T, 


So that the result of the deviation AZ, in Zp, is equivalent 
to the sum of the independent e.m.f.’s, one equal to 


IZ 
—T; E _ zien | NZ (106) 


q; 


existing in Z,, and the other equal to 


|Z 
+ 71; ] I — page | NZ (107) 


I, 
existing in Z3. 


Simultaneous Effects of Two or More Deviations 
In Fig. 82 we know that the impedance to the right 
of c-d is given by 
Led =e Zr 
fae —20¢ 

TENTS psere'5 (108) 
Ze — Zr, being a deviation in Zz from the ideal value Zr,. 
Suppose now that the series impedance arm in which point (c) 
is located deviates from its normal value Z, to Zs + AZi. 
Now the input impedance Zy is given by 


LZ — £1, _ (Zea + ALZs) = ZH sg ogsm) 
tat L1, (Zea ALs) Zi, 


It is desirable to separate out the term which is to express 
the effect of AZ, alone. If the two deviations are to produce 
independent increments in Zy, their terms in the expression 
must be independent. Actually, they depend on each other 
to a secondary degree and become independent only when the 
deviations are small. Let us rewrite (109) 


LEE de Sy ae [Z aay AZ, | 
LZi2 + Zr, emt ar, Lcd ae Zou 


| 2 0at 6p). 
Ligh Li OZ, 


/ 


(109) 


(110) 
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If AZ, be small compared to Za + Zr, the second factor on 
the right is approximately unity and we have 


= Ze, AZ. 
Zi2 Zi ed M 6-2(04+0B) tie ie oad es €72 (GATOR) | (111) 


Z12 ae an wel ap Aap Led ai PATE 


If, also Zea — Zr, be small compared to Za + Zr, the 
expression becomes approximately 


Li ZL Lea = Zt F AZ4 
ST ag i 2 (OAS OB) Se 2 0A) ei 
Lie + Zr, VA TRY Fe Bie Malwa ia ) 
But from (108) and (112) 

Z12 z Z1, —20 AZs —2(04+0p) 

Zea iy a arene et 


These approximations are ordinarily justifiable, particularly 
in reactance networks, where AZ, will ordinarily be a reactance 
and, throughout the frequency regions of transmission where 
the input impedance is most important and most difficult to 
express, Z.a + Zr, will be a large resistance, so that the 
error is small and is one of phase rather than of magnitude. 

If we have any number of impedance deviations which 
are individually small we may, by the above method, express 
the sum of their effects approximately as 


AZ. 


pad rao Fe eee ee (OA 073) rence 
Zw + Za, Pet Very ai Way 
AZn ; AY u (114) 
€ 8 ooo 629M 
ofa AZwn DMEF + AYu 


where Zy is the impedance of any series arm the effect of 
whose deviation AZy is being added, Zr, the image im- 
pedance at the corresponding series section junction point, 
and 6y the transfer constant of the portion of the network 
between AZy and the input terminals, also where Yy is the 
admittance of any shunt arm the effect of whose deviation 
AY w is being added, Y,,, the image admittance at the corre- 
sponding shunt section junction point, and 6 the transfer 
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constant of the portion of the network between AYy and the 
input terminals. 

Equation (114) shows that the simultaneous effect of a 
number of small irregularities is to produce a reflection coefficient 
at the input terminals of the network which is equal to the vector 
sum of the reflection coefficients which would be caused at the 
input terminals by the individual irregularities acting alone. 


Part Two 


Electric Wave Filters 


CHAPTER VI 


GENERAL—ConpDITIONS FOR FREE TRANSMISSION AND 
FOR ATTENUATION 


The preceding chapters have discussed networks of rather 
general form, often without even a specified internal arrange- 
ment or configuration of elements, in order that the results 
might be applicable to various specific types of transmission 
networks. We come now to a class of these specific types 
all of which have certain properties in common leading to 
their designation as “wave filters.” 

The properties possessed in common by various types of 
wave filters are those permitting sharp discrimination in 
transmission efficiency between bands of frequencies lying 
in different portions of the frequency spectrum. Low trans- 
mission efficiency results in the suppression of certain bands 
of frequencies against which discrimination exists. Let us, 
before considering the properties mentioned in detail, outline 
what an ideal wave filter, if one were physically realizable, 
might be constrained to do. 

1. An ideal wave filter would pass through its structure, 
without hindrance, waves of frequencies lying within certain 
desired bands. This means: first, that the attenuation con- 
stant of the wave filter would be zero throughout such 
“transmitted bands,” so that power supplied to the input 
terminals of the filter would neither be dissipated in re- 
sistances, nor spent in reactive energy storage, within the 
filter; second, that the image impedances would have fre- 
quency characteristics, throughout the desired bands, such as 
to match the impedances of ideal terminating apparatus, 
that is, they would be ordinarily constant resistances, in- 
dependent of frequency. 

2. An ideal wave filter would completely extinguish 
(through its inefficiency of transmission) waves of frequencies 
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lying within the undesired frequency bands. This means: 
first, that the attenuation constant of the wave filter would 
be very large throughout such “attenuated bands,” second, 
the image impedances would have frequency characteristics 
throughout the attenuated bands such as to avoid increases 
of transmitted current due to reflection gains, and preferably 
such as to cause large reflection losses at the input and output 
terminals, i.e. the image impedances would ordinarily have 
either very low or very high values throughout these bands. 

3. If any appreciable frequency intervals existed between 
the transmitted and attenuated frequency bands, no require- 
ments would need to be prescribed for the ideal wave filter 
here. Often, however, such frequency intervals are very 
small, as in the case of a filter eliminating one of the two 
principal side-bands of modulation, so that the desired and 
undesired bands lie very close together. 

None of the above ideals can in practice be completely 
realized. It is therefore desirable to concentrate our atten- 
tion on the attenuating or non-attenuating properties of wave 
filters and consider the approach of ideal impedance charac- 
teristics as of secondary importance. The reflection losses or 
gains (at the terminals of a network) and the interaction 
loss occur but once, and will be relatively small except in 
case of large impedance disparities. The importance of 
attenuation lies in the fact that the attenuation of a filter 
to undesired frequencies may be almost indefinitely increased 
by using a composite network, and that the attenuation 
of a filter to desired frequencies is also increased in direct 
proportion. 


§ 36. Wave Filter Properties Confined to Networks Composed of 
Reactance Elements 


It follows from the above discussion that if any types 
of networks exist which have the characteristics of an ideal 


1 These ideals relate merely to simple transmission requirements and not to various 
secondary requirements referred to in Chapter I. 
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wave filter, they must be composed entirely of elements 
which are pure reactances, because the elements of ideal 
wave filters must be devoid of effective resistance. This is 
essential if the attenuation constant of the structure in 
transmitted bands is to be zero, as effective resistances 
within the structure result in dissipation of energy and 
consequent attenuation. Thus the properties of wave filters 
depend principally on the properties of various component 
reactance arms, such as those discussed in Chapter 5. 

This is not to say that every network composed of re- 
actance arms possesses properties of sharp frequency dis- 
crimination. Some are to be found which have very gradual 
frequency characteristics of attenuation and some are even to 
be found which, in the case of perfect reactance elements, 
transmit all frequencies whatsoever without attenuation. 

It will be observed that those networks sometimes called wave 
filters which discriminate between various bands of frequencies 
by means of a gradually changing loss characteristic are not 
included in the treatment of wave filters in this and succeeding 
chapters. 

We have then to discover how a reactance network having 
filtering properties may be distinguished from others, and 
what the criteria are in such reactance networks, for trans- 
mitted and attenuated frequency bands. In other words, 
the question is: Just how does a wave filter operate? This 
question is answered much more easily mathematically than 
by physical arguments, but the two methods will be carried 
along together, in order that the result may have greater 
significance. 


§ 37. Configurations Most Useful in Wave Filter Design—T and « 
Sections—L-Type Half-Sections 


If no limitations be put on the complexity of the reactance 
arms used in forming filters, or on the configuration in 
which these arms are arranged, then there are an infinite 
number of possible types of wave filters. Engineering con- 
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siderations such as simplicity of design and economy of 
construction will, however, be controlling. For this reason, 
it is desirable to confine ourselves to the simpler types of 
configurations and, within each of these, to examine the 
filter structures available in some order of increasing com- 
plexity. By this means, we may force complicated structures 
to justify the increased number of elements they require and 
the design difficulties they involve, by showing advantages 
not possessed by simpler structures. We should keep in 
mind, of course, that if wave filters are to be composited 
from a number of component networks, it is an important 
requirement on the component networks that they possess 
image impedance characteristics such as to permit them to 
be connected to a variety of other desirable types. 

The simplest element arrangements of the general structure 
formed by the various reactance arms of a network are the 
T, 7, transformer, bridged T, lattice and like configurations, 
since the number of independent variables is small in these 
cases. The T and 7m structures may, of course, conceivably 
be dissymmetrical networks and sometimes, as will appear 
later, are desirably so. But this usually involves undesirable 
complications from the fact that the image? impedances are 
unequal. We shall restrict our immediate discussion to 
symmetrical T and 7m structures, ordinarily termed sections, 
except that those L-type dissymmetrical networks, termed 
half-sections, but which in pairs may be considered to form 
symmetrical T or 7 sections, have properties closely related 
to those of the full sections, and may be used as an index to 
the properties of the latter. 

The basis for omitting the bridged T and lattice type 
structures from the immediate discussion is two-fold: (1) 
these structures are of relatively small importance in wave 
filter design, and (2) they may be treated on the basis of 
their equivalent T and 7 sections, once the principles of de- 
sign of the latter have been determined. Some of the sections 
discussed in Chapter VII make use of mutual inductance; 


* We shall use the image parameters throughout the discussion of wave filters 
because it is found desirable to build up multi-section filters on this basis. 
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these are the simpler sections of the generalized transformer 
type. It may be observed how they are reduced to equivalent 
T and w forms, so that uniform design methods may be 
applied. 

Suppose then, that the configuration of our reactance 
networks is confined to the choices illustrated in Fig. 84. 
The symmetrical T section (4) having an image impedance 


Z, ray Fal Z 
rs 4 ‘2 roars 4 
(aA) ) 
T SECTION 2 L-TYPE SECTIONS 
i 
1 221 <p 221 3 


(c) 
IT SECTION 2 L-TYPE SECTIONS 


Fic. 84.—SHOWING HOW THE T AND a STRucTURES ARE FORMED FROM THE FuNDA- 
MENTAL InverTED L-TyPE Hatr SEcTIONS. 


Zy, at either pair of terminals, can be made up of the two dis- 
symmetrical L-type half-sections (B) having image im- 
pedances Z; at one pair of terminals, and Z,’ at the other 
pair of terminals. The symmetrical r section (C) may be 
formed from the two dissymmetrical L-type half-sections (D). 
We may now examine reactance networks having these 
configurations to determine whether or not the networks have 
free transmission bands and attenuation bands, and to 
investigate in what frequency regions these bands occur. 


§ 38. Criteria for Transmission * Bands and for Attenuation Bands— 
Limiting Frequencies of Transmission and of Attenuation 

Figs. 85.4, B, C and D represent the condition where the 

various types of sections of Fig. 84 are assumed to be working 

3In this and subsequent sections, what have been called free transmission bands 


will be termed simply “¢ransmission bands.” These are the frequency bands in which 
the attenuation would be zero in a filter having perfect reactance elements. 
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between their respective image impedances, so that each 
section or half-section is terminated without reflection effects. 

The first significant fact to be proved about the re- 
actance networks of Fig. 85 is the following: 


$2, 32, 


(A) (8) 
T SECTION 


z 


(c) (0) 
SECTION L-TYPE HALF SECTION 
oe DIRECTION OF PROPAGATION REVERSED 


Fic. 85.—NeEtTworks TERMINATED ON AN ImacE Basis To Avorp Reriecrion EFrrects. 


The image impedances of any reactance network must both 
be real quantities (pure resistances) or imaginary quantities 
(pure reactances), and: 

(7) If the image impedances are pure resistances, the net- 
work has no attenuation and is therefore freely transmitting, 
but 

(2) Lf the image impedances are pure reactances, the network 
has attenuation and does not freely transmit. 

We may amplify this as follows: 

When the image impedances of a network are pure 
resistances the network is capable of absorbing real power 
efficiently from a transmitting device. Since none of this 
real power can be dissipated in any of the arms of a reactance 
network, it must be passed on to a receiving device. If the 
receiving device is equal in value to the second image im- 
pedance of the network, it absorbs all of this power efficiently. 
Thus attenuation of the currents carrying the real power 
does not occur. 

If, on the other hand, the image impedances of a net- 
work are pure reactances, and the network is terminated on 
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an image basis it is incapable of absorbing any real power, 
and thus can pass none on to the receiving device. This 
device, as a matter of fact, being a pure reactance also, would 
be incapable of dissipating any. Thus the network has only 
a churning action, taking energy from the generator during 
alternate quarters of each current cycle, storing this energy 
momentarily in the electromagnetic fields of the inductance 
coils and electrostatic fields of the condensers of the network, 
but releasing and returning an equal quantity of energy to 
the generator during the successive quarter-cycles. Under 
these conditions attenuation exists. 


Relationships of Open-Circuit and Short-Circuit Impedances to 

Attenuation 

To prove these statements, we need to remember that 
the image impedance at one end of a network is always the 
geometric mean of the impedances looking in at that end with 
the other end first open-circuited and then short-circuited. 
(See (45) and (46) Chapter III.) The actual values of open- 
Circuit Zoc and Zoc’ and short-circuit Zgc and Zsgc’ im- 
pedances will of course depend on the transfer constant 
of the network and will be different for the T or 7, and the 
[-type, networks. But the geometric mean of the two will 
in each case be equal to the image impedance as shown. 

If the open-circuit and short-circuit impedances are pure 
reactances, as they must be for all reactance networks, the 
image impedance may have three possible values depending 
on the sign of the reactances. 

1. When Zoc and Zgc are opposite in sign 


Zr = V+ jXoc)(FIXsc) = Rr. (1) 
2. When both are positive, or both negative 
Zi = V(+ jXoc)(+ jXso) = + 7X1. (2) 


Similarly Zr’ may be Ri’ or + 7X7’, and if Zr and Z7' 
are both reactances they may be opposite in sign. 
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The relationship of image impedances to attenuation may 
be proved in various ways. The following is one of the 
simplest: 

The open-circuit and short-circuit impedances of a net- 
work are its input impedances when it is so terminated that 
the magnitude of the reflection coefficient is unity. For the 
short-circuit condition the reflection coefficient is 


Vigo Thi OA ha 


EEE EAS 2 er 

Lr + Z,' o+ Z/ (3) 
and for the open-circuit condition 

Sa ay (3 


TE NT) aie na a 


When the actual input impedance looking in at the 1-2 
terminals is Zs¢ (see Eq. 80, Chapter V), the reflection 
coefficient at the input end is 


Zsc —Z 
7 = = =(—1)e"% = —e*%¥ = — er |— 28, (4) 


but on open-circuit, the reflection coefficient is 


—=(] Jena eeu nae | — oO. (5) 


From (4) and (5) we see that if Zr; is a reactance (we 
remember that Zsc and Zoc have the same sign) the input 
end reflection coefficients cannot be unity for finite values of 
Zsc, Zoc, and Z; Hence 


Veer | ——wepeer<cat (6) 

for this to be true 
a0 (7) 
and free transmission does not occur. On the other hand, if 


Zr is a resistance, the input end reflection coefficients must 
have unity magnitude for all finite values of Zsc, Zoc and Zr. 
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e% = €%|— 96 = 1|— (8) 


a=o. (9) 


Hence free transmission, without any attenuation, exists. 
The construction in Fig. 86 illustrates typical cases. 


and 


Zsc=)Xgc_ ~Zsc*7Xse ~Zoc)Xoc Zoc*-)Xoc 


ATTENUATION 
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Fic. 86.—ILLustrRATING THE RELATION OF THE OPEN-CIRCUIT AND SHORT-CIRCUIT 
IMPEDANCES TO ATTENUATION. 


We note that when a filter is attenuating, from (4) and 
(5), the input and output end reflection coefficients are 
numerics. Hence the phase constant B is given by 


28 = tat (10) 
or 
B= on, (11) 


where 7 is any integer, i.e., the phase shift must be exactly 

an integral number of quadrants. Since this is true for a 

half-section, a symmetrical full section (composed of two half- 
sections) is even more restricted, since here 7 is even and 
n 

B=tor=imr, (12) 

where m is any integer, 1.e., the phase constant must corre- 

spond to exactly an integral number of half-cycles. These 

facts do not mean that the phase constant in an attenuation 

band is necessarily independent of frequency but that if it 

does change, it does so by discontinuous intervals amounting 
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to integral numbers of quadrants or half-cycles, respectively. 


Alternative Proofs of Relationships of Image Impedance to Attenu- 

ation 

By methods less mathematical and more physical we may 
prove a portion of the statements made above, namely 
that 

(1) If a filter (or other reactance network) has pure 
resistance image impedances, it is freely transmitting, and 

(2) Ifa filter (or other reactance network) is attenuating, 
it has pure reactance image impedances. 

For proof of (1), if the image impedances are pure re- 
sistances the generator E& in Fig. 85B supplies real power to 
the input terminals of the network equal to 


P =(1,|\?Zr =|L|?Rr, (13) 


where J; is the network input current. Since none of this 
real power can be dissipated in any of the reactive elements 
of the network it must all be supplied to the receiving im- 
pedance Z;’ = R;’. Whence 


P =(|1,)?Z7' =|h|?Z1, (14) 


where J; is the network output current. 
But since for any network with resistance image im- 
pedances which is terminated on an image basis, 


oleae =P AZarere a= a |?Zen* (15) 


it follows that 

ech eS bs (16) 
and therefore that 

(03 > (© (17) 


That is, if the current J, differs in magnitude from J, only 
by the ratio corresponding to the change in impedance level 
encountered, then the attenuation constant is zero. One 
can hardly ask more of a freely transmitting network than 
that, having resistive image impedances which permit efficient 
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transfer of power from the generator to the input of the net- 
work and from the output of the network to the receiving 
device, it actually delivers to that receiving device all the 
power imparted to it by the generator. 

Now the above assumes that the image impedances at the 
two ends of a section are, at any frequency, Joth resistances 
or both reactances. But the only alternative supposition is 
that one image impedance be a pure resistance and the other 
a pure reactance in which case, if the reactive image im- 
pedance were put at the receiving end of the section, we 
should have the spectacle of a network absorbing real power 
through the resistive image impedance at its input end but 
having no means of dissipating the energy of that real power, 
either in the reactance elements of the network or in its 
reactive receiving-end terminating impedance (matching the 
image impedance at that end). Since this alternative sup- 
position is absurd, it follows that if the image impedance at 
one end of a network is a pure resistance (or a pure reactance) 
the image impedance at the other end of the network is likewise 
a pure resistance (or a pure reactance). Hence the assumption 
mentioned is justified. Evidently, this proof of the assump- 
tion is needed only in the case of half sections or other dis- 
symmetrical networks, for in the case of symmetrical net- 
works, the two image impedances are identical, by symmetry. 

Let us now prove (2). If a network is attenuating, it 
supplies less volt-amperes to its receiving end impedance 
than it receives at its input terminals. But the receiving 
impedance may be assumed to represent a similar network, 
or a chain of networks with matched junction points, termi- 
nated in the appropriate image impedance at its distant end 
(compare Figs. 85B and 87). If the volt-amperes are suc- 
cessively diminished by each section we need take only a 
sufficient number of sections so that the number of volt- 
amperes reaching the final terminating impedance (Fig. 87) 
is very small. Under these circumstances the final termi- 
nating impedance can play very little part in determining 
the input impedance of the network at its transmitting end. 
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Hence the latter impedance approaches simply that of a 
combination of reactances, which is to say, of course, a purely 
reactive impedance. But the terminating impedance of the 
network of Fig. 85B is exactly the same as that of the first 
section (nearest the generator) of Fig. 87. Therefore the 
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input impedance in Fig. 85B is likewise a pure reactance. 
Hence, when any reactance network is attenuating, its image 
impedances at either end (therefore at both ends) are pure 
reactances. 


Relationships Between Series and Shunt Impedance Arms for Trans- 
mission and Attenuation Bands 
The fact which we have noticed, that the open-circuit 
and short-circuit impedances at either end of a section or 
half-section are reactances of opposite sign when the network 
is freely transmitting, and are reactances of like sign when 
the network is attenuating, gives us simple relationships 
between the impedances Z; and Z; of which the arms of the 
network are formed, or to which they are proportional, which 
enable us to determine the limiting frequencies of the trans- 
mission and attenuation bands. 
In Fig. 848, looking in the 1-2 terminals, when the 3-4 
terminals are open-circuited, 


Zoe =—+ 2L, ’ (18) 


and when the 3-4 terminals are short-circuited 


Zy 
Zsc ie (19) 


cd 


CRITERIA FOR TRANSMISSION BANDS 185 


We have for their ratio 


negative in transmission bands 
Zoc 4Z 5 
Sse ee, oe and 
Ae * J positive in attenuation bands. 


For the L-type network reversed as in Fig. 84D 


Lec = 22> (20) 
and 
aie 
Zsc = We aoe. (21) 
whence 
Zoo 422 
= J + —_. 22 
Li a NIK Se 


For the symmetrical T section of Fig. 8424, at either end 


Loc =tutZz (23) 
and 
Lal, 
1 nae 
Zse = 341 + 7 Zs? (24) 
whence 
fal 
I — 
Zoe ae AZ (25) 
Zsc il 4 4Zr 
Li 


which is positive or negative according to whether 
42 é Dire 3 
et za positive or negative. 
1 


For the symmetrical 7 section of Fig. 84C, at either end 


2Z5 (Zi +. 2Z2) 


6 
Zi 4Zy : 


Zo a a 
and 
2Z;L2 


“ZF 3d x 


Zc 
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whence 


eee (28) 


as for the symmetrical T section, and is therefore positive 
or negative according to whether 


ss 


Saou 


is positive or negative. 


It might have been proved that the quantity 1 + az 
1 
afforded a criterion of transmission or of attenuation by 
recalling the fact that the image impedances are pure re- 
sistances for transmission regions and pure reactances for 
attenuation regions, and hence that two reactance networks 
having one image impedance characteristic in common must 
have the same transmission and attenuation bands. ‘The limit- 
ing frequencies marking the boundaries between transmission 
and attenuation bands, called “cutoff frequencies,” therefore 
occur when 


whence 


ie (29) 


or 


(Bien eee 


(provided Z; or Z, changes sign at this frequency), whence 


et OND CEL Lae 
or 
Zz = ©, but Z, FX »., (30) 
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Formula (29) may alternatively be written 


42s ; ae 
oa < — 1 1n ¢ransmission bands (31) 
(thus the ratio is always negative in these bands) and 
4Zo ‘ ‘ 
Z, > — 1 in attenuation bands. (32) 


Or, writing the reciprocal of this ratio 


On Ze > — 1 in ¢fransmission bands (33) 
and 
Zi 
as eS) 
or in attenuation bands. (34) 


Fic. 88.—ILiustTRATING THE VALUE WHICH THE RATIO OF THE SERIES IMPEDANCE 
tro Four Times THE SHuNT JmpEDaNceE May AssuME IN THE ATTENUATION AND 
TRANSMISSION REGIONS. 


These results are shown schematically in Fig. 88. Thus there 
Z 
is but one range of values which = may have for trans- 
2 


mission bands, namely, that in which the ratio is negative 
and less than unity in magnitude; but there are two ranges of 


. 1 . 
values which 7, may have for attenuation bands, namely, 
422 


those in which the ratio is positive, or is negative and has a 
magnitude greater than unity. 
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As a numerical example of this (Fig. 89), 42: consists 
of an inductance coil $Z; of 50.0 millihenries in series with 
a condenser element 2C, of .020 mi- 
crofarads, and 2Z, consists of a con- 
denser 3C, of .o5 mfd. The impe- | 
dance of this network is given in “4° at zs 
Table I for three chosen frequencies. eee 
The intermediate frequency (5500 Fic. 89.—Networx Wuose 
cps) provides free transmission and IMPrpance Cuaracreristic Is 
ee : - SHown 1n Taste I, 
it is seen that both image impedances 
are pure resistances, while the two other frequencies lie in 
the attenuated bands and the image impedances are pure 
reactances. 

The symmetrical T section and 7 section to be formed by 
pairs of the half-sections illustrated in Fig. 89 are those of 
Fig. 90. The values of Z; and Z,’ for the symmetrical 
sections are those given in the table for the half-section, 
though the individual open-circuit and short-circuit im- 
pedances will be different for Z;. The transfer constant, 
and therefore the attenuation and phase constants, of the 
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Fic. 90.—SyMMETRICAL T AND 7 Sections FORMED FROM THE HALF-SECTION OF 
Fic. 89. 


symmetrical sections will be the same, each being equal to 
twice the corresponding constant of the L-type half-section 


of Fig. 89. 
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§ 39. Image Impedances in Terms of Full Impedances Z, and Zz of 
Series and Shunt Arms 


It will now be desirable to obtain direct expressions for 
the image impedances Z; and Z,’ in terms of the full * series 
impedance Z; and full shunt impedance Z of the T and a 
type sections and L-type half-section. This will make it 
unnecessary, unless desired, to deal with open-circuit and 
short-circuit impedances and will make possible the shaping 
at will, to a certain extent, of the image impedance frequency 
characteristics by means of some chosen relationship con- 
necting Z; and Zp. 

For the L-type half-section we have 


Zr = VWlocZsc = VWeZi + 2Z2)§Z1 (35) 


Se ANSa ae 
= VWZiZ, + 4Zr° = Vaz, (: ae =I (36) 


and 
asia Sie ee] (57) 
I ocLsc = \2Z2 Gp SEER oy 
Liz, 
= 7a (38) 
ees 
4Zo 


Sometimes it is convenient to express the corresponding 
image admittance Y; and Y,’ in terms of the full series and 
full shunt admittance Y; and Y2. They are 


(39) 


and 
I VA 
YY, => = ViYe( eal (40) 


4 By full series and full shunt impedance are meant here the total series or total 
shunt impedance of a full symmetrical T or 7 section. 
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For the symmetrical T section we expect the image 
impedance and admittance to have the values of Z; and Y; 
of the half-section, respectively, and this is the case, for 


ZT, 
Zr = Zi + Ze) | 32: io 7 | (41) 
= AZZ. 41 
Von 3 z 
as before. 


Likewise, for the symmetrical a section, the image im- 
pedance and admittance are Z;’ and Y/7’ given by the half- 
section, since 


gi ane t 2) 2212 Ge 
ee Zi 4Zy Zi + 222 43 
Se (44) 


The impedance Zr and the admittance Yr are ordinarily 
referred to as the mid-series image impedance and mid-series 
image admittance, because they occur at those junctions at 
which a half-section or a T section ends in the impedance, 
$21, as if split off from a longer network in the middle of the 
impedance of a full series arm. The impedance Z1' and the 
admittance Y,' are ordinarily referred to as the mid-shunt 
image impedance and mid-shunt image admittance, because 
they occur at those junctions at which a half-section or a 7 
section ends in the impedance 2Z, (admittance 5Y2), as if 
split off from a longer network so as to divide in two the 
admittance of a full shunt arm. The T and z= sections are 
said to be mid-series terminated and mid-shunt terminated, 
respectively, at such junction points. The half-section is mid- 
series terminated at one end and mid-shunt terminated at 
the other. 

A number of facts may be gathered from the preceding 
formule which will be of assistance. 
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(1) If we take the impedance transformation ratio of a 
half-section as the ratio of the mid-series to the mid-shunt 
image impedance, it is given by 

Zr aes Zi Y2 


Ra ay mau VA oe aia (45) 


from (36) and (38). In the example this ratio was 3.11, 
.606, and — 2.83 at the successive frequencies of 2000, 5500, 
and 8000 cycles per second. 
(2) The impedance VZ,Z, is a geometric mean of the 
image impedances Z; and Z,’ and the admittance VYiY2 is a 
geometric mean of the image admittances Y; and Yeu 


‘Thats, 


NT Do ND (46) 
and 
VY, Y2 = Niven ors. (47) 
or, in alternative form, 
VZi1Z0 fe Vb ge (48) 
Zi NZiZs ‘ 
and 
VViLY2 Ven 
Y ae (49) 
r VViY. 


In the numerical example referred to above, at 2000 cps, 


VZiZ_ = V(— j6692)(— 795) = Tj 2R10; 
also 


NZ1Z1' = V(— j4070)(— j1310) = — j2310. (50) 
(3) Since a filter transmits when 


Ly 


CS et, 
ae I (51) 


the limiting frequencies of free transmission bands, or the 
cutoff frequencies, are all of those for which either 
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Zi 
ee (52) 
or 
Li 
42s By uate (53) 


The first condition may be satisfied in either of three ways, by 

(a) Z, being zero when Z, is finite 

(6) Z, being infinite when Z, is finite 

(c) Z, being zero and Z, being infinite simultaneously. 
The second condition is satisfied (d) when Z; and Z, are both 
finite but of opposite sign and are in the ratio indicated. 
These four cases include all the possible ways in which cutoff 
frequencies, or transmission band limits, can arise. In the 
example of Fig. 89, there will be a cutoff frequency of class (a), 
since Z, will be zero at its resonant frequency while Z, 
will be finite at all finite frequencies. There will be no cut- 
off frequencies of classes (4) or (c), since Z, does not become 
infinite at any finite frequency. There will, however, be a 
cutoff frequency of class (d), since above the resonant fre- 
quency of Z;, Z, and Z2 are opposite in sign and their ratio 
passes through all values from zero at this resonant frequency 
to infinity at infinite frequency, hence must be equal to — 1 
at some finite frequency. 

We may inspect formule (42) and (44) for the four cases 
and tabulate the mid-series and mid-shunt image impedance 
values for any filter section or half-section under the various 
conditions as shown in Table II. Thus it is only in the 


TABLE II 


ImacE ImpeDANCE VALUES AT CuToOFF FREQUENCIES 


Mid-Series Mid-Shunt 
Value of Z; Value of Zz Image Im- Image Im- 
pedance Zr pedance Zy’ 


fe) Finite ° 
Finite re) 00 

fo) 00 Finite 
Finite Finite 20 
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single case of Z; being zero and Z, being infinite simultaneously 
that the image impedances may be finite at a cutoff frequency. 
As will appear later, however, this exceptional case corre- 
sponds to a cutoff frequency only in the sense that the 
structure to which it belongs may be considered a special 
case of one with a more complex attenuation characteristic 
in which an attenuation band is reduced to zero width and 
two transmission bands lie “confluently”’ together on either 
side of this “cutoff frequency.” 

(4) We note finally that in all attenuating regions Zz, 
as a pure reactance, takes the sign of Z;, and that Z7’, also 
a pure reactance, takes the sign of Z,. Hence in the numerical 
example of Fig. 89 the mid-shunt image impedance must 
always be a negative reactance in attenuation bands, while 
the mid-series image impedance will be a negative reactance 
in attenuating regions below its resonant frequencies, and a 
positive reactance in attenuating regions above these fre- 
quencies. This is borne out by the table. 


§ 40. Relation Between Transfer Constant, Attenuation Constant, and 
Phase Constant, and the Series and Shunt Impedances Z, 
and Ze 


Having established the relationships of the image im- 
pedances and image admittances of filter sections and half- 
sections to the impedances of the full series and full shunt 
arms, we now come to the most essential formule relating to 
the operation of filters. The question is: Assuming a filter 
section or half-section to be terminated in its image im- 
pedances, how is current attenuated and shifted in phase in 
passing through it? Also what are the relationships of the 
attenuation constant and phase constant to the component 
impedances Z, and Z; of a full series or full shunt arm? 

We may start with equation (5) which expresses the 
transfer constant 9 = a + 78 in terms of the open-circuit and 
image impedances, or equally well with equation (4) involving 
the short-circuit and image impedances. From (5) 
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Se 
€—29 = = 
a * |= 28 aS Tea xe (54) 
Loc — VLocZ sc 
Dot N eeLie 


Zoc a 
Zsc 


Ais, (56) 
Z 


| This is a formula which is frequently encountered® in 


(55) 


another form, for if we rearrange it as follows: 


Zoc rte? @+ —? 
7, — I 56 aoe = (57) 


=e Cae 6 


or 
Zsc ee — «= 


ee = ete = tanh 0 (58) 


we have it in the hyperbolic form 


p= cant]. (s) 


The transfer constant 6 in the above expressions is that 
of a half-section if the open-circuit and short-circuit im- 
pedances are those of a half section, and is that of a full 
section if these impedances correspond to measurements on a 
full section. 

We may now express the transfer constant @ and its 
component parts, the attenuation constant a and the phase 
constant 6 directly in terms of the impedances Z, and Z. 
This is particularly desirable since the latter parameters 
occur in the J and 7 sections as well as in the L-type half- 


5 As for example, K. S. Johnson, “Transmission Circuits,” p. 131. 
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section, while the individual open-circuit and short-circuit 
impedances are in general different. Furthermore, upon the 
character of the impedances Z; and Z, is based the method of 
constructing multi-section filters. 

We have as before 


Salts oe (60) 


Z: Z Z. 
Weir tN 
eo? = | 98 = | sami deeeementat) 7531) 
sf eeeenns Peed AL 
Li 4Z 4Zp 


Here again the region of values in which Z,/4Z_ must lie for 
free transmission or for attenuation is readily obtained. If 
«is to have unit magnitude (a = o) for free transmission, 
Vi + (Z;/4Z2) must be in quadrature with VZ,/4Z2, because 
|¢ + 6|=|a — 4| only when a and 4 differ in phase angle by 
m/2 radians (see Fig. 86). By inspection of (61) it is seen 
that this can only occur when Z,/4Z, lies between o and — 1. 
For all other values of Z;/4Z, for a reactance network, 
Vi + (Z,/4Z2) is in phase with VZ,/4Z. and €° must have 
a magnitude less than unity, hence there must be attenuation. 
In logarithmic form 


ae ,4, {4 

oy = # log, se ee) (62) 
is one | 
aN Ge, 


where a; is the attenuation constant, in nepers, for a half- 
section. The phase constant is 


EG 


= o2 


6, = half the angle of —————_____.. (63) 
Aeon rs “ 
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For a full section of either T or + configuration the transfer 
constant is doubled. Here, if a be the attenuation constant, 
6; the phase constant of a full section, 


a = 20, = log, g = = (64) 
1 1 
I ——— 


and 
Ad sails | a 
4Z 4Zo_ 

‘i Zi WZ 
I NP Ss 


442 


6: = 26, = the full angle of (65) 


These formule involve the magnitude and phase of the 
vector quantity 


Vi +a+ Va 
iba —¥a' oe 


where @ = Z;/4Z:. While not a vector quantity for reactance 
networks, i.e., non-dissipative filters, a is really unrestricted; 
and in dissipative filters having effective resistance com- 
ponents in the impedances of its elements, a will be generally 
a vector quantity. 

The formule (62), (63), (64), and (65) for the attenuation 
constants and phase constants of a half-section and a full 
section, respectively, hold whatever the character of Z, and Zp. 
Although the discussion preceding them had to do with 
reactance networks, none of the steps in their proof require 
this limitation. Hence (62), (63), (64), and (65) give the 
respective attenuation and phase constants of symmetrical 
T and 1, and of L networks of any character whatever, 
as indeed do formule (35) to (44), inclusive, give the image 
impedances of such structures. ‘Thus, when effective resistance 
is present in the elements of a wave filter, we may still 
employ the above formula; in the latter case Z:/4Z, will 
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not in general be a pure numeric; and @ will have doth real 
and imaginary parts. 

We may plot charts of the attenuation constant and 
phase constant for convenience of design, in terms of Z;/4Z2, 
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from the above formule. We may either plot the attenuation 
and phase constants separately in terms of the magnitude 
(K =|Z;/4Z,|) and phase (+ 9 = |Z: /4Z2) Ol Ai/aZa asain 
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Figs. 91 to 97 and Fig. 98, respectively, or we may let 
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and plot the attenuation and phase constants upon a series of 
charts,® as in Figs. 99 to 101 inclusive. In these three figures 
6 The series of charts, Figs. gt to 98, were supplied by Mr. K. S. Johnson, and 


the charts, Figs. 99 to 101, are taken from “Transmission Characteristics of Electric 
Wave-Filters” by Otto J. Zobel, Bell System Tech. Journal, October, 1924. 
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the attenuation and phase constants are for a full section, 
and the values obtained are to be halved when a half-section 
is under computation. 
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Referring to Figs. 91 and 94, the two limiting curves, 
for g = 0° and 180°, are identical except that the latter is 
displaced by an amount equal to |Z,/4Z,|= 1 along the 
|Z:/4Z2| axis. This may be readily proven by substituting 
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a new variable in (64) such that 
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and finding that the attenuation is unchanged. For large 
values of |Z,/4Z.|, these limiting curves merge, all curves for 
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intermediate angles lying between, so that the attenuation for 
large values of \Z,/4Z_| is independent of the phase angle of 
Z;/4Z.. We notice that in the vicinity of Z;/4Z, = 1]/+ 180°, 


which corresponds to one type of cutoff frequency, relatively 
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small changes in the angle of Z, or Z, produce large changes 
in attenuation (as also, in the phase curves of Fig. 98, large 
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changes in phase are produced). On the other hand, here 
both Z, and Z, are ordinarily neither very large nor very 
small quantities individually and a small effective resistance 
in the elements of an essentially reactive network produces 
only a small change in 9; whereas in the vicinity of |Z1/4Zz | 
=o, the other condition for cutoff frequencies, either Z,=0 or 
Z,= © (see Table II, page 193), the effective resistance of the 
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elements almost entirely controls the angle ¢ and relatively 
large changes in g may be produced. Thus, for the two 
kinds of cutoff frequencies, dissipation in the essentially 
reactive elements produces approximately equal changes in 
attenuation. Like reasoning holds, in the phase curves of 
Fig. 98, to show that effective resistance in the elements of a 
filter produces approximately equal changes in phase under 
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the two conditions. From the limiting phase curve of Fig. 98 
(¢ = 180°) we notice that the phase constant 8 may have 
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any angle whatever from — 7 to + 7 radians in free trans- 
mission bands, but that in attenuation bands 8 = 0 or + TT, 
remaining constant as long as Z;/4Z, does not change sign. 
We further note that for large values of |Z,/4Z.|, the phase 
curves become parallel and 8 would equal ¢ if expressed in 
the same units. That is as plotted in Fig. 98, 


B= ~ radians, when | ——] becomes large. (69) 
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To illustrate the use of the attenuation and phase charts of 
Figs. 91 to 98, if either (1) Z, = 200 + jo ohms and Z, = 100 
+ jo ohms, or (2) Z; = 0 + j1000 ohms and Z, = o + j$o00 
ohms, or (3) Z; = 400 — j400 ohms and Z, = 200 — j200 
ohms, then Z;/4Z2 = .5 lo° and 


a = 1.32 nepers or 11.46 db; (1 neper = 8.686 db). 
6. =o radians. 


I 
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Secondly, if Z; = 432 [78° and Z, = 119 [83° then Z;/4Z. 


= .908 [161° and 


a = .66 nepers or 5.75 db; Bo=.2.18 radians: 
Z 
Finally, from Table III, if = = 495 |o-180° 
4Zy ae 


a = 7.6 nepers or 66 db. 
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Fic. 99.—RELATION BETWEEN THE ATTENUATION @ AND PHASE, ¢c8, AND 
Zi , 
—= U+7P. c¢ = +I HAS THE SIGN oF J. 
4Z2 
The attenuation for values of Z,/4Z, above 20 as given in 
Table III are almost independent of phase. If Z:/4Z, is 
large compared to unity 


a = 2.3026 logis we 


or if Z;/4Z is small compared to unity 
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Referring to Figs. 99 to tor cB = + 18 such that c has 
the sign of Yin U + jV. The curves of constant attenuation 
consist of a family of confocal ellipses with foci at (U = 1, 
V = 0) and (U =o, V =0) the limiting ellipse for a =o 
flattening into the straight line lying between the foci, i.e., 
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Z 
—=U+ Fv. ¢ = +1 Has Tue Sicn or /. 
4Zo 
between Z,/4Z. = o and Z,/4Z, = — 1. On the other hand, 


the constant phase curves consist of a family of confocal 
hyperbole centered at U = 0.5, Y = o and having the same 
foci as the attenuation curves. Fig. 99 covers the region in 
and about the transmission bands, Fig. 100 on a smaller scale 
the region of moderate attenuations for negative and small 
positive values of U and Fig. 101 similarly the region of 
moderate attenuations principally for larger positive values 
of U. As an example of the method of using these charts, 
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suppose Z; = 100 — j1oo and Z, = 200 + j50; then Z1/4Z2 
= U+jV = .0883 — 7.147, whence a = .72 nepers and B 
= — .39radians. Or, if Z, = 40 + j4oo and Z, = § — 7200, 


then U+jV = — .499 + j.063, whence a = .125 nepers 
and B = + (x/2) radians (approximately). 
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Fic. 101.—RELATION BETWEEN THE ATTENUATION @ AND PHASE, ¢8, AND 


Z, 
= U+jP. c¢ = +1 Hasrue Sicnor /, 
4Z2 


TABLE II 


i! 
—| GREATER THAN 20 


ATTENUATION FOR VALUES OF 


4Z2 
Z : ZL Z 
| ea | o(nepers) | - | a(nepers) | 5. o(nepers) 

20 4.36 50 5.29 200 6.70 
25 4:59 60 5-47 300 7.10 
30 4:77 70 5.63 400 aheishy) 
35 4-93 80 5-77 500 7-60 
40 5.07 go 5.88 1000 8.30 


45 5.18 100 5-99 2000 9.00 
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§ 41. Vector Diagrams of Wave Filters 


Vector diagrams have been used to a very great extent 
in the theory of electric power transmission circuits where a 
single frequency only is transmitted; but the value of vector 
diagrams to picture the operation of wave filters is limited 
because of the large number of frequencies transmitted, and 
the complexity of the circuits. 

For the sake of correlating filter theory with the circuit 
theory found elsewhere in the literature, some of the aspects 
of filter operation are discussed from the standpoint of vector 
diagrams. 

For simplicity, let us assume that a filter is ideally termi- 
nated in its image impedances and notice the changes which 
the currents and voltages undergo as we pass through the 


Fic. 102.—A 7-Type Section or WAvE FILTER TERMINATED IN Its IMAGE 
IMPEDANCES. 


frequency region of a transmission or an attenuation band. 
They will of course be closely related to the ratios which must 
exist between series. and shunt impedances for free trans- 
mission or for attenuation. We shall discuss first a single- 
section filter and later multi-section filters. 

Fig. 102 shows a symmetrical T network terminated on 
both ends by impedances equal to its image impedances Zr 
and having an electromotive force E acting in the sending 
apparatus. A 7m section or an L-type half-section might 
have been chosen equally well. 


Conditions for Transmission in an Ideal Wave Filter 
Suppose the wave filter of Fig. 102 is freely passing a 
current of a given frequency. The arms of an ideal wave 
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filter are pure reactances and the image impedances are pure 
resistances for frequencies in the transmission band. 

We may then draw the vector diagram for the T-type 
wave filter of Fig. 102 as follows: The current J; is in phase 
with E. The impedance Z, may be either a positive or a 
negative reactance, but the vector analysis of the problem 
where Z, is negative will simply result in vectors whose 
phase angles are equal but of opposite sign to those occurring 
for the case where Z; is a positive reactance. Let us take 
Z; positive, then the rotating vector representing the potential 
drop V/, caused by the current J; flowing through 3Z, will be 
go° ahead of 43. In Fig. 103, 


| 


V, = gly: (70) 


oo 


The potential drop across Z,; may be determined by solving 
Kirchhoff’s equation for the first mesh (remembering that 
TZ = fe /2)e that ts; 


E 
Dia Gs, V). (71) 


Since the vectors E/2 and — V, are fixed in direction the 
resultant VY, must always lie in the fourth quadrant of the 
vector diagram. As pointed out above, if Z, had been taken 
as a negative reactance, then /2 would always lie in the first 
quadrant. 

The current flowing through Z, must be either + go° 
from V2 because in an ideal filter Z is a pure reactance. 
Whether Z, is a negative or a positive reactance will depend 
upon whether the current J, leads or lags V2 by go°, re- 
spectively. To determine whether the vector J lies go° 
ahead of or 90° behind / we note that J2 is determined by 
the equation, 


LT sl) (GP) 


Now /, is fixed in direction and Jr is equal in magnitude to 
I, but may be at any phase angle whatever with respect 
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to J; But we also observe that no matter where Jp lies, the 
resultant J, of the components J, and — J, will always lie 
either in the first or the fourth quadrant. The locus of 
the terminal of J, will be on the circle, shown in Fig. 103, 
whose center is on the horizontal axis at o’ which is at a 
distance J, from the point o. 


: 
GS 


Fic. 103.—Vector DiacraM or THE CuRRENTS AND VoLTaGes WHEN AN IDEAL 
Wave Fitter Is Transmitrinc. 


Since we have shown that J, is confined to the first 
and fourth quadrants, it cannot occupy the third quadrant 
and therefore must lead 2 by go°. This condition can exist 
only when Z; is a negative reactance. In this way we draw 
the conclusion that Z, and Z, must be of opposite sign for 
frequencies in the transmission bands. For example if Z, is 
inductive, then Z, must be capacitive in the transmitting 
bands, and vice versa. 

It will now be shown that for free transmission the ratio 
of Z, to Z,; must keep within certain limits. Let us increase 
Z, from the present value, keeping /; constant, and determine 
the upper limit of Z, for free transmission. The voltage V2, 
as we have observed, must always lie in the fourth quadrant 
for positive values of Z;, and J; must be at right angles to 
it no matter how large Z; may be. As has been pointed out 
previously, for positive values of Z,, J, must lie in the first 
quadrant and its terminal will be along the upper half of the 
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circle whose center is at o’. We reach the upper limit of Z1 
for free transmission, therefore, when J is in phase with J; 
(and equal to 2/,) and 180° out of phase with Iz. This case 
is shown in Fig. 104. The drop in potential across Z» is 


Zi 
a TS dia ah oa (73) 


Fic. 104.—Tue Retations ExisTING BETWEEN THE CURRENTS AND VOLTAGES 
In AN IpEAL Wave Fitrrer WHEN THE CurTorr FREQUENCY CORRESPONDING TO 
Zi 


— = —1 Is Reacuep. 
422 


But for this special limiting frequency 
a i, = Tr, (74) 
Gy 
so that we have V2 also equal to —hZ,;—-h = Come 


bining this with (7o) and (71) we have 


ZL we 
SPRY Re Ne ivan nde (75) 
This equation cannot be true unless 
Z1 = Oy, (76) 
and then 
Li 
Be At? Wire (77) 
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Also for this special case we have 


V, = 21,223 (78) 
therefore 
Zi 
a Fg = 2hZe, (79) 
and the ratio 
Li 
uZs = — I (80) 


determines either the highest or lowest frequency that can be 
freely transmitted. 

Now suppose we decrease Z; (keeping J; constant) and 
determine the lower limit of Z, for free transmission. As Z, 
is diminished, 1, becomes smaller and V2 will approach 
E/2 in phase and magnitude. As J2 is at right angles to V2 
it will decrease along the circle whose center is at o’, and 
the current Zz becomes identical with 4. From physical 
conditions it is seen that the only conditions under which 

re = J, are that: 


(1) Z, is zero when Z, is finite 
(2) Z, is zero when Z, is infinite 
(3) Z, is finite when Z; is infinite. 


These three conditions are also satisfied by the ratio 
oe oa Ok (81) 


and this ratio fixes either the highest or lowest frequency 
that may be transmitted. The frequencies which will be 
freely transmitted, therefore, will lie in the region such 
that 


Ly 
—I<—<o. 82 
Zz (82) 
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Conditions for Attenuation in an Ideal Wave Filter 
In this case the image impedance is a pure reactance 
quantity, and J; will either lead or lag E depending on 
whether Z; is a negative or positive reactance. 
Suppose that Z, and Z, are of unlike signs and that Zr 
is positive; plot E/2 90° ahead of % as in Fig. 1092. 


I2 


(A) (B) 


Fic. 105.—Current AND VoLTaGE Retations WHEN THE IDEAL FILTER Is ATTENU- 
atinc; (4) Boru Z, anp Z, Inpucrive, (B) Boru Z,; anp Z,. CAPACITIVE. 


If we assume as before that Z, is positive, then /; will be in 
phase with E/2, because 


ex, 
y= jh—, (83) 


and the potential drop /2 across Z, will be 180° out of phase 
with E/2, since 
E 
Vo Pye Vi, (84) 
and V, must be greater than F/2. The latter is shown to be 
true by an inspection of Eq. (36), for Z; rises from zero at 
cutoff to Z,;/2 when Z, becomes infinitely large (unless Z;, 


increases with Z;, in which case the ratio Z,/4Z, = — 1 
would be preserved) and 
E 
7 7 er (85) 
Since 
Vy 
Tr (86) 
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and since /; is decreasing while Z; and Z; are increasing, 
Iz must decrease, approaching zero as Z; approaches infinity. 
From Eq. (72), J, must also decrease and approach J,. 

Again, if Z, and Z, are of like sign, we have a circuit 
of like reactances in which all the currents, and all the 
voltages are in phase, the phase relation of each current 
to the corresponding voltage being determined by the sign 
of the impedance. The vector diagram for this condition is 
shown in Fig. 105B. It is obvious that Zp can never quite 
equal J, for this condition, and that the region in which 
Z, and Z, are both inductive, or both capacitive, reactances 
1s an attenuation region. 


Vector Diagrams for Typical Wave Filters 

Let us examine the output-current characteristics of a 
typical dissipationless filter section (Fig. 106) when it is 
terminated in itsimage impedances. The general attenuation 
and phase characteristics are as indicated in Fig. 107. At 
zero frequency, the output current is zero since the attenu- 
ation is infinite. The output current, for a given input 


Fic. 106.—Non-pDISSIPATIVE FILTER SECTION TERMINATED IN Its Imace IMPEDANCES. 


current, increases as we approach the lower cutoff frequency 
f;, and decreases in the same manner through the upper 
attenuation band. Within the attenuation band the phase 
shift of the output current with respect to the input current 
is — mw radians.’ As soon as the lower cutoff is passed, the 
phase shift increases rapidly throughout the free trans- 
mission band, traversing, in fact, a complete cycle so that 

7 Note that the phase shift is considered positive when the actual current is made 


to lag the reference current. That is, the current /ags the reference current by an 
angle 8. Refer to footnote 1, Chap. IV. 
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it is + m7 radians at the upper cutoff. A circle diagram 
showing the locus of the terminal of the vector representing 
the output current for the filter section of Fig. 106 is given 


co +17 


Fic, 107.—GENERAL ATTENUATION AND PHAsE ConsTANTS OF THE FILTER SECTION 
or Fic. 106. 


in Fig. 108. The reference current 1, not shown in the 
diagram, would be the radius of the circle along the axis of 


Fic. 108.—Locus or THE TERMINAL OF THE VECTOR REPRESENTING THE OurTpuT 
CurRENT FOR THE FILTER SECTION OF Fic. 106 ComBininc Boru THE ATTENUATION 
AND PuaseE CHARACTERISTICS. 


reals. This diagram combines the effects of both the attenu- 
ation and phase characteristics. As the frequency increases 
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from zero, the current moves outward on its locus from 
the center of the circle, passing successively, for example, 
the points f4 and fs at which Zp is .316 and .5o01, respectively, 
of the magnitude of Jrimax.) (the value in the transmission 
band). These points correspond to attenuation of 10 db 
and 6 db, respectively. At the lower cutoff frequency /; the 


—— 0-H} | + v1 


: aa ; 


Fic. 109.—TypicaL Fitrer Section. 


circumference of the circle is reached and the current moves 
clockwise around the circle, passing successively points such 
as fz, fu, and fr, where the phase shift is — (1/2), 0, and 7/2 
radians, respectively. At the upper cutoff f. the circle has 
been completely traversed. The current vector now moves 


foo, fi fo fo2 © 


(A) 


Fic. 110.—ATTENUATION AND PHASE CHARACTERISTICS OF Fic. 109. 


inward along the radius back to the origin, and passes points 
such as f¢ and fp, where the attenuation is 6 db and to db, 
respectively, on its way to the center. 

The filter section of Fig. 109, which has the attenuation 
and phase characteristics of Fig. 110, has the circle diagram 
of Fig. 111. The circle diagram is very similar in its general 
shape except that the current starts at a finite value and 
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passes through zero before moving out to the circumference. 
The process is reversed in the upper attenuation band, where 
the current passes through zero and lodges, at infinite fre- 
quency, at a finite value on one side or the other of the point 


Fic. 111.—Crrcte Diacram ror Fitrer Section or Fic. 109. 


f =o. The current at zero and at infinite frequency must lie 
at some point on the X-axis to the right of the center of the 
circle. 

When several filter sections (either like or unlike), with 
common cutoff frequencies and equal image impedances, are 


Fic. 112.—Fitter Havinc Component SEcTIOoNsS oF Fics. 106 AND I09. 


put together, the attenuation and phase shift of the resulting 
filter are the sums of the attenuations and phase shifts, 
respectively, of the individual sections. We may, therefore 
obtain, in multi-section filters, circle diagrams in which the 
received current undergoes a phase shift of several cycles in 
passing through the band of transmitted frequencies, 
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Fig. 112 shows a filter having the component sections of 
Figs. 106 and 109. The attenuation and phase shift charac- 
teristics of such a filter are given in Fig. 113 and are obtained 


re 
@ 
a 
f 
ie) 
° 
° ¥ 00 


Fic. 113.—ATTENUATION AND PHASE CHARACTERISTICS OF FILTER OF Fic. 112. 


qT 


by adding the attenuations and phase shifts, respectively, of 
Figs. 107 and 110. In the circle diagram for the filter of Fig. 
112, which is shown in Fig. 114, the current traverses two 


Fic. 114.—Circite DiaGRram For THE FILTer oF Fic. 112. 


complete cycles between the lower limit of free transmission /; 


and the upper limit fo. 


In circle diagrams, which represent the output current of a 
filter with reference to the input current, the features made 


most evident are: 
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(1) The magnitude of the received current is 
(2) constant in the transmission bands 
(4) continuously changing in the attenuation bands, 
(2) The phase shift of the received current is 
(a) continuously changing in the transmission bands 
(4) variable by half-cycles only in the attenuation 
bands. 


In other words, transmission bands are characterized by the 
fact that the current locus is the circumference of the circle; 
attenuation bands have the horizontal diameter of the circle 
as the current locus. 


CHAPTER VII 
Tue More Common Types or FILTER SECTIONS 


Having derived the general formule governing the image 
impedance and transfer constant (including attenuation and 
phase constants) characteristics of a wave filter section or 
half-section, we come to consider the great variety of specific 
types of networks, when Z, and Z, are each given some 
specific form corresponding to one of the types of two-terminal 
reactance arms of Chapter V. We must seek some method 
of classifying and correlating these various types of networks, 
in order that we may quickly compare or contrast the charac- 
teristics of different types when a multi-section filter is to 
be constructed to give desired overall characteristics. 


§ 42. “Constant k” Types of Wave Filter Sections and Half-Sections 


We find that the most useful types of wave filter sections 
or half-sections may be conveniently classified as belonging 
to what is called the constant k group, or as capable of being 
derived from constant & structures. They thus have some 
characteristics in common with, or simply related to, those 
of the corresponding constant k& types. 

A constant k type of reactance network is one in which 
Z; and Zz are inverse reactance arms (see Chap. V). That is 
to say, 


LiL, = k’, (1) 


where & is a constant, independent of frequency. Every 
constant & structure is therefore a special case of a structure 
in which Z, and Z, have the configuration of potentially 
inverse arms but are not necessarily in inverse relationship, 
i.e., they may not have their inductance and capacitance values 
associated in the inverse relationship. 

221 
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To find the various types of structures in the constant 
k group, we have simply to consider the various distinct types 
of two-terminal reactance arms in ascending order of com- 
plexity, and will find one constant & structure (with TJ, z, 
and LZ forms) for each distinct type of reactance arm. This 
we will proceed to do for the more common and useful types, 
but first it is desirable to see what simplifications in the 
general formule for the mid-series image impedance, the mid- 
shunt image impedance, and the transfer constant occur 
through the constant & relationship. We let k = R in the 
following formule, since it must be a pure resistance if Z; 
and Z, are pure reactances of opposite sign. For the mid- 
series image impedance Z; we have 


ZA Ze 
lhe AC +3)- Lal + — (2) 
4Z ] 4 
ZY Zils 
b——4 2 —_  — —— . 
VR? + : R 1+ (| (3) 


Thus for any value of Z;[2R the mid-series image impedance 1s 
proportional to R; its variation with frequency is consequently 
dependent only on Z,/2R. For the mid-shunt image im- 


pedance Z/’, 
(4) 
Seri n: 
I WS ee : ie 
I ae 


For given values of Z,/2R, Z1' is also proportional to R, and 
depends for its variations with frequency only on Z,/2R. The 
mid-series and mid-shunt ie admuittances are of course 


ee Ey aS) ay 
veo [ET aap © 


(5) 


and 
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where G=1/R. Evidently, the mid-series and mid-shunt 
image impedance (and admittance) characteristics are in in- 
verse relationship at all frequencies, since 


Lilt =F, (7) 
and 


Were = G", (8) 


Thus the simplifications in impedance (and admittance) 
relationships for constant & structures make it only necessary, 
having chosen R from a consideration of terminal impedance 
conditions, to deal with one variable, say Z:, for variations of 
impedance (and admittance) with frequency. If the values 
of either the mid-series or the mid-shunt characteristic are 
known, the values of the other may be quickly obtained 
from the inverse relationship. If, for example, R = 600 
ohms and Z, = 0 + j1000 ohms, then Z, = o — 7360 ohms, 
Z,)2R = + jo.833, [Z:/2RP = — -694, Vi + LL 2RF = -553, 
hence Zr; = 322 + joohms, Z7'’ = 1085 + joohms, Yr = 3.01 
po10,°-- yo mhos, and Y;'’ = 0.921 X 107° + jomhos. But 
if, say, Z, = 0 + j2000 ohms, then Z, = o — j180 ohms, 
Mak == + 71.067, [Zi/2k Ff = — 2.778, Vi + [Z,/2R}? 
= 71.333, hence Zr = o + j800 ohms, Z1’ = o — j450 ohms, 
Ware O1—=fl.25X 10,* -mhos; and Y; = 0.+ 72:22 X10 * 
mhos. The signs of the reactive quantities in the results 
follow from the fact that in attenuation bands in reactance 
networks Z, has the sign of Z; and Z,’ that of 2. 

The numerical examples bring to our attention that 
[Z,/2R} is always a negative numeric, if Z, is a pure re- 
actance. Hence 


Xi 7P G 
Ss Duel Porsesand iG Y,; = ——_5 
Zr RNY Ea 3 if X74 (9) 


and 
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The sign of Z, plays no part in the formule except to indicate 
the sign of Z; and Y/’ in attenuation regions, the signs of 
Z,' and Y, being then opposite. Consequently, constant 
k reactance networks follow at all frequencies only those attenu- 
ation constant and phase constant curves of Figs. 91-97, and 98 
of Chapter VI for which » = + 180°. Moreover, true cut- 
off frequencies occur only when Z,/4Z, = [Z,/2RP = — 1. 
For if, as we vary the frequency, 2/4Z2, becomes zero, ¢his 
can only be because Z, = 0 and Z, = © simultaneously; and 
as we pass through the values Z;/4Z, = 0, the sign of Z;/4Z» 
does not change. Hence free transmission exists on either 
side of this value of frequency, even infinitesimally close to 
it; and the frequency is not a true cutoff frequency. The 
structure possesses what may be called a continuous double 
transmission band. This is because constant k& structures 
are special cases of more complex structures, in which the 
configuration of elements is the same, but in which Z, and Z2 
are not inverse arms. When Z; and Z, are brought into 
inverse relationship, in general one or more attenuation bands 
are wiped out by being reduced to zero width along the 
frequency scale. The transmission bands formerly on either 
side of such attenuation bands merge into double trans- 
mission bands. 

Finally, since 2Z;/4Z, = [Xi/2RP = U+jV and since 
V =o for these non-dissipative structures, we may put 
formule (9) and (10) into the forms 


G 
Zor aRN TR ake ee (11) 
Shi eG) 
a Na See 
UNTO 6 Gree ee ee 


so that the attenuation-phase charts in terms of U ah 
(Figs. 99, 100, and 101 of Chapter VI) may be used to deter- 
mine the image impedances (or admittances) when the attenua- 
tion or phase shift of a structure, and the value R (or G), 
are known. 
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As for the transfer constant of a constant k section, we 
may, considering the inverse relationship, rewrite (62) of 


Chapter VI as 
VA ra eA 
3 Gal fs ) 


eg ele ae (13) 
Flax | (GR) 
v1 +U+VU 
(iy eeamallalce (14) 
APS NU: 


and (63) Chapter VI as 


WT +(3 
2R \2R 
6: = 28, = angle of ————__—— (15) 
eee 
2R 2R 
aes U + VU (16) 
= angle o Teese, 


and the attenuation constant and phase constant depend 
solely on the ratio Z;/2R and involve but one variable, Z;. 


Low Pass Filter, Constant k Type 


The simplest physical forms which Z, as a reactance 
arm can assume are those of an inductance coil and a con- 
denser, respectively. For an inductance coil, 


Z, = Jol, (17) 


where L is the inductance of the coil. The inverse reactance 
arm is then a condenser of capacitance C such that 


1g 


Tis ey oy) 
Cae. 
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R having any desired constant value. Fig. 115 illustrates T 
and 7 sections and a half-section of this type of low pass filter. 


L L 
t 


2 
Zz 21 ra c 21 zi G iS ra 
i alk 16 all 
, 
(c) 


(A) (B) 


Fic. 115.—T anp w Sections AND A Hatr-Section or a Constant k Low Pass 
FILrer. 


From (9), the mid-series image impedance is 


Le aL 
Zz, = Ri -| =| Straten e 
2R 4 


ees) 
=R aH = (4 )> 
So 
where oe Sauer ao 
VLC 
is the cutoff frequency corresponding to 
La werLC 
i ee ee 
The mid-shunt image impedance, from (10), is 

R R 


2 = = (20) 
V-[Rl ¥-@) 


If Z; and Z,’ be plotted against frequency for the constant 
k low pass filter, from (19) and (20), they are found to vary 
with frequency as shown in Figs. 1164 and 116B. The im- 
pedance characteristics change from resistance to reactance 
at frequency fo, which is thus the cutoff frequency, being the 
frequency at which 


ve a2 2 
ay 3|--1 
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All frequencies below this cutoff frequency fo are passed freely 
(with zero attenuation) but for all frequencies above fy there 
must at least be a finite value of attenuation. It is for this 
reason that the type is designated as a Jow pass filter. In 
this case Z; = jwL increases continuously with frequency, 


Fie. 116.—Variation or Mip-series Mace Impepance (4) anp Mip-suunt [mace 
Impepance (8) witH FREQUENCY FOR THE Constant & Low Pass Fitter. 


and from Table III, Chapter VI, for increasing values of 
|Z:/4Z2|, we find that the attenuation increases indefinitely. 
On the other hand, following the limiting phase curve of 
Fig. 98 of Chapter VI (¢ = + 180°), the phase constant per 
section continuously increases with frequency, from zero 


(A) (8) 


Fic, 117.—Tue Atrenvation (4) anp Puase Suirr (B) Curves or a Constant 
k Low Pass Fitter SEcTION. 


value at zero frequency, to 7 radians at the cutoff frequency, 
after which the phase shift remains at that value for all higher 
frequencies. The attenuation and phase shift curves of the 
constant & low pass filter section are thus found to be as 


shown in Fig. 1174 and 1178. 
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High Pass Filter, Constant k Type 
When Z, corresponds to a condenser, 


Ligeia (2a) 


where C is the capacitance of the condenser. The inverse 
reactance arm is, of course, a simple inductance L such that 


L 
anak (22) 


R having, as before, any desired value. Fig. 118 illustrates 
T and z sections and a half-section of this type of filter. 


2c 2c 2c 


(8) 


Fic. 118.—7 AND 7 SECTIONS AND A Hatr-Secrion or A Constant k HicuH Pass 
FILTER. 


From (9), the mid-series image impedance is 


ay ena. heen 
Ze le ea SON Ses sire 


40" 


——_ (23) 
2 
=i Ae = (4) > 
ie 
where 
egies 
eer (4) 
is the cutoff frequency corresponding to 
LA = ee, I 
42 is 3 Roe Le. 
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The mid-shunt image impedance, from (10) is 


R R 


Zs et v6) (25) 


All frequencies below the value /y correspond to an attenuation 
region and reactive image impedances; all frequencies above 
the value fp correspond to a transmission region and resistive 
image impedances. It is for this reason that the filter is 
termed high pass. If Z;and Z,’ be plotted against frequency 
for the constant & high pass filter, they are found to vary 
with increasing frequency in the manner that the low pass 


/ 


ROR+JX 


/ (A) 


Fic. 119.—VariaTion oF Mip-sertes Imace Impepance (4) anp Mip-suunt IMAGE 
ImpepDANCE (8B) wirH FREQUENCY FOR A Constant k Hicu Pass Fitter. 


constant & filter image impedances vary for decreasing fre- 
quencies, the cutoff frequencies of the two being assumed 
the same. That is, in the expressions for the high pass filter 
image impedances, fo/f replaces the factor f/f) of the low pass 
filter image impedance expressions. The characteristics for 
Z, and Z,’ for the constant & high pass filter are illustrated 
in Figs. 1194 and 119B. 
We note that the cutoff frequency is that at which 


Zen eZ i pave 
eee | } 
also, that as we decrease the frequency continuously below fo, 
Z, = 1/jwC increases continuously, and from Table III of 
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Chapter VI (y = + 180°), the attenuation of the filter like- 
wise increases indefinitely. The phase curve of Fig. 98, 
Chapter VI, however, shows that the phase shift is constant 
at — m radians for all values of frequency below fo, but 


a 
Pp 
Me 6 F; n ’ 
a) i (8) 


Fic. 120.—ATTENUATION (4) AND Puase Suirr (B) Curves OF THE CoNnsTANT k 
Hic Pass FItTer. 


gradually passes from the value of — m to zero as we ascend 
the transmission band. The attenuation and phase shift 
curves of the constant & high pass filter section are illustrated 
in Figs. 1204 and 1208. 


“Confluent” Band Pass Filter, Constant k Type 
The next simplest forms which Z; can have are those of a 
simple resonance, or a simple anti-resonance arm, respectively, 


tl, ul, 
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Fic. 121.—T anpD 7 SECTIONS AND A HaALrF-SECTION OF A Constant k CONFLUENT 
Banp Pass Fitter. 


two reactance elements being involved in Z; in either case. 
In the former case, when Z, is a simple resonance arm, 
Z, must be a simple anti-resonance arm of inverse type, i.e., 
being anti-resonant at the frequency of resonance of Z. 
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This leads, we shall see, to a filter in which all frequencies 
below one cutoff frequency f, and above a second cutoff 
frequency f: are attenuated, while all frequencies in the 
band between these two cutoff frequencies are transmitted. 
For this reason the filter is called a “band pass” type. 
Figs. 1214, B and C illustrates T and 7 sections and a half 
section of this type. 

If Z; and Z, are to be inverse networks with respect to 
any value of resistance R, it follows that 


i kL 
G == CG =v Ad ) (26) 
or = 
IE Ne 
R = yea 9 
Cee YC, (27) 
therefore 
VIG, = VLC. (28) 
From (9), the mid-series image impedance is 
Z, a a7 
TaeIRAL ae age 1+[]- (29) 
Since 
ie) is fe sities 
ty = j( ols — 2) = jols( =a) (30) 
; Wm W Wm 
= jols (1 - 22) = jonk(=-=)> (i) 
I 
where om = ILC corresponds to the frequency of resonance 


of Z;, we have 


l@l--lezl[=-4] 3 
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To eliminate LZ, and C, from this expression, we first determine 
the expressions for the cutoff frequencies /, and f: which are 
the only remaining significant frequencies; thus at fr 


Ses —— fs 
ART (34) 
whence 
(=) enta[ = = 2 | ons |= - Sn l=: Gs) 
4 Wm We Wm We 
Or) 5m ee 4 
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“| = [ena] : (37) 
fra E “| 
| 


a ea (38) 


(39) 


Had the cutoff frequency f; been taken, we should have 
obtained 


(40) 
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From this it follows, since /; is not equal to fr, 


2 = = (41) 
or 


eran fafa: (42) 


Thus, the frequency fn of resonance of the series arm of a 
constant k simple band filter is the geometric mean of the two 
true cutoff frequencies f; and fr of the filter. But the frequency 
fm is that at which Z, is zero and Z, is infinite. Hence it is 
the frequency at which two simple transmission bands touch, 
or become confluent, as in the more general structure from 
which it is derived, the shunt and series arms of the filter 
are brought into inverse relationship. For this reason the 
type of filter is known as a “confluent” band pass filter, or 
commonly, as the simple confluent type of band pass filter 
(since there are other more complex confluent types). The 
frequency fm 1s called the mid-frequency of the transmitted 
band. 

The mid-shunt image impedance Z,’ may be derived in a 
similar fashion, or, more simply, from the facts that (1) under 
open-circuit and short-circuit conditions, respectively, T and 
m sections represent inverse networks with respect to R and 
(2) the image impedances are in geometric mean relationship 
to the open-circuit and short-circuit impedances,,we find that 
the mid-series Z; and mid-shunt Z,’ image impedances them- 
selves vary with frequency in an inverse manner with respect 
to R, and hence 


R R 
Bee ee ee 


Bee 
eel pe gece 
Bey Yay 
fm fr fm fr 
Plotting typical curves of Z; and Z;' against frequency /, 
we find them to vary as shown in Figs. 1224 and 1228. 
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We note that Z; is capacitive in the lower attenuation 
band, passing through zero and becoming resistive at the 
lower cutoff frequency fi, rising to a maximum value of 
resistance R at the mid-frequency fm, declining to zero at 
the upper cutoff frequency ji, becoming inductive at that 
point and continuing as an increasingly large inductive re- 
actance for increasingly higher frequencies. On the other 


Fic. 122.—VarraTion or Mip-sertes Imace Impepance (4) anp Mip-sHuntT 
Imace Impepance (8) witrH FREQUENCY FOR THE Consrant k CONFLUENT BanpD 
Pass FItter. 


hand, Z,7’ is inductive throughout the lower attenuation band, 
becoming infinitely large at the lower cutoff frequency /1; as a 
resistance in the transmitting band, it drops to a minimum 
value R at mid- frequency fm and rises again to infinity at the 
upper cutoff frequency fr; in the upper attenuating band it 
is a decreasing negative reactance with increasing frequency. 
Both the curve for Z; and that for Z;’ are symmetrical about 
fm when plotted on a logarithmic frequency scale, except for 
the change in the sign of the reactances, that is, the magnitude 
of Zr, or Z,’, is the same for frequencies of which f, is the 
geometric mean. 

Special cases occur either when the lower cutoff frequency 
fi is set equal to zero, in which case the filter becomes the 
low-pass type already discussed, or when the upper cutoff 
frequency /2 is set equal to infinity, in which case the high- 
pass type discussed above results. 

The attenuation-frequency curve of the simple confluent 
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band pass filter is obtained by following the + 180° limiting 
curve of Fig. 94 of Chapter VI from the very large values 
which 2,/4Z, = [Z,/2R has at very low frequencies to 
zero value corresponding to frequency f,, and reversing the 
process as Z; increases continuously for higher frequencies. 
The curve is illustrated in Fig. 123. 


Fic. 123.—ArTrenvation (4) anp Puase Suirt (B) Curves or a Constant k Con- 
FLUENT Banp Pass FILTER. 


The phase-frequency curve is obtained from Fig. 98 of 
Chapter VI and is shown in Fig. 123B. It remains constant 
at — m radians per section throughout the lower attenuation 
band, moves continuously from — m to + m across the free 
transmission band (becoming zero at mid-frequency f/m), and 
remains constant at + 7m radians per section throughout the 
upper attenuation band. The attenuation curve is sym- 
metrical about f,, on a logarithmic frequency basis, 1.e., has 
equal values for frequencies of which /, is the geometric 
mean, whereas on the phase curve, the magnitude of the 
phase shift is the same for such frequencies but the sign is 
reversed. i 


Band Elimination Filter, Constant k Type 

A fourth specific type of constant & filter is that for which 
Z; is a simple anti-resonance arm and Z, the corresponding 
simple resonance arm which is inverse with respect to K. 
This type of filter excludes, or attenuates, all frequencies . 
lying between its two cutoff frequencies, but freely transmits 
all frequencies above and below this band. It is therefore 
commonly called a “band elimination” filter, and also a 
“low-and-high pass”’ filter. 
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Fig. 124 illustrates T and 7 sections and a half section of 
the constant & band elimination type, where 


ee Ls 3 
GiaeCr aa (44) 
or 
LA Wh 
R= Ge Ce (45) 
from which 
VC, = NG (46) 


Fic. 124.—T AND m7 SEcTIONS AND A Hatr Section or THE Constant k Banp 
Eximination FILTer. 


From (g), the mid-series image impedance Z; is 


L ZY 
fe pa +(3]- (47) 


Since 
s. joly y JOala 
AS Ee ee (48) 
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where 
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corresponds to the anti-resonant frequency of Z, and the 
resonant frequency of Zp. 


—-CONSTANT k” TYPES OF WAVE-FILTER SECTIONS 237 


Z1 ae Wop diy Rs I 
Pl leel(ascar vr 


Be = (50) 


But, for the cutoff frequencies, for example, /A, 
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and, as well, 


Z1=R (57) 


From considerations of inverse network relationships 
between Z; and Z,’ with respect to R for a constant k re- 
actance structure, 


Zi = : (58) 
wees 
cal 

Ss (59) 


aan) 


SIRS] Slope} 


= 


ao lols oye 
L_—J 


——) 
wo 


Evidently, as in the case of fm for the simple confluent 
band filter, 


fom Nhe (60) 


oe 
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The frequency f, is that at which Z, is infinite and Z, is 
zero, whence the attenuation is infinitely great at this point. 
By inspection, this is the only frequency at which infinite 
attenuation can occur, since neither Z, is infinite nor Zp is 
zero at any other frequency. Hence, the simple constant k 
band elimination filter has infinite attenuation (neglecting 
dissipation due to effective resistance) at a finite frequency f,,, 
which 1s the geometric mean of the cutoff frequencies. 


or 
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Typical curves, of Z; and Z,’ against frequency f, are 
shown in Figs. 1254 and B. 

There are two portions of each characteristic which are 
resistive, namely, those corresponding to the free trans- 
mission regions or pass bands for low and for high frequencies. 
At each cutoff the impedances are zero for Z; and infinite for 
Z7'. In the attenuation band the image impedance becomes 
anti-resonant at the frequency /, of infinite attenuation in the 
former case, and resonant at the same frequency in the latter 
case. The image impedance characteristics are symmetrical 
about f,, on a logarithmic frequency scale, except for the 
change in sign of the reactances. 


Fic. 125.—VARIATION OF Mip-sertes Imace ImMpeDAaNce (4) anp Mip-sHuntr 
Imace Impepance (B) wirH FREQUENCY FOR THE Constant k Banp ELIMINATION 
FILTER. 


Special cases occur when either the lower cutoff frequency 
fi is set equal to zero, when 


fo = Vifr = ©; (62) 


the structure becoming that of the constant k high pass filter, 
with infinite attenuation at zero frequency; or when the upper 
cutoff frequency f2 is set equal to infinity, when /,, is infinitely 
great and the structure becomes that of the constant k low 
pass filter. 

The constant & low pass and high pass filters may either 
be regarded as special cases of simple confluent band pass 
filters or of simple band elimination filters. 

The attenuation-frequency curve of the constant k band 
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elimination filter is obtained by following the + 180° limiting 
curve of Fig. 94 and Table III of Chapter VI from zero 
to infinite values of Z;/4Z. (since Z; varies in this way with 
frequency) and the reversing path. There results a curve 
similar to that of Fig. 1264, which is symmetrical about /,, if 
frequency be plotted on a logarithmic basis. Similarly, the 
phase shift curve may be obtained from Fig. 98 of Chapter VI 
by following the + 180° curve for Z,/4Z, in the same manner. 


(A) 


Fic. 126.—Tue ATrenvation (4) AnD Puase Suirr (8) Curves or A Constant k 
Banp EximinaTIon FILTer. 


The phase shift-frequency curve of Fig. 126B results. The 
phase shift for frequencies below f, resembles the corre- 
sponding curve for the constant k low pass filter; the phase 
shift for frequencies above f,, resembles that of the constant 
k high pass filter. The discontinuity of 27 radians at the 
frequency of infinite attenuation is arbitrarily chosen, in 
order that the phase shift may be zero at zero frequency or 
infinite frequency, for either of which cases the impedances 
of the reactance elements of the filter disappear from the 
structure. 


Method of Inspecting Z, and 4Z2 Curves to Determine Location of 
Transmitted and Attenuated Bands 

Wherever a filter section or half-section is of the constant 

k type, with impedance arms which are inverse, it is a simple 

matter to determine the transmission and attenuation bands 

by sketching either the impedance Z; or 4Z, against frequency. 

We know from (9) that when the magnitude of the series 
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reactance is less than 2R(o > U > —1) the image im- 
pedances are resistive, indicating free transmission; whereas 
if the magnitude of the reactance exceeds 2R the image 


RESISTANCE OR REACTANCE 


Fic. 127.—I:tusrratinc tHE Mertuop or LocaTinc THE TRANSMISSION AND 
ATTENUATION Banp or A Low Pass FILTer. 


impedances are pure reactances, indicating attenuation. For 
example, referring to a low pass constant & section the 
reactance of Z;, which is wL, is positive and proportional to 


RESISTANCE OR REACTANCE 


Fic, 128.—MeEruop or LocaTinc THE ATTENUATION Banps or A CONFLUENT BAND 
Pass FILrer. 


frequency, and the cutoff frequency fo occurs when wL equals 
2R. In Fig. 127 the portion of the frequency spectrum in 
which wZ > 2R is indicated as an attenuation band whereas 
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the region for which wL < 2R is indicated as a transmission 
band. For example, if R = 600 ohms, the cutoff frequency 
fois that at which Z,; = jwL = j1200 ohms. 


221 


fee 


Fic. 129.—A More Compiex Constant k-TyPE FILTER. 


Likewise, for a simple confluent band pass section (refer 
to Fig. 128), as long as the reactance X; lies within the 
limiting values of 2R and — 2k, free transmission exists. 
If R = 600 ohms, this occurs when 


Gun 
Zi = jol E -= | 
1 = Joli az) 
lies between the values of + 1200 ohms and — 1200 ohms. 
Finally, for constant & structures of greater complexity, 
the same method may be followed. For the structure of 
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Fic, 130.—Reacrance CHARAcTERISTIC OF THE FILTER oF Fic. 129 SHOWING THE 
Location oF THE ATTENUATION Banps. 


Fig. 129, the reactance characteristic of Z; is shown in Fig. 130, 
and the attenuation characteristic with three pass bands and 
three attenuation bands, is as shown in Fig. 131. 

A similar method may be followed with the reactance 
frequency curve of 4Z. which, for free transmission, must lie 
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outside the limits of +2R. The frequencies of infinite 
attenuation will, in this case, however, occur when Z, = o. 
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Fic. 131.—ATTENUATION CHarAcTERIstic or Fic. 129 SHowinc THE THREE Pass 
Banps AND THREE ATTENUATION Banps. 


Character of Phase Shift Curves 

In the four structures of constant k type listed above, 
we may notice that all of the phase characteristics are changing 
continuously with frequency throughout pass bands, but remain 
constant in attenuation bands except for discontinuities at fre- 
quencies of infinite attenuation. ‘This is characteristic of the 
phase shift curves of a// dissipationless filters. 

Furthermore, the phase characteristics as we pass through 
a transmission band, a/ways have a positive slope. ‘This is true 
of all dissipationless filters; phase shift curves with negative 
slopes are not obtainable therein. This follows from the fact 
that reactance meshes themselves have positive reactance- 
frequency slopes except at anti-resonant frequencies, for 
referring to (16), U = Z,/4Z, increases positively with in- 
creasing frequency and the phase angle of 


Vie NU (63) 
Ape — VU : 


has a positive slope for all values of U less than unity in 
magnitude. 

For a full section, the phase shift must always be + um 
in any attenuation band (z being any integer or zero), except 
that in constant & structures, z must be an integer. For 
half-sections, the phase shift is of course + (7/2) in attenu- 
ation bands. 
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§ 43. Derived m-Types of Filter Sections 


Suppose that it be desired to obtain filter sections or 
half-sections one or both of whose image impedances are 
equal to those of some constant & filter but whose con- 
figuration, attenuation, and phase characteristics are, in 
general, different from those of the constant k type. Such 
sections or half-sections could be connected to constant k 
sections or half-sections without reflection losses occurring at 
the junction points, and the combined multi-section filter 
would have for its total attenuation or phase shifts the sum 
of the attenuations or phase shifts of the individual sections 
or half-sections. Furthermore, if more than one such type 
were discovered which had one or both image impedances 
equal to those of some constant & structure, any number of 
these types could themselves be connected together without 
internal reflection losses. This, obviously, would permit of 
greater flexibility in the design of a multi-section network to 
meet given overall requirements. 


Series Derived m-Types 
Let us take a half-section of constant & type as our basis. 
We have at the left hand terminals 


Zr oS VZ scLoc: (64) 


If the structure is to be changed internally, with Z; remaining 
unchanged, then if Zsc¢ is to be altered by any constant factor 


Fic. 132.—TuHE Series Derivep m-typE Hair Section Havinc THE Same Mp. 
SERIES Imace ImpEDANCE as A Constant & Hatr-Secrion. 


m in the process, Zoc must be altered by the factor 1/m. 
Whether the altered open-circuit and short-circuit impedances 
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would then correspond to any physically realizable structure 
could of course only be determined subsequently. We have 
then, as the series impedance of such a changed structure 


mZ sc = 5Z1m = msZy (65) 


for the short-circuit impedance is simply equal to the im- 
pedance of the series arm of the half-section. The open- 
circuit impedance must be 

AD EE SEN a ite (66) 


m m ie en 
In the unchanged half-section we notice that 
Zoe — Zsc = 2Ln, (67) 


so that, making use of this observation, we have for the 
changed structure, 


Zi 22> mZy 
2Z.m = ce + — — 


(68) 


m 2 


it 2 


== 02) +|—" |azo (65) 


and the new shunt arm must be comprised of an impedance 
whose configuration is that of 2Z, but which is altered in 
magnitude in the ratio 1/m, in series with an impedance whose 
configuration is that of Z,/2 but which is altered in magnitude 
in the ratio (1 — m?)/m as shown in Fig. 132. 

For all values of m which are positive and less than unity, 
the shunt arm required can be physically realized, for both 1|m 
and (1 — m?)|/m are positive. Within this range,m may have 
any value we desire, and hence there are an infinite number of 
specific types of derived structures which may have the same mid- 
series image impedance as has a given constant k structure. 
The value of m will in general be fixed by design considerations, 
as will appear later. 

The derived half-section having the same mid-series image 
impedance as a constant & half-section is shown in its general 
form in Fig. 132. 
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Corresponding T sections or 7 sections may be formed 
from a pair of the derived half-sections. Such T and + 
sections are shown in general form in Fig. 1334 and B. 


Fic. 133.—T anp a Sections ForMep FRoM A Pair or DERIVED m-TYPE HALF 
SECTIONS. 


The T section may be joined at either end to a constant 
k section or half-section of mid-series image impedance Zr. 
The z section may not be so joined but it will have the same 
attenuation and phase characteristics as the T section and 
may be joined to the latter or to a constant k section through 
the medium of an m-type half-section matching the respective 
image impedances, as shown in Fig. 134. 


Fic. 134.—A a Section Jornep to A T Section By MEANS OF AN m-TYPE HALF 
Section Wuicu MarcHes THE Respective [Mace IMPEDANCES. 


The mid-shunt image impedance characteristic Zrm’ of the 
series-derived m-type sections needs now to be expressed. 
From open-circuit and short-circuit impedance measurements 
on the right-hand end of the derived half-section, 


(70) 


where Zim and Zym are the m-type full series and shunt im- 
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pedances and [Z;/4Z2]m is one fourth the ratio of the former 
to the latter. From this, since 


Zim = mLr, (71) 
I I — m 
Zam = ee = Sina (72) 
and thus 
2 “1 
eee 
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4Z, 
and 
Zi 
(2g al al oh 
TAZ Non ae — my [A] 74 
4Z. 
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Zl = [lr +0 -m a] (75) 
I sles ae 
4Zy 
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(76) 
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ZL 
The factor E + (1 = mi) = | modifies the mid-shunt 
2 


image impedance of the m-type half-section (and 7 section) 
from the value Z; corresponding to the constant & structure 
from which it was derived. The extent of the modification 
will depend on the particular value chosen for m as well as upon 
the frequency characteristic of Z,/4Z2 = (Z,/2RP. 
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Shunt Derived m-Types 
Had the half-section of constant k type structure in the 
preceding section been considered at its right-hand terminals, 
a different class of derived types of sections would have 
resulted. Here the mid-shunt image admittance of the half- 


section is 
Vae= NY scl) oc. GD 


If the structure is changed internally so that the image ad- 
mittance Y 1' is to remain unaltered, and if Y oc’ is to be altered 
by the factor m in the process, Y sc’ must be altered by the 
factor 1/m. But the open-circuit admittance Yoc’ 1s 


NG. VY 
Yoo!.=—"=m—- (78) 


2 2 


The short-circuit admittance must be 


Y, 2 ee, 
Ysc' = === 1h EES 4 (79) 


If we subtract the admittance mY, of the changed shunt arm, 
the remaining admittance will be that of the changed series arm 
of the half-section. Thus 


NZ 2 
OD ys a 


(80) 
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Here again the value of m must in general lie between the 
limits’ o and 1. The altered series arm thus contains 
two ame branches, whose respective admittances are 


Ne 
— (2¥,) Ayia 7 —" (=): On an impedance basis, the 


*Some types of sections are physically realizable when m > 1, by the use of 
mutual inductance between inductance coils with series aiding connections. 
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: ; : Z 
two parallel impedances forming the series arm are m( =) 
2 


m Z: 
and| |=, and the impedance of the shunt arm 


I — m 


Fic. 135.—A Suunr Derivep m-type Hatr Section. 
= 3 tee 
is (222). The derived type of half-section is thus as shown 
in Fig. 135. , 
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Fic. 136.—Corresponpinc 7 anpD zw SecTIoNS ForMED FROM A Parr oF SHUNT- 
DERIVED m-TYPE HALF SECTIONS. 


Corresponding T sections or m sections may be formed 
from a pair of these shunt derived m-type half sections. Such 
T and 7 sections are shown in general form in Fig. 136. 


Fic. 137-—A T Section JoInED To A 7 Section BY MEANS OF AN m-TYPE HALF 
Section, Wuicn Martcues THE RESPECTIVE IMAGE IMPEDANCES. 
>’ 


The = section may be joined at either end to a constant 
k section or half-section of mid-shunt image impedance Z,’. 
The T section may not be so joined but it possesses the same 
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attenuation and phase characteristics as the 7 section and may 
be joined to the latter or to a constant & section through the 
medium of an m-type half-section, matching the respective 
image impedances, as shown in Fig. 137. 

The mid-series image impedance characteristic Zrm of the 
shunt-derived m-type sections may now be expressed: 


Zi 
Lan aa WZinZan | (tae ( ) | (82) 
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From: (78) and (79) ford, and Yi, 
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just as for the corresponding series-derived m-type. Since 


Ww — 
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The mid-series image impedance Zrm of the shunt de- 
rived m-type sections differs from the mid-series impedance 
Z, of the corresponding constant k& section by the factor 


Z 
E (i — m)(>)|, which was the ratio appearing in 
2 
(75) for the relation between the mid-shunt image impedances 
of constant k types and series derived m-types. Thus, 
Loan Zi’ 


WR yee (90) 


or, if the prototype is a constant & structure, 
Lila => Lilt a Hees (91) 


Thus, the mid-series image impedance Zim of the shunt 
derived type and the mid-shunt image impedance Zrm' of the 
series derived type are in inverse relationship, when the deriva- 
tions are based on the same constant k structure. 


§ 44. Characteristics of m-Type Sections 


Since derived m-type sections may be connected to each 
other and to constant & sections through equality of image 
impedances at the various junction points, so that a com- 
posite wave filter having different types of sections but no 
internal reflections is formed, it is desirable to know Just 
what elasticity in design is afforded by the use of the derived 
sections, i.e., especially how the attenuation and the non- 
constant k image impedance in each case differ from the 
characteristics of the constant & structures themselves. 
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Attenuation Characteristics of m-Type Sections 

We must note first however that the various transmission 
and attenuation bands of the m-types and of their constant k 
prototypes exactly coincide, for otherwise the equality of the 
image impedances whose phase angles depend on the character 
of these bands could not hold. The various cutoff frequencies 
of the m-type structures and their constant k prototype are 
thus identical. Another way of reaching the same conclusion 
is to note in (73) and (85) that when 


Zi Ih 
VAL Oy LAG O (92) 
and when 
ZA ZA 
We pee re ab aah aa ls (93) 


and that thus the conditions for cutoff frequencies are 
simultaneously satisfied by m-type sections and their constant 
k prototypes, whatever the value of m chosen. — 

Thus ¢he attenuation characteristics of m-type sections may 
differ from those of constant k structures only in the manner 
in which the attenuation varies within each attenuation band. 
The attenuation of the m-types depends on [Z;/4Z2]m3; and 
since Z;/4Z, = [Z;/2RF is a negative numeric which with 
increasing frequency alternately increases from zero to infinity 
in magnitude, decreases from infinity to zero, etc. (depending 
on the complexity of Z:), thus being capable of having any 


possible negative value, the factor 1 + (1 — m?) e may 
422 


be either positive or negative. The factor changes sign when 


2 “ 
aaa Oy. ale (94) 
or 
Z\ I 
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that is, whenever the magnitude of Z,/4Z, is given by 
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1/1 — m?. But at these frequencies, where the constant k 
structures have finite attenuation corresponding to this finite 
value of Z;/4Z2, the m-type structures have infinite attenu- 
ation due to the fact that [Z,/4Z2]m = «©. On the other 
hand, whenever the constant & structure has infinite attenu- 
ation, i.e., when Z;/4Z» is infinite, the m-types will have a 
finite attenuation depending on the value of m, for from (73) 


Zi m 
alae — mm (96) 


The nearer m approaches unity, the higher this attenuation 
will be. We thus gather that the general difference between 
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Fic. 138.—Tue ATTENUATION Constant oF A Constant k Low Pass or Hicu Pass 
FILTER AND SEVERAL DERIVED m-TYPES. 


the attenuation characteristics of m-type and constant k type 
sections lies in their having different arrangements of the 
attenuation ‘“‘peaks” within the attenuation bands. We may 
illustrate this by specific examples, such as that of Fig. 138, 
_ where the attenuation curves are shown for a constant k low 
pass or high pass filter and typical m-types derived there- 
from, the values of m being as given in the figure. 

The configurations of the m-types for the low-pass and 
high-pass constant & structures are shown in Fig. 139. 

In the case of any of the m-type structures, if we have 
the attenuation curve of the constant k prototype, we may 
locate the peaks of infinite attenuation as being directly 
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over the points on the constant & curve for which the attenu- 
ation corresponds to the value of Z:/4Z2 given by (95). 
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Fic. 139.—ConFIGURATIONS OF THE ™-TYPES FOR THE Low Pass anp Hicu Pass 
Constant & SrructureEs. 


A second example of the attenuation characteristics 
possessed by m-type structures is shown in Fig. 140, where the 


Fic. 140.—ATTENUATION CHARACTERISTICS OF m-TYPE STRUCTURES WHERE THE 
ATTENUATION CHARACTERISTIC OF A Constant k BAND FILTER SECTION FOR THE 


fy 
Ratio oF THE CUTOFF EREQUENCE SS = 1.20. 
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attenuation characteristic of a constant k band filter section 
for a particular band width such that the ratio of the cutoff 
frequencies f2/f: = 1.20, is shown together with that of its 
derived m-types for several values of m. 
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Fic. 141.—DERIVED m-TYPES OF THE SIMPLE ConFLUENT Constant k Bann FILTER 
Section SHOWN IN Hatr SecTION AND IN J’ AND 7 FuLt SEcTIONS. 


The configuration of the derived m-types of the simple 
confluent constant & band filter section are shown in half- 
section, and in T and 7 full section forms in Fig. 141. 

Let us now, in the two examples above, find the numerical 
values of inductance and capacitance for the various elements 
for typical cases. In each case, let us assume R = 600 ohms 
for the constant & structures. 

(4) For the constant & low-pass structure, if we assume 
fo = 10,000 cycles per second as the cutoff frequency, we 
find from Fig. 127 that 
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wol = 0NK 

or 
OR 1,200 
L=— 


Wo 20,000 71 


= 19.1 X I07® henries 


giving the value of the full series inductance of a constant 
k section. 


Then 
\EaR 
a= 
or 
8) 
C= sa ERIC 1053 <-1Oe°Aarads: 


R (600)? 


If we wish the frequency of infinite attenuation to be 
12,500 cycles, at this point, from (95) 


Bre Joly _ o i | - 
> al =|=| a E= muse 


or 


Thus in Fig. 1394, the values of the elements of the derived 
half-sections would be in this case 


LG G 
Mi = ree SINC ns dais 0159 mf. 


eb, EG 
= = 10,18 “lo; sh. —— = ,0282 mf. 
m 2 m 2 


and similarly for the elements of the corresponding T and 7 
sections. 
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(B) For a high-pass constant & structure with cutoff of 
10,000 cycles, we find similarly that 


I = 4.77 X 107% henries, 
and 
C = .0133-X 10-* farads. 


If the frequency of infinite attenuation is chosen as 


8,000 cycles, m has the value of 0.60 used above for the low- 
pass structures, and in Fig. 139B, 


OWE NG) 
—_ = —3 —_ = 
peta! 529 ulom iy O44 mf. 


™m 
— a=0) (a, = 
ee a= 3.95 X10 -* h: eat se 2C = .0248 mf. 


and similarly for the elements of the corresponding T and 7 
sections. 

(C) In the case of the constant & band filter, the solution 
for element values is only slightly different. Because the 
magnitude of Z;/4Z:, if plotted on a logarithmic frequency 
scale, would be symmetrical about the mid-frequency fn 
(at which Z,/4Z, = 0), the two frequencies of infinite attenu- 
ation will be symmetrically located about /,,, that is, 


fn = Nfiofro = VA fry (97) 


where fi. and fo. are the lower and upper frequencies of 
infinite attenuation, and /; and /2 the lower and upper cutoff 
frequencies. We may therefore choose arbitrarily only one 
frequency of infinite attenuation, say fo», and determine the 
other from 

i 


lo = = 8 
f a (98) 


Suppose we let the mid-frequency fm equal 10,000 cycles, 
and the upper cutoff frequency f2 equal 12,500 cycles, so 
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that f, is 8000 cycles. Let also f2. equal 15,000 cycles, and 


then fi. becomes 6667 cycles. Then for the constant k 
half-section of Fig. 141, 


Ly ane cee Died bs Ape 


But at /2 = 12,500 cycles, 


Li US; Cone 
alpen E -< | = 12,500r(1 — .64)Li 
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We next have to find the value of m for the value of fo. 
chosen. At the latter frequency, in the constant k structures 
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Hence 


air =. 20; 
Mm = NI — .29 = .842. 


For the m-type structures in Fig. 141 we may now write 
the element values of inductance and capacitance as follows: 


C 
Pilg he TOr Ns = =. (00711 mf. 
Ly 
rae RECO DC tor oh, mC, = .0o99 mf. 
I — m7? m 
a Wi 3107 XO tO ihe ; ae C, = .0693 mf. 
4m Lae =. I — Rs 
a pe = 24.00%, 107 hi re C, = .o102 mf. 
and so on. 


Phase Shift Characteristics of m-Type Sections 

The principal differences between the phase shift charac- 
teristics of constant & structures and of their derived m-types 
are: 

(1) Since at frequencies of infinite attenuation, [Z;/4Z: |m 
changes sign, the phase shift is not always + m radians per 
section in the m-types as in the constant k types but has 
this value only in the region between each cutoff frequency 
and the neighboring frequency of infinite attenuation. The 
phase shift becomes zero for all other frequencies within 
attenuating bands. 

(2) Within the freely transmitted bands, the phase 
shift characteristic will traverse the same values in going 
from one cutoff frequency to another, but because [Z1/4Z2 ]m 
varies differently with frequency than Z,/4Z:, the slope of 
the phase shift curves of each m-type will not in general 
equal that of the corresponding constant & structure. 
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When the phase is zero within the band for the constant & 
structure it is also zero for every m-type. The modification 
of phase shift slope for the m-types is generally such that at 
frequencies near the center of the transmission band the 
slope is less but the m-type phase shift slopes turn, for fre- 
quencies near the edge of this band, more sharply upward to 


+1 


Fic. 142.—Puase Suirr Curves ror A SIMPLE ConFLuent Banp Pass SECTION AND 
One or Irs DertveD m-ryPEs IN SymBoLic Form. 


+ 7, or downward to — m than does the constant & slope. 
The phase shift curves for a simple confluent section and one 
of its derived m-types are shown in symbolic form in Fig. 142 
and are denoted respectively by & and m. 


Impedance Characteristics Peculiar to m-Type Sections 


x, 
Because the factor E +(i- m) =| which expresses 
442 


the relation between the image impedance of a mid-shunt 
terminated mid-series derived m-type, or of a mid-series 
terminated mid-shunt derived m-type, to the image im- 
pedance of the prototype, is also, except for the constant m, 
the factor connecting the ratios Z:/4Z. and [Z,/4Z.]m, it 
might be expected that peculiarities of these image im- 
pedances could be readily associated with corresponding 
features of the attenuation and phase characteristics of the 
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m-type sections. This is found to be the case. In the 
attenuation bands it still holds true of course that Zrm and 
Zim have their signs determined by the signs of Zim and 
Zom, the impedance of series and shunt arms of the shunt- 
derived and series-derived types, respectively. But at fre- 
quencies of infinite attenuation, Zim and Zym become «© ando 
respectively and change sign, so that Zrm and Zrm’ are con- 
strained to act in similar fashion. In general, therefore, Zrm 
and Zrm’ will pass through a larger number of positive and 
negative reactance regions in the attenuating bands than will 
Zrand Z;’. A peculiar situation exists when Zim and Zym are 
both zero, or both infinity, for the ratio [Z1/4Z2]m is finite 
and the attenuation is finite, yet the image impedance Zrm or 
Zim under consideration will be zero or infinite, i.e., will 
have one of the values ordinarily ascribed to cutoff frequencies 
or frequencies of infinite attenuation. This always occurs, 
in the m-types, at those frequencies at which the constant k 
prototype had infinite attenuation. 

A particularly valuable feature of the image impedances 
peculiar to m-type, which leads very frequently to the use of 
m-type half-sections, at least, at one or both ends of a multi- 
section filter, zs the relative constancy of image impedance 
which they are capable of maintaining throughout the major 
portion of their transmission bands. ‘This constancy of image 
impedance at one or both ends of a filter, of course, makes 
it possible to join the filter to a terminating impedance or 
impedances with only small reflection effects at the input and 
output terminals of the filter. 

Not all m-types possess this feature to any marked 
extent. The range of values of m for which it thus exists 
depends on the relative widths of the various transmission 
bands. For values of m very close to unity the property is 
absent, for the m-type approaches the constant k prototype; 
for values close to zero the impedance in the transmission 
band may even be effectively of inverse form, so that re- 
flections again arise comparable with those of the constant k 
terminations. 
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The character of Zrm and Zrm' within transmitting bands 
is brought out in Fig. 143, where their variations with respect 
to R are plotted against |Z:/4Z2| of the constant & proto- 
type. The curve for m = 1.0 is that of the constant k 
prototype. <lthough |Z,/4Z2| does not vary in a manner pro- 
portional to frequency and hence the curves of Fig. 143 do not give 
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Fic. 143.—CHARACTER OF THE IMAGE IMPEDANCES OF SEVERAL m-TYPE STRKUCTURES 
WITHIN THE TRANSMISSION BAnp. 


an exact picture of the variation of image impedance with 
frequency, the ordinates of each curve give the exact range of 
values through which the image impedances for various values 
of m pass in transmitting bands. The proportion of the total 
range of Z,/4Z. for which the image impedance is approximately 
constant in each case gives a rough basis of comparison of the 
proportion of the total transmission band over which, in each 
case, this image impedance is constant. For values of m less 
than about 0.6 the mid-series image impedance Zrm rises 
appreciably above the value R before it drops to zero at the 
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cutoffs, and Zrm’ drops appreciably before rising to infinity. 
For values of m approaching zero Zrm simulates Z;’, a mid- 
shunt image impedance, closely throughout the greater 
portion of the transmission band and Zrm’ simulates Zr, a 
mid-series impedance, as well. For values of m near 0.6, 
the image impedances Zim and Zrm' are practically constant 
throughout the greater portion of the range of Z,/4Z2 and the 
greater portion of the transmission bands as well. 


Fic. 144.—THE GENERAL RELATION BETWEEN THE Mip-serigs (4) ano Mip- 
sHunT (B) ImaAce ImpEDANCES FOR A SIMPLE ConFLuEeNnT Constant k SECTION AND 
THE DERIVED m-TYPE SECTIONS. 


The image impedances Zrm and Zrm’ are shown in general 
form, together with Z; and Z,’, for the m-types of a simple 
confluent constant & section, in Figs. 1444 and B. 


§ 45. Complex m-Type Sections 


In the above discussion of m-type sections it has been 
assumed that m was a constant, independent of frequency. 
If however, the short-circuit impedance can be altered by any 
factor and the open-circuit impedance by its reciprocal, so 
that physically realizable series and shunt arms for a section 
are obtained, the conditions for equality of image impedance 
between such a section and its constant k prototype will be 
fulfilled. The formule for two terminal reactance arms in 
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Chapter V suggest that factors dependent on frequency might 
be employed of the character: 


We find, within limits, that this method is quite feasible 
and that in some cases it leads to rather simple types of 
derived sections. Among these are the so-called three-element 
sections having two elements in one full arm and one in the 
other, and the four-element suppression type sections, having 
two elements in each arm, all of the above sections possessing 
single band pass characteristics. 


§ 46. Double-m-Type Sections 


(In the following sections concerning double-m-type structures, 
it should be borne in mind because of the complexities of five- 
element and six-element sections, that their use in wave filters 
is chiefly for the purpose of economizing on the number of 
elements used. As far as overall characteristics are concerned, 
the same theoretical results can usually be obtained by the use 
of simpler types of sections.) 

This use of a parameter of “m” which varies with fre- 
quency is inconvenient, however, from a design standpoint.” 
It moreover, leads to the same result as the use of two or 
more different but constant values of m(m1, mp, etc.), each of 
which applies only to certain inductance or capacity elements 
of a section. 

For example, in the simple confluent band filter sections 
of Fig. 121, 

I 2 
Zs = jols — je = jola (1 -). (100) 

? Refer to “Theory and Design of Uniform and Composite Electric Wave-Filters” 

by O. J. Zobel in the Bell System Technical Journal, January, 1923. 
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If this impedance be multiplied by the factor 


we have 


; hin : a J dike 
Zy = jols (1 oS er (101) 


The resonance frequency of Z; is changed from f,, to fi, in- 
ductance LZ; being unchanged and capacitance C; altered by 
the factor f,’/f?. If we consider LZ; to be multiplied by a 
factor m, (in this case unity) and C, by a factor 1/mp (in this 
case fm’ /f?), we may change the series arm so as to secure any 
particular impedance characteristic which a simple resonant 
arm is capable of giving. The question of how the respective 
elements of the shunt arm are to be influenced by m and m2, 
and in what configuration they need to be arranged so as to 
produce a double m structure with one constant k image 
impedance, may be arrived at in the following way. We may 
use the confluent band pass filter as an illustration, and will 
confine discussion to the half-section of series-derived type. 
The shunt-derived types may then be obtained in a similar 
manner, using admittances instead of impedances, or may be 
written down as composed of inverse networks of the arms of 
the series derived types. 

If in the series arm of a constant & confluent half-section, 


Ly;/2 is multiplied by m, and 2C\, by 1/me, then 

Zi : Lr, Wm? Me 

Zt a id (CES 
The mid-series image impedance is given by 


Zr = VZocZse, (103) 


where Z sc is equal to Z;/2 in (102). If Z,/2 is to be changed, 
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and Z; to remain constant, Zoc must be altered in inverse 
ratio. The mid-series open-circuit impedance is resonant at 
the two cutoff frequencies, anti-resonant at the mid-frequency 
of the pass band, and at very low and very high frequencies is 
controlled, respectively, by 2Ci, and Lix/2 (see Fig. 1218). 
It is therefore expressible by 


or aS 


Zoc ~ jw 5 Wm 2 ) (105) 
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In other words, Zo¢ must represent an arm of the type shown 
in Fig. 145 (without considering for the moment the values of 
the elements of the anti-resonant arm) such that it is resonant 
at f, and f., the cutoff frequencies. This bears a close relation- 
ship to the open-circuit impedance structure obtained in the 
case of single-m-type structures (m, = m). If we subtract 
out the impedance of the altered series arm, we have for the 
altered shunt arm the arm of Fig. 146, in which the values of 
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the series inductance and capacitance may be compared to 
those of Fig. 141 (upper middle). We may relate the values 
of the elements of the anti-resonant portion of the above arms 
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Fic. 145.—Tue Mip-series Open-crrcuir Impepance or A DovusLe m-DERIVED 
Section Musr Represent AN Arm oF Tuts TyPE. 


to L2, and C., for the sake of maintaining the similarity to 
Fig. 141, but the product of its inductance and capacitance 
must, from (106) be (7/m:)I2.C2, and we thus have only to 
determine the additional design parameter 4 in Fig. 145 by 
equating the open-circuit impedance to zero at either cutoff 
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Fic. 146.—Tue SHunr Arm or A DousLe m-TyPe SECTION. 


frequency. Unless 4 is the same for either cutoff frequency, 
the image impedance conditions will not be satisfied but 
from the constraints put on the short-circuit impedance 
above, this cannot happen. Substituting for Liz, Ciz, Lex 
and C,, their values in terms of the cutoff frequencies and 
nominal impedance, viz., 


R Ge ils: 
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we may redraw Fig. 145 as given in Fig. 147. 


Cie (108) 
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At either frequency of resonance the reactance of the 
simple resonant arm of Fig. 147 is equal and opposite to that 
of the anti-resonant arm, whence the product of the reactance 
of the former and the susceptance of the latter is unity. 


p WaWip 
Mew; Wa 
lt URS, 
™M, W2=G) 
WoW, | 
Meee 
7W,W2 R 
(i; 
b (We2W,)R 


Fic. 147.—Fic. 145 Reprawn Supstirutine For Liz, Cir, Lex, Crx THEIR VALUES 
IN TERMS OF THE CuTorr ANGULAR FREQUENCIES. 


Thus, at either cutoff frequency (represented by o 
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The value of 4 is thus obviously independent of whether a, 
or w is chosen in equating the impedance to zero. Therefore 
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(T) (HALF SECTION) (m1) 
SERIES DERIVED 


(HALF SECTION) 
SHUNT DERIVED 


DOUBLE-M TYPE STRUCTURES 
DERIVED FROM CONSTANT K CONFLUENT BAND PASS TYPE 


Fic. 148.—DovuBLe m-TyPE StrucTuRES DERIVED FROM THE Constant k ConFLUENT 
. Banp Pass Type. 


Thus we may construct the T, 7, and half-section forms 
of the series-derived and shunt-derived double-m structures 
as in Fig. 148. 
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Characteristics of Double-m-Type Band Pass Sections 

We may now discuss briefly the characteristics of the 
double-m-type sections derived above. 

The resonant frequency of the series arm and antt- 
resonant frequency of the shunt arm, coinciding, determine 
the location of the cutoff frequency which marks the con- 
fluence of the two adjacent transmission bands. At this 
point the phase shift will be zero. As m/m departs from 
unity, increasing or decreasing, one of the confluent bands 
will narrow and the other correspondingly widen. One of 
these bands vanishes when 


m _ St 


ae II 
TSE (113) 
or 
M2 h 
Ge aes. II 
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because the point of coalescence then coincides with a cutoff 
frequency. A true single transmission band then exists and 
the sections are the three-element and four-element sections 
discussed below. 

Thus there are two restrictions on m, and m. Neither of 
them may exceed unity (without mutual inductance) and 
their ratio must lie within the limits 


Bema. (Gime) 


§ 47. Six-Element Dissymmetrical Sections 


In its general form the above structure is called a six- 
element structure, because two impedance elements are re- 
quired in one full arm and four in the other. It is referred 
to as dissymmetrical because of the dissymmetry (about the 
mid-frequency on a logarithmic scale) which the derived image 
impedances and the attenuation and phase characteristics 
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exhibit when m, is not equal to m. The derived image 
impedance characteristics are given as follows: 


Mid-Shunt Image Impedance of Series Derived Double-m Structures 
From the method of derivation, the structures are related 
to constant & structures by 
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From this point on we shall drop the double subscripts mm, 
and use the single m even though the double-m structure is 
being considered. We know that 
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noticed that this expression reduces to (74) when 
™ = m. Now 
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ee cle erl\n, 


aa I — MM» 
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Thus the derived mid-shunt image impedance charac- 
teristic of six-element unsymmetrical structures is altered 
from the mid-shunt constant k image impedance by the factor 
indicated in (122). It coincides approximately with Z; when 
Z, is zero at the mid-frequency; is zero at those two fre- 
quencies in the respective attenuation bands where 
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Since this expression is not symmetrical (on a logarithmic 
scale) about fm, the frequencies of zero impedance are not in 
geometric mean relationship to fn. The former are, from 
(121), points at which infinite attenuation occurs. In the 
transmission band the tendency toward uniformity of im- 
pedance displayed by single-m derived structures holds 1f m1 
does not differ greatly from m; otherwise the impedance 
curve is dissymmetrical, since as the cutoff frequencies are 
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approached it is dominated by the ratio m/mz or its reciprocal. 
An illustration of a typical Zn’ curve for a dissymmetrical 
six-element section is given in Fig. 149 with the corresponding 
constant & characteristic plotted thereon. 
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The double-m mid-series image impedance characteristic 
of the shunt derived structures bears an inverse relationship 
(with respect to R) to the mid-shunt impedance discussed 
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above. It is therefore given by 
Zr 


and approximates Z; at the mid-frequency; is infinite at the 
two frequencies of attenuation at which (123) above holds. 
As in the case of Zrm’, the mid-series image impedance Zrm 
approaches symmetry in the transmission band only when 
m,/m2 is nearly unity. A typical curve of Zrm when m/me 
= .99 is given in Fig. 149B. 

The attenuation characteristics of the dissymmetrical six- 
element sections differ from those of the single-m structures 
mainly in that the restriction is removed whereby frequencies 
of infinite attenuation must be related to the mid-frequency in 
geometric mean proportion. An additional design parameter 
is thus afforded. Each frequency of infinite attenuation may 
be independently located at any point within its particular 
attenuation band. For this reason, the symmetrical (single- 
m) types of six-element sections are infrequently employed. 

In choosing appropriate values of m, and m2 so that 
desired frequencies of infinite attenuation will be secured for 
given cutoff frequencies, we may solve for m, and m, in (123), 
inserting the frequency expressions for Z; and Z:, and obtain 


Zin = 


I+] I — mm 
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Thus if the cutoff frequencies f; and f2 and lower and upper 
frequencies of infinite attenuation fi. and fr. are known, 
m, and m, and hence 4 may be secured, and the values of the 
inductances and capacitances of the six-element sections 
determined. 


Alternative Form of Six-Element Dissymmetrical Sections 
Since the sections of Figs. 148 each contain arms having 
four impedance elements (two inductances and two capaci- 
tances) each section is capable of being expressed, through 
the equivalences of Fig. 63, Chapter V, in four variant 
structures. The arm of Fig. 634, Chapter V is found rather 
generally to contain desirable values of inductance and 
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capacitance, neither very large nor very small, when used 
as the shunt arm of a series-derived section, and its values 
will be expressed here in terms of the significant frequencies. 
Fig. 1504 shows full series and full shunt arms of the series- 
derived type of structures. Likewise, the arm of Fig. 634, 
Chapter V is a generally desirable form to employ in the 
shunt-derived sections and Fig. 150B shows full-series and full- 
shunt arms for a shunt-derived structure using this type of 
arm, The values of the several elements are given in the 
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formule of Fig. 150, where 


aa a (: -=) 


arya 2 (127) 
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Saal — (: -), (128) 
See (73) (29) 
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§ 48. Five-Element Confluent Band Pass Sections 


A special case of considerable importance occurs when the 
six-element type band pass structures reduce to five-element 
structures (three elements in one arm and two in the other) 
either through the lower “‘peak”’ frequency being set at zero 
or the upper “‘peak”’ frequency at infinity. 


Infinite Attenuation at Zero Frequency 
In the first case, we note from (125) and (126) that 


M, = 1, (131) 
and that 
g=l, (132) 
whence 
b= 0. (133) 


The series-derived and shunt-derived structures are shown 
with full series and full shunt arms in Fig. 1514 and B. 

For these structures, since m. = 1, the attenuation peak 
on the lower side of the pass band has receded to zero fre- 
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quency and the lower transmission band has the general form 
(but not quite as large an attenuation) as in the case of a 
confluent section. Depending on the value of m chosen, the 
upper peak may be located anywhere within the upper trans- 
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mission band. ‘These five-element sections thus approximate 
the constant & section below their transmission bands and the 
six-element sections above their transmission band. 


Infinite Attenuation at Infinite Frequency 
Alternate forms of five-element sections having an attenu- 
ation peak in the lower attenuation band, but none in the 
upper, are obtained when, instead of m2, m, is placed equal 
to unity. Then 


My =—0, (134) 

and 
h= 1, (135) 

also 
= 0. (136) 


The series-derived and shunt-derived structures are shown 
with full series and full shunt arms in Fig. 152. 
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The two structures thus formed approximate in attenu- 
ation the constant & sections at frequencies above the trans- 
mission bands, and the six-element sections below the trans- 
mission bands. 

The value of five-element sections from a design stand- 
point thus exists largely in the case where frequencies to be 
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suppressed either do not symmetrically group themselves 
about the transmission band, or do not require, on either 
side, the same degree of attenuation for their suppression. 


§ 49. Four-Element Sections with Attenuation Peaks 


A class of very useful wave filter sections which, from a 
derivation standpoint, may be regarded as arising from a 
special case of the six-element unsymmetrical sections occurs 
when either attenuation peak is brought so close to the 
adjacent cutoff frequency as to coincide with it. As men- 
tioned in the section on characteristics of double-m band pass 
sections, one of two confluent transmission bands disappears, 
since the intermediate “‘cutoff frequency” coincides with the 
merged peak and cutoff frequencies. Thus we have sections 
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with a single transmission band having the same impedance 
characteristics as sections of the confluent type. 


Four-Element Sections Possessing Lower Frequency Peak 
In this case, 


ein ea (137) 


or 


ie 


Simplifying accordingly the six-element structure formule, 
we have the structures of Fig. 153, the first of which is the 
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series-derived type and the second the shunt-derived type. 
The attenuation characteristic of these structures is shown 
symbolically in Fig. 15474 there being but a finite attenuation 
at every frequency above the transmission band. 


Four-Element Sections Possessing Upper Frequency Peak 
In this case 


fu he 


Me hy qe (139) 
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or 


je 
nee 
Face” 


The physical configuration of elements and the formule 
for inductances and capacitances of the elements are exactly 
the same, as for the sections shown in Fig. 153 but the in- 
ductance and capacitance values of the elements are different 
because of the changed relationship of the constants m 
and ms. 

The attenuation characteristic obtained when the peak 
frequency lies above the transmission band is shown sym- 
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bolically in Fig. 154B. In this case, there is but @ finite 
attenuation at every frequency below the transmission band. 

The series-derived and shunt-derived configurations are of 
course respectively those of Fig. 1534 and B. 

It should be added that the attenuation characteristics of 
Fig. 1544 and B differ merely, in general, when plotted on a 
logarithmic scale, in that they are reversed with respect to 
the mid-frequency of the transmission band. This assumes, 
of course, as a basis that the peak frequencies of the two types 
are symmetrical about the mid-frequency. 
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§ 50. Three-Element Band Pass Sections 


Further reducing the number of elements required in a 
band pass section, we find that a minimum of three elements 
(two in one arm and one in the other) are required. These, 
too, are among the most important types of sections. Three- 
element band pass sections may be regarded, from a derivation 
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standpoint, as arising either (1) from a special case of the 
five-element m-type sections in which the remaining peak 
coincides with the adjacent cutoff or (2) from a special case 
of the four-element peak type sections in which the single peak 
is far removed from the transmission band, being placed either 
at zero or infinite frequency. 

Since of the two m’s (m, and m,) used in the six-element 
unsymmetrical sections, one will have become unity in the 
process of simplification and that remaining will involve 
simply the cutoff frequencies (there being no choice of 
location of peak frequency as a design parameter), i.e., 
either 


I 


1 while m, 


S 
l 


or 


m, = 1 while m = —- (141) 


The m’s may be dropped from the design formule for capaci- 
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tance and inductance values, and the latter will then be 
expressed in terms of the resistance R and the two cutoff 
frequencies. The structures of the two types of three- 
element sections arising when the peak is moved down to 
zero frequency are those of Figs. 1554 and B. The corre- 
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sponding attenuation characteristic of these (respectively) 
series-derived and shunt-derived structures is that of Fig. 156. 

When, however, the peak frequency of the four-element 
section possessing a lower frequency peak is moved up to 
infinity, we have the three-element structures of Figs. 1574 
and B with the capacitance and inductance formule there 
given. The attenuation characteristic of these two structures 
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is shown symbolically in Fig. 156B, for both the series-derived 
and shunt-derived cases. The two attenuation characteristics 
of Figs. 1564 and B are symmetrical as in the case of the more 
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general four-element structures, about the mid-frequency, 
when frequency is plotted on a logarithmic scale. 

A further correlation between the various three-element 
structures is that the mid-series image impedance of the 
shunt-derived structure of Fig. 157B is identical with the 
mid-shunt image impedance of the series-derived structure of 
Fig. 1554 for the same band width. Under the same con- 
ditions, the mid-series image impedance of the shunt-derived 
structure of Fig. 155B is identical with the mid-shunt image 
impedance of the series-derived structure of Fig. 1574. 

Thus we have the oddity that pairs of sections may be 
found which match in impedance when split in one manner 
but have inverse characteristics when split in the alternate 
manner. 


§ 51. Other m-Type Sections 


It is obvious that using the three-element structures 
(say) as a basis, further m-types could be derived very much 
as in the manner followed for constant k types. These 
structures lack flexibility of use, however, because they lack 
constant & terminations at either end and formule will not be 
derived. The method of deriving m-types is not confined to 
constant k prototypes but applies to any sections of the T, 
nx or L types; the same range of values for m (between o 
and 1) is permissible in any case. 

A large class of filter sections, some having important 
characteristics, exist which contain mutual inductance between 
pairs of component inductance coils. The equivalent T and 
a structures may be readily derived. The action of some of 
these sections then appears to be either (1) the same as that 
of sections already discussed or (2) to differ only in that a 
negative inductance element is present in certain positions 
within the configuration.® 


® For a detailed discussion, see “Mutual Inductance in Electric Wave Filters with 


an Introduction on Filter Design,” by K. S. Johnson and T. E. Shea, Bell System 
Tech. Journal, January, 1925. 
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Analysis of lattice-type and bridged-T type wave filter 
sections may likewise be made by reducing the structures 
to T or m form, and then applying the methods described 
above. 


er 

4For general methods of analyzing T or m reactance structures of any desired 
complexity, see “Physical Theory of the Electric Wave-Filter,” by G. A. Campbell, 
Bell System Tech. Journal, November, 1922. Also “Theory and Design of Uniform 
and Composite Electric Wave-Filters,’’ by O. J. Zobel, Bell System Tech. Journal, 


January, 1923. 


CHAPTERS VIE 


THe Formation or Mutti-Section FitTErs—Low Pass, 
Hicu Pass, Banp Pass, AND BAND 
ELIMINATION TyPEs 


This chapter will recapitulate the properties of (2) low 
pass, (4) high pass, (c) band pass, and (d) band elimination 
sections and the methods of combining them to form multi- 
section filters. We shall, however, first need to make some 
general comments with respect to dissipation, and equivalent 
types of sections. 


§ 52. Effects of Dissipation in Wave Filters 
The arms of the filters discussed in Chapter VII have 


been assumed to be purely reactive, and the characteristics 
are thus for ideal wave filters. The question now arises: 
what happens to these characteristics when effective resistance 
is present? Since the essential features exhibited by wave filters 
arise from a consideration of reactance arms, and since these 
features must be preserved, the question is rather: To what 
degree may effective resistance be allowed to enter the elements 
of a wave filter without too great detrimental effects? That is, 
how free must the elements be from effective resistance? 
When this has been determined we may then ascertain 
whether satisfactory elements can be constructed. 

Experience shows that the amount of dissipation per- 
missible in filter elements is usually such that satisfactory 
elements may be constructed. There are, however, always 
economic and physical limits beyond which we may not go. 

It is found convenient in computations to use as a measure 
of dissipation in coils and condensers either the ratio Q of 
the reactance of an element to its effective resistance or the 
reciprocal ratio d of resistance to reactance. 

286 
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For a coil, 
< I R, 
Gr = Z> and oe aT (Gi) 
For a condenser, 
I I 
OQ C= SCRe and de = On = wlRe. (2) 


The convenience of these ratios lies in that, for a given volume 
and type of construction, the various coils of a filter will have 
values of Q or d which do not vary greatly, at any frequency, 
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with the value of inductance or capacitance, and that, for any 
value of inductance or capacitance, the values of Q or d do not 
vary as widely with frequency as do the effective resistances 


288 ELECTRIC WAVE FILTERS 


themselves. Common or average values of Q or d may there- 
fore be used, in ordinary cases, for the various coils or con- 
densers without appreciable computational errors. As a rule, 
condensers have very much less dissipation than coils and in 
comparison with the latter may usually be assumed free from 
resistance. When the dissipation constant dc of condensers 
is small compared with that dz of coils but is nevertheless to 
be considered, an effective value of d= d,+dc may be 
used in those formule which otherwise include only coil 
dissipation effects; the approximation is sufficient for all 
ordinary filters. The dissipation of coils alone will therefore 
enter into formule in subsequent sections. The dissipation 
constant d will be employed instead of its reciprocal Q. 
Fig. 158 shows the variation of d with frequency for typical 
air-core solenoidal coils, for several values of inductance. 

The effect of dissipation is to change the impedance of 
a coil from jwL to (di +j1)wL; and the admittance of a 
condenser from jwC to (de + j1)wC. On this basis we may 
express Z, and Z, for any type of filter section in terms of 
frequencies, the parameter R, and d;(anddc). ‘The effects of 
dissipation in filter coils, is to alter in phase angle and magni- 
tude the ratio Z;/4Z,. The ratio Z;/4Z, is no longer a pure 
numeric but a complex quantity U + jV which may have 
any phase angle from o to + 180”. 

Dissipation of course has effects in changing the image 
impedances in phase angle and magnitude; but these changes 
may usually be neglected in determining terminal reflection 
and interaction losses. 

As a simple example of the change in Z,/4Z, brought 
about by dissipation consider the constant k low pass section. 
Here, with coil dissipation we have 


Zi _ + jreol _ 
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Therefore, letting 
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U = — ry, (4) 


pe +a(£), (5) 


since, from equation (9) Chapter VII, Z,/4Z is always a 
negative numeric for a constant & structure when Z; is a pure 
reactance. The values of d for coils and condensers which 
are reasonably obtainable and satisfactory depend on the 
frequency range involved. In general, for a given volume of 
material, 7; decreases with increasing frequency throughout 
the range for which the coil is designed; at high frequencies, 
coils may be designed to be relatively free from effective 
resistance. At very low frequencies, coils with low values of 
dy, are difficult to obtain and filter requirements must be 
modified accordingly. On the other hand, a given fractional 
portion of a frequency range amounts to only a small actual 
interval at low frequencies, and requirements need not be 
as severe as at high frequencies. Values of di, between .02 
and .0067 are satisfactory for most purposes; occasionally 
values as low as .o04 are needed, and at times also values as 
high as .os must be tolerated. At radio frequencies values 
of dz equal to, say, .005 are readily obtained; at frequencies 
below 100 cycles, values less than .o2 to .o4 are difficult to 
obtain. 

The value of de on the other hand, may be expected to 
increase generally with frequency. Values below .oor, for 
example, are common at 100 cycles, and at higher frequencies 
up to 100,000 cycles, if mica condensers are used the dissi- 
pation constant may be assumed to be below this figure. 
Paper condensers at carrier frequencies, however, may have a 
value de of .o1 to .oo5. At radio-frequencies, condenser 
dissipation may in some cases exceed coil dissipation, even in 
air condensers. Here dc may usually be made, by using con- 
densers of proper construction, to lie considerably below .o1. 


and 
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§ 53. Equivalent Types of Sections 


In order to minimize as far as possible the number of 
individual sections whose characteristics must be discussed, 
we shall observe at this point that: 

(1) For each kind of six-element section (series-derived or 
shunt-derived), there are four variant forms. These arise 
from the four-element reactance arms contained in such 
sections having each four variant forms, as discussed in 
Chapter V, Section 31. We shall choose only one of each four 
variant forms, and assume that the reader will consider, if 
desirable, in completed filter structures, the substitution of 
various equivalent two-terminal reactance arms; 

(2) For each kind of five-element section, there are 
likewise two variant forms, merely because the three-element 
reactance arms contained therein have each two equivalent 
forms. Again, we shall in subsequent discussions choose only 
one of each pair of variant forms; 

(3) The six-element sections referred to may be either 
band pass or band elimination sections; the five-element 
types are necessarily band pass filters; 

(4) No such alternative choices of equivalent reactance 
arms are possible in the ordinary types of low pass or high 
pass sections. 


§ 54. Formation of Low Pass Filters from Individual Sections and 
Half-Sections 


Neglecting in this chapter the effects which arise through 
failure of terminating impedances to match image impedances, 
the frequency characteristics which low pass filters are capable 
of possessing depend on the individual characteristics of only 
three types of sections and half-sections. These are: (1) the 
constant k type, (2) the m-type which is series-derived from 
the constant k prototype, and (3) the m-type which is shunt- 
derived from the same prototype. 

These types are listed in Fig. 159, together with (1) pictorial 
representations of their mid-series and mid-shunt image 
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impedance, attenuation, and phase shift characteristics on a 
non-dissipative basis, and (2) formule for element values, 
image impedances, the impedance ratio Z,/4Z, on non- 
dissipative and dissipative bases, cutoff frequencies, and fre- 
quencies of maximum attenuation. 
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The configurations shown are symbolic only. To form a 
half-section, we should connect a series arm of impedance 
17, and a shunt arm of impedance 2Z, in the manner described 
in previous chapters; similarly, two series arms each of 
impedance $Z; and a shunt arm of impedance Z, would be 
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required for a full T section; or, two shunt arms each of 
impedance 2Z, and a series arm of impedance Z would be 
required for a full 7 section. The impedance ratio expressions, 
of course, correspond to the attenuation constant and phase 
constant of a full T or x section, the attenuation constant and 
phase constant of a half-section being exactly one-half the 
corresponding full section values. 


TABLE IV 


ATTENUATION PER SEcTIoN IN NepeERS, OF Non-DissIPATIVE 
Hicu Pass ‘anp Low Pass FILTers 


Attenuation per Section 
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A parameter a = f,,/f. has been used in Fig. 159 which is 
usually more convenient for design purposes than m; it is 
related simply to the latter as shown. 

Since the series-derived and shunt-derived m-types have 
exactly equal attenuation constants and phase constants, 
even when dissipation exists, the choice of sections and half- 
sections to be employed is more limited than the number of 
kinds of structures. Evidently, the value of having available 
both the series-derived and shunt-derived m-types resides merely 
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(7) in the greater flexibility obtained in arranging half-sections 
and sections within a filter, (2) in the greater variety of image 
impedance characteristics obtainable, and (3) in the alternative 
choice of T or x sections from the standpoint of cost or difficulties 
of construction. Indeed, regarding the constant k type as a 
limiting case of either of the m-types (that in which m = 1 
or a = ©), the variety of component attenuation and phase 
shift characteristics available is merely that obtained by letting 
m vary over the range from oO to 7. 
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ioe} 
THE CuTorr FREQUENCY, f:, FOR VARIOUS VALUES OF 4 =—. 


c 


That is, we may plot sectional characteristics for various 
values of m (or practically, for values of a between 1 and ©) 
and may then choose (with exact desired values of a) only 
such a combination of these sectional or half-sectional charac- 
teristics as seem best to fulfill the total attenuation or phase 
shift requirements of the filter. 

A group of such typical sectional attenuation charac- 
teristics are plotted (and tabulated in Table IV for design 
purposes), for frequencies above the cutoff frequency on a 
non-dissipative basis in Fig. 160. Characteristics for inter- 
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mediate values of @ are readily obtained from the ratio 
Zi/4Z. of Fig. 159 and the attenuation constant charts in 
Figs. g1 to 97 of Chapter VI. 

The influence which dissipation has on the attenuation 
constant of a typical full section (¢ = 1.10) is shown in Fig. 
1614, B, and C. Here more complete attenuation charac- 
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teristics are given on a dissipative basis for values of d equal 
to .04, .o1, and .0oos, respectively (i.e., values of Q equal to 
25, 100, and 200, respectively). One may observe that sub- 
stantial departures from the non-dissipative characteristic 
occur in the first case, yet the features essential to wave filter 
action are even here fairly well preserved. The departures 
occur mainly in the frequency region (1) at, and just below, 
the cutoff frequency and (2) at, and just above and below, 
the frequency of maximum attenuation. The latter may or 
may not be important; the former is usually a distinct 
limitation on the performance of a filter, so that the value of 
d is assigned accordingly. Note that just above the cutoff 
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frequency, in the attenuation band, the desirable attenuation 
is actually increased by dissipation. 

The curves of Figs. 161B and C show the attenuation 
departures to be reduced markedly. What were distinct 
limitations on efficiency of transmission below the cutoff 
frequencies now become less important limitations of a 
different character. The value of d chosen determines how 
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close to the upper limit of the transmitted band of frequencies 
the theoretical cutoff frequency may be placed; this in turn 
determines in part what frequency interval must be allowed 
before the attenuation constant becomes substantially large 
in the attenuated range of frequencies, or at least diminishes 
the number of sections required to effect filtering action 
within a given frequency interval. In precise maneuvering 
of sections to meet difficult requirements, the exact value of 
the maximum attenuation at the peak frequency may also 
be important. 

Had a different value of a been chosen for this illustration, 
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the results would have differed somewhat. For progressively 
larger values of a, the importance of dissipation at, and in 
the vicinity of the peak frequency, would have become 
correspondingly less (in relation to the total attenuation 
offered at other frequencies) and the attenuation introduced 
at and below the cutoff frequency would, as a general rule, 
be lessened in the same manner. For smaller values of a, 
dissipation would have a more important influence in the 
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vicinity of the peak frequency (which in cases where a = 1.01 
or 1.02 may indeed be one of the most important regions for 
the section) and the attenuation at and below the cutoff 
frequency would, as a general rule, be increased. 

The influence of dissipation in the important frequency 
region just below the cutoff frequency may be observed in 
Table V, where values of a for values of d equal to .o2 and .o1 
are given for various frequencies (expressed fractionally with 
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respect to the cutoff frequency) and for the various values of 
a chosen in the curves of Fig. 160. 


TABLE V 


ATTENUATION ConsTANTS, PER SECTION, OF DisstpativeE Low Pass FILTERS 
(VaLues atso Hop ApproxIMaTELy ror Hicu Pass Fitters) 


hi Kop) 
Attenuation of Sections Having Various Values of a 


A relationship of very considerable importance and con- 
venience for the purpose of making approximate preliminary 
estimate is the following: The attenuation constant in a 
dissipative section at frequencies below the cutoff is approxt- 
mately proportional to the value of d. ‘This may be verified in 
Table V. The smaller the value of a, the greater are the 
departures from this rule which occur just below the cutoff 
frequency, and the further one must recede from the cutoff 
frequency to obtain a close correspondence; but it will be 
observed that these limitations are not severe. 
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Image Impedance Characteristics 

In view of the importance of the image impedances 
presented at the ends of a filter from a standpoint of satis- 
factory terminating conditions, it will be of interest to examine 
typical image impedance characteristics for various values of 
a, both in the transmitting and attenuating frequency ranges. 
These will be given on a non-dissipative basis only; the 
effects of dissipation on image impedances may usually be 
neglected. 

Fig. 162 shows the mid-series image impedance of typical 
shunt-derived m-types, expressed fractionally in terms of R, 
for frequencies in the transmitting range. The curve for 
a = © is the mid-series image impedance of the constant k 
type. It is apparent that the most nearly constant image 
impedance characteristics are obtained when a lies between, 
say, 1.10 and 1.25. The value of a which might be chosen 
for a terminating half-section, from this standpoint, would 
depend on how intensively the theoretical transmitting range 
of the filter were used; i.e., how close to the cutoff frequency 
the maximum frequency lay which it was desired to transmit. 
Thus, a “1.10 section” may provide an image impedance 
which varies only between the limits $R and $R up to about 
.98f-. whereas with the “‘o section” (constant k), the same 
image impedance variation will be obtained in merely the 
range below .67f.. On the other hand, were frequencies 
below .gof. of chief importance, a structure with a value of a 
somewhat less than 1.25 (perhaps 1.20) would be desirable 
and would have an image impedance variation of only 
approximately 5%. Reference to Figs. 50 and 54 of Chapter 
IV will show that terminal losses are likely to be so small 
in the latter case that the exact value of a chosen is un- 
important. 

Practically speaking, one seldom chooses the exact value 
of a for a terminating half-section solely on the basis of image 
impedance variations (excluding the constant & half-section); 
the attenuation characteristic must also be considered and a 
compromise value of @ usually chosen. However, in those 
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filters whose requirements are severe, so that d is made small 
and losses from different sources must be precisely weighed, 
one is warranted in assigning considerable importance to 
constancy of image impedance in the transmission band, 
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with a view to minimizing reflection and interaction losses. 
Note that in Fig. 162 there is usually some frequency not far 
below the cutoff frequency at which the image impedance 
characteristic attains again the value R; here of course the 
corresponding reflection loss, and the interaction loss as well, 
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are zero, since a perfect match of impedances exists (assuming 
the terminal impedance to be also equal to &). 


TABLE VI 


VaRIATION or Mip-Sertes AND Mip-Suunt Imacre ImpEDANCE FOR VARIOUS 
VALUES OF @ IN THE ATTENUATION BanpD 
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Fig. 162 also gives in reciprocal fashion the mid-shunt image 
impedance of the series-derived m-types. Due to the inverse 
relation (with respect to R) between the two types of image 
impedance characteristic, values of Zr,/R correspond to 
values of R/Z1m’ for the latter. Thus, where in the former 
case, a ““I.10 section” attains a maximum image impedance 
of 1.34R, approximately, and then drops through the value R 
to zero at the cutoff frequency, in the corresponding mid- 
shunt image impedance of the series-derived m-type, the 


characteristic would drop from R to — R = .66R, approxi- | 


mately, and then rises through the value R to infinity at the 
cutoff frequency. However, since an impedance ratio and its 
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reciprocal both correspond to the same terminal losses, the curves 
of Fig. 162 may be used conveniently for either series-derived 
or shunt-derived m-types. 

In the attenuation range of frequencies, the non-dissi- 
pative image impedances are reactances. They are plotted in 
Fig. 163 (and tabulated for design use in Table VI) for typical 
values of a. There is a marked difference in the characteristic 
for a = © and those for the usual finite values of a, although 
the latter of course approach the former as a is increased 
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indefinitely. For small values of a (1.03 to 1.10, say) the 
image impedance characteristic varies in an extreme manner 
in a limited frequency range. Using both Figs. 162 and 163, 
we see that the characteristic for a “‘1.10 section” in the fre- 
quency range from .85/, to 1.25/- has approached a maximum 
resistive value, passed through this maximum, dropped to 
zero at the cutoff frequency, changed in character to a 
positive reactance, increased to infinity, changed sign, and 
decreased in value to a negative reactance little more than 
2.5 times as large as R. Now a “1.03 section” would perform 
similarly in the range between .93f- and 1.13f.. and so on. 
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At very high frequencies, the characteristics become stabilized, 
and the corresponding reflection losses may be expected to 
vary gradually. Incidentally, and anticipating some of the 
discussion of Chapter IX, the value of reflection loss (or gain) 
at one end of a filter due to the image impedance charac- 
teristics of Figs. 162 and 163 may be examined in detail by 
following the curves of Fig. 50, Chapter IV, for corresponding 
values of impedance ratio. The curve in the latter figure for 
zero phase angle should be used for the resistive image 1m- 
pedances of the transmitting range (on the assumption of a 
constant terminating impedance equal to R) and the curve 
for impedances in quadrature relationship should be used for 
the reactive image impedances of the attenuation range (on 
the same assumption). 


Example of Formation of Low Pass Filter—Total Attenuation 

Characteristic 

The foregoing discussion may be exemplified by con- 
sidering a composite wave filter employing sections and half- 
sections with different values of a. Let us make the following 
assumptions: 

(1) At one end a constant k image impedance is desired 
(as might be the case, for example, if the filter were con- 
nected into a modulator or demodulator circuit); this should 
be such as to offer a very low impedance at the higher fre- 
quencies in the attenuation region. 

(2) At the opposite end, no impedance requirements exist 
other than indirectly through insertion loss requirements; 
but preliminary examination of possible filters which will 
meet the design requirements suggests the desirability of a rela- 
tively constant image impedance at frequencies below .g50f.. 

(3) The attenuation constant must exceed 3 nepers at 
frequencies from 1.10f, to 1.45/., and must exceed 4 nepers 
from 1.55f- to 2.00f.. It is particularly desired to suppress 
strongly, by 7 nepers, the frequency 1.50/.. 

(4) In the frequency range below .9sf., the attenuation 
constant must be less than .10 nep. 
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Now these requirements imply that a tentative choice of 
J has already been made, for they are derived from consider- 
ation of actual frequencies of existent waves. The effects of 
terminal losses are deferred to Chap. IX and it must be 
assumed that the attenuation constant actually corresponds 
to the desired degree of suppression of various currents. On 
the other hand, we shall not attempt to find the best possible 
filter structure; there is no such unique structure; we shall 
merely find one which, as a first trial meets the attenuation 
requirements. No single example can be a substitute for the 
painstaking and patient efforts which are required if moderate 
improvements in performance or moderate reductions in the 
complexity of the filter areimportant. This is not a condition 
unique to wave filters; it indicates a situation where numerous 
design possibilities exist. By making changes in the structure 
chosen, improvements resulting from trial methods may be 
secured. 

We start with the attenuation range and neglect dissi- 
pation except at peak frequencies where d = .o1. Let us 
select an a = 1.50 section with which to accomplish much of 
the required suppression of the frequency 1.50f.. This section 
is capable of providing the constant k image impedance 
desired at one end. We observe that the requirements are 
not met in the region from 1.10f, to 1.35f-, also above 1.58/.. 
We add an a@ = 1.10 half-section. . This may be joined to the 
@ = 1.50 section at the end opposite that where a constant 
k image impedance is desired; one end of the resulting 
structure will have a relatively constant image impedance at 
frequencies below .95f.. Combining the attenuation con- 
stants, we observe that the total attenuation is still slightly 
below the requirements (1) from 1.12f, to 1.23f- (approxi- 
igately),.. (2) at 1.40/., and- (3) above 1.65/,.° We add an 
a= © half-section; the total attenuation constant now 
exceeds the requirements at all frequencies in the attenuating 
range by about .4 nepers. 

We may now ascertain what value of d is required in order 
that the attenuation to frequencies below .gsf. be less than 
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io nep. A trial value of d = .o1 gives us the total loss of 
.08 nep. at .g50f<. Since the attenuation constant is approxi- 
mately proportional here to d, we might presumably permit d 
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to equal .o125, approximately. But some margin must be 
provided, aside from terminal losses, for inaccuracies in filter 
construction and we shall let d stand at the value of .o1. 

We therefore have a filter of the configuration of Fig. 164. 
If the cutoff frequency f, chosen were 3000 cycles and the 
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value of R were 1000 ohms, then the half-section and section 
values of inductance and capacitance for the elements would 
be (see Fig. 159) as given in Fig. 164. When the sections 
and half-sections are combined, the filter of Fig. 165 results. 


§ 55. Formation of High Pass Filters from Individual Sections and 
Half-Sections 


There is so much in common between the design of low 
pass and high pass filters that, in this section, we need only 
to relate the design formule and methods of the former to 
those of the latter. The fundamental relation is this: 

If for the frequency ratio f|f. used with a low pass filter 
structure, the reciprocal ratio f.|f be substituted, the charac- 
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teristics become those of a high pass filter structure having the 
same cutoff frequency. 

Thus, we have again only three types of high pass sections 
and half-sections: (1) the constant k, (2) the series-derived 
m-type, and (3) the shunt-derived m-type. The charac- 
teristics of the latter two do not differ in attenuation and 
phase shift; they are inversely related in image impedance 
characteristics. The constant k type may be regarded as a 
limiting case of the m-types where a = ©. The attenuation 
characteristics are then merely those which a range of values 
of m from 0 to I (values of a from 1 to ©) afford either of the 
m-types. Impedance considerations then control the choice 
of alternative sections. 

The characteristics of high pass sections are depicted in 
Fig. 166 and design formule given. The attenuation constant 
and image impedance characteristics may be examined in 
typical cases by referring to Figs. 160, 161, 162 and 163, if it 
be kept in mind that reciprocal frequency ratios may be used. 

Indeed, a simple method of designing high pass filters is 
to convert the requirements into those of a hypothetical low 
pass filter, using reciprocal frequency ratios, and when the 
various a’s have been determined, as well as d, high pass 
sections having these values of a@ may be chosen and com- 
posited into the desired high pass filter. 

To make clearer the correspondence between low pass and 
high pass filters, let us from Figs. 160, 161, 162 and 163, 
make the following comments on high pass sections: 

(1) The maximum attenuation of a high pass section will 
be exactly the same as that of a low pass section with the 
same values of a and d. For an a of 1.25, for example, the 
peak frequency f,, will be located at f,/1.25 = .80f., being of 
course below the cutoff frequency. 

(2) The attenuation constant in the transmitted band of a 
high pass section will diminish with increasing frequency, 
above the cutoff frequency. In the transmitted band, how- 
ever, the attenuation constant will be again approximately 
proportional to d, at any given frequency. 
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(3) To obtain a relatively constant image impedance 
characteristic in a high pass section, a value of a should be 
chosen between 1.10 and 1.25, approximately. A 1.10 section 
will have an image impedance which will lie between the 
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limits of 3R and $R, approximately for all frequencies above 
1.02f.. A 1.25 section will have an image impedance which 
will lie between .g6R and 1.04, approximately, for all fre- 


: I 
quencies greater than 3 fe = 1. 16f: 
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Example of Formation of High Pass Filter—Total Attenuation 
Characteristic 
Let us assume that, in order to meet expressed attenuation 
constant requirements, a high pass filter containing (1) one 
constant & section, (2) one 1.10 section, and (3) one 1.25 
section were required. We shall examine four possible 
arrangements of the filter structure; they are shown in Figs. 


ho74,.b, C, and D. 
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(1) Let us assume that an m-type characteristic is desired 
at either end of the filter. We shall choose the mid-series 
characteristic of the shunt-derived m-type. Either the 1.10 
or the 1.25 section may be split into half-sections for the 
purpose, and the unused section, together with the © section, 
placed between these half-sections (Fig. 1674). 

(2) With the same half-sections used for terminating 
purposes, we may use the ability of the constant & half-section 
for connecting structures of inverse image impedance charac- 
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teristics. Splitting the o section into half-sections and 
placing them appropriately against the terminating half- 
sections, we are left with an m-type section which must be 
of the series-derived type (Fig. 1678). 

(3) Let us assume that a constant k image impedance, 
mid-series, is desired or permissible at both ends of the 
filter. We may place the 1.10 and 1.25 sections between two 
constant k half-sections (Fig. 167C). 

(4) Or, if we choose mid-shunt constant k image im- 
pedances for either end of the filter, we may place two series- 
derived m-type sections appropriately between two constant 
k half-sections (Fig. 167D). 

Other possible arrangements of these sections exist, which 
may be investigated. The method of using the data of Figs. 
160, 161, 162 and 163 in the design of high pass sections may 
be clarified by plotting the total dissipative attenuation of any 
of the above filters; also the inductance and capacitance values 
may be computed from the formule in Fig. 166, on the assump- 
tion of numerical values for the cutoff frequency f, and for R. 
The sections may then be combined very much as in the 
case of the low pass filter example of Section 54. In making 
this combination it should of course be remembered that the 
value of two inductances (Z, and Ly) connected in parallel is 

(EME) 
La + Le 

The example just given is typical of most filter designs in 
respect to the number of possible configurations available, 
from which a choice must be made. Sometimes impedance 
considerations determine the choice, sometimes cost (involving 
the number, size, and character of the elements) is controlling, 
or again, physical difficulties of construction may be im- 
portant. More than likely, each of these factors will in any 
given case play some part. 
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§ 56. Formation of Band Pass Filters from Individual Sections and 
Half-Sections 


Because of the much larger number of relatively eco- 
nomical types of band filter sections, as compared with low 
pass or high pass sections, the need is foremost for a means by 
which a proper choice of band filter configurations may be 
made without undue effort and without examination of many 
possible structures. Fortunately, considerable simplifications 
in design methods may be made by means of various equiva- 
lences and because of certain practical conditions usually 
encountered. 

We shall therefore ignore the order in which the general 
characteristic of various band pass sections were derived in 
Chap. VII, and consider the available characteristics merely 
from the standpoint of design convenience. 


Equivalence of Five-Element and Six-Element Sections Each to 

Two Simpler Sections 

A large simplification of design practice comes about 
through the fact that the five-element and six-element sections 
give attenuation and phase shift characteristics, each of which 
is simply the sum of the attenuation and phase characteristics, 
respectively, of two simpler sections having appropriate signifi- 
cant frequencies. That is, there is nothing to be gained, 
in attenuation and phase shift characteristics by the use of 
five-element and six-element sections which may not be had 
by the use of a sufficient number of 3-element and 4-element 
sections. 

Proof of the specific equivalences given below may be 
had by solving for the equivalent T or 7m structures corre- 
sponding to the respective complex structures which may be 
formed by connecting together two simpler sections: 

(1) A six-element section has the same attenuation and 
phase shift as two four-element sections, one of which has 
an attenuation peak at a frequency below the pass band, 
and the other a peak at a frequency above the pass band. 
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The six-element section may be symmetrical or dissym- 
metrical. If the six-element section is series-derived, so is 
each of the four-element sections, so that equality of image 
impedances is obtained; likewise, if the six-element section is 
shunt-derived, so is each of the corresponding four-element 
sections. 

(2) When one-half of a six-element section is required for 
terminating purposes, as discussed in Chap. VII, we note 
that its attenuation and phase shift are the sums respectively, 
of those of two half-sections of the four-element type. Or, 
its attenuation and phase shift are each one-half the attenu- 
ation and phase shift of a full six-element section. 

(3) A five-element section has the same attenuation and 
phase shift as one three-element and one four-element section, 
the former simulating the five-element section in having 
infinite attenuation at either zero or infinite frequency, 
respectively, and the latter having an attenuation peak at the 
same finite frequency at which the five-element section 
possessed one. When the five-element section has a peak at 
a finite frequency below the band, the three-element section 
must have infinite attenuation at infinite frequency, and the 
four-element section a peak below the band at the frequency 
mentioned. When the five-element section has a peak at a 
finite frequency above the band, the three-element section 
must have infinite attenuation at zero frequency, and the 
four-element section a peak above the band at the indicated 
frequency. If the five-element section is series-derived so is 
each of the two simpler sections; if, on the other hand, it is 
shunt-derived, the latter must also be shunt-derived. 

(4) A half-section of any five-element type has one-half 
the attenuation and phase shift of the corresponding full 
five-element section, i.e., has one-half the sums, respectively, 
of the attenuations and phase shifts of (1) a three-element 
section and (2) a four-element section. 

(5) The above equivalences hold even when dissipation is 
present, if all the coils and all the condensers have the same 
value of d. 


DESIGN OF BAND PASS FILTERS 311 


(6) The chief value of five-element and six-element sections 
therefore, aside from that value inherent in certain types of 
image impedance characteristics, lies in the economy which 
they effect in the number of filter elements required for a 
given total loss characteristic. Each five-element or six- 
element section requires one less inductance coil and one less 
condenser than would be required if the equivalent simpler 
sections were used. In addition, the inductances and capaci- 
tances may in some cases have more desirable values in the 
five-element and six-element sections. 

(7) We may therefore design a band pass filter, as far as 
attenuation and phase shift are concerned, without regard to 
five-element and six-element sections. If a half-section of 
either of these types is required for terminating, we may 
even here translate its performance into terms of the per- 
formance of simpler half-sections, when the total attenuation 
characteristic has been obtained, we may then in general 
seek alternative groupings of sections which are economical 
in the use of elements, but we need not expect better per- 
formance, as a general rule. 


Relationships Between Three-Element and Four-Element Sections 

Further simplifications in design follow if it be recognized 
that three-element sections are but special cases of four- 
element m-types. They bear a relation to the latter similar 
to that which the low pass « type bears to the low pass m- 
types. In the case of four-element sections with peaks below 
the passed band, if the peaks are made to recede to zero 
frequency, three-element sections result. In the case of four- 
element sections with peaks above the pass band, if the 
peaks be located at infinite frequency, alternative three- 
element sections result. There are thus left, so far as attenu- 
ation and phase shift are concerned, only (1) constant k 
sections, (2) four-element m-types, with special cases, and 
(3) various equivalent structures. 
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Relationship Between Constant k and Three-Element Sections 

The types of sectional attenuation and phase shift charac- 
teristics available are further limited by the fact that the 
transfer constant of a constant & (confluent) band pass 
section is equal to the sums of the transfer constants of 
(1) a three-element section having infinite attenuation at 
zero frequency and (2) a three-element section having infinite 
attenuation at infinite frequency. If the confluent section is 
mid-series terminated, so the three-element sections must be; 
if mid-shunt terminated, the latter must be terminated 
likewise. 

A half-section of the constant k type has of course an 
attenuation (or phase) constant which is the sum of the 
individual attenuation (or phase) constants of two three- 
element half-sections of the types indicated. 

The above equivalences hold even with dissipation, if 
all coils have the same value of d, and all condensers likewise 
the same degree of dissipation. As a result of the equiva- 
lences, the chief value of the constant k section, as compared 
with two three-element sections is twofold: (1) it effects an 
economy in the number of elements required (the saving 
consisting of one inductance and one capacity), and (2) the 
half-section of constant k type is particularly convenient 
for connecting mid-series terminated sections (or half-sections) 
to mid-shunt terminated structures. The latter feature is 
similar to that which we noticed was exhibited by the low 
pass © half-section. 


Relationships Between Constant k, Five-Element, and Six-Element 

Sections 

From the foregoing equivalences, we may observe that: 

(1) The five-element sections are special cases of un- 
symmetrical six-element sections, in which a peak frequency 
is chosen to be either zero or infinite frequency. 

(2) The constant & section is a special case of the six- 
element section, in which one peak is located at zero fre- 
quency, and the other at infinite frequency. 
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(3) The constant & section is also a special case of either 
kind of five-element section, in which the peak which exists 
at a finite frequency is chosen to be as far as possible from 


the pass band. 


Sections Related Through Reciprocal Frequency Ratios 

Additional simplifications in design procedure occur 
through relationships which exist between characteristics 
which have a maximum attenuation on one side of the pass 
band, and those which have a corresponding maximum on 
the other side. 

(1) One important relationship is that between the charac- 
teristics of four-element m-types. If in one section the value 
of ffm 1s equal to the value of fmlf,, in the other, the entire 
attenuation (and phase) constant characteristics are reciprocally 
related, so that the attenuation (or phase) constant given for 
any value of ffm in the one is exactly equal to the attenuation 
(or phase) constant for reciprocal frequency ratio (fmlf) in the 
other. ‘Thus the characteristics of Figs. 1544 and 154B, Chap. 
VI, are reciprocally related with respect to the mid-frequency 
fmy under the conditions stated. We may therefore plot 
charts of attenuation (or phase) constant against frequency 
for one type of section and quickly transfer the computed 
values to charts for the other type of section. 

(2) Another important relationship exists between three- 
element sections having infinite attenuation at zero frequency 
and infinite frequency, respectively. For any value of f/fm in 
one type, the attenuation (and phase) constant is exactly 
the same as for the reciprocal frequency ratio fn/f in the 
other. Again, charts plotted for the one type may be readily 
used for the other type. See Figs. 1564 and 156B of Chapter 
WaT. 

(3) It will be observed that five-element section attenu- 
ation and phase characteristics of the two kinds available 
will have a reciprocal frequency relationship under certain 
conditions, as a result of (1) and (2). What these conditions 
are will be left to the reader to investigate. 
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(4) We may reiterate at this point that the attenuation 
characteristic of a constant & section is symmetrical about fn, 
when plotted on a logarithmic frequency scale. That is, 
its attenuation is the same for equal values of f/fn and fm/f. 
The phase shift characteristic would similarly be symmetrical 
if the sign of the phase constant did not change at the mid- 
frequency. Consequently computations for constant k sec- 
tions need be made for only the frequency range either above 
or below fm, and charts completed by transferring numerical 
values. 


Tabulation of Sectional Characteristics and Formule 


Having in mind the above relationships between various 
types of sections, we may now tabulate the various sectional 
characteristics and formule essential to the formation of 
band pass filters. This is done in Figs. 168, 4, B, C, and D. 
Only the important formule and characteristics are given 
there, in order that the difficulties which arise in practice 
from the existence of a very great number of design alter- 
natives may be minimized as far as possible. The remaining 
formule may be derived and characteristics explored by the 
methods which have so far been used. 


Tabulation of Image Impedances 


Only two kinds of image impedance characteristics (and 
formule) are presented in Fig. 168. They are those of the 
constant k& section (mid-series and mid-shunt) and the addi- 
tional image impedances presented by the symmetrical six- 
element sections, by reason of their m-type derivations 
(the symmetrical six-element sections are those for which 


Vis yes . . . 

ra = me these or slightly unsymmetrical sections offer the 
greatest advantages in constancy of image impedance through- 
out transmission bands). The medium for connecting from 
series-derived to shunt-derived sections or half-sections is of 


course the constant & half-section. If it is desired to connect 
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Fic. 1684.—SEcTIONAL CHARACTERISTICS AND FORMULAE ESSENTIAL IN THE ForMA- 
TION OF Banp Pass FILTERS. 
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Fic. 168B.—SEcTIONAL CHARACTERISTICS AND FORMULAE ESSENTIAL IN THE 
Formation or Banp Pass Fitters. Note: (1) The values of Z and C given for II], 
and III, hold only for mid-series terminations and the values of Z and C given for 
III; and III, hold only for mid-shunt terminations; (2) the image impedance char- 
acteristics of any of these filter sections may be obtained from “Mutual Inductance 
in Wave Filters with an Introduction on Filter Design,” by K. S. Johnson and T. E. 
Shea, pages 9-12, B. S. T. J., January 1925. 
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Fic. 168C.—SrEcTIONAL CHARACTERISTICS AND FoRMULAE ESSENTIAL IN THE FormMa- 
TION oF BAND Pass FILTERs. 
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Fic. 168D.—SeEcTIONAL CHARACTERISTICS AND FORMULAE ESSENTIAL IN THE FoRMA- 
TION OF Banp Pass FILTers. 
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half-sections of types other than constant & or six-element 
into a filter, additional formule must be derived. 


Tabulation of Attenuation Constant and Phase Con$tant 

The relationships between the transfer constants of various 
types of band pass structures, given in the first part of this 
section, may be reviewed with a tabulation of the attenuation 
constant and phase constant characteristics and formule, 
such as is given in Figs. 1684, B, C, and D, inclusive, at hand. 
By inspecting the character of the formule and computing 
the characteristics of typical numerical structures, the re- 
lationships may be made clearer. 


Dissipative and Non-Dissipative Characteristics of Typical Struc- 
tures 

To indicate the form of sectional curves found valuable in 

band filter design, several families of curves for typical 
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Fic. 169.—Non-pDIssIPATIVE ATTENUATION FOR THREE-ELEMENT SECTIONS FOR 


Various FracrionaL Banp Wiptus. Use — ror Secrions or Types J/J, anno IIT, 
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ino ror Sections or Types //J, anp JIJ3. 


sections are given in Figs. 169 to 174, inclusive. Thus the non- 
dissipative attenuation for three-element sections, for various 
fractional band widths, is given in Fig. 169. The corre- 
spondence between the two possible types of attenuation 
characteristics is emphasized by plotting @ against f/fm for 
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Fic. 171.—Non-pissIPATIVE ATTENUATION CHARACTERISTICS FOR FOUR-ELEMENT 


Sections. Use — ror Secrions or Types JV, anp IV3 anp tn FoR Types IV, 
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AnD IV,, 
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sections III, and IIIs, and against f/f for sections II, 
and III;. Dissipative attenuation curves, for one particular 
fractional band width, are given in Fig. 170. The lack of 


uv 


bh 


Ww 


CONSTANT, PER SECTION 
Oc (NEPERS) 


nN 


ATTENUATION 


Fic. 172.—DisstpativeE ATTENUATION Curves ror A Group oF SYMMETRICAL SIXx- 
ELEMENT SECTIONS AS SHOWN IN Fic. 16824. 


symmetry may be particularly noticed in characteristics of 
these sections. 
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Fic. 173.—NON-DIsSIPATIVE Imace ImpEDANCE CHARACTERISTICS FOR MuIp-sERIES 
Constant & Banp Pass Sections. 


Non-dissipative attenuation curves for a group of four- 
element sections are given in Fig. 171. The attenuation 
constant « is plotted against f/f for 1V, and IV, and against 
fnlif for IV; and IV2. Dissipative attenuation curves for a 
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group of symmetrical six-element sections are given in Fig. 1725 

only a portion of the curves obviously needs to be plotted. — 
A group of non-dissipative image impedance characteristics 

for mid-series constant k sections are shown in Fig. 173. 


24 
' 


RESISTANCE | 


Fic. 174.—A Group or Non-pisstpativE IMace IMPEDANCES FOR THE MID-SERIES 
TERMINATION OF SHUNT-DERIVED SIX-ELEMENT SYMMETRICAL SECTIONS. 


Values for the mid-shunt condition may be had through the 
inverse relationship of the image impedances to R. A group 
of non-dissipative image impedances for the mid-series termi- 
nation of shunt-derived six-element symmetrical sections is 
given in Fig. 174. 
Example of Formation of Band Pass Filter Total Attenuation 
Characteristic 
A structure’ is shown in Fig. 175 which contains suc- 
cessively: (1) a half-section of the symmetrical six-element 


1 This example is due to O. J. Zobel, and is given in “Theory and Design of Uniform 
and Composite Wave Filters,” B. S. T. J., January, 1923. 
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type (m = .6), (2) a five-element section with peak above the 
transmission band, (3) a five-element section with peak below 
the transmission band, and (4) a second half-section of the 
symmetrical six-element type (m = .6). 


' 1 1 
' i} 1 1 1 6 
~<— 3 SECTION—>+e——! SECTION—>+e——1_ SECTION weg 5 SECTION > 


fico = 3739 ' fig =3300% | fay=8300% | £23739 
fog = 7489 faq 7489 


Fic. 175.—An Examp.e or a Bano Pass Fitrer Butrr Up or 2 Hatr-SEctions 
AND 2 Fut SEcrTions. 


With cutoff frequencies at 40007 and 70007, and a value 
of R = 600 ohms, the peak frequencies are as follows: for 
the symmetrical six-element half-sections, fis = 3739” and 
Joo = 74897, and for the five element sections, fi. = 33007 
and f2 = 8300", respectively. It is assumed that d = .o1 for 
all inductance coils. 


TOTAL ATTENUATION IN NEPERS 


FREQUENCY IN CYCLES PER SECOND 


Fic. 176.—TorTAaL ATTENUATION CHARACTERISTIC OF THE ComposITE FILTER OF 
Fic. 175. 


The total attenuation constant for the structure is plotted 
in Fig. 176. The. attenuation constant of the filter may be 
determined as of a structure which contained the following 


types of sections: 


Te LW, (fice Sa 3739)s Te bY (foc a 7489), 
1 IV (fie = 3300), 1 IV (f2 @= 8300), 
fell ieeandet I IT., 
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. fz 7000 aoe 
and curves plotted for a ratio = = =| 1,76, similarata 
1 4000 

those given in earlier figures of this section, will furnish the 
section attenuation constants for all important frequencies. 
The attenuation over the frequency range from approximately 
4500 to 6500 is less than .19 attenuation units [nepers ] and 
for frequencies in the attenuating bands does not drop below 
7 nepers. 

Fig. 177 shows the dissipative image impedance at either 
end of the filter. The image impedance Zrm over the trans- 
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Fic. 177.—Tue Disstpative Imace Impepance ar ErrHer Enp or THE FILTER OF 


Fic. 175. 


mitting range is practically a pure resistance of 600 ohms. 
The resistance component has maxima at the cutoff fre- 
quencies and decreases rapidly to small values in both 
attenuating bands. The reactance component is negative at 
very low frequencies, has a positive maximum at the lower 
cutoff frequency, a negative minimum at the upper cutoff 
frequency, and is positive at very high frequencies. 

An additional example of band pass filter design will be 
given in Chapter IX, in connection with the determination 
of total insertion loss. 

We may observe that had the m-type terminations of 
Fig. 175 been avoided, and simple three-element and four- 
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element sections been used, there would have been required 
12 coils and 12 condensers for the total filter, in place of 11 
coils and 11 condensers. Desirable terminations have thus 
been secured and, at the same time, a substantial saving in the 
number of elements required. This illustrates the advantages 
offered by five-element and six-element sections. 


§ 57. Impedance Transforming Band Filters * 


Impedance transforming filters (or transformer filters) are 
differentiated from ordinary filter structures in that they 
provide at all frequencies a certain transformation (step-up 
or step-down) in impedance, in addition to having attenuation 
constant and phase constant characteristics. That is, a 
transformer filter section acts exactly like an ordinary filter 
section plus an ideal transformer. It offers as close an 
approach to realizing effectively the advantages of an ideal 
transformer as may be had. 

In establishing the character of transformer filters we 
shall need to make use of two equivalences, each involving an 
ideal transformer and an associated impedance. These 
equivalences we shall proceed to demonstrate. 


Equivalences Related to Transformer Filters 

Consider the ideal transformer of Fig. 1784 which has in 
parallel with one winding a finite shunting impedance Zs’. 
The voltage transformation ratio of the ideal transformer, 
from left to right is ¢;*% therefore the impedance trans- 
formation is g?. Let the network of Fig. 178 be set equiva- 
lent to that of Fig. 178B, in which the impedances Za, Zz, 
and Ze may have any values. 

From open-circuit measurements on terminals 1-2 of the 


two networks, 
Zs’ = Za + Ze. (6) 


2 See Bibliography 129 (E. L. Norton) for a basic discussion of impedance trans- 


forming filters. 
3 That is, if g is greater than unity, the transformer steps up the voltage from 


left to right. 
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From open-circuit measurements on terminals 3-4 of the two 
networks, 


gZs = Zp+ Le. (7) 


We also obtain from the corresponding short-circuit measure- 
ments 


Wile 
a REPL! 8 
ee 7 eee (8) 
or 
Via 
4 See ahs 
O , tage 78 (9) 


Only three of the four equations may be taken as independent. 
From three thus chosen, 


Za = (1 — 9)Z5'5 (10) 
Ze = o(¢ — 1)Zs' = — gZLa; (11) 
Le = oL5'. (12) 


From the last three equations, it is necessary thateZe 
Ze, Zc and Zs’ be alike in phase angle in order that g may be 
a pure numeric, that is, that the transformation be a simple 


Za Zea 


" 3 3 
Zs Ze 
4 2 4 
(A) (8) 


Fic. 178.—Awn IpEaL TRANSFORMER WITH SHUNT IMPEDANCE (4) WuicH Is Poren- 
TIALLY EQuIvALENT TO THE J-NETWORK (8B). 


numerical transformation. But it is always necessary that 
either series arm Z, or Zp be negative in sign. If 9 <1 
(in the case of a step-down transformer for the direction of 
propagation shown), this will be Zz; if ¢ > 1 (in the case of a 
step-up transformer), it will be Zs. There is no condition 
where one of the arms is not negative in relation to the 
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others, for otherwise the transformer could as a whole store 
or dissipate energy. 

It may be incidentally noted that an equivalence between 
the network of Fig. 178 and a 7 network of simple impedance 
arms is not practicable to use because the arms of the latter 
are a set of zero impedances, one of which is negative. 


Zs 9? 


(A) 


Fic. 179.—ILLustraTING THE ForMATION OF A a7-NETWORK (B) FROM AN IDEAL 
TRANSFORMER WITH A SERIES IMPEDANCE (4). 


For the second equivalence desired, consider the net- 
work of Fig. 179, where an impedance Zs is in series with one 
winding of an ideal transformer of impedance ratio ¢?. Let 
the network be set equivalent to the 7 network of impedances 
in Fig. 179, where Za’, Zz’, and Zo’ may have any values. 
For convenience, take the reciprocals of the impedances Z,4’, 
ie, and Zc as Y4’, Ys’, and Y¢' respectively. 

Short-circuit impedance measurements at terminals 1-2 
and 3-4 successively give 


Ya + Ys) = Ys, (13) 
Ye! + Ys! = Ysq- (14) 
Open-circuit measurements at the same points give 
pein Veet oe (15) 
and vist 
o= Ve tet a (16) 


Choosing three of the four equations as independent we may 
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solve with the following results: 


Ti ENT A (17) 
Onan 
Zig = oZs3 (18) 
e 
Ze = Zs = — oLa'. (19) 
ie 


The three impedances of the second network are thus like Zs 
in phase angle, except that one of the shunt arms of the 7 
network must be negative in relation to the other two arms. 
If ¢ < 1, this will be Z4’; if @ > 1, it will be Zc’. 

A T network of impedances could not have been prac- 
ticably chosen for this second equivalence because a set of 
infinite impedances would result. 


Application of the Above Equivalences to Filter Structures 

In order to illustrate the use of a T or m network of 
finite impedances to replace a finite impedance and an ideal 
transformer in conjunction, let us make application of the 
equivalences just discussed to the confluent band filter 
section of Fig. 1804 which is symmetrical and has equal 
image impedances at either end. That is, it has unity trans- 
formation ratio of impedances. If it were possible to insert 
an ideal transformer at 4—/’ so as to change the impedance 
level in the ratio g’ as we pass to the right of 4—/’, then, 
provided that all inductances to the right of 4—J4’ were 
multiplied by g® and all capacitances by 1/¢? so as to 
accommodate the change in impedance level, the transformer 
filter thus formed would have the same attenuation and 
phase characteristics as the confluent section of Fig. 1802. 
This is most easily seen from the fact that open and short- 
circuit impedance measurements at the left-hand end of the 
two sections would be identical. The transforming section is 
shown in Fig. 180B. 

But the elements enclosed by the dotted circle in Fig. 180B 
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(the coil ZL; and the ideal transformer) comprise a network of 
the type shown in Fig. 1794, and may be replaced by an 
equivalent 7 network of the type of Fig. 179B using the con- 
version formule given above. Substituting such a network, 
we have the section of Fig. r80C. Either the shunt inductance 


ly Ci 


Fic. 180.—AN APPLICATION OF THE PRINCIPLES OF EQUIVALENCES TO A ConFLUENT 
Banp FITer. 


element whose value is [¢?/(1 — y)|L, or that whose value is 
[e/(e — 1)|L1 must be negative, depending on whether the 
transformation ratio ¢ is greater or less than unity. 

In the latter case the negative inductance may be absorbed 
by merging it with the adjacent shunt element 2/2 so as to 
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form a single inductance whose value (2L,’), Fig. 180D, is 
given by 
I I ge —I 
mid ela 
oa be | oaks) oly 
The limit of merging is reached in this case when the positive 


and negative inductances thus merged are equal in magni- 
tude: 


; (20) 


7) 


aL, Sy ae Es (21) 
(eo) tN 
or 
2L, 
= ———_-; 22 
2 Vi + ny bet ( ) 


and this is the smallest value of » which may be chosen by 
this method. | 

In case ¢ is greater than unity or less than the value 
given in (22) one of the shunt inductances in Fig. 180D will be 
negative. It is then often possible to secure the trans- 
formation ratio desired by inserting a two winding trans- 
former, 1.e., by making use of mutual inductance to obtain 
effectively a negative shunt element.* The equivalence of 
transformers to T and zm networks has been discussed in 
chapters III and V and the method of application follows 
therefrom. 

The result is that in Fig. 180D we have a network whose 
image impedance at one end is ¢g” times the image impedance 
at the other end so that it may properly work between 
terminal impedances of this ratio. 

In the method just used we might have drawn the line 
A-A’ to the right of C, and employed the equivalent network 
which would have been appropriate. That is, we could have 
considered (1) C, in series with one winding of the trans- 
former, (2) 2Z in shunt with its other winding, or (3) C)/2 in 
shunt with the latter winding. Likewise, had line 4-4’ been 


* See “Mutual Inductance in Wave Filters with an Introduction on Filter Design,” 


by K. S. Johnson and T. E. Shea, Bell System Technical Journal, January, 1925, 
Vol. IV, No. 1. 
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drawn just to the left of Z1, the ideal transformer might have 
been associated with 22, or C,/2 at the left hand end of the 
network. Thus, any element of the filter may be chosen at 
pleasure on which to operate. The last two situations would 
result, however, from merely reversing the network in 
direction of propagation, and of the four remaining possible 
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arrangements, two give step-up ratios and two step-down 
ratios of transformation. In the cases where capacity ele- 
ments are employed in the transformation, there is of course 
no method similar to the use of mutual inductance by which 
the range of transformation ratio may be increased by using, 
effectively, negative elements. 

A second example of the transformer filter may be based 
on.the simple band pass filter section of Fig. 1814. The 
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number of alternatives is limited here to those afforded by the 
capacitance elements 2C;, 2C\, and C;. We may draw the 
line 4-4’ either to the left or to the right of the shunt con- 
denser, with identical results except for a reversal of the net- 
work. As shown in Fig. 1814 we may combine an ideal 
transformer with either C, or 2C;.. Since the former combina- 
tion takes care of both step-up and step-down ratios, it is used 
in Fig. 1818. Employing the corresponding equivalent T net- 
work (see Fig. 178), the structure of Fig. 181C results. Com- 
bining capacitance elements we finally obtain the structure of 
Fig. 181D. 

If ¢ is greater than unity, C,/(1 — ¢) is negative, and the 
maximum step-up ratio is obtained when 


Cy 
oC Ci ) (23) 
or when 
Cy 
OS rs (24) 


If g is less than unity, C:/[g(y — 1)] is negative and the 
limiting step-down ratio is obtained when 


Agee 

ge (1 — 9)’ (25) 
or when 

oy = ] --- C2 ° 

Qo aCe (26) 
that is when 

NG 2C, 
Pie WO Ge (27) 


Dependence of Transformation Ratio on Band Width 
The maximum ratio of transformation which it is prac- 
ticable to obtain in a single section is usually less than the 
theoretical maximum because certain values of inductance or 
capacity may become undesirably large or inconveniently 
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small as the theoretical limit is approached.’ It will be 
noticed that the maximum ratio, either stepping up or 
stepping down, is the same (see formule (24) and (26) above). 
This maximum is dependent on the ratio C./2C, which from 
the design formule for this type of section is 


ONE se Rta 
2C\ aCe + fa) (fe ae) 


The maximum ratio is thus dependent on the band width 
(f2 — fi) of the section, expressed in fractional relationship to 
other frequencies. 

This brings out a fundamental characteristic of trans- 
former filters; that as the band width is increased, the net- 
work will provide less change of impedance level, and as it is 
narrowed, the permissible transformation rises accordingly. 

For this reason, ”o transformer filter sections exist among 
low pass, high pass, or band elimination structures, because 
these possess bands extending to zero or infinity and have either 
an infinite band width or a zero frequency of reference. rom a 
design standpoint, it is generally simpler to design filter structures 
on the basis of a uniform impedance level and then secure 
transformer action by making substitutions, as above. For 
this reason, no list of transformer band pass filter sections 
is attempted here. Furthermore, while a full section has been 
taken as the design unit here, as a rule transformations may be 
made in half-sections. 

When a large ratio of transformation is desired, it may 
be apportioned among several filter sections so as to obtain 
realizable and convenient inductance and capacity values. 
Obviously, the total ratio of transformation is then the 
product of the ratios of the various sections and half-sections. 
Another use for transformer filter sections even when a 
filter as a whole works between equal impedance levels is to 
permit dropping the level of impedance of a filter internally 


(28) 


5 At the theoretical limit, elements usually disappear, so that economical sections 
may be obtained when using maximum ratios. 
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for one or more sections so as to secure, for the overall filter, 
more desirable element values. 

The terminal reflection and interaction losses, as well as 
the attenuation of a filter, are unchanged when impedance 
transformations are made, provided the terminal impedances 
are correspondingly altered so that the image impedance at 
either end bears its original ratio to the terminating 1m- 
pedance at that end. This is an additional reason for the 
substitution of transformations after a filter has been designed 
without transforming action. Dissipation does not interfere 
with the use of transforming band pass sections, provided the 
values of d are equal in alternative filters. 


§ 58. Formation of Band Elimination Filters 


Band elimination filters wiil receive relatively small dis- 
cussion here, both because of their relatively infrequent 
applications and because the methods involved in their 
design should be fairly evident after a study of the sections 
above on low pass, high pass, and band pass types. 

The available types of sections and half-sections are but 
three, just as in the case of low and high pass sections. 
Their characteristics and design formule are listed in Fig. 182. 
There are merely the constant k type and its series-derived 
and shunt-derived m-types readily available. The constant 
k type may be considered a special case of either of the latter. 
In fact, the discussion of low pass structures in Sect. 54 might 
be closely parallelled throughout. 

Fig. 183 shows the attenuation characteristics of non- 
dissipative constant k& sections for various ratios of the cutoff 
frequencies. The drawing of curves for the attenuation 
constants of dissipative constant k sections, for the image 
impedances (of non-dissipative sections), and for the attenu- 
ation constants of m-type structures will be left to the reader, 
the necessary formule being provided in Fig. 182. 
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§ 59. Advantages of Composite Wave Filters 


So far, in this chapter we have tacitly assumed that 
a filter formed of various kinds of sections (a composite 
filter) was usually desirable, instead of one having all sections 
alike (a uniform filter). This is in fact usually the case in 
practice, although in some instances a uniform filter will be 
satisfactory. Uniform filters have an advantage in requiring 
less design effort, but also have in an accentuated fashion the 
virtues and faults of the type of section chosen. Suppose, 
for example, the attenuation characteristic of this section 
rises but slowly as an attenuation band is entered, then a 
number of such sections will not suppress frequencies close 
to the cutoff frequency in question by comparatively large 
attenuations. On the other hand, if in certain frequency 
regions, a high degree of attenuation is afforded by the single 
section, the multi-section wave filter is likely to have an un- 
necessarily high attenuation in this frequency region. 

Suppose, for example, that a certain low pass filter 
section has the attenuation characteristic shown by curve (4) 


ADVANTAGES OF COMPOSITE WAVE FILTERS 337 


in Fig. 184. By use of four such sections the attenuation at 
1000 cycles per second may be raised to 5.6 nepers; but the 
loss at 4500 cycles per second would rise to 19 nepers, while 
only 4 nepers may be required. By combining one of these 
sections with a section having a characteristic like curve (B), 
Fig. 184, a sharp cutoff may be obtained without unnecessary 
losses at the higher frequencies. The resulting composite 
filter may be more economical than the four-section uniform 
filter. Also the attenuation in the transmission band would 


ATTENUATION CONSTANT ~ NEPERS 
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probably be less with the composite filter of two sections 
than it would be with the uniform filter of four sections. 

In many cases, of course, this limitation is not serious 
because of the arrangement in the frequency scale of the 
currents to be suppressed, but in general, economy in the 
number of filter elements required by a given set of design 
conditions is to be secured through the use of various types 
of sections combined in such numbers as to provide sufficient 
but not excessive attenuation in the various frequency regions 
of interest from a design standpoint. 

A second and extremely important advantage of com- 
posite wave filters lies in the fact that they permit the use 
of such m-type sections or half-sections—or constant k, in 
certain cases—at either end of a filter as will secure desirable 
impedance characteristics while at the same time the “body” 
or “‘mid-part” of the filter may be made up of such sections 
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as are desirable from an attenuation standpoint to provide 
the remaining attenuation required. 

In a composite wave filter, then, a more desirable and 
efficient distribution of attenuation over the frequency range 
is secured, the advantages of each particular type of section 
being weighed and the most suitable types chosen in sufficient 
numbers, while elasticity of design is at the same time 
preserved in the choice of image impedance characteristics for 
the multi-section filter. 

This elasticity in design with respect to attenuation and 
impedance carries with it of course difficulties of design, 
for a very large number of design alternatives are presented, 
each of which must be examined and weighed, in case it is 
important to secure a very economical design. 


§ 60. Balanced and Unbalanced Filters 


The discussion in this chapter on the formation of different 
types of filters has been entirely concerned with unbalanced 
sections. ‘The easiest procedure is to assume that the attenu- 
ation, phase shift, and image impedance apply to an un- 
balanced structure, to decide upon the arrangement of 
sections desired on this basis, to form an unbalanced filter, 
and then to make the relatively simple changes in the filter 
that are necessary to convert it to balanced form. 

In the usual case only the series arms are made to be 
balanced. Their conversion consists of only two steps: (1) to 
arrange a like configuration of elements in either line wire, 
with an inductance element of Z henries being replaced by 
two each of L/2 henries and a capacitance element of C mfd 
being replaced by two each of 2C mfd (the impedance being 
halved); (2) if it is desired to have a mutual inductance of 
M henries between the coils, to choose such self inductances 


: LE 
Le) 2ethate2 (= =f M) = L, assuming the mutual inductance 


to be arranged series-aiding. Ifa shunt arm is to be balanced, 
a symmetrical disposition of elements with respect to its two 
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terminals is necessary. Fig. 185 shows a portion of a filter 
arranged: (4) in unbalanced form, (B) with balanced series 
arms containing mutual inductance, and (C) completely 
balanced. 

It will be observed that balancing a filter tends to increase 
considerably the number and size of condensers required; 
this is one of the chief objections to balanced structures. 
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Both balanced and unbalanced filters have fairly definite 
fields of use in practice; whether a filter is to be balanced or 
not is usually determined by the character of the circuit in 
which the filter is used. 


§ 61. Relationships between (2) Band Pass and Band Elimination 
Filters, and (2) Low Pass and High Pass Filters 


We may note that any band filter (or band filter section) 
reduces to a low pass filter (or section) if the lower cutoff 
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Fic. 186.—ILLUSTRATING THE ForMATION OF A Banp Pass FILTER FROM A HIGH 
AND A Low Pass FILTer. 


frequency is made zero, or to a high pass filter (or section) 
if the upper cutoff frequency is made infinite. Conversely 
any band elimination filter (or band elimination section) 
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reduces to a high pass filter (or section) if the lower cutoff 
frequency is made zero, or to a low pass filter (or section) if 
the upper cutoff frequency is made infinite. 

This suggests that where the cutoff frequencies in the 
band pass filter are far apart, individual low and high pass 
sections connected in series as in Fig. 186 might better serve. 
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This is in general found to be the case when the ratio of cutoff 
frequency of the high pass filter is approximately twice the 
cutoff frequency of the low pass filter. 

Again a band elimination filter may be formed by con- 
necting a low and a high pass filter in parallel as shown in 
Fig. 187. 


CHAPTER JX 


TERMINAL Errects: REFLECTION AND INTERACTION LOSSES 
—Tora. Insertion Loss CHARACTERISTICS 


We have thus far dealt mainly with the transmission 
characteristics of wave filters when terminated in their own 
image impedances. We have seen that the degree of selec- 
tivity afforded by a filter is rapidly increased as the number 
of sections employed becomes greater. But the kind of 
selectivity which a wave filter exhibits, enabling it to pass con- 
tinuous bands of frequencies with little loss while substantially 
attenuating other bands of frequencies, is dependent for its 
existence on correct terminating conditions rather than on the 
number of sections employed, although increasing the latter 
increases the selectivity. 

Fig. 188 illustrates this point; here the characteristics show 
the measured insertion loss for a half-section filter and a two- 
section mid-shunt terminated filter (both constant k types), 
the terminating impedances being set equal to R, R/5, and 
R/25, respectively. 

The process of determining the ¢otal insertion loss of a 
network has been discussed at length in chapter IV. Briefly, 
it consists of adding to the attenuation constant four other 
losses: (1) two reflection losses, one occurring at either end 
of the filter; (2) the interaction loss, and (3) the negative of 
the reflection loss corresponding to the two terminating 
impedances. If the terminating impedances are equal, (3) 
disappears. In general, from (50), chapter IV, 


L=-LIsrthit+ht+et kX. 
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We shall concern ourselves first with the reflection losses 
LZ, and LZ, occurring at the respective ends of a filter. In 
determining the losses to be added to the attenuation con- 
stant in order to obtain the total insertion loss, we shall make 
use of chart methods. 


§ 62. Determination of Reflection Loss at Either End of a Filter 


The reflection loss at either end of a filter is, from chapter 
IV, dependent only on the ratio of the image impedance 
there to the terminating impedance. Therefore a chart 
method of determining filter reflection losses need concern 
itself only with conditions at one end of the filter. After 
the reflection loss has been determined there, the process 
may be repeated for the conditions existing at the opposite 
end in order to determine the second reflection loss. 

We shall limit ourselves to the image impedances corre- 
sponding to a dissipationless filter except in the vicinity of the 
cutoff frequencies and frequencies of maximum attenuation. 
This limitation is justified by the fact that except for points 
near these important frequencies, the effect of dissipation on the 
reflection losses ts practically always negligible. We shall also 
assume that the terminating impedance is a simple resistance 
of that value R upon which the constant & sections and their 
derived m-types are based. One advantage of confining the 
charts in this way is that they may then be plotted in terms 
of the parameters m and either U; or /;, of the constant k 
prototype. Another advantage is that the same charts may 
be used for both mid-series and mid-shunt terminations. 

If the method outlined in chapter VIII for the formation 
of a multi-section filter is followed, the termination at each 
end of the filter will be that of an m-type image impedance 
(the constant k type being a special case where m = 1). 
Under this condition the loss Zm (used to denote either Ly 
or I»), corresponding to the reflection factor is given in 
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The mid-series image impedance Zr, and the mid-shunt 
image impedance Zrm’ are related by the equation 
Lite R 
Ree 
for any given value of m. 
The more important evaluations of reflection losses may 
be made directly from four charts,’ Figs. 189.4, B, C, and D. 
A great many charts and curves useful in wave filter 
design might well be given in a book of this character; but 
since, on account of limited space, it is not possible to in- 
clude all of them, a selection has been made to include the 
most valuable ones, and to guide the reader in the preparation 
of his own design information. 


Value of Reflection Loss in Transmission Bands Generally 

Fig. 1894 provides a chart of the reflection loss Lm, for 
various values of m and U;, throughout transmitting bands 
generally. Here both Zim and Zim’ are pure resistances. 
Because the dissipation is zero, VY; =o. The charts are 
based on (1), substituting in the general case the expression ? 


R Zim sevNigeP Oy, 


Zig (Ree ie CORT 


1 These and subsequent charts in this chapter are given by Dr. O. J. Zobel in the 
Bell System Technical Journal, October 1924. 

* The double sign is to be interpreted so as to make positive the real part of the 
radical. 


(2) 
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which follows from (3) and (89) of chapter VII; the result is 


P= 1p e I ise BN ea a i BHA 
pee \ 4 C= ne a 6 
. roe (1 — m\(U; + jVi) 4 & 
NI +- U;, aah: 
When /; is zero, as in the present case, (3) reduces to 
ae Wat, | [eta — mu, 
oR eet as 1S ace Neo 5) (4) 


and the chart of Fig. 1894 may be checked by means of this 
formula. 

We observe that the reflection losses in the transmission 
bands are everywhere positive, but small. Only for a small 
area on the chart, for high values of m and Uj, does the 
reflection loss at one end of the filter exceed .o§ neper. Values 
of Lm for values of U;, between — .go and — I.o are not 
plotted in Fig. 1894, because this region is in the vicinity of a 
cutoff frequency, where the effects of dissipation are more 
important. Values of L, for values of m below o.2 are like- 
wise not plotted, because sections possessing such low values 
of m are rare in practice. 

The following features of the chart of Fig. 1894 are worthy 
of emphasis: 

(1) The value of U;, for any value of m, at which L, = 0 
is that for which Zr, and Zr,’ equal R. If m exceeds 0.71 
approximately, the image impedances will equal R only at the 
mid-frequency of the transmitting band, where U, = 0. If 
m is less than 0.71 approximately, there is an additional value 
of U;, for which this equality holds; for a band pass filter 
there are then three frequencies in the transmission band at 
which Ze, = "Lim = R. 

(2) Within the range of values of m plotted in Fig. 1894, 
the reflection losses Lm are most severe for the constant k 
termination, for which m = 1.0, 
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(3) The value of the (non-dissipative) image impedances 
Zim and Zrm’ for m-type terminations may be readily de- 
termined by the joint use of Fig. 1894 of this chapter, and 
Fig, 50 of chapter IV. If for any value of L,, corresponding 
to a definite value of m and Uj, in the former figure, we read * 
from the latter (using the g = 0° curve) either the ratio 


Fic. 1894.—Tue Rerrection Loss L,, ror Various VALUES OF m AND Uj; IN THE 
TRANSMITTING Banp. THE VALUE or Vx Is NEGLECTED. 


Z1m/R or R/Zim', we may then determine the value of the 
image impedance by applying the factor RK. Two reciprocally 
related values for the impedance ratio are possible, however, 
and a choice is to be made only by inspection. Fig. 1894 
also bears a close relationship to Fig. 143 of chapter VII. 


5 Let the abscissz values of Fig. 50, chapter IV, be Zy/R or R/Zym/ in this case. 
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Value of Reflection Loss at Cutoff Frequencies with Dissipation 
Present 
Fig. 189B gives reflection losses at cutoff frequencies, where 
’U;, = — 1. Dissipation is an important factor, however, and 
Ln is plotted against || and m. 
1.0 a 
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from which values of Lm in Fig. 189B may be verified. 

The complex character of dissipative image impedances at 
cutoff frequencies gives rise to the alternate regions of 
opposite sign for Lm in the chart. Thus, when m = 0.60, 
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within the range of the chart the loss with increasing V;, (and 
therefore increasing dissipation) is successively positive, nega- 
tive, and positive. The negative values of L, indicate a 
reflection gain. This draws attention to a striking feature of 
insertion losses in the neighborhood of cutoff frequencies viz., 
that such losses may actually be decreased when the filter 
dissipation is increased, and vice versa. In order for these 
conditions to exist, a change in the value of the reflection 
loss L, for a change of opposite sign in dissipation d must 
counteract the changes in the other components of the in- 
sertion loss, and must exceed the latter. Such effects are 
particularly noticeable in constant k(m = 1) terminations, 
whereas if the dissipation is increased (for small values of Vx), 
the value of L,, decreases rapidly. 

It is possible, from the character of Fig. 189B, to have 
positive and negative reflections at opposite ends of a filter 
which cancel each other. Thus, when |/;,| = .29, the con- 
stant & reflection loss, which is — .025, will be cancelled by 
the reflection loss for m = .5§2. 


Value of Reflection Loss in Attenuation Bands Generally 

Fig. 189C gives a picture of the reflection losses in the 
attenuating bands generally and differs from Fig. 189B only 
in that |U;| > 1 and dissipation is neglected. Formula (4), 
as before, may be used to verify this chart. 

The shaded area corresponds to frequency regions at, 
and just above and below, frequencies of maximum attenu- 
ation (in each particular m-type section). Here, because 
Zim is very large and Zrm’ very small, L,, has large positive 
values. Dissipation becomes important in the vicinity of 
peak frequencies, however, and would affect values within 
the shaded area which might be computed from (3). 

The region to the right of the shaded area includes fre- 
quencies generally between a cutoff frequency and the neigh- 
boring frequency of infinite attenuation. As Zrm (a reactive 
quantity) changes from 0 to + j, or Zrm’ from + j® to 0, 
U,, changes fromo to — ©, and U; from o to — [1/(1 — m?)]. 
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The maximum negative value (— .347) attained by Lp 
occurs when R =|Zm|=|Zim'|. A close correspondence 
exists between the chart of Fig. 189C and the » = + 90° 
curve of Fig. 50, chapter IV, which is the locus of all im- 
pedance ratios Zim/R or R/Zim’ corresponding to the chart. 
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The region to the left of the shaded area is that for 
frequencies lying beyond the peak frequencies, as we recede 
from cutoff frequencies. In these regions Zim retraces the 
range of values between + jo and o. Consequently Ln 
diminishes to zero, then becomes negative, and for large 
negative values of U; would again become positive. 


Value of Reflection Loss at Frequencies of Maximum Attenuation, 
with Dissipation Present 

Fig. 189D corresponds to that line in the shaded area 

of Fig. 189C for which ZL» would be infinite, except that in 

Fig. 189D dissipation is recognized. At these peak frequencies, 
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U,= — reas and L, is plotted against m and |V;|. The 
chart is limited to values of m not greater than 0.95; for 
larger values, L,, becomes very large and tends to become 
independent of |V;|. For values of m between 0.95 and 1.00, 


the frequencies of maximum attenuation are very remote 
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Fic. 189D.—Tue Rertection Loss Z,, ar Maximum ATTENUATION OF THE ™-TYPE; 
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from the cutoff frequencies, and the reflection loss is usually 
not of interest. 

The curves of L, = o in Fig. 189D correspond to the range 
of values of Z,/Z, in Fig. 50, chapter IV, for which the reflection 
loss is shown there to be zero. In either case, the phase 
angle of the impedance ratio varies widely. 
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§ 63. Determination of the Interaction Loss of a Filter 


The interaction loss, from section 28, chapter IV, is 
given by 


Vo => log. | 1 — pipe? | = log. | 1 — pipe 2 F378) | | (6) 


Expressing pi as 


pr = e— rts) | (7) 
and p: as 
po = €— (G2tsHs) (8) 
we have 
Le= log, | I = e~ (CLE FHL) ¢— (Gat fH) ¢—2 (a+ 36) | 
=> log. |r _— ee an ete) (9) 
= log, |r — 4], 
where 
P=G+G+ 2a, (10) 
and 
Q = A, + Ap + 26. (11) 


The first step in the determination of the interaction 
loss, therefore, is the determination of P and Q. 


Determination of Exponents P and Q 

The attenuation constant a and the phase constant 6 
will have been determined from the individual sections and 
half-sections before terminal losses are evaluated. Hence 
there remains, in order to know P and Q, only the determi- 
nation of G and H at each end of the filter (G; and A; apply to 
one end of a filter; G; and H2 apply to the other end). That 
is, we need merely to express exponentially the reflection 
coefficient between each image impedance and the corre- 
sponding terminating impedance. 

The problem is simplified if we assume that the termi- 
nating impedance is to be made equal to R. Then we may 
use the same G and H charts for both mid-series and mid- 
shunt termination, since 
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IK is Vig 


and we have 


Lim Try R as Wevint ay, R (12) 
Lin +R Huser! +R 


The problem is simplified by neglecting the interaction factor 
in the attenuation bands. In those exceptional cases in which 
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Fic. 1904.—VatuEs oF G’ anp H’ 1n THE TRANSMITTING Banp; VALUE oF V;, 
NEGLEcTED Since Dissipation Is Nor Imporranr. 


the interaction factor is appreciable for a short frequency 
interval, at low values of attenuation constant in an attenu- 
ation band, we may compute p; and p2 from Zim (or Zim’) 
and R. 

We shall need, therefore, but two charts: (1) one which 
will show the values of G and H throughout the transmission 
bands generally, and (2) one which will represent them 
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specifically at cutoff frequencies. In the former case, we 
neglect dissipation, and plot (Fig. 1904) G and H for various 
values of m and U;. In the latter case, since dissipation 
has a marked influence on the image impedance, we plot (Fig. 
1908) G and H against m and |V;|; Ux is constant at the 
value — 1. 

In Fig. 1904, Gm and H» are for mid-series terminations; 
G.,’ and H,,’ for mid-shunt terminations. We note that 
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Fic. 1908.—VALUuEs oF G’ anp H’ ar THE Criticat Frequencies, WHERE Uy = — 1. 
¢ = +1 Has THE Same Sicn as Vy. 


Gm’ = Gn everywhere; this follows from the character of the 
reflection coefficients. The quantities Hn’ and Hn = Hm’ + 4 
have the value o or zw because the non-dissipative image 
impedances are pure resistances in transmitting bands. The 
line Gn’ = Gn = © merely means that Zim = Zim’ = R; 
we note that the line is identical with that for L,» =o in 
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Fig. 1894. Values above the line Gn’ = Gn = ~ signify that 
Zim < R <Zim'; values below this line signify that Zrm 
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Fic. 191.—Tue Inreraction Loss, L;, as a Function or P anv Q, 


/ 


In Fig. 190B, for G and H at cutoff frequencies, Gn = Gm 
and H,, = H,,’ + 1; as before. When |Vz|=0,°G, = Gas 
=o and H,,’ = 0, since the reflection coefficients then have 
unity magnitude. To illustrate the use of this chart, when 
Vy = —.3 and> m= 0.70, Gn +7, = 1.4 —71.72a0@ 
Gn + jim = 1.4 +71.42. Consequently, 
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Zim — (Cnt 5H m) ( 
——_—— = € mri n) = 1.4+ 1.72) 
Zim +R : (13) 
likewise 
Lira pa R 
ee ena Jom aes gs sl 272) 
€ m iG u 
Zim’ +R (14) 


Interaction Loss as a Function of P and Q 
Once the values of P and Q have been found, a single 
chart of 
LE; = log. |1 hee | (Gi) 


will suffice for the determination of the interaction loss L;. 
Fig. 191 is such a chart. 
Since, from (15), 


L; = log. {1 — ae) (16) 


we may sée from Fig. 191 that the sign of Q is immaterial. In 
Fig. 192 the cyclic character of Fig. 191 is further indicated. 
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Fic. 192.—ILLusTRaTING THE Cyciic Cuaracrer or Equation (15) Upon Wuicu 
Fic. 191 Is Basep. WHEN THE Point 4 Faris Wirnin THE Circre BCD THE 
Interaction Loss Is NecariveE, 1.£., A GAIN. 


When P is large and e” is therefore small, values of Q in 
the first and fourth quadrants indicate that L; is negative; 
values of Q in the second and third quadrants indicate that it 
is positive. When P is smaller the range of Q for negative 
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losses (gains) is smaller; if P = 0, L; is negative when 
Q + 2nn lies between 7/3 and — (7/3). 

Large values of P correspond to small values of |Z;|. 
The maximum interaction loss possible is .693 nepers, corre- 
sponding to a current ratio of 1/2 (when |Q + 27”|= 7). 
Interaction gains may be very large, but for only a very small 
portion of the chart do they exceed, say, .693 nepers (when 
|Q + 27n| is near zero or 27). This latter area is seldom 
used; since G is positive and since actual filters always have 
appreciable attenuation, P will seldom be extremely small. 
Thus, 18G; ="G: = .30, and a = .20, then P = 1.0, an 777e— 
action gain greater than .46 nepers, is not possible no matter 
what value |Q + 27n| may have. 


§ 64. IlMustrative Examples of Insertion Loss Evaluations 


Case I—Low Pass Filter (Uniform Filter, Three Sections, Constant 
k Mid-Shunt Terminations). 

As an example of the use of the charts of sections 62 and 63 
in determining the insertion loss of a filter at various fre- 
quencies in the transmission and attenuation bands, let us 
first take the low-pass filter of Fig. 193. This is a very simple 
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Fic. 193.—Low Pass Fitter Conrarntnc THREE Constant k Sections. 


type of filter, containing three like sections of the constant k 
type. Its terminations are alike and provide mid-shunt 
constant k image impedances. The cutoff frequency, it is 
assumed, is 3000°, R has the value 1000 ohms, and the 
dissipation constant d = .02. 

For frequencies listed in the f column, values of f/f. 
are first found. Then U; and V; are easily computed from 


formule in Fig. 159 of Chapter VIII. From the charts of 


Jou 


INSERTION LOSS EVALUATIONS 


*(£) uonenbs wos payepnofes e109 sonyea soy, » (L) 
“a1 qISt[Zau JTasit St YOTYA sso] qusuoduros v 03 surezsed vo ypeus A[qrsysau st Joy Aynuenb ay} ywy3 seqzorput (—) (9) 
“T+ “Je +? =T (5) 
oF =H HOS = OO) 
ag fae tad 8) 
‘juvjsuoo aseyd [v30} = g JULIsUOD UOHENUAIIL [vI0} = (z) 
to" = p pue _coof = *faummssy (I) S40 


61'F9 6E°L 
of br o1'S 
ole Gilae 
gt61 vO'G 
Sg-h1 Wen 
LLot FOI 
Sov Beare 
glt Sou: 
jeer erie 


sjaqioep siodou 


ul T Ssoy_ T2391 


C61 ‘lq JO AIL ssvq MOT IHL 40 sso'] NOILUASNT IVLOJ, 40 ATAWVXY 


IIA ATAVL 


358 ELECTRIC WAVE FILTERS 


Figs. gg-1o1, Chapter VI, the attenuation constant and phase 
constant per section is obtained; @ and @ are three times the 
value found in the charts because we have three full sections. 
We do not evaluate /;, and 6 for those frequencies for which 
the interaction factor is to be neglected. L,, for either end 
is then found in Fig. 1894 (m = 1.0); G’ and H’ follow from 
Figs. 1904 and 190B. P and Q are obtained from a and G’, 
and 6 and H’, respectively, by the use of (10) and (11). Li is 
given in Fig. 191. Adding L; and 22 to a, we have L, the 
total insertion loss, in nepers. The conversion factor 8.686 
(see Chapter II) converts L to decibels. 

Differences between a and L in nepers in Table VII show 
the effects of mismatches between Z,’ and the terminating 
impedances R. The differences are most serious for intervals 
of 500 cycles above and below the cutoff frequency. 


Case II—Low Pass Filter (Composite Filter, Two Half-Sections, 
One Constant k Mid-Series and One m-Type Mid- 
Series Termination). 


The structure is that of Fig. 194. A half-section of the 
a = © (m = 1) typeandahalf-section with a = 1.25(m = .6) 
are joined mid-shunt by virtue of the equal mid-shunt 
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Fic. 194.—Low Pass Fitter Containtnc aN m = 1 Hatr-SEecrion AND AN m = .6 
SHUNT-DERIVED Hatr-SEcrTion. 


image impedances they possess. ‘There results a mid-series 
constant & termination at one end and a mid-series m-type 
termination at the other. We assume f, = 30,000, R = 5000 
and d = .02. The insertion losses for the low pass filter are 
given in Table VIII. The attenuation constant for this filter 
will be the sum of the attenuation constants 4a, for the 
constant & half-section and }a, for the m-type half-section. 
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Figures 99 to 1o1 of Chapter VI do not apply directly to the 
m-type sections, so that new curves giving a» in terms of U; 
must be used or the value of U» must be computed from 
equation (73) of Chapter VII in which case the value of am 
may be determined directly from Figs. gg to 101, Chapter VI. 
Equation (73), Chapter VII, may be written in the form of 
UF fim where 


mU;, + (1 — m)(U? + V2) ] 


Un TG = UP ee 
and 
es Mm VV, (18) 


ie [r+ —m)U,P + — myPVe2 


Figs. 1954 and 1958 give the attenuation constant am of the 
m-derived sections in terms of the real part U; of the ratio 
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Fic. 1954.—ATTENUATION CONSTANT Qm OF m-DERIVED SECTIONS AS A FUNCTION 
or U; oF THE Prototype. 


Z1/4Z2 for the constant k type section when the value of V; 
is negligible. In the transmission bands V,, of course, 
cannot be neglected and charts can be plotted which give an 
in the transmission bands but these are not included here 
on account of the space required. 
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The sequence of numerical operations is much as before 


except that: 
(1) U;, and VY; are computed from the Z;/4Z, formule of 


Fig. 159 of Chapter VIII. 
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Fic. 195B.—ATTENUATION CONSTANT Qm OF ™-DERIVED SECTIONS AS A FuNncTION 
or U;, or THE ProroryPE, 


(2) Z, and LJ, are different; L, is obtained from Fig. 189 
by taking m = 1.0, and Z, from the same figure by taking 
m = 0.6. 

(3) Gi: and Ay differ from G, and HA, respectively, but 


are had by using values of m = 1.0 and m = 0.6 in Figs. 1904 


and 1908 (noting that G, and Hm are to be used, not G,,’ 
and: fm). 

Then P=G,+G.+2e, Q=AMi+ A,+ 28, and L; 
=a+l,+2,+L;. The conversion from nepers to decibels, 
if desired, is made as before. 

We note that the sum of the terminal effects in Case II 
at fife = .80 is only .o6 — .027 = .033 nep., while in Case I 
for the same frequency ratio it was .135 — .08 = .o55 nep.; 
also that a substantial increase in Z occurs at f, = 37,500". 
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Case III—High Pass Filter (Fig. 196) (Composite Filter, One Half- 
Section (a = ©) and One Section (a = 1.10), Con- 
stant k Mid-Series and Mid-Shunt Terminations). 


Case IV —High Pass Filter (Fig. 197) (Composite Filter, One Half- 
Section (a = «) and One Section (a = 1.10), m-Type 
Mid-Series and Mid-Shunt Terminations). 


The filters of Cases III and IV are high pass filters 
differing only in terminations. In Case III (Fig. 196) a mid- 
series section of the series-derived type is connected mid-series 
to a half-section of constant k type. The first termination 


ee 


Fic. 196.—A Hicu Pass FIrTER ConTaINnINnG AN m = I Ha.r-SECTION AND AN 
m = .417 SERIES Derived Fut Secrion, Havinc Constant k Mip-sERIES AND 
Mip-sHunT TERMINATIONS. 


is therefore mid-series constant k, and the second mid- 
shunt constant k&. In Case IV (Table X) a and 6 have the 
same values as in Case III (Table IX), but the filter is 
arranged so that a half of the m-derived section is situated 
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Fic. 197.—A HicH Pass Composire Fitter Conraininc a Ha r-Secrion 
(a = ©) anp A Fut Section (4 = 1.10) Havinc m-typE Mip Series anp Mip- 
SHUNT TERMINATIONS, 


on either side of the half-section of the constant k type, 
so that the terminations are mid-shunt m-type and mid- 
series m-type, respectively. 

The difference in insertion loss characteristics which 
results may be observed by comparing the values of Z for 
the two filters. 
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Case V—Band Pass Filter * (Fig. 198) (Composite Filter, One Full 
Three-Element Section and One Half-Section of a Six- 
Element Type, Mid-Series Constant k and Mid-Shunt 
m-T ype Terminations). 


The order of numerical operations does not differ greatly 
from those of Cases II, III, and IV. Intermediate values of 
U, k, wand B are given in Table XI for convenience because 
of the greater complexity of band pass filter formule. 
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Fic. 198.—A Composite Banp Pass FILTER ConTaAInInG A THREE-ELEMENT 
Furi Section anp A Harr Section or A SIx-ELEMENT SERIES DERIVED m-TYPE, 
PresentING Constant k& AnD Mip-sHunT TERMINATIONS. 


Case VI—Band Elimination Filter (Fig. 199) (One Section, Constant 
k Type, Mid-Series Constant k Terminations). 


U;,, and V; (Table XII) are of course evaluated from Fig. 
182, Chapter VIII. The sequence of operations is then much 
like that of Case I, except that but one section has to be con- 
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Fic. 199.—A Banp Eximination Fitter ConsisTING OF A SINGLE SECTION CONSTANT 
k Type, AnD Presentinc Mip-sertes Constant k TERMINATIONS. 


sidered, and-G = G, and-H = H,. Pairs of frequencies, 
such as 8007 and 18757, and 10717 and 1400”, have been chosen 
for loss computations with /,, as their geometric mean, for 
convenience. Much of the data obtained for one such fre- 
quency can be used for the other frequency of the pairs; 


4This example is adapted from an example given by O. J. Zobel, in the Bell 
System Tech. Journal, October, 1924. 
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this is only true because of the approximate symmetry of all 
the characteristics of this filter, on a logarithmic frequency 
scale, about fin. 

TABLE XII 


Tue Tora Insertion Loss or THE FILTER oF Fic. 199 


1 
7 U; Va Ne B Wi \VAE || YET || JP | OR eon || 1Ls (nape) 
8c0o|— .22] .021]| .05 97 .008 |5.6 = 57 || 1.04 = 06 
QEO|[— |} sO 7/|| ut || Hitt 018 14.0 — ||| Be) betty siya 


1000 }— 1.00] .197| .65] 2.54 FOO) [ti 1163)]|  GHS|| OK || PHBL |wele one 


Notes (1) fi = 10007, f2 = 15007, and d = .04. 


In general, it is to be noted with respect to the above 
examples that where the charts are considered not to provide 
sufficiently accurate interpolations, or where a check is 
desired, recourse may always be had to the formule of 
sections 62 and 63 of this chapter, or to those of Chapter IV. 


Part THREE 


Composition of Transient Waves 


CEI PERS 


RESOLUTION oF STEADY StTaTE WAVES INTO FREQUENCY 
ComMPONENTS BY FourRIER SERIES ANALYSIS 


Transmission network problems center largely about the 
frequency response characteristics of networks to some type 
of electromotive force (representing a signal or a disturbance) 
which is set up in a circuit and causes the propagation of 
energy through it. It has been intimated in Chapter I that 
the designer has to deal with the action of networks under the 
influence of, occasionally steady state waves, but generally 
semi-transient and sometimes transient waves. By a steady 
wave is meant one which shows steadily recurrent wave form 
with time—whose features, though recurrent, never vary. 
A transient wave is distinguished by the fact that its wave 
form is not at all recurrent with time—it displays a complete 
absence in its wave form of steady-state phenomena. A semi- 
transient wave may be taken as one which is neither steady- 
state nor transient, but which partakes of the nature of both. 
Having important building-up and dying-away periods, it 
exhibits between these periods—in the “‘body” of the wave— 
an approximate steady state condition. 

For purposes of wave analysis, it is of value to classify 
waves as steady-state, semi-transient, or transient. How- 
ever, no definite lines of demarcation exist between steady 
state and semi-transient waves, nor between the latter and 
transient waves. Waves grade from the one extreme to the 
other. Indeed, it will be shown in Chapter XI that semi- 
transient and transient waves act exactly as if they were 
composed of innumerable steady state components, mostly of 
infinitesimal magnitudes, and as far as their results are con- 
cerned, may be considered to be so composed. 

Examples of practically steady state waves of interest 
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are: normal interference frequencies from power transmission 
circuits, control waves such as the steady “carriers” used 
in modulation and demodulation, and testing frequencies. 
Approaching the steady state form, because of the period of 
their duration, are ringing signals. Semi-transient waves 
include the general run of telephonic and telegraphic signals. 
The signal waves of telephotography are essentially transient 
in form, because they arise from light intensity variations 
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Fic. 200.—OscILLoGRAM OF VowEL Sounp 7 (as 1n “Tip’”’) Propucep sy a Low- 
PITCHED Mate Voice. 


which do not ordinarily show important periodic features. 
Atmospheric (“‘static’’) disturbances may be said to be . 
practically transient in character, although occasional bursts 
may be classified as semi-transient. 

Some of the types of waves encountered in network 
problems are illustrated in Figs. 200 to 203, inclusive. An 
example * of the speech sound i (as in “tip””) produced by a 
low-pitched male voice is portrayed in Fig.200. Fig. 201 shows 


1 From Crandall’s “Sounds of Speech,” Bell System Technical Journal, October, 
1925. This is from one of a set of thirteen large-sized detailed plates which accom- 
panied that paper. 
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the form of telegraphic signals at various points in a voice 
frequency carrier telegraph system In Fig. 202 are shown 
steps leading to the production of a modulated signal wave 
(E) of a telephotograph system * on the assumption that a 
section (A) across several parallel bars is being copied. 
Finally, wave forms of typical atmospheric disturbances 4 
are given in Fig. 203. 


OUTPUT OF TRANSMITTING FILTER 


SUBSCRIBERS SENDING LOOP 


OUTPUT OF RECEIVING FILTER 


SUBSCRIBER'S SENDING LOOP 


RECTIFIED CURRENT 


ec re cee essere RON hel POC ON, ey cesar gee geal prereccemcemmmed Ny 


SUBSCRIBER'S SENDING LOOP 


SUBSCRIBER'S RECEIVING LOOP 


SUBSCRIBERS SENDING LOOP 


Fic. 201.—Forms or TELEGRAPHIC SIGNALS FOR TRANSMISSION IN VARIOUS 
PorTIONS OF A VOICE-FREQUENCY CARRIER TELEGRAPH SYSTEM OF A PORTION OF THE 
Worp “Autores.” THE Form or THE WAVE IN THE SUBSCRIBER'S SENDING Loop Is 
Grven In Eacu Case so THAT THE TIME LAG IN THE FORMATION OF EacH SIGNAL 
Evement May Be Reapity OBSERVED. 


In seeking criteria by means of which the efficacy of 
designs may be judged, it is quite necessary to look for 
characteristics of networks which are not dependent upon the 


2 From photographs supplied by W. A. Phelps. See also Fig. 4 of “Voice-Fre- 
quency Carrier Telegraph System for Cables” by Hamilton, Nyquist, Long, and 
Phelps, Bell System Tech. Journal, July, 1926. 

3 See “Transmission of Pictures over Telephone Lines” by Ives, Horton, Parker 
and Clark, Bell System Tech. Journal, April, 1925. 

4From “On the Nature of Atmospherics-II” by E. V. Appleton, R. A. Watson 
Watt, and J. F. Herd, Proceedings of the Royal Society of London, Vol. 111 (A), 
p: 615, 1926. 


374 COMPOSITION OF TRANSIENT WAVES 


form of particular waves which may be applied to them, so 
that the performance of networks may be predictable under a 
wide range of conditions once their characteristics have been 
obtained. In examining the nature of various waves en- 
countered and in an effort to find common relationships among 
them, it is natural to turn to such measuring methods as are 


Fic. 202.—Wave Forms or E.M.F.’s at Various Points In A TELEPHOTOGRAPH 
(PicrurE TRANSMISSION) SYSTEM FOR THE Copyinc or A Ssction oF Picture (4) 
(PARALLEL Bars), As Fottows: (B) Ipeat E.M.F. Wave, (C) E.M.F. Wave or 
(B) Disrorrep sy OpricaL APERTURE “SLuGGISHNESS,” (D) E.M.F. Wave or (B) 
FurTHER DistorreD By REACTANCES IN THE Circuit, AND (£) E.M.F. Wave or (D) 
MoputaTeD BY CARRIER FREQUENCY. 


conveniently available and to seek expressions of network 
performance in terms of those quantities which can be readily 
measured. Such quantities are not necessarily more “funda- 
mental” physically than others nor are the points of view to 
which they lead, but through them the physical significance 
of network parameters is perhaps more easily related to 
experience. 

One of the results of the advent of the thermionic vacuum 
tube has been the formation of an extensive technique of 
steady state single-frequency measurements. In its various 
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capacities as amplifier, modulator, oscillator, and detector, 
the vacuum tube has been a nucleus about which have grown 
up convenient and accurate methods for measuring impedance 
(or rather resistance, inductance, and capacitance), frequency, 
inductance balance, attenuation loss, transmission loss, cross- 
talk ratio, transformation ratio, reflection coefficient, phase 
shift, and similar quantities. 


ay 


me ew 


Fic. 203.—TypicaL OsciLLocrams or ATMosPHERIC (“Sratic”) DisturBANCE 
Waves. 


The theory of transmission networks in previous chapters 
has, therefore, been largely on a steady state basis. The 
properties of networks on a single-frequency basis have been 
discussed and then the varying properties of some of their 
types (filters) examined over a range of frequencies. Analysis 
of waves of partly or wholly transient form, so as to show 
their composition on a steady state basis, may be made by 
means of Fourier series and particularly Fourier integral 
analysis. The former cares for steady state features of 
complex waves, such as tend to be exhibited by semi-transient 
waves. The latter applies to transient features, and used 
together, the two methods are sufficient for the analysis of 
signal or disturbance waves of any form. 
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This chapter will be confined to certain phases of Fourier 
series analysis, the general process, however, being indicated. 
Chapter XI will be devoted to semi-transient and transient 
waves requiring Fourier integral analysis. There is no 
necessity for an extended consideration of Fourier series 
analysis here, in view of the many texts® which treat it. 
Only those aspects of it which are most essential to the treat- 
ment of transient waves in Chapter XI will be mentioned. 

We may note here parenthetically that it is not to be 
expected that any method for analyzing transient waves 
(such as the Fourier integral method) will lead to methods of 
computation that are easy. Oftentimes waves (such as those 
of Fig. 203) are complicated because they are brought about by 
some complicated set of physical causes, and will not have 
simple results. The more general the mathematical method 
used for analyzing waves, the more difficult are the computa- 
tions likely to be for the set of conditions which make it 
necessary. What a method of relating transient to steady 
state phenomena does do, however, is to permit those physical 
facts to which it is necessary to go back in judging designs, 
to be catalogued on a frequency basis. Thus not only is an 
examination by experimental methods of the general fre- 
quency content of various classes of waves permitted, but the 
contributions made to those waves by different frequency 
components may be determined. On this matter a distinct 
and large field of knowledge exists.° It is sufficient here to 


5 Refer to such texts as: W. E. Byerly’s “An Elementary Treatise on Fourier’s 
Series and Spherical, Cylindrical, and Ellipsoidal Harmonics,” H. S. Carslaw’s “Intro- 
duction to the Theory of Fourier’s Series and Integrals and the Mathematical Theory 
of the Conduction of Heat,” and R. A. Houstoun’s “Introduction to Mathematical 
Physics.” 

6 Studies of telephone quality, for example, have to do with the contents of tele- 
phonic waves in relation to the physical properties of the organs of speech and hearing. 
Numerical constants and graphs which sketch but a bare outline of factors important 
from this standpoint are given in Fletcher’s “Useful Numerical Constants of Speech 
and Hearing,” Bell System Tech. Journal, July 1925. The paper on “High-Quality 
Transmission and Reproduction of Speech and Music,’ by Martin and Fletcher, 
A. I. E. E., March, 1924, as one of a number of possible references, contains a broad 
discussion of factors of importance in the transmission of speech and music for broad- 
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mention that the facts to be catalogued may have to do with 
such factors as: distribution of the energy of signals among 
the frequency components, relative importance of various 
frequencies from an intelligibility standpoint, limits of audi- 
bility of the ear at different frequencies, masking effects of 
certain frequencies on others present, effects of crosstalk and 
overloading on intelligibility, and so on. 


§ 65. Forms of Fourier Series 


The fact that a complex recurrent signal may be resolved 
into a number—perhaps even an infinite series—ot simple 
single-frequency vibrations in harmonic ratio, is well known 
both theoretically and experimentally. Its theoretical basis 
rests on analysis by means of Fourier series. The value of 
Fourier series analysis in the resolution of complex waves 
into single-frequency components is due to the Principle of 
Superposition. By means of this principle, which was dis- 
cussed in chapter II, we may determine the currents of 
harmonic frequencies which flow in response to the action 
of the single-frequency components of a complex wave, and 
by their addition determine the resultant current. Now, the 
Principle of Superposition is limited by certain physical 
assumptions. It holds wherever a set of simultaneous linear 
differential equations describe the voltage and current con- 
ditions, and therefore it is valid only when the various electro- 
motive forces and impedances are independent of the current 
values. These assumptions have been stated in order that 
it may be kept in mind that the following mathematical 
analysis is useful only insofar as the assumptions on which 
it rests apply to the circuit under consideration. 

The general form of a Fourier series, which includes an 
infinite series of sine and cosine terms, may be expressed as 
follows: 


f(x) = disinx + A sin 2x + Az sin 3x +>: - 
+ Bo+ Bi cos x + Be cos 2x + Bz cos 3x+-:°, 


casting purposes. Chapter I of Johnson’s “Transmission Circuits for Telephonic 
Communication” will be also of interest in this connection, 


(1) 
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where 41, 42, 43, + * + are successive coefficients of a 
series of sine terms and Bo, Bi, Bo, Bz, + ++ successive 
coefficients of a series of cosine terms. The coefficients may 
be either positive or negative real numbers. The constant 
By is grouped with the cosine terms because it, like them, 1s 
independent of the sign of x. 

Since we are here interested in instantaneous voltage 
(or current) expressed as a function of frequency and time, 
we may rewrite (1) as follows: 


e = Ey,sin of + Ega sin 2wf + Ezasin 3of + --- 


(2 
+ EE) + Ey, cos wt + Eo, cos 2wt + Es, cos 3wf + Sima 7 ) 


where e is an instantaneous e.m.f. and of is the angle corre- 
sponding to a frequency f/f. In equation (2), w corresponds 
to the sine and cosine terms of the lowest frequency in the 
series. This frequency is the fundamental and is determined 
by the period of recurrence of the wave as a whole. The 
terms containing 2w, 3w, - + - correspond, therefore, to 
successive harmonic frequencies of this fundamental. At 
wt = O or 2u7, when a coefficient in the series is positive, the 
curve to which it belongs has, in the case of a sine term, its 
maximum positive slope; and in the case of a cosine term, 
its maximum positive amplitude. When a coefficient is 
negative, the curve to which it belongs has, in the case of 
a sine term, its maximum negative slope; and in the case of a 
cosine term, its maximum negative amplitude, at the instants 
of time mentioned. That is, a term having a negative 
coefficient is in phase opposition with respect to a similar 
term having a positive coefficient. 

The fact that sine and cosine terms may exist for each 
frequency of the harmonic series in (2) suggests that an 
alternative form may be obtained by combining the terms for 
each frequency. Thus, for example, we may combine 


FE.a sin 2wt and: E,, cos 2wt 
as follows: Let 


Ey = VE.? + Ex? (3) 
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and 


E 
éo.—) tan a (4) 


(the quadrant in which @ lies is, of course, determined by 
the respective signs of Ez, and Eo.) then 


FE, sin (2et + 02) = Eq sin 2wt + Ee, cos 2wt (5) 


is the resultant component wave for the frequency 2/. 
Consequently, the alternative form for (2), using notation 
similar to that in (3), (4), and (6), is 


c= Eo -b Ey sin (wt + 61) + Fy, sin (2ut + 6) 


: 6 
+ E3 sin (3wt + 63) + - + +. 


In this form the coefficients of the successive sinusoidal 
terms would ordinarily be positive and the phase angles 
chosen accordingly. 

The presence of both sine and cosine terms in the general 
form of a Fourier series thus expresses the fact that the 
harmonic components may have not only different relative 
maximum amplitudes, but different relative initial phase 
angles as well. 


§ 66. Evaluation of Components in a Fourier Series 


Whether analysis of steady state waves is based on the 
form of equation (2) or of equation (6) is immaterial, since 
either equation is convertible into the other. For the pur- 
poses of the next chapter, we shall confine ourselves to 
equation (2) which may be written, 


6 = ty 4 le, 


where e, represents the sum of all the sine terms, and e, the 
sum of all the cosine terms including the constant term. 

If the amplitude of any steady state wave e be given as 
a function of time, and if a partial resolution of the curve 
into sine and cosine terms can be effected, separate methods 
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may conveniently be employed for evaluating the coefficients 
of these terms, es and e., as follows: 

Suppose a wave such as that of which the curve of Fig. 204 
is a periodic portion is to be broken up into two such com- 
ponent waves, one of which represents the simple sine series 
in (2) and the other the simple cosine series in (2). If this 
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partial resolution can be effected, the two waves may be 
analyzed without considering initial phase angles of various 
components. To accomplish it, let equal distances on either 
side of wt = 7 be marked off, corresponding to an angle 6 
and the values of the amplitude of the curve at the angles 
x — 6 and ++ thus obtained be denoted as e, and eé 
respectively. The angle @ may have any value between 0 and 
q, inclusive. 

Now any simple sine component of the wave will con- 
tribute to e, a value which is equal in magnitude to, but 
negative with respect to, its contribution to eg. Take, for 
example, the term £2. sin 2wf. It becomes at the two in- 
stants of time 


Foa sin (rt — 6) and Fo. sin (x + 6), 
respectively, and from the trigonometric relationship 
sin (t + 6) = — sin (a — 6) (7) 


these values are equal in magnitude but opposite in sign. 
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On the other hand, any simple cosine component of the 
wave will contribute to e, the same value as to é,. Such a 
term as F., cos 2wf becomes at the two instants of time 


Ey, cos (rf — 0) and £2, cos (x + 86). 
But the trigonometric relationship in this case is 
cos (r + 6) = cos (r — 8), (8) 


and the two values are identical. 

By summation, it follows that whatever the curve which 
represents the simple sine series of (2), it will have a value 
at angle 7 + @ which is the negative of its value at angle 
a — @; also that the curve which represents the simple cosine 
series (2) will have identical values at the two angles. This is 
described by saying that the sine series is an ‘‘odd function”’ 
with respect to the angle wt = 7 (or any integral multiple 
of +), and that the cosine series is an “even function” with 
respect to the angle wf = 7 (or any integral multiple of 7). 

Consequently, if we let esa be the sum of the sine series 
and é€.4 the value of the cosine series when wt = 7 — 6, 
then 


Ca = Cea == Csas (9) 
But when wt = z + 8, 
Cb = lca — Csay (10) 
from which 
Ca ad Cb 
€sa = 1 Gath 
: (11) 
and 
Ca ae ai 
Cca = BS (12) 
2 


Letting @ vary over the region from o to z and plotting 
at tr — 6 and z + @ the values éca and ésa, and @ca and — @say 
respectively, we obtain as in Fig. 205 the curves which repre- 
sent the simple sine series e, and the simple cosine series e, of 
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equation (2). The symmetry of the cosine series curve about 
the axis wf = 7, and the inversion of form which exists in 
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Fic. 205.—REPRESENTING THE SIMPLE SINE TERMS és AND THE SIMPLE CosINE TERMS 
€cy OF A FourRIER SERIES. 


the sine series curve about this same axis may be noted in 


Fig. 205. 
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Fic. 206.—Opp Stine Terms SyMMETRICAL ABOUT THE AXES of = 7/2, 37/2, ETC. 


We may go further in this direction by partially resolving 
sine series and cosine series curves into odd sine,’ even sine, 


7 The terms “odd sine,” “even sine,” etc. refer to the sine (and cosine) terms of 
odd or even harmonic frequencies. 
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odd cosine, and even cosine series curves, respectively, and 
observe the distinguishing characteristics of odd and even 
sine and cosine series. This resolution differs from the 
previous one in that it makes a distinction between terms of 
different frequencies and permits inspection of a wave to 
see whether certain entire related groups of frequency com- 
ponents are absent. 
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Fic. 207.—TuHE Sum or An Opp Sine Series Is Atso SyMMETRICAL ABOUT AXES 
wt = 1/2, 37/2, ETC. 


For the purposes of this resolution, we may notice in 
Fig. 206 that sine terms of an odd multiple of wt are symmetrical 
about the axes wt = 1/2, 37/2, etc. The sum of an odd sine 
series is likewise symmetrical about the same axes, as shown 
in Fig. 207 which represents the sum of the waves of Fig. 206. 
But as shown in Fig. 208 sine terms of even multiples of wt 
have values of opposite sign and equal magnitude for equal 
distances on either side of the axes wt = 1/2, 37/2, etc. The 
summation of these curves is shown in Fig. 209. The in- 
version of form characteristic of all sine terms about the 
axis wt = 1, 27, etc. may be noticed in Figs. 206 and 208. The 
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Fic. 208.—Inversion or Form or Even Sine Terms ABouT AXES wf = 7/2, 


37/2, ETC. AND ALSO ABOUT wt = 77/2, 37/2, ETC. 


GENERAL SINE SERIES TO SCALE wf = 2wt. 


Tue Dorrep Curve REPRESENTS 


Fic. 209.—Summation or Even StneE TErMs. 
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. . ° * 
reason for the inversion of the even sine terms about the axes 


wt = 1/2, 37/2, etc. is apparent if we consider that for an 


Fic. 210.—SyMMETRY Form or Even Cosine SERIES ABOUT AXES wf = 7/2, 


Dotrep Curve REPRESENTS GENERAL CosINE SERIES PLOTTED TO 


37/2, ETC. 
SCALE wt = 2ot. 


Fic. 211.—SumMMATION oF Even Cosine CurvEs. 
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even sine series, the angular frequency 2w may be taken as 
corresponding to a new fundamental frequency /” = 2f in 
which case a general sine series exists with w’t = 2wf = 7, 


e 


Fic. 212.—Inversion oF Form or Opp Cosine TERMS ABOUT THE AXES wt = 1/2, 
37/2, ETC. 


2m, etc. corresponding to wt = 1/2, 37/2, etc. on the original 
scale. 

The terms of an even cosine series will exhibit symmetry 
about the axes wt = 1/2, 3/2, etc., just as all cosine terms show 
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symmetry about the axis wt = 7. Ifa new fundamental fre- 
quency /” = 2f is introduced, similar reasoning to that in 
the case of even sine terms will apply. Fig. 210 shows this 
symmetry in several even cosine terms and Fig. 211 the same 
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Fic. 213.—Summation oF Opp Cosine Terms Atso Has an Inversion or Form 
ABOUT THE AXES wt = 7/2, 37/2, ETC. 


in their summation. Odd cosine terms have values of opposite 
sign and equal magnitude for equal distances on either side of 
the axes wt = 1/2, 37/2, etc. Fig. 212 shows a number of odd 
cosine waves and Fig. 213 their summation in an odd cosine 
series wave. 
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The resolution of a sine series wave into odd sine and 
even sine series waves, and of a cosine series wave into odd 
cosine and even cosine series waves, may be made on the basis 
of symmetry or lack of symmetry by methods similar to that 
used for the separation of the complete sine series and cosine 
series waves, using wt = 7/2, 37/2, efc., instead of wt = 7, 27, 
etc., as axes from which to measure off distances corresponding 
to the exploring angle 0. 

When sine and cosine terms of various frequencies have 
been selected by partial resolution and inspection, evaluation 
of the coefficients of individual terms may be made by a 
method of integration. 

We shall make use of the following relationships: 


(I) -sinw Cos y= 3 'sin (4 -= Vy) 5 sin 
(2) cos# sin'y: = 5 sin (wy) — 3 sin (% —_¥); 
()esin sin y= )cos'Q = 9) cose) 
(4) cos# cosy = % cos(w — y) + 4 cos (% +-\y), 
(5) sin? x = 4 — 4 cos 2x, 
(6) cos?~ = 4 + 4 cos 2x, (13) 
20 
f Sift 7d = 0, (14) 
0 
2a 
I COS x dx =.0; (15) 


Among the relationships of (13), it is in those cases 
where a sine or cosine term is multiplied by itself that we 
obtain a constant term. In other cases only sine or cosine 
terms involving the sum or difference of the variables x 
and y result. We may use this peculiarity in conjunction 
with integration processes to evaluate the coefficients of a 
sine or cosine series. 


Evaluation of the Coefficients of the Sine Terms of a Fourier Series 
Let any periodic wave be represented by the complete 
Fourier Series 
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é = Lic sin wt 4- Be sin 2wt 4. Esa sin 30t -- See ee 


+ Ens Sin net + +++ + Eo + Ey cos of 
+ Es, cos 2wt + Es, cos 3ut + +-- 
+ En, cos mwt + ++ >, (16) 


Now multiply both sides of this equation by sin wt, where 
is any positive integer, and we have 


esin nwt = Ey, sin wf sin nwt + Eo, sin 2wf sin not 
+ +--+ + Enjasin? nof + --- 
+ E, sin nwt + Ey cos wf sin not 
+ Ey, cos 2wf sin mot + +--+ - 
+ En» cos nwt sin nwt + +++, (@7) 


The electrical equivalent of this operation is to modulate 
the wave by a unit sine wave voltage of frequency wf. Equa- 
tion (17) gives the instantaneous value of such a modulated 
wave. Each term of (17) may be separated into two single- 
frequency terms by means of (13), except that the term for 
the wth harmonic will yield a constant term and a single- 
frequency term. The constant term corresponds to a direct- 
current component in the modulated wave. Thus 


. E a Ey 
e sin nwt = ee (2 — I)wt — = 8 (2 + 1) wt 


fess, Poa 
trees cos (2 — 2)wt — Seek (2 + 2) wt 


Da 
» 


i ee 


Eide 
— —cos 2nmwt +---> 

2 

; Liye =, 

+ Eo sin not + ——sin (2 + 1)at 

E Lou 
ar (2 — I)wt desir (2 + 2)wt 

E 
eee (2 — 2)wof +--- 


Env . 
esi DUG se, (18) 
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If both sides of (18) be integrated between the limits 
wt = o and wt = 27, the result will be 


20 
f Pena Fane eee Gra) 
0 


For, by (14) and (15), the result of integrating each sine 
and cosine term on the right-hand side of (18) between the 
limits o and 27 will be zero. 

From (19), 


20 
ares i AR STAC (20) 
T Jo 

Thus to obtain the coefficient of any component in the 
Fourier series it is necessary to (1) multiply the instantaneous 
voltage e at any point on the curve by the value of sin nwt, 
using the ” corresponding to the component desired, (2) 
determine the ef area of this modulated wave from o to 27, 
(3) reduce this area by the | 
factor 1/7. The modu- 
lated wave whose area is 
to be taken may be found 
approximately in a graph- 


Fic. 214.—Exampte or Wave Wutcn Can jcal manner, by taking 
Be ParTiALty REPRESENTED BY A SIMPLE points on the curve at 
Equation. Tuts Wave Can Be Formep 4 . 
sy Appine E/2 To Fic. 220. close intervals, multiply 


ing the voltage by the cor- 
responding values of sin zwt, and connecting the points so ob- 
tained by a continuous curve. 

If the curve of the complex wave is of such a form that 
it can be represented in various portions by mathematical 
equations, these equations may be used in the integration 
process. An example is the rectangular wave of Fig. 214, 
where, between the limits 0 and 7, 


Ca EE; (21) 


and between the limits 7 and 27, 


(7 —— (OF 
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Here, of course, the integration must be made not singly over 
the complete range from 0 to 27 but separately over the ranges 
Oo to 7, and zr to 27, respectively. 


Evaluation of the Coefficients of the Cosine Terms of a Fourier Series 

In order to evaluate the coefficients of the cosine terms, 

it is necessary to multiply the wave represented by equation 

(16) by cos mwt instead of sin mwt as before. When this is 
done we have 


e cos mwt = Ey, sin wt cos nwt + Ey, sin 2wt cos nut 
+ +--+ + Ey, sin not cos nwt + 
+ Eo cos nwt + Ey, cos wt cos nwt 
+ Es, cos 2wt cos nwt + 
+ Enz cos? nwt + ++ >, (22) 


The electrical equivalent of the process followed in (22) is 
the modulation of the wave by a cosine wave of frequency 
nf and of unit maximum amplitude. Each term in (22) is 
composed of two single-frequency terms, according to (13), 
except that the term for the mth harmonic contains a constant 
term and a single-frequency term. The constant term corre- 
sponds, as before, to a direct-current component in the 
modulated wave. Using (13) and (22), 


Pia: Eas 
€ cos Not = 70 (2 + I)wt — a sin (x — 1)wt 
a E ay se. 
+ sin (2 + 2)wt — = in (n — 2)wt 
Pes . 
Ss + —— sin 2nwt + tos 
Ex 

+ E cos nwt + > cos (n — 1)wt 

E 
+ = cos (2 + I)wt cop (1 — 2) ot 


+ = cos (2 + 2)ot + 


En 
22 


+ 


Ls 
+603 Say 4 3s (23) 
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Integrating both sides of (23) between the limits wt = o 
and wt = 27, 


2ar 
if e cos nwt d(wt) = tEnp, (24) 
0 


since by (15), the result of integrating each cosine and sine 
term on the right-hand side of (23) between the limits wt = o 
and wt = 27 is zero. Whence 


if =| Poa (25) 
0 


An exception for the cosine series is to be made in 
evaluating the constant term Eo, since cos nwt is in this case 
equal to unity and relationship (6) of equation (13) does not 
apply. The result is therefore to be had by direct integration 
that is, 


Qa 
(gee i Pons (26) 
27 Jo 


which is the average height of the curve throughout the 
interval between wf = o and wf = 27. 


§ 67. Example of a Wave Represented by a Fourier Series—Saw- 
Toothed Wave 


As an example of a wave which requires an infinite series 
of components for its formation, let us consider the saw- 
toothed wave of Fig. 215. As will appear in section 68 of this 
chapter, it bears a close relationship to a telegraphic wave 
composed of a series of dots separated by time intervals each 
equal to the period of duration of a dot. Physically, it would 
be produced approximately by a potentiometer contact 
(Fig. 216) revolving at uniform angular velocity around a 
ring of uniform resistivity containing a slight air-gap, pro- 
vided that a constant d.-c. voltage E is applied across 4B. 

Considering the wave of Fig. 215, we see, from the fact 
that for equal distances on either side of the ordinate wt = 7 
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the instantaneous voltages are equal in amplitude but opposite 
in sign, that the voltage wave is represented by a simple 
sine series. There is no constant, or direct-current, term. 


UNIFORMLY 
INCREASING 
RESISTANCE 


= 


Fic. 215.—A Wave Wuicw Requires Fic. 216.—PoTENTIOMETER ConTact 
A FourteER SERIES OF AN InrinirE REVOLVING wiTH UNIFoRM ANGULAR VE- 
Numser oF Terms For Its Forma-_ tociry WiLL Propuce THE SAW-TOOTHED 
TION. Wave or Fic. 215, APPROXIMATELY. 


To evaluate the successive coefficients Eia, Eoa, E3a, etc. | 
in terms of F, we have but to integrate as follows: 


27 
Exa= -{ e; sin nwt d(of). (27) 
T /0 


Since the equation of a straight line is given by y = mx 
+ 4, where m is the slope and 4 is the intercept on the y 
axis, we see that the wave e between the abscisse o and 27 
comprises the straight line 


E | aes id wt 
e= - Sort S=F[1-2]. (28) 
27 2} 2 T 
Hence 
Qn Fe ii 
Segeaeeal 5 [1 — S Join noe den) 
away 2 T 


E Qa E ola 5 
as { sinned (Op { GORD (Os) 
27 Jo 27 Jo 


But by (14), 
2a 
if sin nwt d(wt) = 0, (30) 
0 
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and integrating by parts, 


: t ite 
{| wt sin nwt d(wt) = — — cos not + “asin hot (By) 
Substituting (30) and (31) in (29), 
E wt sin a) 
ER = — | - Sc0s nar + , 
E 
===. (32) 


The series which represents the saw-toothed wave of 
Fig. 125 is, therefore, from equation (16), 


ay Pe lee ee 
e =—] sin wf + —sin 20¢ + —sIn 3ot 
ug 2 3 


+ +++ +Asin nat + ‘|, (53) 
with terms carried 
toinfinity. The suc- 
cessive terms of the 
infinite series de- 
crease in maximum 


alm 


MAX. AMPLITUDE 
OF COMPONENTS 
ain Sin 


tf Af Sf 6f 7h (8f 9 
FREQUENCY 


Fic. 217.—THeE Maximum AmPLITUDE OF THE 
ComMPoNnENTs OF AN InriniTE SERIES, REPRESENTED 
By Equation (35), Decreases INVERSELY WITH 
FREQUENCY. 


amplitude inversely 
as the ratios of their 
frequencies, as shown 


ineHig a2 V7 

It is significant that a wave of this type, established in, 
and persisting in, steady state, contains effectively an infinite 
number of component frequencies, separated in the frequency 
spectrum by equal finite intervals. 4 voltage wave of this 
kind acting on an electrical network establishes and main- 
tains currents and voltages in accordance with the steady-state 
properties of the network at an infinite number of isolated 
frequencies. And that these components have a real existence 
is shown by the fact that each individual component of a 
steady-state wave may be selected out of the wave by 
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apparatus, such as a wave filter, whose steady-state trans- 
mission characteristics show it to transmit efficiently that 
particular frequency and to attenuate all others. 

We may notice in passing that the wave is sharply built 
up, in a differentially short time, at wf = 0, from ¢ =o 
to e = E by the aggregation of an infinite number of differ- 
entially small instantaneous voltages, all in phase. Letting 
wt = 0, in (33), where @ is a small angle, we have for small 
values of 76, 

sin nwt = sin nd = n6 (34) 
and 


E 
ea Olt rr tt os.) 


renee fa) 
en? (35) 


taking 7 terms. 

But the approximation sin 78 = 76 does not hold for large 
values of 7 (i.e., 26 will not be small) unless @ becomes differ- 
entially small. Hence 


E 
es Nid. (36) 
Tv 


where NV is indefinitely great. 

The peculiar and significant thing here is that a// fre- 
quencies contribute equal (differential) amounts to the slope 
of the suddenly built-up voltage e at time t = dt, even though 
the coefficients of the high frequency terms in the series 
become smaller in inverse ratio to the values of their fre- 
quencies. The greater rate of change of phase in the high 
frequency component voltages balances the diminution in 
their maximum amplitudes. 

Again, the form of the infinite series (33) shows how the 
cancellation of the entire voltage wave takes place at wt = 7. 
Substituting this value of wf in the series, each term separately 
becomes zero. Why then, is there no discontinuity in the 
curve, no sudden increase or decrease of voltage, as at wt = 0, 
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where all sine terms are also zero? If we examine the series 
at a differentially short distance prior to the time at which 
wt = 1, we see that when wt = 7 — dé, 


sin 2(7 — d0) = — cos nm sin n dé 
= +n do, 


depending on whether 7 is an odd or even integer. Elence 
E 
Masted eto ag ti Near Py ah (37) 


the even sine terms contributing differentially small amounts 
of voltage in opposition to those contributed by the odd 
sine terms, and keeping to a finite value the rate of change of e. 
An inspection of the series at wf = 1/2 would correspondingly 
show 


EB OM Ont 

e==[ 1+ aay eens +---| 
T Boek. eR wl) 
Lome 

Bem oe ale (38) 

T4 4 

The even sine terms contribute nothing to the value of e and 

the alternate odd sine terms are in opposition. Yet at this 

point on the curve the even sine terms are alone determining 

the slope of e, while the odd sine terms have zero rate of 

change. 

In general, we may say that the coefficients of an infinite 
series determine the maximum values, positive or negative, 
which e may have, but that with given coefficients the form 
of the curve ¢ is determined by the relative phases of the com- 
ponent frequencies, at any particular instant of time. 

In vector form, the series which expresses e is (partly) 
illustrated in Fig. 218 where a spiral whose radius is inversely 
proportional to the angle of rotation, forms the locus of 
rotating vectors of successive wave components, at any 
particular instant of time. The spiral itself, of course, goes 
through cyclic changes. The projection of the resultant on 
the Y axis, for any instantaneous angle wf (of the fundamental 
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frequency component), gives the instantaneous value of e. 
For values of wt equal to 0, 27, 47 - « -, the particular vector 
locus (Fig. 219) is the X axis (positive direction) and the 
instantaneous value of e is zero. 


Ke | 
x Esa Esa 


) QS -— 
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Fic. 218.—Equation (35) ILLusTRATED Fic. 219.—Suow1ne Retative VALUE 
tn Vector Form. oF THE VEcTORS WHEN wt = 0, 27, ETC. 


§ 68. Representation of a Series of Telegraph Dots 


An interesting and important example of Fourier series 
representation of a steady state wave is that of a succession 
of telegraphic dots (Fig. 214) with duration of spacings equal 
to the duration of the dots. Taking the interval for a dot 
and a space as corresponding to 27, we see that the wave 
may be resolved into a steady direct current voltage of 
value E/2 and a sine series of maximum amplitude E/2, 
the latter being shown in Fig. 220. 


7 Zeon, 2411 STi. Sit 


Fic. 220.—SERIES OF THE TELE- Fic. 221.—ILLusTRATING THE ForMaA- 
GRAPHIC Dots RESOLVED INTO A STEADY E 
D.-C.Vottace or Vatur E/2 anp aSine TON OF Fic. 214; ép = a + (a es). 
Serres or Maximum Amp.itupe £/2. 

Tuis Wave Can Be FormepD FROM 
€a — €Bp OF Fic. 221. 


We may determine the coefficients of the sine series by 
integration methods but they are also readily obtainable 
from the series already derived for the saw-toothed wave of 
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Fig. 215. If we subtract from the solid line saw-toothed wave 
of Fig. 221 the dotted line wave which is identical with it 
except for an angular displacement amounting to 7, we 
obtain the rectangular sine series wave of Fig. 220. 

The solid line curve e4 of Fig. 221 we know to be represented 
by the series of (33) and the dotted line curve ez of Fig. 221 1s 
obtained by substituting wf + 7 for wf in this expression: 


E 
eB =| sin (wt + 1) +=sin 2(wt + 1) apa 
+=sin n(ot +r) +-- | 
E ; Te. ip 
= =| - sin wt + —sin 2wf — —sin 3ot 
Tv a0 & 
I. 
ae ACen | >> (339) 


Hence the voltage curve of Fig. 220 is given by 


Sor Le 1: 
ca — en = —| sin Chip ys SN Gaara Sot - . |, (40) 


and only odd sine terms are present in the wave, these terms 
diminishing in amplitude in inverse ratio to their frequencies. 


e c 
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Fic. 222.—Saw-roorHeD Wave oF Fic. 215 CrupELy REPRESENTED BY FuNDA- 
MENTAL Component ALone (4), sur More NEARLY APPROACHED WHEN SECOND 
AND THIRD TERMS ARE ADDED (B). 


The telegraphic wave ép is thus (Fig. 214), adding the direct 
current voltage £/2, represented by the series 


dC ON EA ES | a Leis 
ep =F +| sin wt gas B30 a oat 7 |. (41) 
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The manner in which a series of the types discussed 
approaches the complex wave as successive terms are taken 


nlm 


Fic. 223.—Ittustratinc How Compiex Waves Are Burtt Up as Successive 
Terms or A SERIES ARE ADDED. (4) FUNDAMENTAL FREQUENCY, THIRD AND FirrH 
Harmonics (Sum Is Dorrep). (B) Resmnve oF THE SQUARE Top WavE ABOVE 
Firra Opp Harmonic. (C) First Firreen Opp Sive Terms oF A Fourier SERIES. 


into account is brought out in Figs. 222 and 223. The saw- 
toothed wave of Fig. 215 which is but crudely represented in 
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Fig. 2224 by the fundamental component alone, is more closely 
approached in Fig. 2228B, in which the second and third terms 
have been added. Again in Fig. 2234, the fundamental 
frequency and the third and fifth harmonics (whose sum 1s 
shown by the dotted line) afford a fair approximation to the 
rectangular wave of Fig. 220. This shows why the trans- 
mission, in telegraph practice, of the third and fifth harmonics 
usually leads to a satisfactory approximation to a series of 
telegraphic dots. The residue of the rectangular wave above 
the fifth harmonic is expressed by 


oi ERY Aa De: 
=| sin 7 Ole SIMO Ole |, 
Teng: 9 


and is plotted in Fig. 223B. Obviously, the high frequencies 
which are not ordinarily essential for satisfactory telegraphic 
transmission, determine almost entirely the sharp changes in 
slope, and would have to be transmitted if steep wave fronts 
were required. Fig. 223C shows the form of the wave given 
by the fundamental of the series and the various harmonics 
up to and including the fifteenth. 

A more exact analysis of telegraphic waves which are not 
of steady-state form may be had by means of Fourier Integral 
Methods. The wave of Fig. 220 is merely an approximation 
to certain possible combinations of telegraphic signals. 


CHAPTER XI 


RESOLUTION oF TRANSIENT Waves INTO FREQquENcY Com- 
PONENTS BY FourieR INTEGRAL ANALYSIS 


The discussion in Chapter X of waves which may be 
resolved by means of Fourier series has assumed a perfectly 
steady state to exist, i.e., it has assumed the voltage or 
current waves to have persisted in their regular recurrences 
for an indefinitely great period, so that all transient effects 
due to starting impulses might completely die out. It has 
furthermore assumed that decay of the signal has not yet set 
in so that, so far as can be told from the portion of the wave 
available for examination, the wave is likely to persist for an 
indefinitely great period. Only under these circumstances 
can a Fourier series exactly express the composition of a 
voltage or current wave. Yet waves must start up and 
eventually die down, so that Fourier series analyses do not 
tell the complete story. On the other hand, they afford us a 
basis for approach to a treatment of the transient state. 
By means of this approach to transient waves, we shall find 
that transients are themselves composed of numerous com- 
ponent steady state waves. These will generally be in- 
finitesimal in magnitude, but there may be present a com- 
ponent for every conceivable frequency. That is, the energy 
of the waves will reside in continuous frequency bands of 
possibly great width, instead of residing in individual, isolated 
frequencies. This conception of transient waves as containing 
continuous bands of steady-state frequency components is 
important in connection with the theory of transmission net- 
works used in earlier chapters, and justifies the steady-state 
character of the theory given there. 

Consider first the sudden application to a circuit of a 
steady-state direct-currente.m.f. The voltage (Fig. 224) act- 
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ing on the circuit is zero (or non-existent) until the time of 
application of the voltage (used here to locate the origin 
of codrdinates) and for all subsequent moments has a steady 
value E. As far as resulting currents and voltages in the 
circuit are concerned, the circuit is subjected to a transient 
voltage wave. If now an expression for this wave can be 
obtained in terms of steady-state e.m.f.’s of various fre- 
quencies, a solution of the current and voltage conditions in 
the circuit may be had in terms of these steady-state e.m.f.’s 
and of steady-state parameters (such as impedances) of the 
circuit. 


§ 69. Method of Analyzing Suddenly Applied D.-C. Voltage Wave 
The suddenly applied e.m.f. of Fig. 224 may be resolved 


into two component waves, one a perfectly steady-state 
direct-current e.m.f. of value + £/2 and the other an e.m.f. 


e 


Fic. 224.—A SupDDENLY APPLIED Fic. 225.—Fic. 224 Is ComposEp oF 
D.-C. E.M.F. Tuts Wave Pius a D.-C. Vottrace oF 
VauE E/2. 


which has had the steady value — E/2 for all moments 
prior to the time ¢ = o and which for all subsequent moments 
will have the value + £/2. According to this division, all 
of the transient properties of the wave of Fig. 224 reside in 
alternating-current components. ‘This is to be expected from 
the nature of the direct-current component. 

As one method of analyzing the wave of Fig. 225, let us 
go back to the rectangular (telegraphic dot) wave of Fig. 220 
of Chapter X. The Fourier series for this wave was given by 
(42) of that chapter. We may more briefly write the series in 
a summation form, denoting instantaneous values of the e.m.f. 
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by e’ and the fundamental angular velocity by wo as follows: 


—- oe Nuwot (n is an odd integer), (1) 
meee 
indicating the summation of an odd sine series in which the 
coefficients are inversely proportional to the frequency of the 
components. The magnitudes of the coefficients, relative to 
that of the fundamental, are plotted in Fig. 226. 
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Fic. 226.—MAacGNITUDES OF THE COEFFICIENTS, RELATIVE TO THE FUNDAMENTAL 
or Equation (1). 


If the fundamental period of the wave be To, then 


yy = 2mfo = T,? (2) 


and therefore 
L 
@ol == Om. Tt (3) 
Now suppose the time 7 to grow longer. The funda- 
mental frequency fo = 1/T. becomes correspondingly smaller, 
and the frequency of each component of the series also decreases, 
but the relative amplitudes of the components remain unaltered. 
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With 7» considerably increased, the frequency spectrum 
changes from that of Fig. 226 to that of Fig. 227 but, while the 
amplitude of any wth component is undiminished, the com- 
ponents in the neighborhood of any arbitrarily selected value of 
frequency diminish in amplitude in the same proportion as fo 
is reduced. On the other hand, the components become more 
and more closely packed together in the frequency spectrum, 
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Fic. 227.—Same as Fic. 226 BUT WITH THE FUNDAMENTAL PERIOD 
ConsIDERABLY INCREASED. 


the interval 2f) between them growing smaller as fy grows 
smaller. The wave form of the rectangular wave for lengthen- 
ing values of Ty is shown in Fig. 228. (Here the curves are 
plotted against ¢ rather than against wot, because wo is being 
decreased.) As To is indefinitely increased, the time interval 
T,/2, prior to time ¢ = 0, which has elapsed since the last 
change in ¢ occurred, and the equal interval which will be 
required subsequent to time ¢ =o before the wave will 
reverse itself, become indefinitely large. For finite periods 
of time, therefore, such as those required for signal trans- 
mission, the wave will simulate that of Fig. 225. In the limit, 
when Tis infinitely great, the two waves will be identical. 
But from equation (1) the maximum amplitude of the 
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nth component is always 
7n 
When T is infinitely large, fy is differentially small and 
I I 
i ae ae ye (4) 


(The differential df is taken as 2f) because that is the 
interval between successive component frequencies.) 


MULTIPLIED BY 8 


Fic. 228.—Wave Form or A RECTANGULAR WAVE FOR LENGTHENING VALUES OF To. 


Since any harmonic frequency / 1s 


Sf = ifr, (5) 


we have 


— 5 6 
fa - 


Substituting (6) in the expression for the maximum 
amplitude of the zth component, 


Pie eh 7) 
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The summation of the components now becomes the 
summation of the lengths of an infinite number of lines spaced 
infinitesimal distances apart and infinitesimal in height. 


FREQUENCY (F) 


Fic. 229.—Maximum AmPLiTuDE or »TH Component oF Equation (1) Is GIVEN BY 


Ta i 
THE DIFFERENTIAL AREA df WIDE AND — 7 Hicu. 
7 


The value of each coefficient may equally well be represented 


by a differential area df wide and ee high under a curve of 
TT 


if 


ES 
= plotted against frequency (Fig. 229). The instantaneous 


af 


amplitude of each component is, on this basis, 


Ed 
(sin wt) — a 
T 


e 


and the sum of all the components—the instantaneous voltage 
e’—is given therefore by 


e! = [Gin w= 
E 


a [sin wt df. (8) 
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Expressing (8) completely in terms of w, the wave of 
Fig. 224 is given by 
Epi 


é Se [ ~, Sin wt doo. (9) 


This integral (9) is called a Fourier integral. Note that 
it 15 not integrated with time as a variable but, for any instant 
of time, integrates the contributions to the wave e' which are 
made by components of all frequencies acting in concert, the 
coefficients of the latter varying as in (7). Note also that 
in any unit distance along the frequency scale there are an 
infinite number of frequencies and that along the frequency 
scale there are an infinite number of such unit distances, 
but that each frequency component has an amplitude differ- 
entially small: 


E 
d(el) == - Sine ot (10) 


Since Fig. 224 is composed of Fig. 225 superposed upon a 
steady d.-c. voltage of value E/2 the complete expression 


for the suddenly applied e.m.f. of Fig. 224 is 


| ees 3 . 
e=—+- Meena. (11) 
Pas 


0 Ww 


The significance of this expression is that in a network 
to which e is applied, the infinitesimal currents (or voltages) 
of each particular frequency may be found from the steady- 
state properties of the network at that frequency, in the 
usual manner, and the total voltage between any two points, 
or the total current at any point, obtained by summing up 
the infinitesimal currents (or voltages) of all frequencies by 
an integration. 

In order to transmit the wave of Fig. 224, maintaining an 
extremely sharp wave front, we should have to transmit a 
very wide band of frequencies extending, in general, from zero 
upwards. The matter of transmitting the transient wave of 
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Fig. 224 is thus a matter of the transmission of a continuous and 
perhaps wide band of frequencies. On the other hand, we 
notice that no physical system can be constructed with sufficient 
selectivity to select any one component’ out of the frequency 
spectrum for Fig. 224 and that if this were possible, the system 
would abstract only an infinitesimally small voltage. The most 
that any sharply selective network can do in this direction is 
to select out of the frequency spectrum @ narrow band of 
frequencies, which includes an infinite number of components 
because of the finite width of the band. 

We may observe how the voltage wave of Fig. 224 suddenly 
changes its value at time ¢ = 0. The change, of course, 1s all 
included in the portion of the wave (Fig.225) represented by the 
Fourier integral equation (9). The amplitude of each com- 
ponent wave at time ¢ = dt is, from (10), 


Ey 


[d(e’) Jinmae = 


T W 


sin (wdt)dw, 
but since the sine of a small angle is equal to the angle, 
E 
[a(t = — — nid 
TW 


E 
= —dtdw (12) 
TT 

and is independent of frequency. That is, all components in 
the wave of Fig. 225 contribute equally to the suddenly built up 
voltage at time t = dt, the greater rate of change of electrical 
angle of the high frequency components offsetting their smaller 
maximum amplitudes. This is very similar to the situation 
for the building-up process of the rectangular wave of Fig. 220, 
Chapter X, where all components were similarly in phase 
(zero phase angle) at the time of building up and contributed 
equally to the sudden change in voltage value. 


* By a component frequency is now meant the differential frequency range from 


f — df tof + df. 
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An alternative method of analyzing the voltage wave of 
Fig. 224, which leads to the same results, is the following: 


§ 70. Alternative Method of Analyzing a Suddenly Applied D.-C. 
Voltage Wave 


The saw-toothed wave (Fig. 230) of maximum amplitude 
E, is expressed by 


ELA OY fie toy LY 
e = 4=(sin wot + —sin 2wof + —sin 3wot + - - we (13) 
2 T 2 3 


using fo = wo/2m as the fundamental frequency. 


Fic. 230.—Saw-TooTHED Wave Composep or A Direct Current Component E/2 
AND THE ALTERNATING CoMPONENT EXPRESSED BY (14). 


The wave is composed of a direct-current e.m.f. E/2 
and the recurrent voltage wave 


y Diy im aes es 
e” (sin wo > sin eo ey 30 + = ab (14) 


o« 
which may be more briefly written 


n= 


e=—)>, eats noof (all harmonics included). (15) 
Te n= 170 


If, as before, we let Ty be the fundamental period, then 


Gm ee oe (16) 


and 
ig 
wot = ata. ‘ (17) 
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Suppose the time 7» to grow longer. The frequency /o 
becomes smaller, the frequency of each component decreases 
and the amplitudes of the individual components remain 
unaltered. With increasing values of To, the wave of Fig. 230 


E 
SS .. VALUE OF To IN FIG. 230 
ES To + MULTIPLIED BY 2 
a et 
5 ~~ MULTIPLIED BY 4 
To t 


ee | 
as aaa MULTIPLIED BY I6 
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Fic. 231.—SHowi1nc THE Form Wuicu Fic. 230 Takes as Ty Grows Loncer. 


changes as shown in Fig. 231. When To is infinitely large, the 
wave becomes that of Fig. 224. In this latter case, 


I 

ie =fo = df (18) 
and the value of 7 is given by 

SEES! 


n i - “ (19) 


=e (20) 


which is the same value as that obtained in (7). The presence 
of the even sine terms, doubling the number of frequency 
components and halving the differential frequency interval, 
offsets the smaller coefficient (Z/m as compared to 2E/) of 
the whole series. The amplitude (20) may be represented by 
an area df wide and = 7 high, as before. The instantaneous 
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amplitude of each component is 


E df 


Sine or) 
(sino) =, 
and the instantaneous value e’ of the summed series of com- 


ponents is 
@ Ed 
e iL (sin wf) ol 
0 a f 


== [5 td, 
ps ee 


1D a 
2 ={ rae. (21) 
TJdo W 


I 


Hence the entire wave of Fig. 224 is, by this method, 


Ba rg a a 


e — sin wtdw, (22) 
@ 


2 T Jo 


which is the expected result. 


§ 71. Physical Aspects of the Fourier Integral Method 


We may pause a moment here to consider some physical 
aspects of the expression (11) for a suddenly applied voltage. 
The wave illustrated is of extremely common occurrence 
(although idealized here). Waves of this type are engendered 
merely by the sudden closing of a switch ina circuit. Yet it 
is a striking fact in connection with expression (11) that it 
postulates a static condition, prior to time ¢ = 0, during 
which the effect of a steady voltage E/2 is counterbalanced 
by the sum of the effects of infinitesimal electromotive forces 
of every conceivable frequency, in definite phase relationships. 
This would seem to mean that a foreknowledge of the fact 
that the steady voltage was to be applied at time ¢ = o must 
have been available in order that the infinitesimal voltages be 
set up in the proper phase relationships. 

The answer lies in the fact that the static balance exists 
for all finite values of negative time, and consequently the 
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components would have to be set up at an infinitely distant 
time in the past in order to insure this balance as well as 
the abrupt change at time ¢= 0. In other words, steady- 
state e.m.f.s are not things which may be “‘set up.” Speak- 
ing exactly, they do not exist physically. Those waves 
which we are accustomed to regard as steady state waves are 
merely approximations which it is permissible to idealize due 
to the fact that considerable time has elapsed since transient 
effects were readily observable in them. It is extremely 
convenient to regard them as steady-state waves, par- 
ticularly where methods of measurement or computations are 
facilitated, but sight of this approximation should not be lost 
in interpreting analyses of transient waves into steady-state 
components. 


§ 72. D.-C. Voltage Wave Suddenly Applied at Time Other than t = o 


When a wave is similar in form to that of Fig. 224 except 
that its sudden assumption of the value & takes place at 
time ¢ = T rather than at the arbitrary time ¢ = 0, the 


Fic. 232.—SuppENLy AppLiep E.M.F. Taxine Prace at ¢t = T. 


expression for the wave is but slightly different from (11). 
If we substitute in the latter the value ¢ — T in place of 
tas a variable, we move the origin of coordinates, resulting in 
the wave of Fig. 232. We have then 


Ee eee ae 
e -=4=/ —sin w(t — T)dw 
0 Ww 


Ds ate 


2 


ee ae he rat 6d 
ral 3 sin (wt — 0)du- (3) 
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The angle 4 in (23) is independent of time, but is proportional 
to frequency and to the period T elapsing after time ¢ = o and 
before the wave builds up. That is, 


G=af = apd. (24) 


Therefore each component of the wave must be retarded in 
phase by an amount given in (24) in order that the wave shall 


x 


Fic. 233.—Portion or Wave or Fic. 232 Given By THE INTEGRAL In Equation (23). 


suddenly build up at time ¢ = T. The portion of the wave 
of Fig. 232 given by the integral in (23) is shown in Fig. 233. 


§ 73. Sudden Decay of a D.-C. Voltage Wave 


When an e.m.f. which has been forcing current into 
and through a network ceases to act, the curves expressing 
the decay of the e.m.f. and the currents and voltages it has 
established, follow the same laws as the curves expressing 
their rise. We may regard the sudden cessation of an e.m.f. 
as having the same results as the introduction into the circuit, 
at the time of cessation, of a subsequently equal and opposite 
e.m.f. By the Principle of Superposition, the currents and 
voltages during the period of decay will be the sum of the 
respective currents and voltages which the e.m.f. (if con- 
tinued in time), would have caused, and the respective 
currents and voltages which would have been due to an equal 
and opposite e.m.f. 

For example, the e.m.f. of Fig. 234 which, having had 
the steady value £& prior to time ¢ = T, suddenly ceases, is 
equal to a perfectly steady state e.m.f. of value + E/2 minus 
a wave which, having had the value — £/2 prior to time 
t = T, subsequently has the value + £/2. But the latter 
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wave is the varying portion (23). Hence for the wave 
of Fig. 234, 
PEE (SF eas (25) 
2 TJ Ww 
where 
6 = wt = 20fT, (26) 


as before. Or we may obtain (25) directly by regarding the 
wave as made up of a steady state e.m.f. + E/2 added to an 


Fic. 234.—Wave REPRESENTED BY EQuaTIon (25). 


aggregation of infinitesimal waves all of which come into 
phase at the opposition angle 7 at time ¢ = T. That is, 


from (25), 
| ID Sie ip) 
ROM 2c, ==+=[ on (wt —-O0+kr)dw, (27 
2 TJg W 


e 
| ¢ where k is any odd integer. 


$74. Transient Current through a Resistance 


Fic. 235. — Brancu ‘ 
ComposeporReststance 42d Condenserin Terms of Steady-State Im- 
IN SERIES wITH Capac- pedances 
iry TO Wutcu A WaAvE e . 
Fe Crm mne ye esa As an example supporting the fore- 


going methods of analyzing suddenly ap- 
plied voltage waves, let us suppose the direct current voltage 
of Fig. 224 to be applied to the network of Fig. 235, and de- 


termine the resulting current flow. 
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The admittance of the network at any frequency is given by 


es 
I I R wC 
ie ara eth | ee 
penny eee ca 2 ae 2 pein, 
Pea spa Bare 


Because of the infinite impedance of the network at 
zero frequency, the d.-c. term of equation (11) will cause no 
steady-state current to flow. We may therefore neglect it in 
determining the transient current. 

The infinitesimal current which at any frequency / will 
flow through the impedance of the network, due to a voltage 


E 
d(e) == sin are 


is (taking the operator 7 to require the use of cos wt instead 
of sin wt, i.e. to involve a phase shift of 7/2 radians) 


R Jide Iie 
dG) ode) = ~~ “sin atde 
eee 
oC 
I 
SCelE 
Aiea ase, a VOPR TAS 
; I TW 
Boa 2 


The two component differential currents in (29) are simply 

those which, at any frequency /, would flow through the 

equivalent parallel resistance and condenser network. 
Integrating, 


% R 

122 f i eee wtdw 
<— I © 

T 2@ 


I 


+ [ —~seosutde sar36) 
Nd pay 
as T 2@ 
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The first integral may be put into the form 


an en | (gq) (Rew) |aRce), 


which is of the type 


ayaa) Ue hash, 
af Tae mx ax, 
0 
where m = ¢/RC and x = RCw, and as a definite integral from 


oto © it will be found (see bibliography for tables of integrals) 
to have the value 


7 
a Fei ae eT URC, (3 1) 


Hence the first term of the current 7; is 
E 


a ean Se 0 (32) 


Similarly, the second integral may be put in the form 


af Rey eee | ( xz) (RCw) | d(RCw), 


which 1s of the type 


it ips I Ai 
— Sees LOS IES 
I @ wl + Li ; 


where m = ¢/RC and x = RCw and as a definite integral 
between o and o has the value 


pls e URC 
2R 


Therefore the second term of the current 72, equal to the 
first, is 


E 
Zo = = Emlne) 


oR (33) 


and the total current is 


i=i+i, = Roo (34) 
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Now, this is the well-known expression for the current 
through a condenser and resistance due to a suddenly applied 
direct-current e.m.f. However, it has been derived in terms 
of the steady-state properties of the network and the applied 
voltage. It has involved, in varying degree, the steady-state 
impedance of the network at every conceivable frequency. 

It may be added that (34) holds only for positive values 
of time /, subsequent to the sudden change in applied voltage. 
There is a particular significance in the addition of two 
equal currents 7; and iz of (32) and (33) to obtain the total 
current. For, the current 7; is obtained by the integration 
of a sine function and necessarily has for any time —/¢ a 
value equal and opposite to that possessed by it at time +. 
On the other hand, 72 is obtained by the integration of a 
cosine function and its values at times ¢ and — ¢ are identical. 
Consequently the static condition of zero current at times 
prior to time ¢ = ois accounted for by the mutual cancellation 
of the two currents, 7; and Zo. 


§ 75. Composition of a Single D-C. Pulse Wave 


The analyses in sections (72) and (73) of suddenly started 
and suddenly stopped d.-c. voltage waves provide the relation- 
ships required for expressing 
the frequency content of a . 
single d.-c. pulse wave such 
as that of Fig. 236. 

The wave contains xo 
direct-current component but is 
the sum of two varying waves 
of the types of Fig. 233 and 
the variable portion of the 
wave of Fig. 234, respect- Fic. 236.—S1ncLE Putse Wave. 
ively. One wave changes 
from the values — E/2 to + E/2 at time ¢ = T;. The other 
changes from + E/2 to — E/2 at timet = T:. Therefore 


418 COMPOSITION OF TRANSIENT WAVES 


E ee E oe 
e= =f =a w(t — T,)dw —- — [ sin w(t — T2)dw 
Tv 0 Ww T 0 
Vik ye ; 
= = [ —[sin w(¢ — T,) — sin w(t — Te) Jdw. (35) 
TJI0o W 
Since 
sin x — sin y = 2 sinX—2 cos FY, (36) 
we have 


IG, ee Til F T, — T, T2+ 7T1 
e==[ * (asin ) cos w(¢— ===") de (37) 
T Jo ~W 2 


2 


This leads to a conclusion which could have been partly 
anticipated. If the origin of coordinates had been set corre- 
: iret 
sponding to the time ¢ = area the wave would have 
been symmetrical about the voltage axis and so must have 
been composed of cosine components. However, the coefh- 
cients of the components are altered, with respect to those of 
(23) or (25), in that they are multiplied by the factor 


T, — T; 
= pans 


2 sin w 
Suppose we take as a reference frequency that for which 
T, — Ti 1s a half-period. If this be called fo, then 


a (38) 


or 


us Me Bee (39) 


whence a factor obtained by substituting this frequency in 
(37) is 


oneal HS 
2 Sit eye Sill eae (40) 
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This factor is plotted in Fig. 237, and if its value at each 
frequency be multiplied by the factor Edw/rw we obtain 
in Fig. 238 the curve of the product of the two factors, 


which is an expression of the coefficients of the cosine com- 
ponents of (37). (Fig. 238 is for a particular value of E and 


VALUE OF FACTOR 


w 
Fic, 237.—Grapu oF THE Factor 2 sIN 7/2 —- 
wo 


shows only relative magnitudes.) The product may also be 
written 


We see then that, strictly speaking, the transmission of a 
d.-c. pulse wave (such as a telegraphic pulse wave or similar 
waves in telephotography) is a matter of transmitting a 
continuous band of frequencies. The relative magnitudes of 
the frequency components present in a series of dot and dash 
signals will of course differ from those in (37), since each 
pulse will by its length and time of occurrence fix the relative 
magnitudes and phases of its components. If fo be taken as 
the fundamental signalling frequency (this will vary with 
the length of the pulses) we see that it is in the neighborhood 
of those harmonic frequencies which were important in the 
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Fourier series rectangular wave (Chap. X) that the larger 
components are found. At 2f0, 4/0, eéc.. the even harmonic 
frequency components which were absent in the steady- 
state wave become zero. In the vicinity of fo, 3h 0> Sho, ches 
the components are relatively large. A circuit whose steady- 
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Fic. 238.—Curve SHowinc THE Maximum AmpLirupEs OF THE CosINE TERMS OF 
Equation (37). 


state characteristics indicate that it transmits fo, 3fo, and 
fo efficiently in a band, but attenuates 7f/o, when subjected 
to a single pulse of the type of Fig. 236 will ordinarily transmit 
the three continuous bands of components shown in Fig. 238, 
although perhaps not entirely without distortion. 


§ 76. Distribution of Frequency Components for a Series of Telegraphic 
Dots 


Having secured expressions which indicate the frequency 
content of single d.-c. pulses, through the medium of a 


Fic. 239.—STEADY-STATE RECTANGULAR WAVE. 


Fourier series expression for a steady-state rectangular wave, 
it is interesting to consider a train of such pulses and to see 
how the continuous bands of frequency components required 


FREQUENCY CONTENT OF TELEGRAPHIC DOTS Alt 


for a single pulse tend to revert to isolated finite harmonic 
components characteristic of a Fourier series wave. 

We shall use as a basis of comparison the rectangular 
wave of Fig. 239. By the methods used in Chapter X, its 


Fourier series expression may be derived with the following 
results: 


BOE 
¢ == + =(cos wot — $ cos gerot + 4 cos scot +++ +), (41) 
vie 


where fo = wo/27m is the fundamental frequency. 


Fic. 240.—DispLayinc THE MAGNITUDES OF THE COEFFICIENTS OF (41). 


The coefficients of the components at the frequencies o, 


Fos 3f 0» Sfoy etc. are 


and are plotted in Fig. 240. We may note that these coeffi- 
cients are in the same ratios as those of the infinitesimal 
components, at the same frequencies, in a single d.-c. pulse 


(see Fig. 238). 
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Consider now a single d.-c. pulse timed to occur as shown 
in Fig. 241. From (37), it is given by 


E ft ; di 
e=— X(2 sin w= )cos wtd 
4 
oy 
ah *(2 sin 4) cos wtda 


(where T/2 = T, — T; is the period of duration of the pulse) 


(42) 


Fic. 242.—NumBeEr oF Putses or Fic. 241 IncrEASED TO THREE. EQUATION OF 
Tuts Wave Is Given By (43). 


and the components of the pulse are, of course, distributed 
as in Fig. 238. 

Suppose the number of pulses to be increased to three, 
spaced as shown in Fig. 242. This train of pulses has the 
instantaneous amplitude 


fae a Smif 
aah (2 singz) (43) 
X [cos w(¢ + T) + cos wt + cos w(¢ — T) |da, 


since the factor of (37), 


be ei 5 ae 


Saad 
2 sin w= —_—* = 2 sin 5 = 2 sin oe (44) 
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is the same for each pulse of the train, and the instant 
Tiss ae By 
=e of (37) for each pulse corresponds to — T, 0, and 


+ T, respectively. 
From (13) of Chap. X we may write 


cos w(¢ + T) + cos w(¢#— T) = 2c0s wt cos wT, (45) 


and thus (43) becomes 


E Ch Ty . mat 
e=— | a(2 singh )G@ + 2 co wT) cos aide 


--{ =(2 sin (1 + 2 cos ant )c0s wide. 


This expression for the train of three pulses differs from 
(42) for one pulse in that the coefficients of the components 
are, for each frequency, multiplied by the value of the factor 


(46) 


a 
I + 2 cos Be 

A graph of this factor plotted against frequency is given 
in Fig. 2434. If we multiply the amplitudes in this graph 
by those in Fig. 238, we obtain the relative frequency dis- 
tribution of components in the train of three pulses. This 
is done in Fig. 244, where the dotted line curve indicates 
the frequency distribution for a single pulse and the solid 
line the frequency distribution for a triple pulse. It is 
quite evident from Fig. 244 that the components in the 
vicinity of 0, fo, 3/0, 5fo. eéc. stand out much more strongly 
than in Fig. 238, and that the components in other frequency 
regions are generally decreased. 

We may continue to increase the number of pulses in 
the train, with similar results. One more example will be 
used. Suppose the train to contain nine pulses instead of 
three, and assume the pulses to be spaced like those of Fig. 242. 
This will mean that 44 pulses occur prior to time ¢ = o and 43 


424 COMPOSITION OF TRANSIENT WAVES 


ERRBeS Bens 
REEEPRE EEE PAE HEPC PRC EE 
FAERIE ERE SHergeteereeiere 
peeiesteel q a Cleat Le 
CEN AN AEN 


BVP eS wy, 
SR ZEeeNreneenee 
as [+2cos 21%, eee rete fetal ea 


VALUE OF FACTOR 


i | ea a ea i ee | | | | 
| | | | a a 
LT mT A TA 
LOTT ae 


Ht 
ua ni BOOTAAE Waa MH 
otc 2% AA CHLSeSICHIT CN 
ICCC 
= a/S8)00(00' 080000008 POW 
lade Bee Pepa hesl a ees x fer eh a 
FACTO R Sones) (SS) 


(B) 
Fic. 243.—(4) SHows THE VARIATION OF THE Factor IN (46) FoR A THREE- 


PULSE WAVE wiTH Frequency. (8) Tue Facror IN (49) ror a Nine Purse Wave 
ALTERNATES THREE TimEs AS Rapipiy As Tuar oF (4). 


tog OF FACTOR 


| 
fata 


MAGNITUDES OF COEFFICIENTS 


Fic. 244.—Tue Dorrep Line REPRESENTS THE FREQUENCY DisTRIBUTION OF Com- 
PONENTS OF A SINGLE PULSE, THE Souip LinE Is ror A TRAIN OF THREE PuLSEs. 


FREQUENCY CONTENT OF TELEGRAPHIC DOTS 425 


pulses subsequent to it. We may regard the nine-pulse 
train as made up of groups of three, the central group being 
given by (46) and the others differing only in that we must 
substitute ¢ + 37 for ¢ in the first train, and ¢ — 37 for ¢ in 
the last. We have 


c= = [7 2(2sinZ£)(1 +2 cos 2°F) (47) 


X [cos w(t + 37) + cos wt + cos w(t — 3T) ]dw. 
But 


cos w(t + 3T) + cos w(t — 37) = 2 cos wt cos w(3T); (48) 


whence 


ena ft [ssinZ th] + 20s 297 | 


X [1 + 2 cos w(3T) ] cos wtdw 


== [= [2 sin a TE | [1 + 2cos 27% | (49) 


S% E + 2 cos 6x | cos wtdw, 
So 


and the frequency distribution of the components differs from 
that of the three-pulse train only in that the components are, 
for each frequency f, multiplied by the factor 


I +2 cos pale 


So 

This factor is identical with that illustrated in Fig. 2434 for 
a three-pulse group, except that it alternates three times as 
rapidly with changes in frequency (Fig. 2438). Applying the 
factor to the graph of Fig. 244 we obtain the graph of Fig. 245, 
which shows the frequency distribution of components in a 


nine-pulse wave. 
There are two important observations which may be 
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made concerning the curve of Fig. 245. First, the greater 
amplitudes of frequency components in the vicinity of odd 
multiples of fo, as compared with those of the single pulse, 
are made possible by the larger amount of energy contained 
by the nine pulses (the amplitude of the pulses having been 
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EEE EEE 


RELATIVE DIFFERENTIAL VALUES 


Fic. 245.—Frequency DistripuTion oF Components IN A NINE-PULSE WAVE. 


kept constant as their number increased). The increase in 
amplitudes of components takes place, practically speaking, 
only in those bands grouped about the odd harmonic fre- 
quencies. The maximum amplitudes of such bands are 
proportional to the number of pulses. As a general rule, 
amplitudes at other frequencies are decreased as the number 
of pulses is increased. 

Second, comparing Figs. 238 and 245, we see that the 
width of each frequency band becomes smaller in the same 
proportion that the number of pulses is increased. Therefore, 
in the limit, these bands will become infinitesimal in width 
and the amplitudes of components at the odd harmonic 
frequencies become finite instead of infinitesimal. Thus, in 
the limit, a steady-state wave composed of such pulses is repre- 
sented by a Fourier series, and the Fourier integral expressions 
revert in form to a Fourier series. 
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§ 77. Example of Fourier Integral Analysis—the Aperture Distortion 
Effect in Television and Telephotography, and its Correction 
by Means of Networks 


As an illustration of the uses to which Fourier integral 
analyses of the distribution of frequency components in 
transient waves may be put, let us consider a type of distortion 
of transient waves which occurs in the optical portions of 
systems of television and telephotography.? This defor- 
mation is caused by the fact that the aperture, through which 
a photoelectric cell receives illumination, must have a finite 
width. In view of our previous knowledge of the steady- 
state characteristics of various types of networks, we may 
observe how this type of distortion is corrected. In Fig. 202 
of Chapter X, it was shown that when light reached a photo- 
electric cell, the e.m.f. generated by it, when a sudden change 
in illumination occurred, was built up less suddenly and the 
wave form was changed. While the optical arrangement used 
may be of various kinds, in each case where an aperture is 
used, there exists an effect similar to the following: 

The voltage produced by the cell is proportional to the 
total illumination passing through an aperture from an 
illuminated scene. If the scene be fixed in location and the 
aperture moving, a change in illumination at the portion of 
the scene being “‘scanned”’ will not cause as sudden a change 
in the total illumination of the aperture. The complete 
change in intensity will be shown only after that interval of 
time has elapsed which is required for the aperture to pass 
completely by the line in the scene at which the change in 
intensity occurs. For a square aperture, the total illumi- 
nation will build up uniformly during this interval and the 
photoelectric cell will produce an e.m.f. similar to that shown 


2This type of distortion is thoroughly discussed in a group of five papers com- 
prising a symposium on television published in the Bell System Tech. Journal, October, 
1927. The effect was also pointed out in the paper “Transmission of Pictures over 
Telephone Lines” by Ives, Horton, Parker and Clark, Bell System Tech. Journal, 
April, 1925. 
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by the solid line of Fig. 246, instead of the desired ideal e.m.f. 
shown by the dotted line of that figure. Here, JT” is the 
interval between the times at which the front and rear 
edges of the aperture pass by the line on the scene marking 


Fic. 246.—ILLustratinc How tue E.M.F. Buitps Up wHEN A SQuARE APERTURE 
PASSES BEFORE A PHOTOELECTRIC CELL. 


the change in illumination intensity. The effect of this 
distortion of wave form is: (a) to lessen contrast in the 
reproduced scene and (b) to cause a slight delay in formation 
of this reproduced scene. 

Subtracting a direct-current component of value E/2 from 
Fig. 246, we have Fig. 247, and we notice that a delay of T/’2 


Fic. 247.—ReEsutr arTeR Susrractinc A D.-C. Component or VaLuE E/2 FROM 
Fic. 246. 


seconds occurs in the formation of the distorted wave, if we 
have reference to the point at which the distorted wave 
reaches half of its maximum amplitude. Displacing back the 
distorted wave by this constant time interval (Fig. 248), 
since a small delay in picture formation is not inherently 
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objectionable, we may compare the rates of building up of 
the two waves. 

We have now to compare the frequency distribution of 
components of the two waves so as to interpret the distortion 


Fic. 248.—Fic. 247 DisptaceD Back By AN INTERVAL or J’/2. A Smartt Detay 
IN PicrureE Formation Is Nor INHERENTLY OBJECTIONABLE. 


from a steady-state point of view. We have the distribution 
of the ideal wave from equation (21). We may obtain that of 
the distorted wave of Fig. 248 from the steady-state Fourier 
series wave of Fig. 249 by letting the fundamental period of the 


e 


Fic. 249.—StTEaDy-sTaTE Fourier Serres Wave From Wuicu Fic 25 Is Derivep 


wave become infinite, while maintaining the interval T’/2 
constant. 

The value of the coefficient of any mth component, Ena, 
of this wave is given by (20) of Chapter X. The components 
are, by inspection, odd sine terms and we may write, using wo 
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for the fundamental angular velocity, 


4 a [2 ; 
Ene = +f € Sin Mwot d(wol). (50) 
T Jo 


woT” oe 
From wot = 0 to wot = = the value of e is given by the 


/ 


Et 

7 and from pl = — 
value of eis H/2. Inserting these values and separating (50) 
into two integrals 

28 


con T”/2 Of ; 2E m/[2 ; 
oe Hs  sinnavd(o) als uninevd ome 
T Jo it WT Jay’ /2 


. . Tv 
straight line e = to wot = > the 


Multiplying the numerator and denominator of 2t/T’ by wo, 
and since f{ sin xdx = sin x — x cos ¥ 


2ET 2 ‘ie I ere 
Eyg = SIN wot — — wot COS Nwot 
n n 


T wool’ 
I 1/2 
— ( —cos nwot 
W eo t"/2 


a Su RET “asin Cas (52) 


As the fundamental period of the wave is increased in- 
definitely, w) becomes dw/2, because only odd harmonics are 
present in this Fourier series, and also since w = nwo, the 
component at any frequency / is, in the limit, for the wave of 
Fig. 248, 


I 
Ena = — — —— do. (53) 
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The instantaneous values of this wave are given by 


TON SIN cane: 
Poe =a — | —{— | sin ot dw. (54) 
oe @® 


This differs from (21) only in that the magnitudes of the 
frequency components are multiplied by the numerical factor 
within the parentheses. This is merely a case of amplitude 
distortion with frequency, since the phases of the com- 


CURRENT RATIOS 


FREQUENCY — KILOCYCLES 


Fic. 250.—SHowinc How tHE Ratio or Output To Input CurRENT IN A 
Transmission LinE VARIES WITH THE FREQUENCY OF THE CURRENT WHEN (1) THERE 
Is ApertTuRE Distortion at ONE EnpD or THE Line (4) THERE Is DisrorTIon AT 
Boru Enps oF THE Line (3) an Equarizinc Network Havine THE CHARACTERISTIC 
Given By Curve (2) Has Been InseRTED IN THE Line TO Correcr FoR APERTURE 
Distortion oF OnE Enp. 


ponents are relatively unchanged. The effect is the same, for 
the system, as if an ideal wave shape had been produced and a 
distorting network then inserted in the electrical portion 
of the system whose frequency characteristics were such that 
it reduced components at various frequencies by the numerical 
factor mentioned (Fig. 250, curve 1), and which introduced 
no phase distortion of components. Because this is so, the 


432 COMPOSITION OF TRANSIENT WAVES 


distortion may be corrected by inserting in the electrical 
circuit a network which reduces frequency components by an 
additional factor such that all are transmitted with equal 
efficiency (Fig. 250, curve 3), i.e., the system is equalized; 
provided such a network does not introduce considerable 
phase distortion. Assuming, in the illustration, that fre- 
quencies above an empirical value of 20 kilocycles need not 
be considered, we may obtain the current ratio characteristic 
of the equalizing network by dividing the ratio at any fre- 
quency into that, say, at 22 kilocycles, a frequency allowance 
being made for network design purposes so that some re- 
duction of current is permissible throughout the entire 
equalized frequency range. The current ratio characteristic 
required is shown by the curve 3 of Fig.250. By the use of an 
equalizer having this characteristic, all frequency components 
are reduced alike to .56 of the value they would have if 
neither distortion nor equalization existed, but the pattern 
will be corrected. By the use of amplifiers, if necessary, 
the amplitude of the entire signal may then be increased as 
desired. Equalizers with approximately the desired electrical 
characteristics may be designed. The degree of improve- 
ment in picture resolution which may be secured by correction 
of aperture distortion depends, of course, on the value of the 
interval T and the required frequency range of transmission, 
under any given conditions. Finally, similar aperture dis- 
tortion may occur at the receiving end of the system, as 
well as at the transmitting end, and may be similarly corrected; 
or if desired, both distortions (shown by curve 4, Fig. 250) 
may be corrected by the use of a single equalizer. 

We have in this method of aperture distortion correction 
a breaking down of a barrier due to physical limitations of an 
optical arrangement by a modification of the electrical circuit 
with which it is associated. 


*See Chap. XVIII, “Transmission Circuits for Telephonic Communication,” 
by K. S. Johnson. Also see “Distortion Correction in Electrical Circuits,” by O. J. 
Zobel, Bell System Technical Journal, July, 1928. 
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§ 78. Wave Envelopes 


In the case of alternating current waves which exist for 
a limited period, we shall have occasion to make use of wave 
envelopes. These existed, in fact, with the direct-current 
forms we have discussed. ‘The single d.-c. pulse, for example, 
had an envelope within which it acted like a steady state 
direct-current wave. The envelope, throughout the duration 
of the pulse coincided with the steady-state wave it modified. 
If the period of the pulse is lengthened, the envelope changes, 
but the steady-state wave does not. The train of nine d.-c. 
pulses, however, had an envelope similar in form to that which 
a single pulse existing for the duration of the train would 
have, and within this envelope, the train of pulses acted like 
a steady-state rectangular alternating-current wave. The 
envelope of a transient wave thus expresses its transient 
properties which require continuous band transmission.! 


§ 79. Suddenly Applied Single-Frequency A.-C. Wave 


With regard now to the suddenly applied single-frequency 
alternating-current wave of Fig. 251, we may regard this 


e 
rates 


Fie. 251.—SinctE Frequency A.-C. Purse Wave or Maximum AMPLITUDE. 


wave as formed by the modulation of a steady-state single- 
frequency wave of maximum amplitude E by a suddenly 
applied unit d.-c. voltage. If, subsequent to time ¢ = 0, 


4It is frequently the case that any one of a number of curves might each be 
regarded as an envelope of a transient wave, assuming that within each of them the 
transient wave behaves like a steady-state wave. The same frequency distribution 
of components will in such cases be obtained regardless of which wave is considered 
to be the envelope. 
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= FF sin wof G20). 


then for all moments of time the wave is given by 
= E(sin wof) (; +. -[ = ctih at do): (GG) 
2; TJgo W 


This expression contains three factors: the coefficient E which 
determines its maximum amplitude, the quantity sin wot 
which determines both its frequency and its initial phase angle 
within the envelope, and the expression 


i epee 
-+-f[ —sin wt dw, 
yy TJo W 
which determines the pattern of the envelope and the time of 
its occurrence. -This expression we shall call the envelope 
factor. ‘This envelope factor is a pure numeric but if multi- 


plied by a unit d.-c. voltage, expresses a d.-c. wave suddenly 
applied (at time ¢ = 0). 


Fic. 252.—Dirrerence Wave Given By THE Two InTEGRALS or Equation (57). 


The expression (55) for the suddenly applied a.-c. wave 
may be rearranged as 


eé= 


Ee Ee ab 

—sin wot + —sin wot if —sin wtdu, (56) 
2 T Jo W 

in which form it evidently contains a perfectly steady single- 
frequency wave whose maximum amplitude is one-half the 
maximum amplitude of the complete wave and a difference 
wave which must have the form of Fig. 252. Note the corre- 
spondence between these component waves and those of a 
suddenly applied d.-c. wave. There is an important change, 
however, in the difference wave. It is now an even function 
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about the axis ¢ = o, that is, it has identical values at corre- 
sponding positive and negative times. This indicates merely 
that it is made up of cosine components. If we rearrange 


(56) as follows: 


ye 17 ean FON i 
= — sin wof += [ —S$in woof sin wt dw 
2) Tv 0 Ww 


| 
E 
Bh 


, | tS oa | 
SIN wot + al —cos (wo — w)tdw (57) 
27 Jo 
i 


—_— Elec (wo + w)t dw, 
Mapany 2) 

the fact is apparent. Had we assigned an initial phase angle 

to the steady a.-c. wave, we should have had some other 

sudden change (at time ¢ = 0) of a half cycle than that of 

Fig. 252. 

We may picture the terms of (57) by considering first, 
that a single frequency wave is modulated by a steady 
rectangular dot wave (see Fig. 214 and equation (43), Chapter 
X) and second, that the period of the dot wave is then made 
very long. We have for the single-frequency modulated wave 


2 


2 ter 
@ = #ysin out |; +=(sin PED ele 
+ sin Saztt::: | 
E E E 
= —sin wot + —cos (wo — wi)t — —cos (wo + wi)t 
2 7 Tv 


E E 
+ —cos (wo — 3a1)f — — cos (wo + Zar)t +--+: (58) 
37 3T 


+2 [cos (wo — cn)t + C08 (wo — 3oi)f + | 
T 


fe [ cos (wo + w1)f + ¢08 (wo + 3ait) + -- ‘|. 


T 
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The modulated wave thus consists of: 

(1) A perfect steady-state alternating-current e.m.f, of 
the impressed frequency and half the maximum amplitude 
of the impressed wave, corresponding, so to speak, to carrier 
wave modulation (see Chapter I). 

(2) An aggregation (infinite in number) of finite steady- 
state waves of frequencies which start at angular frequency 
wy — w; and go down the frequency spectrum at intervals of 


nim 
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Fic. 253.—Tue THree Components ExpresseD BY (58). 


2a, the positions being described by wo — (2” — 1)q, until 
(272 — 1)w, exceeds wo, when the frequencies (considered posi- 
tively) ® increase by the same definite intervals of angular fre- 
quency until infinite frequency is reached. The amplitudes of 
the components of this spectrum decrease as the order of the 
modulating frequency; and these frequency components corre- 
spond to a lower sideband. 


5In Figures 253 and 254 the continuation of the lower side-band below zero fre- 
quency has been “folded over” and is shown on the positive frequency scale. This 
is for the purpose of avoiding “negative frequencies.” It may be done because the 
cosine of a negative angle is equal to the cosine of a positive angle of the same magni- 
tude. If the terms had been sine terms, a minus sign would have been required when 
a negative frequency was replaced by a positive frequency for each term, 
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(3) An aggregation (infinite in number) of steady-state 
waves of frequencies which start at angular velocity wo + o1 
and go up the frequency spectrum at intervals of 2w:, the 
positions being described by w» + (27 — 1)w1, until infinite fre- 
quency isreached. The amplitudes of the components of this 
spectrum decrease as the order of the modulating frequency. 
These frequency components correspond to an upper sideband 
of modulation. 

Fig. 253 shows the maximum (positive) amplitudes of the 
three groups of components plotted on a typical frequency 
scale.® 

Now suppose the time of duration of each train of waves, 
and the intervals between trains of waves, to grow longer, 


TO INFINITY 


AMPLITUDE 


LOWER UPPER 
SIDE BAND SIDE BAND 
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Fic. 254.—RELATIVE AMPLITUDES OF Components oF (57) For InrFinITE TRAINS 
or WAVES. 


ic. the frequency of f1 to grow smaller. The interval 
between components on the frequency scale of Fig. 253 grows 
shorter, and the components crowd together. The mth 
component of either aggregation remains unaltered in ampli- 
tude but the amplitudes of the components in the region 
near any chosen finite frequency somewhat distant from /o 
become smaller. 
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With the first train of waves infinitely long, #1 = dw/2. 
The two infinite series of waves crowd close upon wo and 
the amplitude of the components at any finite frequency 
interval away from wy is only differential but every differential 
interval df = dw/2m in the frequency scale is occupied by 
such a component. Fig. 254 shows the relative amplitudes 
of these components in a typical frequency spectrum, and it 
corresponds to expression (57). 

In Fig. 254 all components of the lower sideband have 
zero phase angle (considered as cosine terms) and all com- 
ponents of the upper sideband have opposition phase angles. 
We have so far used w for the components of the envelope 
factor. If we change (57) so that w corresponds to the 
actual frequencies of the components of Fig. 254, we have ® 


; oo I 
é =—sin wof + — —— cos wtdw 
2; Dine fy 5) @) 
E I % I 
— — cos wtdw — — — cos wtdw (59) 
27 Jo Wo tow 27 Ja @ — Wp 


E E oe, Wo 
= —sin wot + — eee COS ACs 
2 ue  Ohy = 2°8 


Considering the components summed under the integral 
sign, these differ from the components of the variable portion 
of a suddenly applied d.-c. wave in that they are cosine, 
instead of sine, terms and are multiplied by the factor 


WWo 


ee 60 
alee (60) 
8 If we let 
— w’ = w) — w represent the lower side band frequencies below f = o 
but shown “folded over” on positive frequency scale, 

w’ = wo — w represent the lower side band frequencies above f = 0, 

w’’ = wo + represent the upper side band frequencies, 
then w = wo — w’, wo + w’, w’’ — wo and dw = — dw’, dw’, dw!’ for the three parts of 


the curve. Putting these values in (57) and then dropping the primes we have 
equation (59). 
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_ The distribution of components of a suddenly applied 
single-frequency a.-c. wave is illustrated in Fig. 255 with the 
Opposition components of the upper sideband indicated by 


TO INFINITY ——_ 
ON THIS SCALE 


AMPLITUDE 


Fic. 255.—DistriBuTION OF COMPONENTS OF A SUDDENLY APPLIED SINGLE 
Frequency A.-C. Wave, wirH Opposition Components InpicaTED By NEGATIVE 
CoEFFICIENTS. 


negative coefficients instead of positive coefficients as in 


Fig. 253. 


§ 80. Sudden Single-Frequency A.-C. Pulse 


A sudden d.-c. pulse, starting at time ¢ = 7; and ending 
at time ¢ = 7», was studied in section 75; its envelope factor 


is given by (35), 
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= ("= [sin w(t — T:) — sin w(t — T2) ldo. (61) 


We may obtain the expression for a sudden single-frequency 
a.-c. pulse (Fig. 252) lasting from ¢ = T, to¢ = Te and which 
within its envelope follows the curve 


¢ = E sin (wo + @) (62) 
by multiplication, as follows: 
E re 
ais f sin (of 20) [sino T.) = sin od — Taide 
T JO 


E ro) 
= = cos [ (wo — w)(¢ — Ti) + 1 |dw 


27 Jo 

E (o-) 

ate kee ees [ (wo + w) (¢ os T1) “+ ¢1\dw (63) 
27 Jo OW 
E 00 

= =|) — cos [(wo — w)(¢t — Te) + ¢2 |dw 
E ro) 

a ee [ (wo + w) (¢ = T2) ais v2 |dw, 
DG 0 WwW 


where ¢1 = 6 + woT, and g2 = 0 + woT>. 

There are thus present two pairs of sidebands, one pair 
(involving 7.) causing the initial rise of the pulse and the 
other (involving T2) causing its cessation. 

If we wish to let w correspond to the actual frequency 
of a component of the wave, fy — f or fo +f as the case may 
be, instead of a component of the envelope, we have 


E re) 
e=— ae -cos [w(t — T1) + ¢1 |dw 
Seay Ay se Or 
ia (64) 
Wo 
= ar F Saye [w(t — T2) + ¢2 |dw 


Jas ee Wo ; T> ss 405) Yi — $2 
Cie STR eh 
T Jo Wo =" Gy 2p 2 


(65) 
an [os ee ee 
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Here the magnitudes and signs of the infinitesimal fre- 
quency components obviously depend on the relation of the 
period of duration of the pulse JT, — T, to the period of 
the wave within the pulse envelope Ty) = 1/fo. The relative 
magnitudes of the components for a case where four complete 
cycles of the latter wave occur in the pulse are shown in 
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Wave. 
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Fig. 256. We see that in this particular case there happens 
to be only a differential component at the exact frequency /o. 


§ 81. Alterations of Phases of Components—Delay in Envelope For- 
mation 


Two simple cases of general changes of component phases 
in a transient wave may be mentioned here, because they 
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approximate conditions which are frequently encountered in 
comparing waves in various portions of an electrical circuit. 

(1) If all of the components of a wave are altered in 
phase by an angle proportional to frequency, the pattern of 
the wave is unchanged but the wave is delayed in formation 
by a definite time interval. If the angle by which the 
phases are altered is 


B= Te, (66) 
where T is a constant, then 
Beran 
—— (67) 
(6) (63) 


is a period of time which, in this simple case, is equal to the 
envelope delay. 

This may be illustrated by referring to (59), the case of a 
suddenly applied single-frequency a.-c. wave. 7 

If we add (66) to all components, we have 


Jape 
e= —>sin wo(t + T), 


a delay of T in the formation of the envelope occurring. The 
wave within the envelope is shifted in time also, since all 
values of the wave are reached after a definite time. Relative 
to the envelope, the wave within it is not dislocated. 

(2) Ina second simple case if all components of a wave are 
altered in phase by a constant phase angle 6, the envelope is 
unchanged but the wave within it is altered in phase or 
character. If the wave within the envelope is a single- 
frequency wave it is merely shifted by an angle @ relative to 
the envelope. If it is a multi-frequency wave, each of its 
components is similarly shifted. 

(3) As a more general case, if the components of a wave 


are shifted by an angle 
B=Tw+t 6, (68) 


where @ is a constant, the effects described in (1) and (2) both 
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occur. But in this case the time of delay is given by the 
slope of the phase curve, i.e., 


> ( ) 
but rather 


T=——-=—. (70) 


This third example, as a matter of fact, is typical of 
practically all important cases and for this reason the slope of 
a phase shift curve 1s to be taken as the time of delay of envelope 
formation. When distortion occurs so that the envelope pattern 
is not exactly reproduced it is still true that the slope of the 
phase shift curve in the important frequency range is approxi- 
mately equal to the time of delay of envelope formation. 


§ 82. Composition of an Entirely Transient Wave 


We come finally in our series of illustrations of transient 
wave compositions to the most general case. If a wave has 
an entirely transient form, as shown in Fig. 257, it may be 


e 


Fic. 257.—WaveE ENTIRELY TRANSIENT IN Form. 


considered as a single pulse of what, if recurrence existed, 
would be a steady-state wave expressible by a Fourier series. 
This is illustrated in Fig. 258, where the wave form of Fig. 257 
is repeated in steady-state fashion, the dotted line curve 
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indicating the envelope of the pulse. If the Fourier series 
wave is written briefly as 


e =f) (71) 


(and its composition may be obtained by the methods of 
Chapter XI, its components being multiples of the funda- 


(> 


Fic. 258.—Wave oF Fic. 257 REPEATED IN STEADY STATE FaAsHION. 


mental frequency 1/7) then from (37), the envelope factor 
of the “pulse ~of Hig"25 7s 


of Gise x T, — Ti T2 + 7; 
- | =(2sin a )cos o( ¢ - =) de (72) 
TJ9o W 2 


2) 


and the transient wave is completely given by 


” T, — T 
e= =f) J =(2sin o—— ) 
T (iy (2) Ob 


Scr ice: a(t im a) de, 


For each of the components of the Fourier series a com- 
plete “pulse” frequency spectrum will exist, as discussed in 
Section 80. The component of the transient wave at any one 
frequency will be the resultant of all the various components 
contributed to it by the various Fourier series terms. Which 
of these components are most influential in the resultant will 
depend on (1) the magnitude of the corresponding Fourier 


EXAMPLE OF FOURIER INTEGRAL ANALYSIS 445 


series term and (2) the proximity of the frequency under 
consideration to the harmonic frequency of the Fourier series 
term. Such transient waves are an aggregation of waves 
which are special cases of the single frequency pulses of 
section 80 in that the period of duration of the pulse must 
be harmonically related to the (Fourier series) component 
waves within the envelope. 


§ 83. Example of Fourier Integral Analysis—Transient Current into 
a Line—Line Having No Dissipation but with Reflections at 
Both Ends 


We may now consider an example of the application of 
Fourier integrals to the expression of transient currents 
containing reflections. Let 
us determine the instanta- = 


L 


3 
neous current which flows °&6 é Ziza—- LINE R 
into the line of Fig. 259. : 
Assume the distributed se- Fic. 259.—TRANSMISSION LINE WITH 


No ATTENUATION BUT WITH REFLECTION 


ries resistance and shunt We eet: 


conductance of the line to 

be negligibly small. Assume the generator impedance also 
to be negligible. The line is terminated at its distant end ina 
resistance R. We know (Chap. VI) the input impedance of 
such a line (between terminals 1-2) to be 


R-+ Zx tanh P Gn 
Ze +R tanh P’ Us 


Zx being the characteristic impedance and P = 4 + 7B the 
propagation constant of the line. Because there is no dis- 
tributed series resistance or shunt conductance, the attenu- 
ation is zero and 


Zi = ZK 


P = 7B = jw VLC, (75) 


where L and C are the total inductance and total capacitance 
of the line. To simplify, we shall let 


VLC = T, (76) 
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a constant, and later observe the meaning of JT. Likewise 
with no dissipation, 


L 
Fe aE, (77) 


which is a constant resistance, independent of frequency. 
Now in (74), 
Pe 2 


ef + e? 


tanh P = (78) 


—P 


Expanding (74), in terms of e” and e~”, and rearranging, we 


obtain 


Zz = Hs Sa REAER RSE (79) 


and the admittance Y: is the reciprocal of (79). But in the 
equation (79), 
TUE eG Grae 31) 
RERa CECE aaa, ee 


I I 
where G = — and Gx = —— 

R pom a 
later expressions. p has the form of a reflection coefficient. 
Therefore the admittance may be written 


, and p is used to simplify 


Testeepen 
Yr = Os paragon : (82) 


The fractional expression on the right in (82) may be 
expanded in series form as follows: 


I+a 


MSG 74 


=iI+t+ewt+oe+oe+---, (83) 
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Therefore 
as => Gx + 2Gxpe-" ao 2Gxpre7? 
+ 2Gxp'e? +... 
= Ge + 2Gepee™? + oC xpte wt 
+ 2GxpreW? 4 . 


(84) 


If a voltage wave 
e = E sin ot 


be impressed upon the line at time ¢ = 0, we have from (59) 
the instantaneous values of the input voltage. To obtain the 
instantaneous current we must multiply the voltage com- 
ponents at each frequency in (59) by the admittance at that 
frequency, and integrate the component currents so obtained. 
Hence the input current # is 


i= aS. + SGrper a 2GKpretet 


+ 2Gxp'eV"? + - - -) sin wot 
(85) 
+ — ~foty pea Ce + 2Gxpe7™? + 2Grp?e oF 
+2Gxp* cher re - + +) cos wtdw 
or rearranging, 
EB 3 E ed tO first 
1 = —Gr SIN Wof + =Gx [ aS ea COs wtdw | 
2 T 9 «Wor — We group 
+ pEGre*" sin wot 
Ae oun, second 
Seay if —_——. €?*T cos wtdw rou 
=p ie K fey ig ee g P 
+ puGneo sin Wot 
oF 5 a third 
+ P= Gx f ———. *T cos wtda group 
Tv 0 Wo" as w 
+ pEGre*™ sin wot 
Ae oe fourth 
+ p® Gx f i e*Feog widw + - group 
T (en Omen CO 
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The first group of terms in (86) reduces simply to 
EGx sin wot; t > 0 (87) 


and is zero for negative times. It is a current which differs 
from the applied wave in form and magnitude only by the 
factor Gx. 

The second group differs from the first in two ways. 
(1) it is reduced by the factor 2p. (2) The currents, finite 
and infinitesimal are retarded in phase, because of the factors 
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Fic. 260.—Insranrangeous E.M.F. CorresponpDING To THE First THREE GROUPS 
or Equation (86). 


eat and «", respectively, by the angles 2B = 2w)1 and 
2B = 2wT, because using the identities «%? = cos 2wT 
— sin 2wT and also cos wt = / sin of 


roa) Wo : 
I —— «*" cos wtdw 
Oo On Oe 


a (88) 
=| pe w(t — 2T)dw. 


The phase retardation, proportional to frequency in each case, 
causes the infinite number of infinitesimal components, as well 
as the single finite wave, to come into those phase relationships 
at time ¢ = 2T which would have existed at time ¢ = o had 
there been no phase shift. 
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Thus comparing the first and second groups of (86) in 
Fig. 260, the total instantaneous current corresponding to the 
first group (curve 4) has an envelope wave sharply rising from 
zero to the value unity at time ¢ = 0 whereas the total 
instantaneous current corresponding to the second group 
(curve B) has an envelope wave which rises sharply from zero 
to the value 2p at time ¢ = 2T. 

The total instantaneous current of the second group is 


2pEGx sin w(t — 2T);¢ > 2T. (89) 


Likewise the third group of terms in (86) is reduced, in 
comparison with the first, by the factor 2»? and its envelope 
is formed at the time ¢ = 47 (curve C, Fig. 260). This 
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process continues indefinitely, or until the “group” currents 
become small enough to be negligible. The entire input 
current is therefore ultimately 


7 = EHGx sin wot + 2pEG« sin wo(t — 2T) 
+ 2p°EGx sin w(t — 4T) (90) 
+ 2pEGx sin w(t — 67) + ---. 


The summation of the series for a particular case is 
illustrated in Fig. 261 where the built-up current is shown 
increased nearer and nearer its ultimate value as each interval 
of time 2T passes. 

Note that the current enters the line initially with a 
magnitude determined by the characteristic impedance of the 
line. This is reasonably to be expected, for since time is 
required to store energy in the inductance and capacity of the 
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line and establish the steady state current, the line can only 
act initially as an infinite line would act and the characteristie 
impedance is a measure of its natural rate of absorption of powcr 
for storage purposes. Had we derived expressions for the 
receiving-end currents of the line, they would show that the 
envelope of the received current is zero, until time T has 
passed, from the moment of closing the sending circuit. An 
infinitesimal instant of time later the envelope of the receiving 
current has altered by a finite amount, as if a portion of the 
wave were returned to the source upon striking the junction 
at which the mismatch between terminal and iterative im- 
pedance occurs. This phenomenon is called a reflection and 


Fic. 262.—Inir1aL Portions or THE WAVE or INPUT CURRENT OF A NETWORK WITH 
REFLECTIONS ALTERNATELY DECREASING AND INCREASING THE TOTAL CURRENT. 


the ratio is the corresponding reflection coefficient, for it 1s 
the proportion of the original wave which is reflected back 
to the source. After another period of time T has passed, 
the sending current 1s increased by twice the value which the 
reflected wave, as judged by the reflection coefficient, would in- 
crease the sending-end current. This is due to our assumption 
that the generator has zero impedance, for the reflection coefhi- 
cient between generator and line is thereby made unity and 
the reflected wave is re-reflected in its entirety. At any 
moment of time between ¢ = 2T and ¢ = 4T the first two 
groups of current terms, containing a steady forced wave of 
the value of the initial sending current, a reflected wave, and 
a complete generator reflection of the reflected wave, comprise 
the sending current. At times ¢ = 4T, 6T, efc., successive 
reflections add to these groups and steady-state current 
conditions are more and more nearly approached. 

The reflected waves may or may not, of course, come 
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back to the generator in phase with previous groups of 
current components, as has been assumed in Fig. 261. Incase 
B=nn (n being any integer) at the frequency fo, the 
reflections will return in phase. Under these conditions the 
steady-state current may, with no dissipation, become quite 
large. Fig. 262 on the other hand, shows the initial portions 
of the wave of input current of a network with reflections 
alternately decreasing and increasing the total current, 
assuming p = 0.25 at a frequency for which B = 7/2. 

Where B = r/2 and p = 1.00, a continued series of 
uniform pulses would result. 
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APPENDIX B. RELATION BETWEEN DECIBELS 
AND CURRENT, VOLTAGE, AND 
POWER RATIOS 


The decibel (db) is one-tenth of the “‘bel” and is the 
exact equivalent of the obsolete term “transmission unit” 
(TU). The number of decibels, Na, by which two values of 
power P; and P» differ is expressed by 


Na = 10 logio IP es 
If the absolute magnitude of the ratio of currents or voltages 


is known, and if the impedances into which I, and Iz are flowing 
(or across which V, and V are impressed) are identical, 


Na = 20 logio | Li /T2 | 
= 20 logio |Vi/[Vo|. 
The relation * between the decibel and the neper is given by: 


1 decibel = .1151 neper 
or 


I neper = 8.686 decibels. 


The following facts may serve as an aid to the use of 
table XIII + giving the relations between decibels and 
current, voltage, and power ratios: 


1. |Zi/Z2| = e**, where a is (the attenuation constant) in 
nepers. 


N. 
Ne | Zi /Z2 | SS logig (+ =) =. LO * 1 b/20) 


3. The number of decibels corresponding to a definite 
value of |J;/Z,| is the same as that corresponding to the 


*See page 47 Chapter II. 
+ This table has been furnished by Mr. K. S. Johnson. 
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reciprocal |J2/J:|, but the sign of the number is different. 
This follows from the fact that 


Nas 


20 logio | [o/T1| = 20 logio WEI He 
= — 20 logis |L1/Z2|. 
For example, the number of decibels corresponding to 
|Zo/I1|= 2 is 6.021 and the number for |2/Z:| = 1/2 1s 


— 6.021db. Negative values of decibels are implicitly ex- 
pressed when it is said that |J2| is 6.021db down from |J1|. 
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Fic. 263. 


4. To find the current (or voltage) ratios corresponding to 
decibel values over 20 multiply the current ratio for the 
values of |J2/Zi:| in excess of 20db by the factor 10. For 
example, to obtain the ratio |J2/J:| corresponding to 20.1, 
multiply the ratio corresponding to .1 (which is 1.012) by 
1o and the result is 10.12 or the current ratio corresponding 
to 20.1 decibels. To obtain |J./Z,| corresponding to 44.2db 
multiply the ratio corresponding to 4.2 (1.622) by 100. For 
decibel values over 60, 80, 100, etc., the multiplier is 10%, 
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Io’, 10°, etc. To illustrate again, the ratio |J2/J,| corre- 
sponding to 86.3 is 104 times that for 6.3 or 


2.065 X 107 = 20,650. 


5. Conversely, the number of decibels corresponding to 
any number such as 5248 is the number of dé corresponding 
to 5.248 or 14.4 plus 60 (since we divided by 10%) or 74.4db. 

6. For ratios corresponding to values of decibels from 
© to .3, greater precision will be obtained by using the chart 
shown in Figure 263, page 460, than by interpolating in the 
table. 

7. Above .3d or the corresponding ratio 1.035 given in 
the table, the maximum error introduced by interpolating 
between consecutive values of decibels is less than .3 per cent, 
while the maximum error introduced by interpolating between 
consecutive values of ratios is less than .o1 per cent. The 
maximum errors due to interpolation result when values at 
the beginning of the table are used. These deviations de- 
crease as the end of the table is approached. 

8. For values of decibels below .5 the number of decibels 
may be computed from the formula, 

Es | 


with an error of less than .oo1dd. For values of db below .1 
the factor 8.6 (instead of 8.5) gives the number of dé with 
still greater precision. 


ti 
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TABLE XIl]—Continued 


Deci- qh V; Py, I VP, P» Deci- Ih V, He In V, P» 
bels Ly V2 P» qT, ZA P; bels Tp ‘iA P» I, VT; Pi 
IG:Do | 35199) |) 10.23) || .g126 ||.09772|| “15.1 5.689 | 32.36] .1758 | .03090 
10.2 | 3.236 | 10.47 | .3090 ]|.095s0]| 15.2 5-754 | 33-11] .1738 | .03020 
MOS mS 2730) | LOr7 21 3055 ||-09883|) 5.3 Gesone | Sees Guleites || hopxeyiaa 
10.4 | 3.311 | 10.96| .3020 |.ogr20]] 15.4 5.888 | 34.67] .1698 | .02884 
TO.§ | 3.350 | 11.22] .2985 | .o8g13}}) 15.5 5-957 | 35-48] .1679 | .02818 
10.6 | 3.288 | 11.48 | .2951 |.08710]] 15.6 6.026 | 36.31] .1660 | .02754 
LOs7e 3a28 | UU-75 1 2o07—1.O8sti\|| 15.7 6.095 | 37-15] .1641 | .02692 
10.8 | 3.467 | 12.02] .2884 |.08318]| 15.8 6.166 | 38.02] .1622 |.02630 
10.9 | 3.508 | 12.30] .2851 | .08128]) 15.9 6.237 | 38.90] .1603 | .02570 
1.0 } 3.548 | 12.59] .2818 | .07943]] 16.0 6.310 | 39.81] .1585 |.02512 
Pte | 32589 —| 12.88-| .2786 | .07763|| 16.1 6.383 | 40.74] .1567 |.02455 
Teele OGTEN | 13.Noi|| me o7 e491 O7686||) 10.2 6.457 | 41.69] .1549 | .02399 
Wie Seale Qui 3-49) 110-2723) O74 19|| 16.3 6.531 | 42.66] .1531 | .02344 
11.4 | 3-715 | 13.80] .2692 |.07244|| 16.4 6.60 43-65] .1514 | .02291 
TS |) 3-758 | 14.13] 2661 | o7080]| 16.5 6.683 | 44.67] .1496 | .02239 
11.6 | 3.802 | 14.45] .2630 |.06918]| 16.6 6.761 | 45.71] .1479 | .02188 
11.7 | 3.846 | 14.79] .2600 |.06761|| 16.7 6.839 | 46.77] .1462 | .02138 
11.8 | 3.891 |] 15.14} .2570 }|.06607|| 16.8 6.918 | 47.86] .1445 | .02089 
MEO 3-930 |) 5-49], <2641 | :06457||| 16:9 6.998 | 48.98] .1429 | .02042 
12.0 | 3.981 | 15.85 | .2512 | .06310]| 17.0 7.080 | 50.12] .1412 | .o1995 
ff atee4-O27 | 16.22) |) 2483 || o6166||) 17.1 7.161 | 51.29] .1396 |.o1g9s0 
12.2 | 4.074 | 16.60] .2455 |.06026]| 17.2 7-244 | 52.48} .1380 | .o1906 
12.3 | 4.121 | 16.98} .2427 |.05888]| 17.3 WES |) BGS| GeaISis. | entitee? 
12.4 | 4-169 | 17.38] .2399 |-0S754]] 17-4 | 7-413 | 54.95] .1349 | .01820 
12.5 | 4.217 | 17.78] .2371 |.05623]/ 17-5 | 7-499 | 56.23] .1334 |.01778 
12.6 | 4.266 | 18.20] .2344 |.05495]| 17.6 #580) |) S754) 31318) |.01738 
POs oice WN 1S:02 2307, |.05370|| L757 7-674 | §8.88] .1303 | .o1698 
12.8 | 4.365 | 19.05] .2291 |.05248]| 17.8 7.763 | 60.26] .1288 | .o1660 
12.9 | 4.416 | 19.50} .2265 |.05128]) 17.9 7.852 | 61.66] .1274 | .01622 
13.0 | 4.467 | 19.95] .2239 |.0g012|| 18.0 7-943 | 63-10] .1259 |.01585 
Pore eaeoLon (20.42 I 22213, | O4898|) 18.1 8.035 | 64.57] .1245 | .01549 
13.2 | 4.571 | 20.89] .2188 |.04786]) 18.2 8.128 | 66.07] .1230 | .01514 
TQsQuedeO2 Ae 2teg8 2163) | 040771) 18.3 8.222 | 67.61] .1216 | .01479 
13.4 | 4.677 | 21.88] .2138 |.04571|| 18.4 8.318 | 69.18] .1202 | .01445 
avatars olumle22.40N 2004 |||-04467]|) 18.5 8.414 | 70.79] .1189 | .o1412 
13.6 | 4.786 | 22.91 | .2089 | .04365]] 18.6 Susie 72.441 TT 5 | RONG SO 
13-7 | 4.842 | 23.44] .2065 |.04266]| 18.7 8.610 | 74.13] .1161 | .01349 
13.8 | 4.898 | 23.99] .2042 |.04169]] 18.8 8.710 | 75.86] .1148 | .01318 
13-9 | 4-955 | 24.55} .2018 |.c4074]} 18.9 8.811 | 77.62] .1135 | .01288 
14.0 | 5.012 | 25.12] .1995 |.03981]| 19.0 8.913 | 79.43] .1122 | .01259 
TAs | 5-070 (25-70 | .1972-|).03891||| 19.1 g.016 | 81.28] .110g | .01230 
14.2 | 5.128 | 26.30] .1950 | .03802}/ 19.2 g.120 | 83.18] .1096 | .01202 
14.3 | 5.188 | 26.92] .1928 |.03715]| 19.3 9.226 | 85.11] .1084 | .o1175 
14.4 | §-248 | 27.54] .1906 |.03631}| 19.4 9.333 | 87.10] .1072 |.01148 
14.5 | 5.309 | 28.18] .1884 |.03548]| 19.5 9-441 | 89.13] .10$9 | .o1122 
14.6 | 5.370 | 28.84] .1862 |.03467]! 19.6 9.550 | g1.20] .1047 | .01096 
14-7 | 5-433 | 29-51 | 1841 | .03388)/ 19.7 9-661 | 93-33] +1035 | 01072 
14.8 | 5.495 | 30.20] .1820 |.03311]} 19.8 9.772 | 95.50] .1023 | .01047 
14.9 | 5.559 | 30-90] 1799 | -03236]] 19.9 9.886 | 97.72] .1012 | .01023 

100.00] .I000 | .o1000 
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Admittance 
from elements to ground, 39 
of complex arms, 132-134 
“ Aging,” 40 
Amplifier, in type C carrier system, 21 
Amplitude, 11 
Angular frequency, 127 (note) 
Anti-resonant arms 
in “confluent” band pass filter, 230 
series groups of, 145 
Anti-resonant frequency 
in three-element reactance arms, 129, 
So 
in two-element reactance arms, 127 
Arm, 44 
anti-resonant, 145, 230 
inverse, 124-127, 143, 231 
resonant, 145, 230 
Artificial lines, 7 
Attenuation 
in band elimination filters, 240 
in band pass filters, 235, 322-325 
in constant k high pass filter, 230 
in constant k low pass filter, 227 
in four-element sections, 321 
in m-type sections, 252-258 
in multi-section high pass filter, 307 
in low pass filter, 302 
Attenuation — 
in symmetrical six-element sections, 322 
in unloaded telephone lines, 12 
in wave-filters (general), 177-194, 214— 
220 
Attenuation bands 
Criteria for in reactance networks, 
177-190 
vector diagrams for determining, 214 
Attenuation constant, 80 
image, 87 
relation to series and shunt impedances, 
194-208 


Attenuation constant (continued) 
of “constant k” sections, 224 
in sections related through reciprocal 
frequency ratios, 313 
Attenuator, 14 


Balanced networks 
defined, 58 
as filters, 338-339 

Band elimination filters 
constant k type, 235-240 
evaluation of insertion loss of, 365-368 
formation of, 334-335 

Band pass filter, 33 
confluent constant k type, 230-235 
double-m-type, 270 
evaluation of insertion loss of, 365 
relation to band elimination filter, 

339-349 

Blackwell, 1 

Branch, 45 

Bridged-T network, 72 


Cable, 2 
Campbell, t 
Carrier telephone system 
illustration of, 20-36 
Carson, 1 
Characteristic impedance 
of a line, 13 (note) 
Charts, for filter design, 198-208 
Compensation Theorem, 56-58 
Circuit, 45 
Complex quantities, 61 
Complex m-type sections, 263-264 
Composite networks, 65 
advantages of for wave-filters, 336-338 
as multi-section filters, 286-338 
formed on an image basis, 84 
formed on an iterative basis, 79-80 
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“Confluent” band pass filter 
application of equivalent transformer 
filter to, 328-332 
constant k type, 230-235 
“Constant k” type filter section, 221-243 
band elimination, 235-240, 334 
“confluent” band pass, 230-235 
high pass, 228-230, 305 
low pass, 225-227 
Cosine terms of a Fourier Series 
evaluation of coefficients, 391-392 
Cutoff frequency, 186, 192-193 


Decay of d.c. voltage wave, 413-414 
Decibel, 23 (note), 46, 47, 459-461 
equivalent current or voltage ratios, 
table XIII 
De Forest, 1 
Demodulator, in type C carrier system, 
QI 
Derived m-type filter section, 244-285 
series derived m-type, 244-247 
shunt derived m-type, 248-251 
low-pass filter, 290-297 
Determinant, 53 (note) 
Directional filter sets 
functions of in type C carrier system, 
29583 
Dissipation 


Q). 
heel OL I 
Q (= or =n) 286-287 
effects of in wave filters, 286-289 
in low pass filter sections, 294-297 
in typical structures, 319-322 
Dissymmetrical network, 73 
equivalent to symmetrical network and 
ideal transformer, 89 
impedance transforming action of, 84 
Distortion, 10 
in amplitude, 11 
in phase, 11 
connected by equalizers, 16 
Distributed impedance 
Effects of in network elements, 38 
Distributed reactance structures, 148-1 54 


R 
constants: “o(4 or wR), 286-289 
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Double-m-type sections, 264-269 
characteristics of band pass type, 270 
Driving-point impedance, 124 


Electrostatic coupling, 18 

Electromagnetic coupling, 18 

Element, 44 

Envelopes, wave, 433 

Envelope delay, 442 

Envelope factor, 434 

Equalizers, 7 
functions of, 12, 20, 36-37 

Equivalence of networks, 72, 134, 309-311, 

325-328 

Equivalent 
filter sections, 290 
four-element reactance arms, 140-144 
networks, 67-74, 90-99 
three-element reactance arms, 137-140 
T-network, 67 

Exponentials, 61 

External Performance of networks, 64 


Factor 
interaction, 116-118 
reflection, 100-109 
Five-element sections 
equivalent to simpler sections, 310 
relation to constant & section, 312, 313 
Four-element reactance arms 
equivalence of, 140-144 
Four-element sections 
relation to three-element sections, 311— 
312 
m-types, 313 
Fourier integral analysis, 401-451 
Fourier series analysts, 375-400 
Frequency, angular, 127 (note) 
Frequency 
anti-resonant, 129 
fundamental, 9, 378 
resonant, 129 
Full series impedance, 190 (note) 
relation to transfer, attenuation, and 
phase constants, 194-208 
Full shunt impedance, 190 (note) 
relation to transfer, attenuation, and 
phase constants, 194-208 


INDEX 


Fundamental frequency, 9, 378, 387 


Gain 
insertion, 49 
interaction, 118 
reflection, 102 
Generalized transformer, 72, 73 


Hailf-sections 
in filter design, 176 
phase constant of, 181 
Heaviside, 1 
Helmholtz, 1 
High pass filter 
constant & type, 228-230 
example of insertion loss evaluation, 
362-364 
multi-section, 304-306 
relation to low pass filters, 339-340 
Hybrid coil, 14 
Hyperbolic functions, 63 


Ideal transformer, 50 
transformation of impedance by means 
of, 88 
Image attenuation constant, 87 
Image impedance, 81-84, 100 
in terms of series and shunt impedances, 
190 
mid-series and mid-shunt, Ig! 
of m-type sections, 261-263 
of low pass filters, 298-302 
of reactance networks, 178 
pure resistance and pure reactance, 
183-184 
relation to attenuation, 180, 182-183 
use of in design of composite filters, 176 
Image phase shift constant, 87 
Impedance 
balance, 16 
characteristic, 13 
deviations, 158-169 
distributed, 38 
driving-point, 124 
image, 100, 81-84 
iterative, 76-77, 100 
level, go 
product, 126 
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Impedance (continued) 
terminal, 60, 100 
transformations, 84, 88-90 
Impedance transforming filters, 325-334 
Impedance transformation ratio 
of an ideal transformer, 88 
Infinite attenuation 
in “constant k” type band elimination © 
filter, 238 
in five-element confluent band pass 
sections, 277-279 
in four-element sections, 279-281 
Insertion loss, 49, 107-112, 120 
evaluation of for: 
band elimination filter, 365-368 
band pass filter, 365 
high pass filter, 362-364 
low pass filter, 356-361 
of network terminated in 
impedances, 78 
method of determining total, 342 
Insertion Phase Shift, 107, 120 
Interaction 
factor, 116-118 
loss, gain, 118, 351-356 
Phase shift, 118 
Interference, 10 
Inverse arms, 126 
complex, 130-134 
in band pass filter, 231 
potentially inverse, 124-5, 127, 143 
Iterative impedance, 76, 77, 100 


iterative 


Kennelly, 1 


Level, impedance, 90 
Linear network, 43 
Line balancing networks, 7, 14 
Line filter set, in type C carrier system, 
21-29 
Loading coil, 1 
Longitudinal currents, 17 
Long distance telephony, 2 
Loss 
defined, 48, 48 
insertion, 49, 107, 109-124 
interactions, 118, 351-356 
reflection, 100-109 
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Low and high pass filter, 235 
Low pass filter 
constant k type, 225-227, 290-291 
derived m-types, 290-297 
evaluation of insertion loss, 356-361 
multi-section, formation of, 290-304 
relation to high pass filters, 339-340 
L-type network, 135-137 
formulae for attenuation and phase 
constants, 197 
half-sections in wave-filter design, 175- 


HA 


Maxwell, 1 
Mesh, 45 
Mid-series image admittance, 191 
for constant & sections, 222-223 
Mid-series image impedance, 191 
for constant & sections, 222-223 
Modulation, 2 (note), 11 
in filter of type C carrier system, 27 
Multi-section filters, 286-340 
Mutual impedance 
consideration of in compensation theo- 
rem, 57 
Mutual inductance 
in reactance arms, 154 
inserted in three-element arms, 155 
inserted in four-element arms, 157 


Negative 
capacitance, 97-99 
inductance, 97-99 
resistance, 97-99 
Neper, 46, 475 459-461 
Networks 
defined, 45 
equivalence of, 67-74, 90-99 
external performance of, 64 
parameters, 75 
transmission, 6, 7 
Non-linear distortion, 43 


Open-circuit impedance, 75 
relation to attenuation, 179, 180, 184- 
186 
relation to image impedance, 82 
Open wire facilities, 2 (note) 
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Oscillogram 
of atmospheric disturbance waves, 375 
of telegraph signals, 373 
of vowel sound, 372 


Parallel impedances, 130-131 
Parameters 
determination of, 75 
image, I0o 
iterative, 100 
network: determination of, 75 
Passive networks, 43 
Phantom circuit, 2 (note) 
Phase constant, 80 
in attenuating bands, 181 
in sections related through reciprocal 
frequency ratios, 313 
of constant & sections, 224, 227 
relation to series and shunt impedances, 
194, 208 
Phase distortion, 1% 
Phase shift 
determined by vector diagrams, 215— 
220 
insertion, 107, 119, 120 
interaction, 118 
for band elimination filter, 240 
for constant & low pass filter, 227 
for constant & high pass filter, 230 
for confluent band pass filter, 235 
for m-type sections, 259-260 
reflection, 102 
when considered positive, 102 (note) 
Potentially inverse arms, 124-5, 127, 143 
Principle of superposition, 50, 111, 377 
Propagation constant 
defined, 77 
formula for, 79 
of symmetrical networks, 87 
Pupin, 1 
m-type network, 72 
formulae for attenuation and phase 
constants, 196-197 
in wave-filter design, 175-177 


Radio telephony, 2, 3 
Reactance arms 
equivalent four-element, 140-144 


INDEX 


Reactance arms (continued) 
equivalent three-element, 137-140 
types, 124-144 
Reactance-frequency characteristic 
of resonant and anti-resonant arms, 
126-128 
Reciprocal frequency ratios, 313 
Reciprocity theorem, 52-5 
Refiection, 450 
Reflection coefficients, 18, 120 (note), 450 
for open and short-circuit conditions, 
180 
relation to attenuation, 181 
“Reflection current,” 112 
Reflection factor, 100-109 
Reflection gain, 102 
Reflection loss, 12, 100-109 
at cutoff with dissipation present, 347- 
348 
at ends of filter, 343-344 
at frequencies of maximum attenuation 
with dissipation present, 349-350 
charts, 103-106 
in attenuation bands generally, 348-349 
in transmission bands generally, 344- 
346 
Reflection phase shift, 102 
Repeaters 
in type C carrier system, 20 
Resonance 
of two-element arms, 126 
in three-element arms, 129 
Resonant arms 
parallel groups of, 145 
in “confluent”’ band pass filter, 230 
Resonant frequency 
in “constant k” band pass filter, 231- 
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Sections 
in filter design, 176 
more common types of, 221—(270) 
Semt-transient waves, 371-372 
Series arm, 44 
relation of impedance of to attenuation, 
184-194 
relation of impedance of to attenuation 
and phase constants, 194-208 
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Series derived m-type section, 244-247 
band elimination filter, 334 
high pass section, 305 
Series impedance 
relation to transfer, attenuation, and 
phase constants, 194-208 
relation to shunt impedance in attenu- 
ation bands, 184-194 
Short-circuit impedance, 75 
relation to attenuation, 179, 180, 184-6 
relation to image impedance, 82 
Shunt arm, 44 
relation of impedance of to attenuation, 
184-194 
relation of impedance of to attenuation 
and phase constants, 194-208 
Shunt derived m-type section, 248-251 
band elimination filter, 334 
high pass section, 305 
Shunt impedance 
relation to transfer, attenuation, and 
phase constants, 194-208 
relation to series impedance in attenu- 
ation bands, 184-194 
Signals 
distortion of, 11 
ideals of transmission of, 7 
telegraph, 373 
types for different purposes, 8 
volume, 10 
Sideband 
lower, 436 
upper, 437 
Six-element sections 
dissymmetrical, 271-277 
equivalent to simpler sections, 310 
relation to constant & section, 312, 
SUS) 
Simple resonant arm, 94 (note) 
Sine terms of a Fourier Series 
evaluation of coefficients of, 388-391 
Singing, 28 
Single-element reactance arms, 125, 126 
Single sideband transmission, 20 
Speech 
wave properties of, 9, 10 
oscillogram of, 372 
Steady state, 7 
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Steady state (continued) 
resolution into frequency components, 
Chap. X 
Suddenly applied voltage, 402-411, 412- 
413 
d.c., 402-413 
a.C., 433-441 
Superposition, principle of, 50, 111, 377 
Suppressed carrier transmission, 20 
Symmetrical section 
attenuation constant, 197 
formed from half-sections, 189 
phase constant, 181, 197 


T-network 
equivalent, 67 
formulae for attenuation and phase 
constants, 197 
in wave-filter design, 175-177 
Telegraph, 2,7 
form of signals, 373 
dots, Fourier integral analysis of, 420 
Telephone transmission theory, i 
Telephony, 7 
Telephotograph, 374, 427 
Television 
correction of aperture distortion in, 
ADT AS 
Terminal impedances, 100 
effects of in wave filters, 341-368 
relation to insertion loss of networks, 60 
Thermionic vacuum tube, 1 
Thevenin’s theorem, 55-56, 106, 110 
Three-channel carrier system, 6 
illustration of, 20 
Three-element reactance arms, 129, 130 
Three-element sections 
relation to constant k sections, 312, 
313 
relation to four-element sections, 311- 
R12 
Transfer constant 
defined, 82 
of composited network, 86 
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Transfer constant continued) 
of “constant k” confluent band pass 
section, 312 
of “constant k” sections, 225 
relation to series and shunt impedances, 
194-208 
Transformer, 7 
ideal, 50, 88 
principal functions of, 13 
Transformer filters, 325-334 
Transient e.m.f.s. 
application of reciprocity theorem to, 
55 
Transient state, 8 
Transient waves, 371 
Fourier integral analysis of, Chap. XI 
Transmission bands 
Criteria for in reactance networks, 
177-190 
vector diagrams for determining, 211 
Transmission efficiency, 102 
Transmission loss, 49, 50 
Transmission networks, 45 
place in communication, I 
principal functions of, 11 
secondary functions of, 15 
theory, 7 
Transmission unit (TU), 46 
Two-element reactance arms, 126-129 


Unbalanced networks, 58 
for filters, 338-339 


Vacuum tube, 1, 374-375 
Vector Diagrams 
for wave-filters, 209-220 


Wave filters, 7 
balanced and unbalanced, 338-339 
in type C carrier system, 20 
principal functions of, 11 
requirements of ideal filter, 173-4 


series and parallel operation of, 19 
theory and design of, Chap. VI-IX 
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ing. 480 pages. Illus. 614X914. Cloth. $6.00 

Speech and Hearing. By HARVEY FLETCHER, Acoustical Re- 
search Director, Bell Telephone Laboratories. With an In- 
troduction by H. D. ARNOLD, Director of Research, Bell Tele- 
phone Laboratories. 348 pages. Illus. 64% X914. Cloth. $5.50 

Probability and Its Engineering Uses. By THORNTON C. FRY, 
Member of the Technical Staff, Bell Telephone Labora‘ories. 
Second Printing. 490 pages. Illus. 614% 934. Cloth. $7.50 


Elementary Differential Equations. By THORNTON C. FRY. 
266 pages. Illus. 644 X94. Cloth. $2.50 


Transmission Circuits for Telephonic Communication. 
Methods of Analysis and Design. By xk. s. JOHNSON, 
Member of the Technical Staff, Bell Telephone Laboratories. 
Third Printing. 334 pages. Illus. 614914. Cloth. $5.00 


Introduction to Theoretical Physics. By LEIGH PAGE, PH.D., 
Professor of Mathematical Physics, Yale University. 597 
pages. Illus. 64X94. Cloth. $6.50 


Introduction to Physical Optics. By JOHN K. ROBERTSON, 
F.R.S.C., Professor of Physics, Queen’s Unwersity, Kingston, 
Canada. 430 pages. Illus. 514X834. Cloth. 


Electron Physics. By J. BARTON HOAG, PH.D., Instructor in 
Physics, University of Chicago, with a foreword by A. J. 
DEMPSTER, PH D., Professor of Physics, University of Chicago. 
260 pages. Illus. 534X834. Cloth. 

X-Rays and Electrons: An Outline of Recent X-Ray Theory. 
By ARTHUR H. COMPTON, PH.D., Professor of Physics, Unt- 
versity of Chicago. 420 pages. Illus. 614X934. Cloth. $6.00 

The World of Atoms. By ARTHUR HAAS, PH.D., Professor of 
Physics tn the University of Vienna. Translated by HORACE 
S. UHLER, PH.D., Associate Professor of Physics, Yale Un- 
versity. 152 pages. Illus. 614X934. Cloth. $3.00 


Full Description or Examination Copies sent on Request. 
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